
Materials natural aluminium wire, nickel base 

Light source LED bi-pin bulb LED 12V DC G4
energy classA+ / K range 2700-2900 / CRI > 80
mod. A / max 24x1,8W / lumen 4800
mod. B / max 26x1,8W / lumen 5200
mod. C / max 32x1,8W / lumen 6400
mod. D / max 32x1,8W / lumen 6400
mod. E / max 36x1,8W / lumen 7200
mod. F / max 44x1,8W / lumen 8800 

Power supply transformer 12V DC 110-240V dimmable Triac 
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Dimensions mod. A 120x50x35 cm ca.
base Ø 21×10,5 cm
—
mod. B 100x100x35 cm ca.
base Ø 21×10,5 cm

mod. C 140x80x35 cm ca.
base Ø 25×12,5 cm
—
mod. D 200x50x35 cm ca.
base Ø 25×12,5 cm
—
mod. E 200x80x50 cm ca.
base Ø 25×12,5 cm
—
mod. F 240x140x50cm ca.
base Ø 25×12,5 cm

alternative measures available on request
suspension cables 170 cm to be cut to size

Order code FNVALD mod. 
A

FNVBLD mod. 
B

FNVCLD mod. 
C

FNVDLD mod. 
D

FNVELD mod. 
E

FNVFLD mod. 
F
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