Package contents

Name: table lamp
JACK O'LANTERN PC1086

630

Components 1x glass globe, 1x marble body with metal frame, 1x metal cap with light —
included with unit: source socket and power cord (2.4m), 1x pair cotton gloves, 1x installation

manual
Installation

The manufacturer assumes no liability for damage resulting from failure to adhere to
the steps described in this manual. When unpacking the light, do so with regard for its
material composition - the main components are made of glass and very fragile
materials.

1. Wear the provided cotton gloves when unpacking and assembling the light.
Place the glass globe in the metal frame taking care not to damage either of the components. Ensure the
globe has been positioned precisely. Carefully install the light source in the metal cap, which is fitted with
a magnetic ring, and insert the assembly into the glass globe. The magnets will securely attach the light
source assembly to the glass globe. Ensure the metal cap is attached around the entire circumference.

Switch on power at the main circuit panel.

Prior to shipping, the functionality of each light and its components is thoroughly tested.
The manufacturer assumes no liability for the mishandling of products.

Installation time: 20 min (1 person)

TECHNICAL SUPPORT OFFICE 3
info@brokis.cz Spanielova 1315/25, Praha Repy, 16300, Czech Republic
www.brokis.cz ID 64940799, VAT CZ64940799
BROKIS
SHOWROOM AND FACTORY
Sidlisté Janstejn 39, Horni Dubenky, 588 52,

Czech Republic




Obsah baleni

Nazev: stolni svitidlo
JACK O'LANTERN PC1086

630

Komponenty, které mramorova podstava svitidla s kovovou kleci, sklenéna €ast svitidla, T
jsou soucasti baleni: kovova patice s kabelem (2.4m), 1x bavinéné rukavice, instalacni manual

Instala¢cni manual

Pfi nedodrzeni montazniho navodu vyrobce neruci za pripadné vzniklé skody!

Pri vybalovani nakladejte se svitidlem s ohledem na jeho materialové slozeni.

Béhem transportu, nebo dlouhodobym uskladnénim vyrobku, miaze dojit vlivem atmos-
ferickych podminek k zaspinéni skla. Proto pred instalaci zkontrolujte jeho Cistotu.

1. Pro vyymuti svitidla z obalu a jeho kompletaci pouzijte prilozene bavinene rukavice.
Vlozte sklenénou ¢ast svitidla do kovové klece. Aby nedoslo k poskozeni skla ¢i kovového ramu, dbejte na
pfesnost nasazeni.
Do patice na kovové monture instalujte svételny zdroj a opatrné ji vlozte do sklenéného stinitka opatfeného
magnetickym prstencem. Pomoci magnetl se montura pfitahne ke sklenénému stinitku. Montura by méla
doléhat na sklenénou ¢ast po celém svém obvodu.

Zapojte privodni kabel do elektrické sité.

U kazdého svitidla, véetné jeho komponentid, je pfed expedici dukladné zkontrolovana
jeho funkénost. Vyrobce nenese odpovédnost za nespravné zachazeni s produkty.

Doba insalace: 20 min (1 osoba)
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