Package contents

780
Name: NIGHT BIRDS PC962 V ‘5
Suspension light °

Components 1 glass shade, 1 assembled metal body with light source,
included with unit: 1 metal ceiling canopy with bracket, 2 plastic cable stops,
2 hex screws M5x12, 1 hex key size 2.5, 3 terminal connectors,
1 pair cotton gloves, 1 installation manual

Assembly

Power must be switched off at main circuit panel prior to installation!

Installation must be carried out by a qualified electrician only.

The manufacturer assumes no liability for damage resulting from incorrect installation.
1. Installation of ceiling canopy bracket and suspension light

- Secure the ceiling canopy bracket to the ceiling.

- With regard for various types and conditions of ceiling materials, we recommend consulting installation with an
expert. The manufacturer assumes no liability for incorrect installation or defects in the material to which the brack-
et is secured.

- Use anchors of sufficient strength only (not included with unit).

- Secure the bracket to the ceiling using at least two anchor points.

2. Position the glass shade on the metal body
- Pass the power cable through the bottom of the glass shade and position the metal body so that the sticker with
logo on the body is aligned with the logo etched into the glass. The manufacturer adjusts the metal body specifical-
ly for each light to ensure that the assembly hangs level.

3. - Pass the power cable through the metal ceiling canopy and secure it using the plastic cable stops.

Connect the lighting assembly to the building wiring.

5. - Using the two hex screws and the hex key, attach the plastic cable stops to the ceiling bracket.

Ensure that the lighting assembly has been correctly installed according to the installation manual. Switch on pow-
er at the main circuit panel and test the functionality of the light.

Prior to shipping, the functionality of each light and its components is thoroughly tested. The manufacturer
assumes no liability for the mishandling of products.

Replacing the light source
Release the light source (GU 10) from its socket by turning it counterclockwise. Replace the defective light source
with a new one and secure it in the socket by turning it clockwise.

Installation time: 20 minutes (1 person)
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Obsah baleni

780
Nazev: NIGHT BIRDS PC962 V ‘s
zavésné svitidlo °

Komponenty, které  1x sklenéna cast svitidla, 1x zkompletovana kovova montura vcéetné svételného zdroje,
jsou soucasti baleni: 1x kovovvy baldachyn s drzakem, 2x plastova zarazka kabelu,
2ximbusovy Sroub M5x12, 1x imbusovy kli¢ vel. 2.5, 3x pfipojovaci svorkovnice,
bavinéné rukavice, instala¢ni manual

Montazni postup

Pred montazi vypnéte privod elektrického proudu!
Montaz smi provadét pouze pracovnik s odbornou elektrotechnickou kvalifikaci.
Pri nedodrzeni montazniho navodu vyrobce neruci za pripadné vzniklé skody.

1. Instalace stropniho drzaku baldachynu
- Ke stropu pfisroubujte drzak stropniho baldachynu.
- S ohledem na riizny typ i stafi materiall stropt doporuéujeme montaz konzultovat s odbornikem. Vyrobce svitidla
neodpovida za nevhodné zvoleny pracovni postup ¢i vady materialu, do kterého se nosny komponent instaluje.
- Zvolte dostatecné silné kotevni prvky (neni soucasti baleni).
- Upevnéte drzak ke stropu pomoci nejméné dvou kotevnich bod.

2. Nasad'te sklenéné stinitko na kovovou monturu.
- Z pohledové strany stinitka protahnéte napajeci kabel a usadte kovovou monturu tak, aby samolepka s logem
umisténa na monture byla naproti samolepce nalepené na skle.

Pro kazdé svétlo je montura vyrobcem nastavena tak, aby svétlo viselo rovné.

3. - Elektricky kabel svitidla protahnéte kovovym baldachynem a zafixujte zajiStovacimi plastovymi ocky.
4. Zrid'te elektrické propojeni svitidla s elektroinstalaci.
5. Pomoci dvou imbusovych $roubkd a imbusového klice pfisroubujte baldachyn k stropnimu drzaku.
Ujistéte se, Ze jste svitidla zavésili dle navodu vyse, zapnéte prislusny jisti¢ a ovérte funkcnost svitidla.
U kazdého svitidla véetné jeho komponentu je pied expedici dukladné zkontrolovana jeho funkénost. Vyrobce
nenese odpovédnost za nespravné zachazeni s produkty.
Vymeéna svételného zdroje:
- Pootocenim svételného zdroje proti sméru hodinovych ruci¢ek dojde k uvolnéni zarovky z objimky (zarovka GU 10).
Nefunkéni svételny zdroj vyménte za novy a opacnym postupem jej zajistéte v objimce.
Doba instalace: 20 min (1 osoba)
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