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174 RevoltaSuspension

(ENG) Open circles sketched in the air, or frames for fabric panels to soften 
sound. Pendant cylinders have aluminium heads and acrylic diffusers. 
Create your own custom suspension light combining them individually or 
with our selection of canopies. (ESP) Icónicos círculos dibujan en el aire distin-
tos conjuntos que se llenan de color con paneles tapizados para atenuar el 
sonido. Pantallas de aluminio con difusores de metacrilato. Crea tu propio 
diseño combinando suspensiones de forma independiente o con nuestra 
selección de sujeciones múltiples.
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176 RevoltaSuspension





181180 SuspensionRevoltaRevoltaSpec sheet

Additional
We offer custom finishes, sizes,  
and alternate lamping for projects. 
Contract option minimum quantity required.
Photographs may show non-standard products.

     

T-3635-M
LED 6.1W     
( 3000K / Ang.45º 
>90CRI / 350mA) 
120V / Typ* 578 lumens 
Dimmable Triac

Finish body

  26 BLK

Finish head

  26 BLK 
  61 S GLD

 
T-3636-M
LED 2x6.1W     
( 3000K / Ang.120º 
>45CRI / 350mA) 
120V / Typ* 2x578 lumens 
Dimmable Triac

Finish body

  26 BLK

Finish head

  26 BLK 
  61 S GLD

REVOLTA

T-3635-W
LED 6.1W     
( 2700K / Ang.45º 
>90CRI / 350mA) 
120V / Typ* 565 lumens 
Dimmable Triac

Finish body

  26 BLK

Finish head

  26 BLK 
  61 S GLD

 
T-3636-W
LED 2x6.1W     
( 2700K / Ang.45º 
>90CRI / 350mA) 
120V / Typ* 2x565 lumens 
Dimmable Triac

Finish body

  26 BLK

Finish head

  26 BLK 
  61 S GLD

REVOLTA L165.5D



CompositionsRevoltaRevoltaCompositions

LINEAR CANOPY ROUND CANOPY

182 183

REVOLTA R40.1S1D REVOLTA R70.3S REVOLTA R100.5SREVOLTA L73.2D REVOLTA L73.1S1D REVOLTA L92.1S1D



14
1 

/ M
ix 

Us
e 

Sp
ea

r S
tre

et
 b

y 
@

ss
dg

in
te

rio
rs

184 RevoltaAcoustic panel

REVOLTA L165.5D



186 187 Acoustic panelRevoltaRevoltaAcoustic panel

Finish Acoustic panel 
Fabric 

  82 BL Blue 

  83 EGP Eggplant 

  84 SLM Salmon 
= 0.4  

P.E.T. felt 

  26 BLK Black 
= 0.25

Additional
Sound absorving panels without  
light are available upon request.
We offer custom finishes and sizes.
Photographs may show non-standard products.

     

(ENG) Revolta offers a unique and decorative solution to soften room noise 
with fabric-covered acoustic panels or recycled P.E.T. felt panels. Revolta 
can also be used to divide large spaces into discrete areas. (ESP) Revolta ofrece 
una solución única y decorativa para atenuar el ruido de una estancia gra-
cias a sus paneles acústicos forrados de espuma y tejido o P.E.T. reciclado 
que absorben el sonido. Además, se puede utilizar para dividir grandes 
espacios en zonas más íntimas.



CompositionsRevoltaRevoltaCompositions

LINEAR CANOPY ROUND CANOPY

188 189

REVOLTA R40.1S1D REVOLTA R70.3S REVOLTA R100.5SREVOLTA L73.2D REVOLTA L73.1S1D REVOLTA L92.1S1D



Ho
te

l A
te

ne
a 

M
ar

 b
y 

@
ca

rle
sg

ra
uc

he
s.

in
te

rio
rs

190 191 Table lampRevoltaRevoltaTable lamp

(ENG) Sculpture that illuminates: Revolta stands alone on table or desk.  
(ESP) La lámpada de sobremesa Revolta impacta por su carácter escultural, 
decorando una mesa, barra o mueble bufet.



192 RevoltaSpec sheet

Additional
We offer custom finishes, sizes, 
and alternate lamping for projects.
Photographs may show non-standard products.

         

M-3637-M
LED 6.1W     
( 3000K / Ang.45º / >90CRI  
350mA) / 100V - 240V 
Typ* 578 lumens 
Sensor Dimmer 
Universal plug

Finish body

  26 BLK

Finish head

  26 BLK 
  61 S GLD

A-3630-M
LED 6.1W     
( 3000K / Ang.45º / >90CRI  
350mA) / 100V - 240V  
Typ* 578 lumens 
Non dimmable  
(dimmable upon request)

Finish body

  26 BLK

Finish head

  26 BLK 
  61 S GLD

REVOLTA

M-3637-W
LED 6.1W     
( 2700K / Ang.45º / >90CRI  
350mA) / 100V - 240V  
Typ* 565 lumens 
Sensor Dimmer 
Universal plug

Finish body

  26 BLK

Finish head

  26 BLK 
  61 S GLD

A-3630-W
LED 6.1W     
( 2700K / Ang.45º / >90CRI  
350mA) / 100V - 240V  
Typ* 565 lumens 
Non dimmable  
(dimmable upon request)

Finish body

  26 BLK

Finish head

  26 BLK 
  61 S GLD

Additional
We offer custom finishes, sizes, 
and alternate lamping for projects.
Photographs may show non-standard products.

         


