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WELCOME TO LIGHTNET

Lightnet is a specialist in professional building illumination.
More than 300 members of staff at 5 locations pursue the
goal daily of inspiring Lightnet customers with aesthetic,
functional and energy-efficient luminaires. With over 130,000
square feet of production area, we develop and produce
a wide spectrum of high-quality luminaires for highly
diverse applications. Experience gathered over many years
allows us to recognise the individual demands of archi-
tecture and translate them into lighting solutions with the

help of our extensive manufacturing possibilities - both
in large and small quantities. We are present worldwide
with our own sales organisations in over 40 countries.
Numerous, successfully completed international projects
with leading architects and lighting planners are an expression
of our competence in lighting — Welcome to Lightnet.
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BIENVENIDO A LIGHTNET

En Lightnet somos expertos en iluminacion profesional arquitectonica. Mas de
300 miembros en el grupo y desde 5 puntos estratégicos internacionales tene-
mos como objetivo inspirar a nuestros clientes mediante nuestros productos
de iluminacion estética-funcional y de uso eficiente de energia. En un area de
produccion de casi 40.000 m2, desarrollamos y producimos una amplia gama
de luminarias de la mas alta calidad para diversas aplicaciones. Con el apoyo
de nuestra infraestructura y gracias a varios afnos de experiencia en el merca-
do, nos permite reconocer necesidades particulares en la arquitectura, tradu-
ciéndolas en soluciones de iluminacion, creacion de ambientes y adecuacion
de disefnos para cualquier tipo y tamafio de proyecto arquitectonico. Estamos
presentes alrededor del mundo con una propia estructura de ventas en mas de
40 paises. Diversos proyectos internacionales, satisfactoriamente concluidos,
llevados a cabo con arquitectos lideres y planificadores en iluminacion son una
muestra de nuestra experiencia y capacidad en iluminacion.




LIGHTNET COMPANY LOCATIONS:

LIGHTNET USA:

Lightnet USA Inc.

123 NW 23rd. St.

Miami, FL 33127

Tel.: +1 800 940 9092
E-Mail : info@lightnet.us

LIGHTNET MEXICO:

Lightnet Mexico S.C.

Calle Franscisco Ortega 30
Col. Villa Coyoacan

CP 04000, Mexico DF

Tel: +52 55 4916 9245

Mail: info@lightnet.mx

LIGHTNET HEADQUARTER GERMANY:

Lightnet GmbH
Zollstockgurtel 63
50969 Koln

Tel.+49 (0) 221 22 25 26-0
Mail: info@lightnet.de

LIGHTNET POLAND:

Lightnet Sp. z 0.0.

ul. Sportowa 2

43-356 Kobiernice

Tel +48(33) 81086 56

Lightnet-Kety

ul. Fabryczna 8D
32-650 Kety

Tel.: +48 (33) 506 53 04
Mail: info@lightnet.pl




SURFACE DESIGNS

In order to realize your individual interior design concept and
create a seamless integration between architecture and li-
ght, we propose a wide cross-product range of diverse surface
designs. This goes far beyond the standard powder-coating
selection and comprises wood look, polished aluminum, raw
concrete, leather look and much more. We have compiled the
selection of all our surface finishes in our sample brochure ava-
ilable for purchase through our distribution partners. All RAL and
NCS colors are available according to your taste. Our in-house
manufacturing enables individual, fast and flexible production
according to your requirements. You can be certain that we
deliver a fast and reliable service even in the smallest quantities.

POPULAR BASICS:

MATT WHITE (RAL9003)

DISENO DE SUPERFICIES

Con la finalidad de hacer realidad su concepto individual de disefo, creando
una perfecta interaccion entre los elementos de la arquitectura e iluminacion,
ponemos a su disposicion una amplia gama de disefios. Méas alla de los
acabados de pintura pulverizada convencional, contamos con disefios en
acabados especiales como aparentes de madera, piel, superficies pulidas,
subrayar 0 acabado oxidado y muchos mas. A través de nuestros socios
distribuidores se puede solicitar un folleto con la compilacion de todas
las superficies disponibles. Todos los colores RAL y NCS se encuentran
disponibles de acuerdo a su interés y necesidades. Nuestra propia
produccion, rapida y flexible, se ajusta a las necesidades particulares de
SuU proyecto. Tenga por Seguro que con nosotros encontrard un proveedor
agil y seguro, aun si sus proyectos requieren un pequeno numero de piezas.

CREAM WHITE (RAL9010)

MATT SILVER (RAL9006)

FRESH & FUNKY:

PURE ALUMINIUM:

SPARKLING ANTHRACITE BLACK RAVEN (RAL9004)

SUMMERTIME BLUE REDORANGE FLUORESCENT

NATURAL ANODISED SEMI SPECULAR POLISHED

UPBEAT YELLOW



SHADES OF METAL:

BEIGE BRONZE

ANODIC CHAMPAGNE

LUXURY LEATHER:
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WHITE KROKO

PRISTINE ECO:

R e b

ZEBRANO BEECH

AVANTGARDE TECH:

BLACK CARBON

COZY COPPER

STALWART RUST

BROWN KROKO

MUTED OAK

RAW CONCRETE

MAIJESTIC GOLD

GUNMETAL SILVER

BLACK KROKO

NOBLE WENGE



COLOR TEMPERATURES & RENDERING

SUNSET WHITE 2200K

SOFT WHITE 2700K

WARM WHITE 3000K

COLOR TEMPERATURES & COLOR RENDERING

Light colors significantly influence human well-being and
ultimately the emotional impact of architecture. In order to
achieve a refined light design we offer all our luminaires with
following color temperatures: SUNSET WHITE (2200K), SOFT
WHITE (2700K), WARM WHITE (3000K), NEUTRAL WHITE (3500K),
COOL WHITE (4000K) and DAYLIGHT (6500K). The core value
of light is determined furthermore by an authentic color
rendering. Needless to say, Lightnet offers all its luminaires
also with high color rendering CRI>90.

LAS TEMPERATURAS DE COLOR Y LA REPRODUCCION CROMATICA.

Los colores de la iluminacion tienen una gran influencia en el bienestar de las
personas y en el efecto emocional de la arquitectura. Para obtener un disefno
refinado de iluminacion, ponemos a disposicion una amplia gama de productos,
que se relacionan entre si, con las siguientes temperaturas de color: SUNSET
WHITE (2200K), SOFT WHITE (2700K), WARM WHITE (3000K), NEUTRAL WHITE
(3500K), COOL WHITE (4000K) y DAYLIGHT (6500K). El verdadero valor de una
buena iluminacion cobra vida a partir de una auténtica reproduccion cromatica.
Es importante destacar, que Lightnet ofrece toda su gama de iluminacion con
una reproduccion cromatica de IRC>90.



TEMPERATURAS DE COLOR

NEUTRAL WHITE 3500K

COOL WHITE 4000K

DAYLIGHT 6500K
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MATRIC-W1: DIFFERENT COLOR TEMPERATURES




LUCILLE-T1 16 LUCILLE-T2 20
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LUCILLE-T1

LUCILLE: HIGH TECH
IN A FILIGREE FORM

The table luminaire series Lucille has a filigree
look. Itsformisclearandtimeless, itsconstruction
sophisticated. The joints can be easily articulated
to cover a wide radius of action but its integrated
adjustment mechanism facilitates this wide
working area without risk of overbalancing. Even
at its maximum extension, the Lucille remains
stable and secure. Its efficient luminous flux of
900Im is practical for use in professional task-
-area environments. Control is also simple: the
luminaire can be dimmed progressively by way
of the touch panel integrated into the head of
the luminaire. Lucille is available in five colors
and can be perfectly integrated into any interior
design concept.

LUCILLE: ALTA TECNOLOGIA EN FORMA
DELICADAY ESTABLE

La serie de luminarias de mesa Lucille tienen un aspec-
to sutil y delicado. Su construccion es sofisticada y sus
lineas claras denotan su esencia perpetua. Las articu-
laciones se pueden mover facilmente contando con un
amplio radio de accion, al mismo tiempo que su me-
canismo integrado de ajuste facilita un amplia area de
trabajo sin riesgo de perder el equilibrio. Incluso en su
maxima extension, se mantiene estable y siempre se-
gura. Su eficiente flujo luminoso de 900 Im es préactico
para su uso en entornos de actividades profesionales.
El control es muy sencillo: la luminaria se puede regular
progresivamente por medio del panel tactil integrado
en su cabezal. Lucille esta disponible en cinco colores
y se puede incorporar perfectamente en cualquier con-
cepto de diserfio interior.







LUCILLE-T1

Lucille-T1

o LED task light with direct only light distribution. Specially adapted
to LED-chips the diffuser made of acrylic ensures optimum glare
and light control combined with enhanced light transmission.

¢ High-quality pantograph with precision joints completely made
of aluminium, no visible cables, springs or cords. Surface finish
white, silver, black, gold or redorange. Luminaire head tiltable
and rotatable.

e Intuitive control via touch panel in luminaire head. Task light
continuously dimmable. Highest flexibility due to working range
up to 1 m. Maximum stability even when task light is set to
furthest position.

e Standard LED color temperature 2700K, 3000K, 3500K and 4000K.

Color rendering CRI>80, CRI>90 on request.

¢ Available with luminaire base or table clamp. Adapter for
furniture, partition walls, etc. upon request.

* 80% of initial output after 50000 operating hours
(L80B10 at 77°F and max. Medium-Power). 5 year warranty
on all LED boards and LED drivers.

e Refer to ,options” overview

ES

Lucille-T1

e Lampara LED para puestos de trabajo con distribucion directa.
Difusores coordinados de chips de LED de cristal acrilico especialmente
creados para el control 6ptimo del deslumbramiento y direccionamiento
de la luz, manteniendo la maximo grado de trasmision luminosa.

e Cuenta con un pantégrafo de alta calidad, gran precision en sus
articulaciones hechas completamente de aluminio, sin cables
0 resortes a la vista. Superficie lacada disponible en negro,
plata, blanco, rojo. Cabezal de la luminaria rotable y giratorio.

» Control intuitivo por medio de un panel tactil integrado en el cabezal
de la luminaria. Regulador progresivo de luz. Maxima flexibilidad de
rango de trabajo: hasta 1 m de expansion, garantizando su estabilidad
alavez.

e Temperatura de luz LED estandar de 2700K, 3000K, 3500K y 4000K.
Reproduccion cromatica de IRC>80, bajo pedido: Ra>%0.

 Disponible en version con base de mesa 0 soporte prensable. Conexion
de adaptacion para muebles, modulares, etc. bajo pedido especial.

e Larga vida Util de 50,000 horas antes de caer por debajo del 80% de su
nivel inicial de salida de luz. (L90B10 at 77°F y max. Media Potencia).
Garantia de 5 afios en todos los médulos y controladores LED.

e \Ver también otras opciones.




LUCILLE-T1 / TABLE CLAMP

215/16"

27/32" max
19/32" min

LUCILLE-T1 / TABLE BASE

223/8"

19/32"

221/16" max

23/32"

713/32"
1

52 9/,; lEB—7|1 3/32"
L _

LUCILLE-T1 / GROMMET

223/8"

19/32"

2113/32"

29/32" max
19/32" min

CUTOUT 1 1/4" I:

OPTIONAL

GEAR
SILVER

Switch & Dim
WHITE

Switch & Dim
BLACK

Switch & Dim
GOLD

Switch & Dim
RED-ORANGE
Switch & Dim

LUMEN/WATT

900 Im/10W*

900 Im/10W*

900 Im/10W*

900 Im/10W*

900 Im/10W*

CODE

TUTTASX-###M-D150-T

TUTTAWX-###M-D150-T

TUT1ABX-###M-D150-T

TUTTAGX-###M-D150-T

TUTTAOX-###M-D150-T

KG

7.3

73

73

73

73

Ibs

16,1

16,1
16,1

16,1

16,1

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

GEAR
SILVER

Switch & Dim
WHITE

Switch & Dim
BLACK

Switch & Dim
GOLD

Switch & Dim
RED-ORANGE
Switch & Dim

LUMEN/WATT

900 Im/10W*

900 Im/10W*

900 Im/10W*

900 Im/10W*

900 Im/10W*

CODE

TUTTASX-###M-D150-G

TUTTAWX-###M-D150-G

1UT1ABX-###M-D150-G

TUTTAGX-###M-D150-G

1UTTAOX-###M-D150-G

KG

73

73

73

73

Ibs

16,1

16,1

16,1

16,1

16,1

‘ LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

GEAR
SILVER

Switch & Dim
WHITE

Switch & Dim
BLACK
Switch & Dim
GOLD

Switch & Dim
RED-ORANGE
Switch & Dim

LUMEN/WATT

900 Im/10W*

900 Im/10W*

900 Im/10W*

900 Im/10W*

900 Im/10W*

CODE

TUTTASX-###M-D150-R

TUTTAWX-###M-D150-R

1UT1ABX-###M-D150-R

1UTTAGX-###M-D150-R

TUTTAOX-###M-D150-R

KG

73

73

73

73

73

Ibs

16,1

16,1

161

161

16,1

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

SILVER WHITE BLACK

@ &

Further Product Options:

RED-ORANGE

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI
RA>90

SEE PAGE 11




LUCILLE-T2

Lucille-T2

e | ED task light with direct only light distribution. Specially adapted
to LED-chips the diffuser made of acrylic ensures optimum glare
and light control combined with enhanced light transmission.

¢ High-quality pantograph with precision joints completely made
of aluminium, no visible cables, springs or cords. Surface finish
white, silver, black, gold or redorange. Luminaire head tiltable
and rotatable.

e Intuitive control via touch panel in luminaire head. Task light
continuously dimmable. Maximum stability even when task light is
set to furthest position.

e Standard LED color temperature 2700K, 3000K, 3500K and 4000K.
Color rendering CRI>80, CRI>90 on request.

¢ Available with luminaire base or table clamp. Adapter for
furniture, partition walls, etc. upon request.

* 80% of initial output after 50000 operating hours
(L8OB10 at 77°F and max. Medium-Power). 5 year warranty
on all LED boards and LED drivers.

e Refer to ,options” overview

ES

Lucille-T2

e Lampara LED para puestos de trabajo con distribucion directa.
Difusores coordinados de chips de LED de cristal acrilico especialmente
creados para el control 6ptimo del deslumbramiento y direccionamiento
de la luz, manteniendo la maximo grado de trasmision luminosa.

e Cuenta con un pantografo de alta calidad, gran precision en sus
articulaciones hechas completamente de aluminio, sin cables
0 resortes a la vista. Superficie lacada disponible en negro, plata,
blanco, rojo. Cabezal de la luminaria rotable y giratorio.

e Control intuitivo por medio de un panel tactil integrado en el
cabezal de la luminaria. Regulador progresivo de luz. Maxima
estabilidad también en su rango mas amplio de expansion.

e Temperatura de luz LED estandar de 2700K, 3000K, 3500K y 4000K.
Reproduccion cromatica de IRC>80, bajo pedido: IRC>90.

« Disponible en version con base de mesa o soporte prensable. Conexion
de adaptacion para muebles, modulares, etc. bajo pedido especial.

e Larga vida util de 50000 horas antes de caer por debajo del 80%
de su nivel inicial de salida de luz. (L90B10 at 77°F y max. Media
Potencia). Garantia de 5 afios en todos los médulos y controladores LED.

e \Ver también otras opciones.




LUCILLE-T2 / TABLE CLAMP

26 25/32" max
1" min

1932f

237/32" max
105/8" min

27/32" max
19/32" min

278"

5
5 Z%’EQ:@ e
%

LUCILLE-T2 / TABLE BASE

26 25/32" max
1" min

120 19/32"

1
I;

237/32" max
105/8" min

23/32"

713/32"
—

529/32"

&

L

LUCILLE-T2 / GROMMET

2531/32" max
10 174" min

120

b 1o32f

N

227/32" max
10 1/4" min

J

31/32" max
19/32" min

OPTIONAL

e

X

Further Product Options:

SILVER WHITE BLACK

ALTERNATIVE COLOR LEDS WITH
TEMPERATURES: HIGHER CRI

2200K - 6500K RA>90 SEE PAGE 11

GEAR LUMEN/WATT CODE KG Ibs
SILVER

Switch & Dim 900 Im/10W* TUT2ASX-###M-D150-T 6,5 14,3
WHITE

Switch & Dim 900 Im/10W* TUT2AWX-###M-D150-T 6,5 14,3
BLACK

Switch & Dim 900 Im/10W* 1UT2ABX-###M-D150-T 6,5 14,3
GOLD

Switch & Dim 900 Im/10W* TUT2AGX-###M-D150-T 6,5 14,3
RED-ORANGE

Switch & Dim 900 Im/10W* 1UT2A0X-###M-D150-T 6,5 14,3

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

GEAR | LUMEN/WATT | CODE KG | Ibs
SILVER

Switch & Dim 900 Im/10W* 1UT2ASX-###M-D150-G 6,5 143
WHITE

Switch & Dim 900 Im/10W* 1UT2AWX-###M-D150-G 6,5 143
BLACK

Switch & Dim 900 Im/10W* 1UT2ABX-###M-D150-G 6,5 14,3
GOLD

Switch & Dim 900 Im/10W* 1UT2AGX-###M-D150-G 6,5 14,3
RED-ORANGE

Switch & Dim 900 Im/10W* 1UT2A0X-###M-D150-G 6,5 14,3

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

GEAR LUMEN/WATT CODE KG Ibs
SILVER

Switch & Dim 900 Im/10W* TUT2ASX-###M-D150-R 6,5 14,3
WHITE

Switch & Dim 900 Im/10W* TUT2AWX-###M-D150-R 6,5 14,3
BLACK

Switch & Dim 900 Im/10W* 1UT2ABX-###M-D150-R 6,5 14,3
GOLD

Switch & Dim 900 Im/10W* TUT2AGX-###M-D150-R 6,5 14,3
RED-ORANGE

Switch & Dim 900 Im/10W* 1UT2AOX-###M-D150-R 6,5 143

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

GOLD RED-ORANGE




BASIC-A1/X1 24

CUBIC-A2/X2 38

MATRIC-D3 52

CALEO-A2/X2 30

CUBIC-W1 42

MATRIC-W4 56

CALEO-W3 32

MATRIC-A1 46

CALEO-W4 36

MATRIC-W1 48



WALL MOUNTED LUMINAIRES | LUMINARIAS ADOSADAS EN PARED
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PROJECT. LIGHTNET SHOWROOM, COLOGNE, GERMANY
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PROJECT: BLUE CONSULT, KREFELD, GERMANY




BASIC-A1/X1

Basic-A1/X1

o Surface mounted luminaire for ceilings or walls

e Optional: Direct light distribution or direct light distribution
with indirect lighting corona

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>=80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, leather-finish, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Basic-A1/X1

e Luminaria LED para montaje sobrepuesto en paredes o techos.

e Opcional: distribucién de luz directa o distribucion de luz directa
con corona de luz indirecta.

 Difusor opalino de metacrilato satinado para transmision
optimizada de luz e iluminacion uniforme.

e Acabado de superficie en pintura pulverizada color blanco (RAL9003) o plata
(RAL9006).

¢ Regulable sencillo 1-10V

e | EDs de primera calidad combinados con los més altos estandares, que
generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC>80.

¢ Sobre pedido: amplia gama de temperaturas especiales de color (2700K-6500K),
colores para superficies especiales, acabados aparentes en piel, IRC>90.

e Garantia de 5 anos en todas las partes eléctricas.
Larga vida Util de 50,000 h al 80% del flujo luminoso.

¢ £l acceso directo a balastros integrados y placas de circuito de LED
asegura una instalacion sencilla y un facil mantenimiento.

o Certificado por cETLUS.




BASIC-A1 / DIRECT / OPAL

H[inch] D [mm] H[mm] LUMEN/WATT @ 4000K*

LED - LOW POWER SILVER WHITE
0778 21516 200 75 836IM/9W*  1BAIOSD-###ED200  IBAIOWD-##ED200 22 438
01136”21546 300 75 1277m/12W  1BAIOSD-##4E-D300  1BATOWD-##4E-D300 25 55
334" 21516° 400 75 2382M/I9W*  BAIOSD-##4E-DA00  IBAIOWD-HHHEDAO0 48 106
e 171116 215/16" 500 75 3416IM/27W*  1BAIOSD-##4E-DS00  TBATOWD-4##EDS00 67 14,8
158" 21546" 600 75 4787IM/37W*  BAIOSD-##4E-D600  IBATOWD-#HE-DE00 84 185
E 323/16"  4716" 970 113 9436Im/74W*  BAIOSD-4#4ED970  1BAIOWD-HHEDI70 230 507
s IMUA 4776° 1200 M3 14ISSMATIWE  IBAIOSD-HHHE-DI200  IBATOWD-HHE-DI00 290 639

((“’) LED - MEDIUM POWER
0778”2156 200 75 1149IM/12W*  1BATOSD-##4M-D200  1BATOWD-###M-D200 22 48
0411316"  21546° 300 75 761Im/6W*  1BAIOSD-##4M-D300  1BAIOWD-###MD300 25 55
334" 215/16" 400 75 3509IM/29W*  1BATOSD-###M-DA00  1BATOWD-###M-DA00 48 10,6
1716 215M6° 500 75 4718IM/37W*  IBATOSD-#44M-DS00  BAIOWD-###M-DS00 67 148
158" 21516" 600 75 7062m/500*  1BAIOSD-###M-D600  IBATOWD-###M-D600 84 185
323/16" 476" 970 113 1386SM/10W*  1BATIOSD-#44M-D970  IBAIOWD-###M-DIT0 230 507
3 4776° 1200 M3 20795IM/165W*  IBAIOSD-##M-D1200  TBATOWD-###M-D1200 290 639
\Tl \f‘ LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

BASIC-X1 / DIRECT-INDIRECT / OPAL

D [Feet/Inch] | H1[Inch] HHmﬂﬂ LUMEN/WATT @ 4000K* | CODE CODE

| —

31/32" H1
25mm

Further Product Options:

ALTERNATIVE COLOUR
TEMPERATURES:
2200K - 6500K

@ &

LEDS WITH
HIGHER CRI
RA>90

FURTHER SELEC
SURFACE DESIG
SEE PAGE 11

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

LED - LOW POWER SILVER WHITE
0-1113/16"  25/32" 300 55 1960Im/16W*  1BXIOSD-###E-D300  1BXTOWD-###4E-D300 33 73
334" 25/32" 400 55 3660IM/28W*  1BXIOSD-##4E-DA00  1BXIOWD-#4E-DA00 51 112
1716"  25/32" 500 55 5254Im/A2W*  1BXIOSD-4#4E-DS00  1BXIOWD-###E-D500 71 157 m
e 1158 25/32° 600 55 8384IM/6AW*  1BX1OSD-##4E-D600  1BX1OWD-##4E-D600 97 214
32316 215/16" 970 75 16500Im/28W*  1BXIOSD-##4E-D70  IBXIOWD-HHHE-DIT0 180 397
[E 3A114" 21546 1200 75 24825im/190W*  1BX1OSD-H#EDI200  1BXIOWD-HHEDI200 240 529
341 14"
@) 0411316"  25/32" 300 55 2705IM/22W*  1BX10SD-4##M-D300  1BXIOWD-##4M-D300 33 73
334" 25/32" 400 55 5397Im/A2W*  IBXIOSD-##4M-DA00  IBXIOWD-###M-DA00 51 112
17160 25/32" 500 55 7252m/57W*  1BX10SD-4##M-D500  1BXIOWD-##4M-DS00 71 157
T15/8"  25/32° 600 55 11990Im/93W*  1BXIOSD-##4M-D600  IBXIOWD-##M-D600 97 214
323/16" 215/16" 970 75 23470Im/188W*  1BXIOSD-##4MD970  IBXIOWD-##M-D9Z0 180 397
3" 215/16° 1200 75 35350Im/278W  IBXIOSD-###M-D1200  IBXIOWD-##M-DI200 240 529




‘CALEO'AZ/xz

Caleo-A2/X2

o Surface mounted luminaire for ceilings or walls

e Optional: Direct light distribution or direct light distribution
with indirect lighting corona

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

¢ EFinishes: white (RAL9003)
or silver (RAL9006) powder-coated

¢ Single dimmed 1-10V

¢ Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

o CETLus listed

ES

Caleo-A2/X2

e Luminaria LED para montaje sobrepuesto en paredes o techos.

e Opcional: distribucion de luz directa o distribucion de luz directa
con corona de luz indirecta.

e Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.

e Acabado de superficie en pintura pulverizada color blanco  (RAL9003) o
plata (RAL9006).

¢ Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los mas altos estandares, que
generan una iluminacién homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC>80.

e Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, acabados
aparentes en piel, IRC>90.

e Garantia de 5 anos en todas las partes eléctricas.

Larga vida Util de 50,000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS.



CALEO-A2 / DIRECT / OPAL
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CALEO-X2 / DIRECT-INDIRECT / OPAL
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Further Product Options:

oF] =

ALTERNATIVE COLOUR LEDS WITH
TEMPERATURES: HIGHER CRI
2200K - 6500K RA>90

L [Feet/Inch] L [mm]

LED - MEDIUM POWER
1-0/0" 330
1-415/16" 430
1-87/8" 530
2413/16" 630

211716" 900
LED - HIGH POWER

1-0/0" 330
1-415/16" 430
1-87/8" 530
21316" 630

2-11716" 900

LUMEN/WATT @ 4000K*

1482Im/13W*
2673Im/21W*
4752Im/36W*
5928Im/A5W*
13337Im/97W*

2187Im/19W*
3525Im/28W*
7015Im/54wW*
8746Im/67W*
19680Im/146W*

SILVER

TAA20SD-###M-Q330
1AA20SD-#i##M-Q430
TAA20SD-###M-Q530
TAA20SD-#i##M-Q630
TAA20SD-###M-Q900

TAA20SD-###H-Q330
TAA20SD-###H-Q430
TAA20SD-###H-Q530
TAA20SD-###H-Q630
TAA20SD-###H-Q900

WHITE

TAA20WD-###M-Q330
1AA20WD-###M-Q430
TAA20WD-###M-Q530
1AA20WD-###M-Q630
TAA20WD-###M-Q900

TAA20WD-###H-Q330
1AA20WD-###H-Q430
TAA20WD-###H-Q530
TAA20WD-###H-Q630
TAA20WD-###H-Q900

43
6,2
88
12,2
20,0

43
62
838

12,2

200

95
137
194
269
441

95
137
194
26,9
441

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

LiFeet/inch] | Limm] | LUMEN/WATT @ 4000K"

LED - LOW POWER

1-0/0" 330
1-415/16" 430
1-87/8" 530
2413/16" 630

2-11716" 900
LED - MEDIUM POWER

1-0/0" 330
1-415/16" 430
1-87/8" 530
2413/16" 630

2-11716" 900

1759Im/15W*
3072Im/24w*
5275Im/A1W*
6835Im/52W*
13472Im/97W*

2431Im/20W*
4526lm/35W*
7293Im/56W*
9677Im/73W*
18970Im/138W*

SILVER

1AX20SD-###E-Q330
1AX20SD-###E-Q430
1AX20SD-###E-Q530
1AX20SD-###E-Q630
TAX20SD-###E-Q900

1AX20SD-###M-Q330
TAX20SD-###M-Q430
TAX20SD-###M-Q530
TAX20SD-###M-Q630
TAX20SD-###M-Q900

WHITE

1TAX20WD-###E-Q330
TAX20WD-###E-Q430
1TAX20WD-###E-Q530
TAX20WD-###E-Q630
TAX20WD-###E-Q900

1TAX20WD-###M-Q330
1TAX20WD-###M-Q430
1TAX20WD-###M-Q530
1AX20WD-###M-Q630
1AX20WD-###M-Q900

4,0
55
79
11
22,0

4,0
55
79
1,1
22,0

838
121
17,4
245
485

838
121
17,4
24,5
485

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION










CALEO-W3

Caleo-W3

¢ Surface mounted luminaire for walls

¢ Direct-/ indirect light distribution with topside dust cover

* Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Caleo-W3

e |uminaria LED para montaje sobrepuesto en paredes o techos.

¢ Distribucion de luz directa/indirecta con cubierta superior de proteccion.

 Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion
uniforme.

e Acabado de superficie en pintura pulverizada color blanco (RAL9003) 0
plata (RAL9006).

¢ Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

¢ [RC>80.

e Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, IRC>90.

e Garantia de 5 anos en todas las partes eléctricas.
Larga vida Util de 50,000 h al 80% del flujo luminoso.

e E| acceso directo a balastros integrados y placas de circuito de LED
asegura una instalacion sencilla y un facil mantenimiento.

o Certificado por cETLUS




CALEO-W3 / DIRECT-INDIRECT / OPAL

L1 [Feet/Inch] | L2 [Inch] L1[mm] | L2 [mm] | LUMEN/WATT @ 4000K*
LED - MEDIUM POWER SILVER WHITE
1-19/32" 23/8" 320 60 3113Im/29w* 1TAW30SD-###M-1320  TAW30WD-###M-1320 29 6,4
2-0" 778" 610 200  6227Im/A9W* 1TAW30SD-###M-L610 TAW30WD-###M-L610 57 126
LED - HIGH POWER
1-19/32" 23/8" 320 60 4285Im/39W* 1AW30SD-###H-1L320 TAW30WD-###H-1320 29 64
20" 77/8" 610 200  8569Im/68W* TAW30SD-###H-L610 TAW30OWD-###H-L610 57 126
LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

12/4" 0-77/8"

38mm 200mm
1

o Lol |

L1

Further Product Options:

ALTERNATIVE COLOUR LEDS WITH FURTHER SELI D
TEMPERATURES: HIGHER CRI SURFACE DESIGNS:
2200K - 6500K RA>90 SEE PAGE 11




CALEO-W4

Caleo-W4

¢ Surface mounted light line for walls

¢ Direct-/ indirect light distribution with topside dust cover

* Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CR>80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Caleo-W4

e Luminaria LED lineal individual para montaje sobrepuesto en pared.

e Distribucion de luz directa/indirecta con cubierta superior de proteccion.

 Difusor opalino hecho de metacrilato satinado, que ofrece una gran efi-
ciencia en la transmision de luz y proporciona una iluminacion uniforme.

* Acabado de superficie en pintura pulverizada color blanco (RAL9003) o
plata (RAL9006).

e Regulable sencillo 1-10V

¢ L EDs de primera calidad combinados con los més altos estandares, que
generan una iluminaciéon homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar de
intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* |[RC>80.

¢ Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, IRC>90.

e Garantia de 5 afios en todas las partes eléctricas. Larga vida Util
de 50000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

o Certificado por cETLUS




CALEO-W4 / DIRECT-INDIRECT / OPAL

L2
13/16" 13/16"
30mm 30mm
— —
ooo o o
35/32" [ 429/32"
80mm 125mm
I —
13/16" 21/4"
30mm 57mm
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Further Product Options:

ALTERNATIVE COLOUR
TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI
RA>90

FURTHER SELI

L2 [Inch]

LED - MEDIUM POWER

1-115/8"  0-77/8"
2-113/16"  17716"
3-1017/32" 2'-625/32"
4101116"  3-65/16"
LED - HIGH POWER
1115/8"  0-77/8"
211316"  17716"
3-1017/32" 2-625/32"
4-101/16" 3-65/16"

L1 [mm]

600
894
1182
1475

600
894
1182
1475

L2 [mm]

200
494
782
1075

200
494
782
1075

LUMEN/WATT @ 4000K*

2508Im/24W*
3842Im/35W*
5176Im/47W*
6500Im/58W*

3563Im/35W*
5455Im/52W*
7346lm/70W*
9238Im/87W*

SILVER
TAWAOSD-###M-L600
TAWAOSD-###M-1894
TAWAOSD-###M-11182
TAWAOSD-###M-11475

TAWAOSD-###H-L600
TAWAOSD-###H-1894
TAWAOSD-###H-11182
TAWAOSD-###H-11475

WHITE
TAWAOWD-###M-L600
TAWAOWD-###M-1894
TAWAOWD-###M-11182
TAWAOWD-###M-11475

TAWAOWD-###H-L600
TAWAOWD-###H-1894
TAWAOWD-###H-11182
TAWAOWD-###H-11475

28
30
39
50

28
30
39
50

62
6.6
8,6

11,0

6,2
66
86
11,0

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

D

SURFACE DESIGNS:

SEE PAGE 11
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PROJECT: MUSIKAKADEMIE BAD LAUSICK, GERMANY




Cubic-A2/X2

o Surface mounted luminaire for ceilings or walls

e Optional: Direct light distribution or direct light
distribution with indirect lighting corona

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards. Factory
programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K or 4000K

* CRI>80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Cubic-A2/X2

e Luminaria LED para montaje sobrepuesto en paredes o techos.

e Opcional: distribucion de luz directa o distribucion de luz directa
con corona de luz indirecta.

» Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.

e Acabado en plata mate anodizado.

¢ Regulable sencillo 1-10V

¢ EDs de primera calidad combinados con los mas altos estandares, que generan
una iluminacion homogénea aun colocados espaciadamente. Los balastros
con programacion de fabrica ofrecen 2 niveles estandar de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC>80.

e Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, IRC>90.

e Garantia de 5 afios en todas las partes eléctricas. Larga vida Gtil
de 50,000 h al 80% del flujo luminoso.

e El acceso directo a balastros integrados y placas de circuito de LED
asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS.




CUBIC-A2 / DIRECT / OPAL

L [Feet/Inch] H[Inch]
LED - MEDIUM POWER
100" 215/16" 330 75 1482m/1BW*  ICA20ED-###M-Q330 40 88
1-415/16"  21516" 430 75 2673m/2IW* ICA20ED-###M-Q430 55 121
1.87/8"  215/6" 530 75 4750m/36W*  1CA20ED-###M-Q530 79 174
24316 215/16" 630 75 5928Im/MSW*  1CA20ED-###M-Q630 245
21716"  215(6" 900 75 13337IM/97W=  1CA20ED-###M-Q900 20 485
E LED - HIGH POWER
N 100" 21516" 330 75 2187Im/9W*  1CA20ED-###H-Q330 40 88
@D 1-415/16"  215/16" 430 75 3525m/28W*  1CA20ED-###H-Q430 55 121
1-87/8"  215/16" 530 75 7015Im/54W*  1CA20ED-###H-Q530 79 174
24316 215/16" 630 75 8746M/67W*  1CA20ED-###H-Q630 1 25
2M7M6" 215/16° 900 75 19680Im/146W*  1CA20ED-##4H-Q900 20 485
LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

7/32",
5,5mm

CUBIC-X2 / DIRECT-INDIRECT / OPAL

L [Feet/Inch] L [mm]
LED - LOW POWER
1-0/0" 330 1759Im/15W* 1CX20ED-###E-Q330 43 95
1-415/16" 430 3072Im/24wW* 1CX20ED-###E-Q430 6,2 137
1-87/8" 530 5275Im/4 W 1CX20ED-###E-Q530 8,8 194
2-13/16" 630 6835Im/52W* 1CX20ED-###E-Q630 12,2 269
211716 900 13472Im/97W* 1CX20ED-###E-Q900 20,0 441
LED - MEDIUM POWER
I 1-0/0" 330 2431Im/20W* 1CX20ED-###M-Q330 43 95
1-415/16" 430 4526lm/35W* 1CX20ED-###M-Q430 6,2 137
1-87/8" 530 7293Im/56W* 1CX20ED-###M-Q530 8,8 194
2-13/16" 630 9677Im/73W* 1CX20ED-###M-Q630 12,2 269
2-117/16" 900 18970Im/138W* 1CX20ED-###M-Q900 20,0 441

LED COLOR TEMPERATURE ###

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

732",
5,5mm
25/32" L
55mm
| —
35/32"
8omm

Further Product Options:

oF] =

ALTERNATIVE COLOUR LEDS WITH
TEMPERATURES: HIGHER CRI
2200K - 6500K RA>90 SEE PAGE 11
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CUBIC-W1

Cubic-W1

¢ Surface mounted luminaire for walls

¢ Direct-/ indirect light distribution with topside dust cover

* Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

e CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Cubic-wW1
e Luminaria LED para montaje sobrepuesto en pared.
e Distribucion de luz directa/indirecta con cubierta superior de proteccion.
e Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.
* Acabado en plata mate anodizado.
* Regulable sencillo 1-10V
e LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminaciéon homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.
e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.
¢ |[RC=>80.
» Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, IRC>90.
» Garantia de 5 afios en todas las partes eléctricas. Larga vida Util
de 50,000 h al 80% del flujo luminoso.
e El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.
e Certificado por cETLUS




CUBIC-W1 / DIRECT-INDIRECT / OPAL

12/4"  0-77/8"
38mm  200mm
1

25/32" 12/4”[
55mm | 38mm

L1

Further Product Options:

@ &

ALTERNATIVE COLOUR LEDS WITH
TEMPERATURES: HIGHER CRI
2200K - 6500K RA>90

&

FURTHER SELEC
SURFACE DESIG
SEE PAGE 11

L1 [Feet/Inch] | L2 [Inch]

LED - MEDIUM POWER

1-19/32" 0'-23/8"
2-0"  1-523/32"

LED - HIGH POWER
1-19/32" 0'-23/8"
20" 1-523/32"

L1 [mm]

320
610

320
610

L2 [mm]

4

4

o o

a o

0
0

0
0

LUMEN/WATT

3113Im/29W 1CW10ED-###M-1320
6227Im/48W 1CW1OED-###M-L610
4285Im/38W 1CW1OED-###H-1320
8569Im/68W 1CW10OED-###H-L610

29
57

29
57

6,4
12,6

64
12,6

LED COLOR TEMPERATURE ###

827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION




MATRIC-A1

Matric-A1

o Surface mounted light line for ceiling or horizontal/vertical
mount to wall surface

e Direct light distribution

e Ambient diffuser for omnidirectional light distribution

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Matric-A1

e Luminaria LED lineal individual para montaje sobrepuesto
en paredes y techos.

e Distribucion de luz directa

e Difusor ambiental para distribucion de luz omnidireccional

e Acabado en plata mate anodizado.

¢ Regulable sencillo 1-10V

» LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC>80.

¢ Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, IRC>90.

e Garantia de 5 afos en todas las partes eléctricas. Larga vida Gtil
de 50,000 h al 80% del flujo luminoso.

e El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS



MATRIC-A1 / AMBIENT

iy S 218 ERAR v reetrinch | 2onchl [ Liimml | L2mmi | wvenwart@ ooo- | cope
i o S am
3 wsm&'[é M u LED - MEDIUM POWER

] ol T415/8"  077/8" 600 500  986lm/i3w 1LATFED-##4M-L600 EEE
a i o 2411/32"  179/32" 890 490  1480Im/17W*  ILATFED-###M-L890 17 37
3 £ 3-1017/32"  2-625/32" 182 782 1975Im/22W* 1LATFED-###M-11182 2,2 49
2490116 3-65/16" 475 1075 2466Im/26W*  ILAIFED-###M-L1475 27 60
12 u 5-92/4" 4-53/4" 1765 1365 2960Im/31W* 1LATFED-###M-11765 3.2 71

E 7-817/32"  6-425/32" 2350 1950  3946lm/A0W* 1LATFED-###M-12350 4.2 9.3
((.i.i" 97 1/32"  7-817/32" 2930 2530 4932Im/a9wW* 1LATFED-###M-12930 5,2 1.5
) LED - HIGH POWER

1-115/8" 0-77/8" 600 500 1351m/17w* 1LATFED-###H-L600 15 33
Lo 2111/32"  179/32" 890 490 2027Im/23W* 1LATFED-###H-1890 17 37
L | L 3-1017/32"  2-625/32" 1182 782 2700Im/30W* 1LATFED-###H-11182 2,2 49
4101/16"  3-65/16" 1475 1075 3380Im/37W* 1LATFED-###H-L1475 2,7 6,0
5-92/4" 4-53/4" 1765 1365 4055Im/44w* 1LATFED-###H-11765 32 71
7-817/32" 6-425/32" 2350 1950  5405Im/57W* 1LATFED-###H-12350 42 9.3
97 1/32"  7-817/32" 2930 2530  6756lm/71W* 1LATFED-###H-12930 52 15
LED COLOR TEMPERATURE ### 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

MATRIC-A1 / OPAL

215/16" 12/4"

75mm 38mm L1 [Feet/Inch] | L2 [Inch] L1 [mm] LUMEN/WATT @ 4000K*
315,16"@ — = LED - MEDIUM POWER
1oomm ° 1415/8"  077/8" 600 500 931Im/13w* LATOED-###M-L600 18 40
I 21130 1793 890 490 1410Im/17W* LATOED-###M-L890 2,2 49
31017/32" 2-625/32" 1182 782 1879Im/22W* LATOED-###M-11182 27 60
£40116"  3-65/16" 175 1075 2346Im/26W* LATOED-###M-L1475 33 73
5 " 594" 453" 765 1365  2818Im/31W* LATOED-###M-L1765 39 86
7-817/32" 6-425/32" 2350 1950  3757Im/AOW* 1LATOED-###M-L2350 52 M5
9711/32" 7-817/32" 2930 2530  4697Im/A9W* LATOED-###M-L2930 68 150
LED - HIGH POWER
14158"  0778" 600 500 1287Im/17W* 1LATOED-###H-L600 18 40
Lo 2N 17932 890 490 1930Im/23W* ILATOED-###H-L890 2,2 49
L L 31017/32" 2-625/32" 1182 782 2573Im/30W* LATOED-###H-L1182 27 60
£410116"  3-65/16" 175 1075 3217Im/37TW* LATOED-###H-L1475 33 73
592/4" 4534 1765 1365 3860Im/A4W* LATOED-###H-L1765 39 86
7-817/32" 6-425/32" 2350 1950  5147Im/57W* LATOED-###H-L2350 52 M5
971/32" 7-817/32" 2930 2530 6433Im/71W* LAOED-###H-L2930 68 150
LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

Further Product Options:

o] =

ALTERNATIVE COLOUR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11
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ES

Matric-W1

e Luminaria para montaje (horizontal/vertical) sobrepuesto en paredes.

e Distribucion de luz directa/indirecta con cubierta superior de proteccion.
¢ Cubierta frontal de aluminio anodizado natural y acabado en plata mate

Matric-W1
¢ Surface mounted luminaire for horizontal/vertical
mount to wall surface
¢ Direct-/ indirect light distribution with topside dust cover

e Front cover made of natural anodized aluminum,
finish: mat silver anodized

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>=80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLus listed

anodizado.
e Acabado en plata mate anodizado.
* Regulable sencillo 1-10V

e LEDs de primera calidad combinados con los mas altos estandares,

gue generan una iluminaciéon homogénea aun colocados
espaciadamente. Los balastros programados de fabrica ofrecen
3 niveles estandar de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC>80

¢ Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, IRC>90.

* Garantia de 5 afos en todas las partes eléctricas. Larga vida Util
de 50,000 h al 80% del flujo luminoso.

e E| acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

o Certificado por cETLUS




MATRIC-W1 / DIRECT-INDIRECT

L1 [Feet/Inch] L2 [Inch] L1 [mm] L2 [mm] LUMEN/WATT @ 4000K*
LED - LOW POWER

1'-115/8" 1-711/16" 600 500 1376lm/16W* 1LW1BED-###E-L600 2,6 57
2'-111/4" 1-72/4" 895 495 2064Im/22W* TLW1BED-###E-L895 30 6,6
3-1021/32" 2-629/32" 1185 785 2752Im/28W* 1LW1BED-###E-L1185 &5 77
4'-103/16" 3-67/16" 1478 1078 3440Im/35W* TLW1BED-###E-11478 41 9,0
5'-911/16" 4'-515/16" 1770 1370 4128Im/41W* 1LW1BED-###E-L1770 49 10,8
6-93/32" 5'-511/32" 2060 1660 4816Im/47W* TLW1BED-###E-L2060 55 121
7'-817/32" 6-425/32" 2350 1950 5500Im/54W* 1LW1BED-###E-L2350 6,2 13,7
8'-715/16" 2x3'-83/32" 2640 2x1120 6192Im/60W* TLW1BED-###E-12640 69 15,2

9'711/32"  2x4111/16" 2930 2x1265  6880Im/67W* 1LW1BED-###E-L2930 75 165
SUITABLE FOR VERTICAL M
OR HORIZONTAL INSTALLATION LED - MEDIUM POWER
GTD 1-115/8" 171116" 600 500 1932m/22w* 1LW1BED-###M-L600 2,6 57

2111 14" 17 28" 895 495 2900Im/30W*  ILWIBED-###M-L895 300 66
. 358 31021/32"  2-629/32" 1185 785 386SIM/AOW*  1LWIBED-###M-L1185 35 77
w 1 4-103/16" 3-67/16" W78 1078 4830mAM9W*  ILWIBED-###M-LIAT8 41 90
I ° oo ¢ 59116"  4-515/16" 770 1370 5795IM/59W*  ILWIBED-###M-L1770 49 108
D } | | 6-93/32"  5-511/32" 2060 1660  G761Im/68W:  ILWIBED-###M-L2060 55 12/
o ‘ - ] 7-817/32"  6-425/32" 2350 1950  7727lm/77W*  ILWIBED-###M-L2350 62 137
75mm 8715/16"  23-83/32" 2640 21120 869AMBTWr  1LWIBED-###M-L2640 69 152
971132"  2@ANM6" 2930 2x1265  9660IM/96W*  ILWIBED-###M-L2930 75 165
LED - HIGH POWER
158" 1716 400 500 2646m/32W*  1LWIBED-###H-L600 26 57
241 18" 117 28" 895 495 3670m/A3W*  ILWIBED-###H-L895 30 66
31021/32"  2-629/32" 1185 785 5292Im/56W*  1LWIBED-###H-L1185 35 77
410316 3-67/16" W78 1078 6618IM/70Wx  ILWIBED-###H-LT478 41 90
59116" 45 15/16" 770 1370 7938I/83W*  ILWIBED-###H-L1770 49 108
6-93/32"  5-511/32" 2060 1660 926ImM/97Wr  1LWIBED-###H-L2060 55 121
7-817/32"  6-425/32" 2350 1950  10585Im/10W*  ILWIBED-###H-L2350 62 137
8715/16"  23-83/32" 2640 21120 11907Im/124W*  1LWIBED-###H-L2640 69 152
9711/32" 241 11M16° 2930 2x1265  13230m/137W*  ILWIBED-###H-L2930 75 165
LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K ‘
OPTIONAL *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

POLISHED ALUMINIUM GOLD ANODISED ALUMINIUM BLACK RAVEN
SURFACE CODE: P SURFACE CODE: Z SURFACE CODE: B

LIGHT OAK NOBLE WENGE ZEBRANO BEECH
SURFACE CODE: X SURFACE CODE: Y SURFACE CODE: Z

Further Product Options:

2700-6500K

LED Color Temperature Lasercut: Slot Lasercut: Letters Inner corner Qutside corner Bevel cut
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MATRIC-D3

Matric-D3

¢ Surface mounted light line for walls

e Direct light distribution

e Optional: Opal diffuser made of frosted methacrylate
for enhanced light transmission and uniform illumination
or Ambient diffuser for omnidirectional light distribution

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

e CRI>80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLus listed

ES

Matric-D3

e Luminaria LED lineal individual para montaje sobrepuesto en pared.

e Distribucion de luz directa.

¢ Opcional: difusor opalino de metacrilato satinado para una
transmision e iluminacion uniforme o difusor ambiental para
distribucion omnidireccional.

e Acabado en plata mate anodizado.

* Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los més altos estandares,
que generan una iluminacion homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 2 niveles estandar de intensidad luminosa.

» Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

¢ |[RC>80

» Sobre pedido: amplia gama de temperaturas especiales
de color (2700K-6500K), colores de superficies especiales, IRC>90

» Garantia de 5 afos en todas las partes eléctricas.
Larga vida Util de 50,000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




MATRIC-D3 / DIRECT / OPAL

L1 [Feet/Inch] | L2 [Inch] L1[mm] | L2 [mm]
LED - MEDIUM POWER
1-115/8" 0-77/8" 600 200 1704Im/16W* 1LD30ED-###M-L600 2,0 4,4
2-111/32" 17 9/32" 890 490  2556lm/23W* 1LD30OED-###M-L890 24 53
3-1017/32"  2'-625/32" 182 782 3408Im/30W* ILD30ED-###M-11182 29 6,4
410 1/16" 3-65/16" 1475 1075 4260Im/36W* 1LD30ED-###M-L1475 &5 77
5-92/4" 4'-53/4" 1765 1365 5113Im/43w* 1LD30ED-###M-L1765 41 90

E 7'-817/32"  6-425/32" 2350 1950  6817Im/57W* TLD30OED-###M-12350 55 121
(([Ii) 9'711/32"  8-319/32" 2930 2530  8521Im/70W* 1LD30ED-###M-12930 71 15,7
" LED - HIGH POWER

158" 077" 600 200 2462Im/24W 1LD30ED-###H-L600 20 44

12 211/32" 17 9/32" 890 490 3693Im/34w* 1LD3OED-###H-L890 24 53

s ° 31017/32" 2-625/32" 1182 782 4924Im/A5W* 1LD30ED-###H-L1182 29 64

3ge F0116"  3-65/16" W75 1075 6156Im/s6w 1LD3OED-4#4H-L1475 35 77

K é S-924" 4534 1765 1365 7387Im/e6w 1LD30ED-###H-L1765 4 90

D }2715%1“2'1 | 7°817/32"  6-425/32" 2350 1950  9849im/87we 1LD3OED-###H-L2350 55 124

= 9711/32"  8-319/32" 2930 2530  1231Im/109W*  1LD3OED-###H-L2930 71 157
253"

55mm | LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

L | *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

MATRIC-D3 / DIRECT / AMBIENT

L1 [Feet/Inch] | L2 [Inch] L1 [mm] L2 [mm] | LUMEN/WATT @ 4000K*

LED - MEDIUM POWER

] / ” 1-115/8" 0-77/8" 600 200 1210Im/16W* TLD3FED-###M-L600 2,0 4,4
& b o 2-111/32" 17 9/32" 890 490 1815Im/23W* TLD3FED-###M-L890 24 53
Ea 3-1017/32"  2'-625/32" 1182 782 2420lm/30W* TLD3FED-###M-11182 29 64
4-101/16"  3-65/16" 1475 1075 3025Im/36W* 1LD3FED-###M-11475 3B 77
5-92/4" 4'-53/4" 1765 1365  3630Im/43w* TLD3FED-###M-11765 4.1 90
7'-817/32"  6-425/32" 2350 1950  4840lm/57W* 1LD3FED-###M-12350 55 121
(il’ 9'711/32"  8-319/32" 2930 2530  6050Im/70W* TLD3FED-###M-12930 71 15,7
(w) LED - HIGH POWER
1-115/8" 0'-77/8" 600 200 1750Im/24W* TLD3FED-###H-L600 2,0 44
12 2'111/32" 17 9/32" 890 490 2622Im/34W* 1LD3FED-###H-1890 24 53
° ° 3-1017/32"  2'-625/32" 1182 782 3497Im/A5W* TLD3FED-###H-11182 29 64
%SSQ% 4-101/16"  3-65/16" 1475 1075 4370Im/56W* TLD3FED-###H-L1475 85 77
) é 5-92/4" 4-53/4" 1765 1365  5245Im/66W* TLD3FED-###H-L1765 4.1 90
|E| 315/1¢" | | 7'-817/32"  6-425/32" 2350 1950  6994Im/87W* ILD3FED-###H-12350 55 121
} 100mm L 1 9'711/32"  8-319/32" 2930 2530 8741Im/109W* TLD3FED-###H-12930 71 15,7
L
25/32" LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

55mm
I |

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

Further Product Options:

ool S

ALTERNATIVE COLOUR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11
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MATRIC-W4

Matric-W4

¢ Surface mounted light line for walls

e Direct-/ indirect light distribution with topside dust cover

* Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

e CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Matric-W4
e |uminaria LED lineal individual para montaje sobrepuesto en pared.
e Distribucion de luz directa/indirecta con cubierta superior de proteccion
 Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.
e Acabado en plata mate anodizado.
e Regulable sencillo 1-10V
¢ | EDs de primera calidad combinados con los méas altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.
e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.
* [RC>80
e Sobre pedido: amplia gama de temperaturas especiales
de color (2700K-6500K), colores de superficies especiales, IRC>90.
» Garantia de 5 afios en todas las partes eléctricas. Larga vida Util
de 50,000 h al 80% del flujo luminoso.
¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.
e Certificado por cETLUS




MATRIC-W4 / DIRECT-INDIRECT / OPAL

L1 [Feet/Inch] L2 [Inch] L1 [mm] L2 [mm] LUMEN/WATT ¢
LED - MEDIUM POWER
1-115/8" 0-77/8" 600 200 2508Im/24wW* 1LWAQED-###M-L600 29 6,4
2'111/32" 1-79/32" 890 490 3842Im/35W* 1LWAOED-###M-1890 31 6,8
3-1017/32" 2-625/32" 1182 782 5176Im/47W* 1LWAQED-###M-11182 &7 82
410 1/16" 3-65/16" 1475 1075 5611Im/58W* 1LWAOED-###M-11475 4,5 99
5'-92/4" 4-53/4" 1765 1365 7845Im/69W* 1LWAQED-###M-11765 54 19
E F=s 7'-817/32" 6-425/32" 2350 1950 10513Im/92w* 1LWAOED-###M-L2350 7,2 159
= 9'7 11/32" 8-319/32" 2930 2530 13182Im/115W* 1LWAOED-###M-12930 90 198
@) LED - HIGH POWER
1-115/8" 0-77/8" 600 200 3563Im/35W* 1LWAOED-###H-L600 29 6,4
L2 2'111/32" 1-79/32" 890 490 5455Im/52W* 1LWAOED-###H-L890 31 6,8
égr/g’% gg/mWI% 3-1017/32" 2-625/32" 1182 782 7346Im/70W* 1LWAOED-###H-11182 37 8,2
°T°é 6 o 410 1/16" 3-65/16" 1475 1075 9238Im/87W* 1LWAOQED-###H-11475 4,5 99
5'-92/4" 4-53/4" 1765 1365 11130Im/104W* 1LWAOED-###H-L1765 54 19
go%sr% [ I:|:| } ?122;?”/13m2 7'-817/32" 6-425/32" 2350 1950 14913Im/139W* 1LWAOED-###H-12350 7,2 159
L 9'-7 11/32" 8-319/32" 2930 2530 18696Im/174W* 1LWAOED-###H-12930 90 19,8
S Snm
i I LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K
13/16'¢ — —
3omm m *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
80mm

]

Further Product Options:

ALTERNATIVE COLOUR LEDS WITH
TEMPERATURES: HIGHER CRI
2200K - 6500K RA>90 SEE PAGE 11




LIQUID LINE-P3/G3 62

e

RINGO STAR-P1/G1 88

CALEO-P2/G2 134

CUBIC-P2/G2 146

MATRIC-G3/P4
[READY SQUARE] 164

AMORPHICON-P1/G1 74 THREE PEAKS-P1/G1 82 BEAM ME UP-P1 84

RINGO STAR BASIC-P1/G1 116 CALEO-P1/G1 130
ACOUSTIC-P6/G6 110

CALEO-G3 138 CALEO-R4 140 CUBIC-P1/G1 142

MATRIC-G1 148 MATRIC-G3 150 MATRIC-R4 158

MATRIC-G5 168



SUSPENDED LUMINAIRES | LUMINARIAS SUSPENDIDAS
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Liquid Line-P3/G3
e Pendant light line system
e Optional: Direct light distribution or direct-/ indirect
light distribution with topside dust cover
» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination
e Finishes: white (RAL9003) or silver (RAL9006) powder-coated
e Single dimmed 1-10V
e Evenly spaced premium LEDS provide continuous, seamless
lines of light. Modular system of different forms, curves
and connectors to meet a wide range of demands
e Connectors, end caps, canopy and cord-holder
to be ordered separately
e Cord suspension continuously adjustable in height
with matching white or silver canopy (see accessories range)
o Standard color temperature: 2700K, 3000K, 3500K, 4000K
¢ CRI>80
e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI=90
e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours
e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance
e CETLus listed

FURTHER SYSTEM COMPONENTS: OPTIONAL:

/

END CAP ONE PIECE CANOPY

CONNECTOR
CODE: QP3-CONNECTOR CODE WHITE: QP3-ENDCAP-W

CODE SILVER: QP3-ENDCAP-S

CODE WHITE: Q3-ELEKTRO-WS
CODE SILVER: Q3-ELEKTRO-S5

CORD-HOLDER 4M
CODE: Q3-CORD-4000

ES

Liquid Line-P3/G3
e Sistema de iluminacion LED linear colgante.
e Opcional: distribucion de luz directa o distribucion de luz directa
/indirecta con cubierta protectora superior.
¢ Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.
e Acabado de superficie en pintura pulverizada color blanco (RAL9003)
0 plata (RAL9006).
¢ Regulable sencillo 1-10V
e LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.
Sistema modular de diferentes formas, curvas y conectores para cubrir
una amplia variedad de necesidades.
¢ |0s conectores, tapas finales, florén y soporte de cable se piden por separado
e Cables de suspension de altura ajustables con florén en color blanco
0 plata respectivamente (ver la diferente gama de accesorios).
e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.
¢ |IRC>80
¢ Sobre pedido: amplia gama de temperaturas especiales de color (2700K
-6500K), colores de superficies especiales, longitudes especiales, IRC>90.
* Garantia de 5 afios en todas las partes eléctricas. Larga vida Gtil
de 50,000 h al 80% del flujo luminoso.
e E| acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.
e Certificado por cETLUS

ALTERNATIVE COLOR
TEMPERATURES:
2200K/ 3500K/ 6500K

FURTHER SELECTED
SURFACE DESIGNS:
SEE PAGE 11



LIQUID LINE-P3 / SYSTE

M MODULES DIRECT-INDIRECT

STRAIGHT LINES:

BOOMERANGS:

max 4'- 111/16"
max 1500mm
315/16"
100mm

23/8"

60mm
L [Feet/Inch]

LINEAR MODULES
1-115/8"
2'-1031/32"
3-103/8"
4-915/16"
7-81/8"

U

L1 [Feet/Inch]

u
|
] ]
L2
o
o 12

1/2 CIRCLES:

B

1/8 CIRCLES:

1/16 CIRCLES:

Y CONNECTORS:

BOOMERANGS
135°  1-629/32"
90°  1-629/32"
60°  1-629/32"
450 3-49/32"

L [mm]

L2[Inch]

1-629/32"
1-629/32"
1-629/32"

3-49/32"

LUMEN/WATT
600 1940Im/23W*
888 3317Im/36W*
178 4700Im/50W*
1472 6080IM/66W*
2340 9811Im/103W*

480
480
480
1023

L2 [mm] | LUMEN/WATT (¢
Sl
480
430
480

1023

2490Im/30W*
2490Im/30W*
2490Im/30W*
8020Im/87W*

LUMEN/WATT

CODE

SILVER
1QP30SD-###M-L600
1QP30SD-###M-1888
1QP30SD-###M-11178
1QP30SD-###M-11472
1QP30SD-###M-L2340

ODE

LVER

1QP30SD-###M-B135-L960
1QP30SD-###M-B90-L960
1QP30SD-###M-B60-L960
1QP30SD-###M-B45-12046

CODE

WHITE
1QP30WD-###M-L600
1QP30WD-###M-1888
1QP30OWD-###M-11178
1QP30WD-###M-11472
1QP30WD-###M-12340

WHITE
1QP30OWD-###M-B135-L960
1QP30OWD-###M-B90-L960
1QP30OWD-###M-B60-L960
1QP30WD-###M-B45-12046

30
4,0
50
6,0
8,0

7.0
70
70

14,0

66
8,38
1
132
176

15,4
15,4
15,4
309

R [Feet/Inch] |A [Feet/Inch]]B [Feet/Inch]| L [Feet/inch]| R [mm]
180° CIRCLES;
17116 3-33/8" 1711/16" 5-113/16" 500 1000 500
2-517/32" 4-111116" 2'-517/32" 7-823/32" 750 1500 750
3-33/8" 6-63/4"  3-33/8" 10-35/8" 1000 2000 1000

1570

2355

3140

SILVER
5253Im/60W*
9400Im/100W*
12161Im/127W*

1QP30SD-###M-C12-R050-L1570
1QP30SD-###M-C12-R075-12355
1QP30SD-###M-C12-R100-L3140

WHITE

1QP30WD-###M-C12-R050-11570
1QP30WD-###M-C12-R075-L2355
1QP30WD-###M-C12-R100-L 3140

75

10,0
12,0

16,5
22
26,5

R [Feet/Inch] |A [Feet/Inch]]B [Feet/Inch]| L [Feet/inch]| R [mm]
90° CIRCLES:
171116 17116 17116' 2-629/32" 500 500 500
2-517/32" 2517/32"  2517/32" 3-103/8" 750 750 750
3-338" 3-338" 3-338" 5'-127/32" 1000 1000 1000
417/32" 417/32" 447/32"  6-55/16" 1250 1250 1250
41116 4116 4n1net 7'-83/4" 1500 1500 1500
5-829/32"  5-829/%" 5-829/%2"  9-7/32" 1750 1750 1750
6-63/4" 6-63/4" 6-63/4'10"-311/16" 2000 2000 2000
R [Feet/Inch] |A[Feet/Inch]|B [Feet/Inch]| L [Feet/Inch]| R [mm] | A[mm] | B [mm]
45° CIRCLES:
1=2-629/32"  113/16" 2-327/32" 2-629/32" 1000 335 707
=3-103/8" 1-631/32" 3-523/32" 3-103/8" 1500 482 1060
=5-127/32"  2'-23/32" 4'721/32" 5-127/32" 2000 628 1414
l=6-55/16" 2-615/32" 5-919/32" 6-55/16" 2500 774 1768
|=7"-83/4" 3-1/4" 6-112/4" 7-83/4" 3000 921 2121
1=9'7/32"  3-61/16" 8-17/16" 9'7/32" 3500 1068 2475
1=10-311/16" 13-115/32" 9-311/32" 10-311/16" 4000 1214 2828

SILVER

LUMEN/WATT
785  2626lm/30W*
178 3872Im/43wW*
1571 5253Im/57W*
1964 7326Im/80W*
2356 9400Im/100W*
2749 11470lm/120W*
3142 12161Im/127W*
L[mm] | LUMEN/WATT
785  2626lm/30W*
178 3872Im/43w*
1571 5254Im/57W*
1964 7326Im/80W*
2356 9400Im/100W*
2749 1193Im/1M7W*
3142 12438Im/130W*

1QP30SD-###M-C14-R050-L785

1QP30SD-###M-C14-R075-L1178
1QP30SD-###M-C14-R100-11571
1QP30SD-###M-C14-R125-11964
1QP30SD-###M-C14-R150-L2356
1QP30SD-###M-C14-R175-12749
1QP30SD-###M-C14-R200-L3142

CODE

SILVER
1QP30SD-###M-C18-R100-L785
1QP30SD-###M-C18-R150-L1178
1QP30SD-###M-C18-R200-L1571
1QP30SD-###M-C18-R250-11964
1QP30SD-###M-C18-R300-12356
1QP30SD-###M-C18-R350-1.2749
1QP30SD-###M-C18-R400-L3142

WHITE
1QP30WD-###M-C14-R050-L785
1QP30WD-###M-C14-R075-11178
1QP30WD-###M-C14-R100-11571
1QP30WD-###M-C14-R125-11964
1QP30WD-###M-C14-R150-L2356
1QP30WD-###M-C14-R175-L2749
1QP30WD-###M-C14-R200-1.3142

CODE

WHITE
1QP30WD-###M-C18-R100-L785
1QP30WD-###M-C18-R150-L1178
1QP30WD-###M-C18-R200-11571
1QP30OWD-###M-C18-R250-L1964
1QP30WD-###M-C18-R300-L.2356
1QP30WD-###M-C18-R350-L.2749
1QP30WD-###M-C18-R400-13142

37
50
60
72
8,7
10,2
17

KG

30
4,4
59
74
88
10,2
12,0

8,2
1
132
159
19,2
25
25,8

Ibs

6.6
9.7
13
16,3
194
22,5
26,5

R [Feet/Inch] |A [Feet/Inch]|B [Feet/Inch]| L [Feet/Inch] LUMEN/WATT CODE CODE

22,5° CIRCLES:

6-63/4"  0-83/16"
9-101/8"  0-113/16"
1-525/32" 1-11/16"

2:61/8"  2-6293"
3-93/16'  3-1038"
L3 163"

2000
3000
3500

208 765
284 1148
322 1340

785  2626lm/30W*
1178 4700Im/50W*
1374 5390Im/57W*

SILVER

1QP30SD-###M-C16-R200-L785
1QP30SD-###M-C16-R300-L1178
1QP30SD-###M-C16-R350-L1374

WHITE

1QP30WD-###M-C16-R200-L785
1QP30WD-###M-C16-R300-L1178
1QP30OWD-###M-C16-R350-11374

29
44
51

6,4
97
1,2

R1 [Feet/Inch] | R2 [Feet/Inch] | A [Feet/In B [Feet/Inch][R1 [mm] |R2 [mm] LUMEN/WATT CODE CODE

90° Y CONNECTORS: SILVER WHITE
a v 8-2716"  1=97/32"  0-927/32" 2-51/8" 2500 3500 250 740 6771Im/73W*  1QP30SD-###M-Y1 1QP30WD-###M-Y1 90 198
¢ Bl e 3113/32" = 2'-1"  2-35/32" 950 635 690 8153Im/87W*  1QP30SD-###M-Y2 1QP30WD-###M-Y2 100 220

LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

Y2

OLUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION



|

LIQUID LINE-G3 [SYSTEM COMPONENTS]
|

|
|

Liquid Line-P3/G3
e Pendant light line system
e Optional: Direct light distribution or direct-/ indirect
light distribution with topside dust cover
» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination
e Finishes: white (RAL9003) or silver (RAL9006) powder-coated
e Single dimmed 1-10V
e Evenly spaced premium LEDS provide continuous, seamless
lines of light. Modular system of different forms, curves
and connectors to meet a wide range of demands
e Connectors, end caps, canopy and cord-holder
to be ordered separately
e Cord suspension continuously adjustable in height
with matching white or silver canopy (see accessories range)
o Standard color temperature: 2700K, 3000K, 3500K, 4000K
¢ CRI>80
e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI=90
e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours
e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance
e CETLus listed

FURTHER SYSTEM COMPONENTS: OPTIONAL:

/

END CAP ONE PIECE CANOPY

CONNECTOR
CODE: QP3-CONNECTOR CODE WHITE: QP3-ENDCAP-W

CODE SILVER: QP3-ENDCAP-S

CODE WHITE: Q3-ELEKTRO-WS
CODE SILVER: Q3-ELEKTRO-S5

CORD-HOLDER 4M
CODE: Q3-CORD-4000

ES

Liquid Line-P3/G3
e Sistema de iluminacion LED linear colgante.
e Opcional: distribucion de luz directa o distribucion de luz directa
/indirecta con cubierta protectora superior.
¢ Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.
e Acabado de superficie en pintura pulverizada color blanco (RAL9003)
0 plata (RAL9006).
¢ Regulable sencillo 1-10V
e LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.
Sistema modular de diferentes formas, curvas y conectores para cubrir
una amplia variedad de necesidades.
¢ |0s conectores, tapas finales, florén y soporte de cable se piden por separado
e Cables de suspension de altura ajustables con florén en color blanco
0 plata respectivamente (ver la diferente gama de accesorios).
e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.
¢ |IRC>80
¢ Sobre pedido: amplia gama de temperaturas especiales de color (2700K
-6500K), colores de superficies especiales, longitudes especiales, IRC>90.
* Garantia de 5 afios en todas las partes eléctricas. Larga vida Gtil
de 50,000 h al 80% del flujo luminoso.
e E| acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.
e Certificado por cETLUS

ALTERNATIVE COLOR
TEMPERATURES:
2200K/ 3500K/ 6500K

FURTHER SELECTED
SURFACE DESIGNS:
SEE PAGE 11




LIQUID LINE-G3 / SYSTEM MODULES DIRECT

max 4'- 11 1/16"
max 1500mm
] 35/32"
8omm
23/8"
60mm
STRAIGHT LINES:
L [Feet/Inch] L [mm]
[ ] LINEAR MODULES
‘ 0 ‘ 711 5/8"
2'-1031/32"
3-103/8"
4'-915/16"
BOOMERANGS: e
a 1 — 1 a 1 L1 [Feet/Inch] | L2[Inch]
L2 I : BOOMERANGS
(3 2 ¢ ¢ 135° 1829/32" 1829/32"
u 90° 1829/32" 1829/32"
60° 1829/32" 1829/32"
1/2 CIRCLES: 45° 409/32" 409/32"

R [Feet/Inch] |A[Feet/Inch]]B [Feet/Inch]| L [Feet/inch]| R [mm] | A [mm] | B [mm]
180° CIRCLES;

8 1911/16" 39 3/8" 1911/16" 6113/16" 500 1000 500

2917/32" 59 1/16" 2917/32" 9223/32" 750 1500 750

393/8" 783/4" 393/8" 1235/8" 1000 2000 1000

R [Feet/Inch] |A [Feet/Inch]]B [Feet/Inch]| L [Feet/inch]| R [mm]

90° CIRCLES:
171116 17116 17116' 2-629/32" 500 500 500
¢ 2-517/32" 2517/32"  2517/32" 3-103/8" 750 750 750
3-338" 3-338" 3-338" 5'-127/32" 1000 1000 1000
417/32" 417/32" 447/32"  6-55/16" 1250 1250 1250
41116 4116 4n1net 7'-83/4" 1500 1500 1500
5-829/32"  5-829/%" 5-829/%2"  9-7/32" 1750 1750 1750
6-63/4" 6-63/4" 6-63/4'10"-311/16" 2000 2000 2000

1/8 CIRCLES:

R [Feet/Inch] |A[Feet/Inch]|B [Feet/Inch]| L [Feet/Inch]| R [mm] | A[mm] | B [mm]

N 45° CIRCLES:
L . \\\ 5 1=2-629/32"  113/16" 2-327/32" 2-629/32" 1000 335 707
as/\\\ =3-103/8" 1-631/32" 3-523/32" 3-103/8" 1500 482 1060
******* = =5-127/32"  2'-23/32" 4'721/32" 5-127/32" 2000 628 1414
— l=6-55/16" 2-615/32" 5-919/32" 6-55/16" 2500 774 1768
|=7"-83/4" 3-1/4" 6-112/4" 7-83/4" 3000 921 2121
1=9'7/32"  3-61/16" 8-17/16" 9'7/32" 3500 1068 2475
1=10-311/16" 13-115/32" 9-311/32" 10-311/16" 4000 1214 2828

1/16 CIRCLES:

LUMEN/WATT CODE
SILVER
600 1110lm/16W*  1QG30SD-###M-L600
888 1664Im/23W*  1QG30SD-###M-1888
178 2220Im/30W*  1QG30SD-###M-L1178
1472 2773Im/36W*  1QG30SD-###M-11472
2340 4437Im/57W*  1QG30SD-###M-12340

480
480
480
1023

1570

2355

3140

L2 [mm] | LUMEN/WATT CODE
SILVER
480  1664Im/23W*  1QG30SD-###M-B135-L960
480  1664Im/23W*  1QG30SD-###M-B90-L960
480  1664Im/23W*  1QG30SD-###M-B60-L960
1023 3882Im/50W* 1QG30SD-###M-B45-12046

LUMEN/WATT

2773Im/36W*
4437Im/57W*
5546lm/70W*

LUMEN/WATT

785  2626lm/30W*
178 3872Im/43wW*
1571 5253Im/57W*
1964 7326Im/80W*
2356 9400Im/100W*
2749 11470lm/120W*
3142 12161Im/127W*
L[mm] | LUMEN/WATT

785  2626lm/30W*

17

1571

196
235
274
314

8  3872Im/A3W*
5254Im/57W*
4 7326lm/80W*
6 9400Im/100W*
9 11193Im/117W*
2 12438Im/130W*

SILVER

1QG30SD-###M-C12-R050-L1570
1QG30SD-###M-C12-R075-12355
1QG30SD-###M-C12-R100-L3140

SILVER
1QG30SD-###M-C14-R050-L785
1QG30SD-###M-C14-R075-11178
1QG30SD-###M-C14-R100-L11571
1QG30SD-###M-C14-R125-11964
1QG30SD-###M-C14-R150-L2356
1QG30SD-###M-C14-R175-L2749
1QG30SD-###M-C14-R200-1.3142

CODE

SILVER
1QG30SD-###M-C18-R100-L785
1QG30SD-###M-C18-R150-11178
1QG30SD-###M-C18-R200-L1571
1QG30SD-###M-C18-R250-L1964
1QG30SD-###M-C18-R300-L.2356
1QG30SD-###M-C18-R350-1.2749
1QG30SD-###M-C18-R400-L3142

CODE

WHITE
1QG30WD-###M-L600
1QG30WD-###M-1888
1QG30WD-###M-11178
1QG30WD-###M-11472
1QG30WD-###M-12340

WHITE
1QG30WD-###M-B135-L960
1QG30WD-###M-B90-L960
1QG30WD-###M-B60-L960
1QG30WD-###M-B45-12046

WHITE

1QG30WD-###M-C12-R050-L1570
1QG30WD-###M-C12-R075-12355
1QG30WD-###M-C12-R100-L 3140

WHITE
1QG30WD-###M-C14-R050-L785
1QG30WD-###M-C14-R075-1178
1QG30WD-###M-C14-R100-L1571
1QG30WD-###M-C14-R125-11964
1QG30WD-###M-C14-R150-L2356
1QG30WD-###M-C14-R175-12749
1QG30WD-###M-C14-R200-L3142

CODE

WHITE
1QG30WD-###M-C18-R100-L785
1QG30WD-###M-C18-R150-L1178
1QG30WD-###M-C18-R200-11571
1QG30WD-###M-C18-R250-11964
1QG30WD-###M-C18-R300-L.2356
1QG30WD-###M-C18-R350-12749
1QG30WD-###M-C18-R400-L3142

2,6
3,6
4,6
56
7.6

6.6
6,6
6.6

13,6

71

96
16

33
46
56
6,8
83
98
13

KG

26
40
59
70
84
98

11,6

57

79
101
12,3
16,8

14,6
14,6
14,6
30,0

15,7
21,2
256

73
101
123
150
18,3
21,6
2.9

Ibs

57

8,38
13,0
15,4
18,5
21,6
25,6

R [Feet/Inch] |A [Feet/Inch]|B [Feet/Inch]| L [Feet/Inch] LUMEN/WATT CODE CODE

I~ 22,5° CIRCLES: SILVER WHITE
L S
@R ;zgf\ - } 8 6-63/4"  0-83/16" 2-61/8"  2-629/32" 2000 208 765 785 2626Im/30W*  1QG30SD-###M-C16-R200-L785  1QG30WD-###M-C16-R200-L785 2,6 57
T 0 9-101/8" 0-113/16" 3-93/16" 3-103/8" 3000 284 1148 1178 4700Im/50W*  1QG30SD-###M-C16-R300-L1178  1QG30WD-###M-C16-R300-L1178 4,0 8,8
A 11-525/32" 1411/16" 4-43/8" 4-63/32" 3500 322 1340 1374 5390Im/57W*  1QG30SD-###M-C16-R350-L1374  1QG30WD-###M-C16-R350-L1374 4,7 10,4
Y CONNECTORS:
A :
90° Y CONNECTORS: SILVER WHITE

i 0 8-27/16" =97/32"  0-927/32" 2'-51/8" 2500 3500 250 740 6771m/73W*  1QG30SD-###M-Y1 1QG30WD-###M-Y1 8,6 19,0
8 5 e NS 3-113/32" ° 2'-1"  2'-35/32" 950 635 690 8153Im/87W*  1QG30SD-###M-Y2 1QG30WD-###M-Y2 9,6 21,2

LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

Y2

OLUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION



LIQUID LINE [STRUCTURE EXAMPLESlp

) |

PROJECT: LIGHT

.

COMPONENT LIST :

8289
Pos. TYPE CODE AMOUNT

1 Straight Line-11472  QP3*SD-###M-11472 1

2 1/4 Circle-R3500 QP3*SD-###M-C14-R350-L.2749 2

3 1/16 Circle-R3500 QP3*SD-###M-C16-R350-L1374 1

4 1/4 Circle-R1500 QP3*SD-###M-C14-R150-L2356 1

5 1/2 Circle-R500 QP3*SD-###M-C12-R050-11570 1

6 Y2 CONNECTORS QP3*SD-###M-Y2 1

7 QP3-ENDCAP QP3-ENDCAP-S 3

8 CORD-HOLDER Q3CORD-4000 9

| 9 CONNECTOR QP3-CONNECTOR 6
10 CANOPY Q3-ELECTRO-S 1

2842



8391

COMPONENT LIST :

Pos. TYPE

o o B W N o

1/8 Circle-R4000
1/16 Circle-R3500
Q3-ENDCAP
CORD-HOLDER
CONNECTOR
CANOPY

CODE

QP3*SD-###M-C18-R400-13142
QP3*SD-###M-C16-R350-L1374
QP3-ENDCAP-S

Q3CORD-4000
QP3-CONNECTOR
Q3-ELECTRO-S

AMOUNT
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AMORPHICON-P/G

Amorphicon-P/G

e Pendant luminaire

e Optional: Direct light distribution or direct-/ indirect
light distribution with topside dust cover

¢ Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

¢ Finishes: white (RAL9003) or silver (RAL9006) coated

¢ Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards. Variation
of forms and dimensions to meet a wide range of demands

o Parallel suspension continuously adjustable in height with matching
white or silver canopy and transparent power-supply cable

e Standard color temperature: 2700K, 3000K, 3500K or 4000K,
CRI>80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLus listed

ES

Amorphicon-P/G

e Luminaria LED colgante.

e Opcional: distribucion de luz directa o distribucion
de luz directa/indirecta con cubierta protectora superior.

e Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.

e Acabados: blanco (RAL9003) o plata (RAL9006) lacado.

¢ Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los mas altos estandares, que generan
una iluminacion homogénea aun colocados espaciadamente. Diversidad de
formas y dimensiones para cubrir una amplia variedad de necesidades.

» Cables de suspension de instalacion paralela con altura ajustable, florén en
color blanco o plata respectivamente y con cable alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K, IRC=80.

* Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, IRC>90.

» Garantia de 5 afos en todas las partes eléctricas.
Larga vida util de 50,000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




AMORPHICON-P / DIRECT-INDIRECT / OPAL

L1 [Feet/Inch] | L2 [Feet/Inch] | L1 [mm] | L2 [mm]
Form 1 SILVER WHITE
5-59/16"  2'-915/32" 1665 850 16545Im/171W*  THP10SD-###M-A1665-KS  THPTOWD-###M-A1665-KW 16,4 36,2
8-431/32" 4-33/16" 2565 1300 40300Im/401W*  THP10SD-###M-A2565-KS  THP1OWD-###M-A2565-KW 250 551
Form 2
4-11116" 4111/16" 1500 1500 33603Im/340W*  1HP20SD-###M-A1500-KS  THP20WD-###M-A1500-KW 18,0 397
Form 3

5-107/8"  3-921/32" 1760 1160 30880Im/316W*  THP30SD-###M-A1800-KS  THP3OWD-###M-A1800-KW 20,5 45,2

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

max 13'- 115/32"
max 4000mm

423/32"
120mm

CI ][

AMORPHICON-G / DIRECT / OPAL

ST L1 [Feet/Inch] | L2 [Feet/Inch] | L1[mm] | L2 [mm] | LUMEN/WATT @ 4000K*
" - Form1 SILVER WHITE
° AN " 5-59/16"  2-915/32" 1665 850 9173Im/108W*  1HG10SD-###M-A1665-KS  THG1OWD-###M-A1665-KW 16,4 36,2
a0 j" oo 8-431/32" 4-33/16" 2565 1300 20640Im/240W*  1HG10SD-###M-A2565-KS  THG1OWD-###M-A2565-KW 250 55,1
o ]:] o Form 2
411116" 411116 1500 1500 17200Im/200W*  1HG20SD-###M-A1500-KS  THG20WD-###M-A1500-KW 18,0 397
Form 3
@ 5-107/8"  3-921/32" 1760 1160 16627Im/194W*  THG30SD-###M-A1800-KS  THG30OWD-###M-A1800-KW 20,5 45,2
(GI[D LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K ‘

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

312140

&
max 13- 1 15/32" <y
max 4000mm form 1
, Form 1
a2932° b ¢ L
120mm
L
2 u
6200
700 my
57
%?Za
Form 2 5 K
21
5050

Form3

591716

1500 my .
" Al
1200 MM

591/16"

1500

7078
1800 MM

Further Product Options:

oF] =

ALTERNATIVE COLOR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11




THREE PEAKS-P/G

Three Peaks-P/G

e Pendant luminaire

e Optional: Direct light distribution or direct-/ indirect
light distribution with topside dust cover

¢ Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

¢ Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards. Factory-programmable
drivers offer 2 standard output levels

¢ Central suspension continuously adjustable in height with matching
white or silver canopy and transparent power-supply cable

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

e CRI>80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLus listed

ES

Three Peaks-P/G

e Luminaria LED colgante.

e Opcional: distribucion de luz directa o distribucion
de luz directa/indirecta con cubierta protectora superior.

* Difusor opalino hecho de metacrilato satinado, que ofrece una gran eficiencia
en la transmision de luz y proporciona una iluminacion uniforme.

» Acabado de superficie en pintura
pulverizada color blanco (RAL9003) o plata (RAL9006).

¢ Regulable sencillo 1-10V

» LEDs de primera calidad combinados con los mas altos estandares,
que generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen
2 niveles estandar de intensidad luminosa.

e Cables de suspension de instalacion central con altura ajustable, floron en
color blanco o plata respectivamente y con cable alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K, IRC>80.

¢ Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, IRC>90.

e Garantia de 5 afnos en todas las partes eléctricas.
Larga vida util de 50,000 h al 80% del flujo luminoso.

e El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




THREE PEAKS-P / DIRECT-INDIRECT / OPAL

L [Feet/Inch] LUMEN/WATT @ 4000K*

SILVER WHITE
2'-919/32" 853 8084Im/85W*  1YP30SD-###M-L840-KS 1YP3OWD-###M-L840-KW 14,0 30,9
3-91/32" 1144 11550Im/118W*  1YP30SD-###M-11130-KS 1YP3OWD-###M-L1130-KW 18,0 39,7

4-82/4" 1435 15015Im/151W*  1YP30SD-###M-11420-KS TYP3OWD-##M-L1420-KW 22,0 48,5

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

@ *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
LED

max 13'- 1 15/32"
max 4000mm

315/16"
100mm [ |

THREE PEAKS-G / DIRECT / OPAL

L [Feet/Inch] LUMEN/WATT @ 4000K*
SILVER WHITE
2-919/32" 853 4595Im/55W*  1YG30SD-###M-L840-KS 1YG3OWD-###M-L840-KW 14,0 30,9
3-91/32" 1144 6315Im/75W*  1YG30SD-###M-L1130-KS 1YG3OWD-###M-L11130-KW 18,0 397
4-82/4" 1435 8035Im/95W*  1YG30SD-##M-11420-KS TYG30WD-###M-11420-KW 22,0 48,5
LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

max 13'- 1 15/32"
max 4000mm

35/32"
80mm [ |

Further Product Options:

ALTERNATIVE COLOR LEDS WITH
TEMPERATURES: HIGHER CRI
2200K - 6500K RA>90 SEE PAGE 11




BEAM ME UP-P1
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PROJECT. LIGHTNET SHOWROOM, COLOGNE, GERMANY
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BEAM ME UP: CLASSICAL MODERN

Beam Me Up takes the archetype of the ,hanging
lamp”, with its classical conical shade shape, and
comes up with a fresh interpretation using LED
technology. Its eye catching form makes a bold
decorative statement and, at the same time, its

powerful lumen output up to 23,500lm copes
effortlessly with the illumination of major structures.
A special asymmetrical surface-mounted model
_Is also available as a wall washer for the illumination
- of vertical surfaces, whereby the internal reflector
can be set in different colors than the external body.
Beam Me Up comes in a variety of colors and finishes.

BEAM ME UP: UN CLASICO NOVEDOSO

Beam Me Up toma el arquetipo de la "lampara colgante”, con su
forma conica clasica, llegando asi con una interpretacion novedosa
usando la tecnologia LED. No hay mirada que se resista a su disefio,
convirtiéndose asi en el centro de atencion. Su potente rendimien-
to de hasta 23,500 Im hace frente facilimente a la iluminacion de es-
tructuras principales. Para la iluminacion de superficies verticales,
esta disponible como bafador de pared asimétrico, con posibilidad
de ajustar el reflector interno en diferentes colores independien-
temente al cuerpo exterior. Beam me Up es otra de tantas posibi-
lidades en la que el tono de iluminacion y los acabados de super-
ficie pueden ser configurados a necesidades y gustos particulares.




BEAM ME UP-P1

Beam Me Up-P1

¢ LED pendant luminaire with direct-indirect light distribution.
Microprismatic screen for glare-free illumination. Optional opal
diffuser for enhanced light transmission and perfect uniform
illumination.

¢ Luminaire body made of high-quality processed FRP (fiberglass
reinforced plastic) in different dimensions. Inner and outer
surfaces available in unigue color-combinations (see overview).

e Single dimmed 1-10V

e Standard LED color temperature 2700K, 3000K 3500K and 4000K.

MacAdam 3 step binning. Color rendering CRI>80, CRI>90
on request.

¢ Height adjustable cord suspension for central installation with
transparent power supply cable and ceiling rose matching
luminaire’s outer surface color.

* 80% of initial output for 50000 operating hours (L90B10 at 77°F
and max. Medium-Power). 5 year warranty on all LED boards
and LED drivers.

» Refer to ,options” overview

e CETLus listed

ES

Beam Me Up-P1

e Luminaria LED colgante con distribucion de luz directa-indirecta.
Pantalla micro prismatica que proporciona una iluminacion sin
deslumbramiento. Accesorios recomendados: difusor opal hecho
de cristal acrilico satinado que ofrece una excelente transmision
de luz y una perfecta iluminacion uniforme.

e Cuerpo de la luminaria hecho de FRP (Fibra reforzada de polimero)
de alta calidad y en diferentes dimensiones. Superficies interiores
y exteriores en combinaciones Unicas con diferentes colores
disponibles solo bajo pedido. (Ver las diferentes opciones y accesorios).

* Regulable sencillo 1-10V

e Temperatura de color: 2700K, 3000K, 3500K y 4000K. Diferencia casi
imperceptible de color entre otras luminarias (paso 3 en la elipse
MacAdam). Rendimiento de color IRC>80, posible sobre pedido: IRC>90

e Cable de suspension con altura ajustable opcionalmente para
instalacion central o paralela, con cable de alimentacion transparente
y florén en color superficial de la luminaria.

¢ Larga vida 0til de 50,000 h al 80% del flujo luminoso. (L90B10 a 77°F
y max. Media Tension). Garantia de 5 anos en todos los modulos
LED y equipos auxiliares eléctricos.

e \Ver también la gama de diferentes opciones y accesorios.

e Certificado por cETLuS




BEAM ME UP-P1 / DIRECT-INDIRECT / OPAL

D [Feet/Inch] | H[Inch] H[mm]
LED - LOW POWER
2-39116" 927/32" 700 250 5400Im/42w* TMP10*D-###E-D700-U 7,0 15,4
3-111/4"  1325/32" 1200 350 16500Im/128W* TMP10%*D-###E-D1200-U 15,0 331
LED - MEDIUM POWER
153/4" 65/16" 400 160 2705Im/22wW* TMP10*D-###M-D400-U o 50 11,0
2-39116" 927/32" 700 250 7300Im/57W* TMP10*D-###M-D700-U » 7,0 15,4
3-111/4"  1325/32" 1200 350 23470Im/188W* TMP10*D-###M-D1200-U » 15,0 331
SURFACE CODE * W: WHITE, S: SILVER, N: BROWN, B: BLACK
REFLECTOR CODE @ W: WHITE, G: GOLD
LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

max 13'- 1 15/32"

max 4000mm
H {
|
D
OPTIONAL
BODY WHITE / REFLECTOR WHITE BODY SILVER / REFLECTOR WHITE BODY SILVER / REFLECTOR SILVER
SURFACE CODE: W / REFLECTOR CODE: W SURFACE CODE: S / REFLECTOR CODE: W SURFACE CODE: S / REFLECTOR CODE: S

BODY WHITE / REFLECTOR GOLD BODY BROWN / REFLECTOR GOLD BODY BLACK / REFLECTOR GOLD
SURFACE CODE: W / REFLECTOR CODE: G SURFACE CODE: N / REFLECTOR CODE: G SURFACE CODE: B / REFLECTOR CODE: G

Further Product Options:

ALTERNATIVE COLOR LEDS WITH FURTHER SELI D
TEMPERATURES: HIGHER CRI SURFACE DESIGNS:
2200K - 6500K RA>90 SEE PAGE 11




RINGO STAR-P1/G1
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RINGO STAR:
INFINITE BAND OF LIGHT

The ring - a symbol of perfect harmony - is the
leitmotif of the Ringo Star series. This unique
and elementary shape encapsulates elegance
and timelessness and integrates well into
every type of architecture. Despite the mass
of its solid body, its presence radiates an
effect of weightless transparency. This floating
halo effect makes Ringo Star a highlight of
public areas such as foyers and halls. Ringo
Star is available in 13 different diameters from
2' to 24" and can be ordered in surface moun-
ted or suspended versions. An acoustic version
is also available with integrated high-perfor
mance sound absorbers which improves the
acoustic qualities of any room.

RINGO STAR:
LA BANDA INFINITA DE LUZ

El anillo: un simbolo de la perfecta armonia, encabeza
el concepto de la serie Ringo Star. Esta forma Unica y
elemental encapsula la elegancia y la perpetuidad inte-
grandose sofisticadamente en cualquier tipo de arqu-
itectura. En armonia con su cuerpo solido, su presen-
cia irradia un efecto de transparencia vy ligereza. Este
efecto de halo flotante hace de Ringo Star un centro de
atencion en areas publicas comunes como vestibulos
y pasillos. Ringo Star se encuentra disponible en 13 di-
ferentes diametros desde 2' a 24" se puede ordenar en
las versiones de superficie o suspension. Una version
acustica también esta disponible con absorbentes de
sonido de alto rendimiento integrados que mejora las
cualidades acusticas de cualquier espacio y habitacion.
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PROJECT. TAGESKLINIK AM MEER, BREMERHAVEN, GERMANY
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UROPAPLATZ, DARMSTADT, GERMANY




PROJECT. WACKER BUILDING, CHICAGO, ILLINOIS, USA




RINGO STAR-P1

Ringo Star-P1

e Pendant luminaire

e Direct-/ indirect light distribution with topside dust cover

¢ Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards

e Parallel suspension continuously adjustable in height with matching
white or silver canopy and transparent power-supply cable

e Standard color temperatures: 2700K, 3000K, 3500K, 4000K

* CRI>=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, central suspension, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuUS listed

Ringo Star-P1

e Luminaria LED colgante.

e Distribucion de luz directa/indirecta con cubierta protectora superior.

e Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion
uniforme.

e Acabado de superficie en pintura pulverizada color blanco (RAL9003)
0 plata (RAL9006).

¢ Regulable sencillo 1-10V

¢ LEDs de primera calidad que generan una iluminacion homogénea aun
colocados espaciadamente. Los balastros con programacion de fabrica
ofrecen 2 niveles estandar de intensidad luminosa.

e Cables de suspension de instalacion paralela con altura ajustable,
floron en color blanco o plata y con cable alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K 0 4000K.

* [RC>80.

¢ Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, suspension central,
IRC>90.

¢ Garantia de 5 afos en todas las partes eléctricas. Larga vida Util de
50,000 h al 80 % del flujo luminoso.

e £l acceso directo a balastros integrados y placas de circuito de LED
asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por CETLuUS



RINGO STAR-P1 / DIRECT-INDIRECT / OPAL

@@

CENTRAL SUSPENSION PARALLEL SUSPENSION
——
max 13' 115/32"
ma 4000mm
gl
only available for
diameters
1-115/8" - 6-6.3/4"
- 315/16"
600 -2000 mm. S
Minimal height for central suspension
D [Feet/Inch] | H [Feet/Inch] | D [mm] | H[mm
1-115/8" | 1-711/16" 600 500 P
291716 | 2-31/16" 900 700
3-111/4" 3-33/8" 1200 | 1000
4-11116" | 411116" 1500 | 1500
6-63/4" 6-63/4" | 2000 | 2000
OPTIONAL

BROWN KROKO

ZEBRANO BEECH

Further Product Options:

@ &

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI
RA>90

FURTHER SELECTED
SURFACE DESIGNS:
SEE PAGE 11

D [Feet/Inch]

H[Ft/In]

LED - LOW POWER

1115/8"  215/16"
21716 215/16"
3-111/4"  215/16"
411116 215/16"
6-63/4"  215/16"
8'-27/16" 315/16"
9101/8" 315/16"
11-525/32"  315/16"
13-115/32"  315/16"
16-427/32"  315/16"
19'-87/32" 315/16"
22'1119/32"  315/16"
26-231/32" 315/16"
LED - MEDIUM POWER
1115/8"  215/116"
21716 215/16"
3-111/4"  215116"
411116 215/16"
6-63/4"  215/16"
8-27/16" 315/16"
9-101/8"  315/16"
11-525/32"  315/16"
13-115/32"  315/16"
16-427/32"  315/16"
19'-87/32" 315/16"
22'1119/32"  315/16"
26-231/32" 315/16"

600

900
1200
1500
2000
2500
3000
3500
4000
5000
6000
7000
8000

600

900
1200
1500
2000
2500
3000
3500
4000
5000
6000
7000
8000

H[mm]

75
75
75
75
75
100
100
100
100
100
100
100
100

75
75
75
75
75
100
100
100
100
100
100
100
100

LUMEN/WATT @ 4000K*

3561Im/36W*
7029Im/66W*
10597Im/95W*
13179Im/M7W*
17571Im/154W*
23286Im/222W*
26271Im/256W*
29124Im/284W*
34697Im/335W*
41397Im/403W*
51680Im/499W*
59973Im/573W*
69394Im/664W*

6060Im/59W*
11875Im/115W*
17955Im/168W*
22265Im/210W*
29685Im/278W*
30300Im/401W*
38395Im/395W*
44100Im/458W*
49185Im/501W*
60600Im/626W*
76600Im/776W*
87580Im/890W*
101375Im/1031W*

SILVER
1RP10SD-###E-D600-*S
TRP10SD-###E-D900-*S
1RP10SD-###E-D1200-*S
TRP10SD-###E-D1500-*S
1RP10SD-###E-D2000-*S
TRP10SD-###E-D2500-KS
1RP10SD-###E-D3000-KS
TRP10SD-###E-D3500-KS
TRP10SD-###E-D4000-KS
TRP10SD-###E-D5000-KS
TRP10SD-###E-D6000-KS
TRP10SD-###E-D7000-KS
TRP10SD-###E-D8000-KS
SILVER
TRP10SD-###M-D600-*S
TRP10SD-###M-D900-*S
TRP10SD-###M-D1200-%S
TRP10SD-###M-D1500-%S
TRP10SD-###M-D2000-*S
TRP10SD-###M-D2500-KS
TRP10SD-###M-D3000-KS
TRP10SD-###M-D3500-KS
TRP10SD-###M-D4000-KS
TRP10SD-###M-D5000-KS
TRP10SD-###M-D6000-KS
TRP10SD-###M-D7000-KS
TRP10SD-###M-D8000-KS

WHITE
TRP1OWD-###E-D600-*W
1RPTOWD-###E-D900-+W
1RP1OWD-###E-D1200-+W
1RP1OWD-###E-D1500-+W
1RP1OWD-###E-D2000-*W
1RP1OWD-###E-D2500-KW
1RP1OWD-###E-D3000-KW
1RP1OWD-###E-D3500-KW
1RP1OWD-###E-DA000-KW
1RP1OWD-###E-D5000-KW
1RP1OWD-###E-D6000-KW
1RP1OWD-###E-D7000-KW
1RP1OWD-###E-D8000-KW
WHITE
1RPTOWD-###M-D600-*W
1RPTOWD-###M-D900-*W
1RP1OWD-###M-D1200-*W
1RPTOWD-###M-D1500-* W
1RP1OWD-###M-D2000-*W
1RPTOWD-###M-D2500-KW
1RP1OWD-###M-D3000-KW
1RPTOWD-###M-D3500-KW
1RP1OWD-###M-D4000-KW
1RP1TOWD-###M-D5000-KW
1RP1OWD-###M-D6000-KW
TRP10WD-###M-D7000-KW
1RP1OWD-###M-D8000-KW

"7
14,7
181
22,6
24,0
30,0
36,0
41,0
47,0
59,0
70,0
82,0
97,0

17
14,7
18,1
22,6
24,0
30,0
36,0
41,0
470
590
70,0
82,0
970

258
32,4
399
49,8
529
66,1
794
90,4
103,6
1301
154,3
180,8
213,8

258
32,4
399
49,8
529
66,1
794
90,4
103,6
1301
154,3
180,8
213,8

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

SUSPENSION TYPE *

U: CENTRAL SUSPENSION, K: PARALLEL SUSPENSION

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

SUMMERTIME BLUE

RAW CONCRETE

MATT WHITE (RAL9003)

COZY COPPER




RINGO STAR-G1

Ringo Star-G1

e Pendant luminaire

e Direct light distribution

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

¢ Evenly spaced premium LEDS provide uniform illumination
combined with highest efficacy standards

e Parallel suspension continuously adjustable in height with matching
white or silver canopy and transparent power-supply cable

e Standard color temperatures: 2700K, 3000K, 3500K, 4000K

e CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, central suspension, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLusS listed

ES

Ringo Star-G1

e Luminaria de suspension

e Distribucion de luz directa

e Difusor opalino de metacrilato satinado para transmision
optimizada de Iuz e iluminacion uniforme

e Acabados: blanco (RAL9003) o plata (RAL9006) recubierto en polvo

e Regulable sencillo 1-10V

¢ LEDs de primera calidad alineado uniformemente generan lineas
de luz continuas y homogéneas combinada con estandares
de la més alta eficacia

e Suspension de soportes paralelos con alturas ajustables contintias
y con tapa revestido en polvo blanco o plata y con cable
alimentador transparente

e Temperatura de color estandar: 2700K, 2700K, 3000K, 3500K, 4000K

* [RC>80

¢ Previa pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, IRC>90

¢ Garantia de 5 afios. 80% de potencia luminosa inicial de 50.000 horas

e Acceso directo a balastros integrados y placas de circuito
de LED asegura la instalacion sencilla y mantenimiento

o Certificado por cETLUS



RINGO STAR-G1 / DIRECT / OPAL

N

CENTRAL SUSPENSION PARALLEL SUSPENSION
——
max 13'115/32"
max 4000mm
WL
only available for
diameters
1-115/8" - 6-6.3/4"
N 15/16"
600 -2000 mm. ?Oosr%r%
Minimal height for central suspension
D [Feet/Inch] | H [Feet/Inch] | D [mm] | H[mm
1-115/8" | 1-711/16" 600 500 P
291716 | 2-31/16" 900 700
3-111/4" 3-33/8" 1200 | 1000
4-11116" | 411116" 1500 | 1500
6-63/4" 6-63/4" | 2000 | 2000
OPTIONAL

MAJESTIC GOLD

MUTED OAK

Further Product Options:

@ &

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI

RA>90 SEE PAGE 11

D [Feet/Inch]

H[Ft/In]

LED - LOW POWER

1-115/8"  215/16"
21716 215/16"
3-111/4"  215/16"
411116 215/16"
6-63/4"  215/16"
8'-27/16"  35/32"
9101/8"  35/32"
11-525/32"  35/32"
13-115/32"  35/32"
16-427/32"  35/32"
19'-87/32"  35/32"
22'1119/32"  35/32"
26-231/32"  35/32"
LED - MEDIUM POWER
1115/8"  215/16"
21716 215/16"
3-111/4"  215116"
411116 215/16"
6-63/4"  215/16"
8-27/16"  35/32"
9-101/8"  35/32"
11-525/32"  35/32"
13-115/32"  35/32"
16-427/32"  35/32"
19'-87/32"  35/32"
22'1119/32"  35/32"
26231/32"  35/32"

600

900
1200
1500
2000
2500
3000
3500
4000
5000
6000
7000
8000

600

900
1200
1500
2000
2500
3000
3500
4000
5000
6000
7000
8000

H[mm]

75
75
75
75
75
80
80
80
80
80
80
80
80

75
75
75
75
75
80
80
80
80
80
80
80
80

2065Im/23w*
4068Im/43W*
6139Im/63W*
7628Im/79W*
10170lm/104W*
12935Im/148W*
15920Im/181W*
17910Im/204W*
20896Im/240W*
25871Im/291W*
31841Im/359W*
35821Im/403W*
41791Im/470W*

6060Im/59W*
11875Im/115W*
17955Im/168W*
22265Im/210W*
29685Im/278W*
30300Im/401W*
38395Im/395W*
44100Im/458W*
49185Im/501W*
60600Im/626W*
76600Im/776W*
87580Im/890W*
101375Im/1031W*

SILVER
1RG10SD-###E-D600-*S
TRG10SD-###E-D900-*S
1RG10SD-##HE-D1200-*S
TRG10SD-###E-D1500-*S
TRG10SD-###E-D2000-*S
TRG10SD-###E-D2500-KS
TRG10SD-###E-D3000-KS
TRG10SD-###E-D3500-KS
TRG10SD-###E-D4000-KS
TRG10SD-###E-D5000-KS
1RG10SD-###E-D6000-KS
1RG10SD-###E-D7000-KS
1RG10SD-###E-D8000-KS
SILVER
TRG10SD-###M-D600-*S
TRG10SD-###M-D900-*S
TRG10SD-###M-D1200-*S
TRG10SD-###M-D1500-*S
TRG10SD-###M-D2000-*S
TRG10SD-###M-D2500-KS
TRG10SD-###M-D3000-KS
TRG10SD-###M-D3500-KS
TRG10SD-###M-D4000-KS
TRG10SD-###M-D5000-KS
TRG10SD-###M-D6000-KS
TRG10SD-###M-D7000-KS
1RG10SD-###M-D8000-KS

WHITE
TRGT1OWD-###E-D600-+W
1RG1OWD-###E-D900-*W
1RG1OWD-###E-D1200-*W
1RG1OWD-###E-D1500-*W
1RG10WD-###E-D2000-+W
1RG1OWD-###E-D2500-KW
TRG1OWD-###E-D3000-KW
1RG1OWD-###E-D3500-KW
1RG1OWD-###E-DA000-KW
1RG1OWD-###E-D5000-KW
1RG1OWD-###E-D6000-KW
1RG1OWD-###E-D7000-KW
1RG1OWD-###E-D8000-KW
WHITE
1RG1OWD-###M-D600-+W
1RG1OWD-###M-D900-+ W
1RG10WD-###M-D1200-+W
1RG10WD-###M-D1500-+W
1RG10WD-###M-D2000-+W
1RG10OWD-###M-D2500-KW
1RG10WD-###M-D3000-KW
1RG1OWD-###M-D3500-KW
1RG10WD-###M-D4000-KW
1RG1OWD-###M-D5000-KW
1RG10WD-###M-D6000-KW
TRG1OWD-###M-D7000-KW
1RG10WD-###M-D8000-KW

10,7
13,7
171
21,6
23,0
290
350
40,0
46,0
58,0
69,0
81,0
96,0

107
137
17,
21,6
230
29,0
35,0
40,0
46,0
58,0
690
81,0
96,0

236
30,2
377
176
50,7
639
772
88,2
101,4
1279
152,1
178,6
21,6

236
30,2
377
476
50,7
639
772
88,2
101,4
1279
152,1
178,6
21,6

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

SUSPENSION TYPE *

U: CENTRAL SUSPENSION, K: PARALLEL SUSPENSION

FURTHER SELECTED
SURFACE DESIGNS:

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

MATT SILVER (RAL9006)

REDORANGE FLUORESCENT

CREAM WHITE (RAL9010)

BLACK CARBON
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PROJECT: YAHOO HEADQUARTER, DUBLIN, IRELAND

LIGHTING DESIGNERS: DLIGHT




RINGO STAR ACOUSTIC-P6/Gé

Ringo Star Acoustic-P6/G6

¢ Pendant light and acoustic effective module

e Optional: Direct light distribution or direct-/ indirect
light distribution with topside dust cover

» Opal diffuser made of frosted methacrylate for enhanced light
transmission and uniform illumination, high-performance sound
absorber made from wood composite with micro-perforated
surface in mat white or silver finish

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards

e Parallel suspension continuously adjustable in height with matching
white or silver canopy and transparent power-supply cable

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>=80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenanc

e CETLus listed

ES

Ringo Star Acoustic-P6/Gé

e Luminaria LED colgante y mddulo acustico.

» Opcional: distribucion de luz directa o distribucion de luz directa/indi-
recta con cubierta protectora superior.

e Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz. Absorbente acustico de alto
rendimiento hecho de compuesto de madera con superficie micro
perforada en blanco mate o color plata mate.

e Recubrimiento de pintura pulverizada en blanco mate (RAL9003) o plata
mate (RAL9006).

* Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los mas altos estandares, que
generan una iluminacion homogénea aun colocados espaciadamente.

e Cables de suspension de instalacion paralela con altura ajustable,
florén en color blanco o plata respectivamente y con cable alimentador
transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K 0 4000K.

¢ |IRC=80

» Sobre pedido: amplia gama de temperaturas especiales de color (2700K-
-6500K), colores de superficies especiales, IRC>90.

» Garantia de 5 afios en todas las partes eléctricas. Larga vida util de
50,000 h al 80 % del flujo luminoso.

e E| acceso directo a balastros integrados y placas de circuito de LED
asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS



RINGO STAR-P6 / DIRECT-INDIRECT / OPAL

D [Feet/Inch] | D [mm]
LED - MEDIUM POWER SILVER WHITE
3-111/4" 1200 17955Im/168W* TRP6OSD-###M-D1200-AFS-KS  1RP6OWD-###M-D1200-AFW-KW 26,0 573
6-515/16" 1980 29700Im/278W* 1RP6OSD-###M-D1980-AFS-KS  1RP6OWD-###M-D1980-AFW-KW 600 1323
LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

Aquivalente Absorptionsflache
Equivalent sound absorption area Aeg

max  4000mm

0 125 250 500 1000 2000 4000
215/16" Frequenz | Frequency f/Hz
75mm

|
10
] max 13' 1 15/32" 0 /

315/16"
100mm

RINGO STAR-Gé6 / DIRECT / OPAL

D [Feet/Inch] | D [mm]
LED - MEDIUM POWER SILVER WHITE
3-111/4" 1200 10335Im/113W* TRG6OSD-###M-D1200-AFS-KS  1RG6OWD-###M-D1200-AFW-KW 26,0 573
6-515/16" 1980 17050Im/188W* 1RG6OSD-###M-D1980-AFS-KS  1RG6OWD-###M-D1980-AFW-KW 600 1323
LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K ‘

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

Aquivalente Absorptionsflache
Equivalent sound absorption area Aeq

~]
10
max 13'115/32" 05 /
max  4000mm
00
0125 250 500 1000 2000 4000
] 215/16" Frequenz | Frequency f/Hz
75mm

315/16"
100mm

Further Product Options:

of] =

ALTERNATIVE COLOR LEDS WITH
TEMPERATURES: HIGHER CRI
2200K - 6500K RA>90 SEE PAGE 11




M BASIC-P1/G1







PROJECT: AXEL SPRINGER VERLAG, BERLIN, GERMANY
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CTZ EOS KUNDEN- UND TECHNOLOGIEZENTRUM, KRAILLING, GERMANY
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PROJECT: COMING HOME GMBH, BERLIN, GERMANY
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PROJECT: THE NORMAN
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PROJECT. EURONOVA, COLOGNE, GERMANY
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BASIC-P1/G1

Basic-P1/G1

e Pendant luminaire

e Optional: Direct light distribution or direct-/ indirect
light distribution with topside dust cover

¢ Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

e Central suspension continuously adjustable in height with matching
white or silver canopy and transparent power-supply cable

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

e CRI>80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, leather-finish, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Basic-P1/G1

e Luminaria LED colgante.

e Opcional: distribucion de luz directa o distribucion
de luz directa/indirecta con cubierta protectora superior.

e Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.

e Acabado de superficie en pintura pulverizada color blanco (RAL9003)
0 plata (RAL9006).

e Regulable sencillo 1-10V

* LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacién homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 3 niveles estandar de intensidad luminosa.

e Cables de suspension de instalacion central con altura ajustable,
floron en color blanco o plata respectivamente y con cable
alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K, IRC>80.

e Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, acabados aparentes
en piel, IRC>90.

e Garantia de 5 anos en todas las partes eléctricas.

Larga vida util de 50,000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por CETLuS




BASIC-P1 / DIRECT-INDIRECT / OPAL

min 0’ 11 13/16"
max 4' 111/16"
min 300mm
max 1500mm

i

50 w0 150

Alternatively with rod suspension on request

BASIC-G1 / DIRECT / OPAL

min 0* 11 13/16"
max 4' 111/16"
min 300mm
max 1500mm

i

[2]@]e=]
@

Alternatively with rod suspension on request

Further Product Options:

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

ool S

LEDS WITH
HIGHER CRI

D [Feet/Inch] | H[Inch]

LED - MEDIUM POWER

0-1113/16"  215/16"
1-33/4"  215/16"
171116"  215/16"
1115/8"  215/16"
3-23/16" 4 716"
314" 4 716"
LED - HIGH POWER
0-1113/16" 215/16"
1-33/4"  215/16"
1711/16"  215/16"
1115/8" 215/16"
3-23/16" 4 716"
314" 4 716"

300
400
500
600
970
1200

300
400
500
600
970
1200

H[mm]

75
75
75
75
13
13

75
75
75
75
13
13

LUMEN/WATT ¢

1960Im/16W*
3665Im/28W*
5254Im/42W*
8384Im/64W*
16500Im/128W*
24830Im/190W*

2705Im/22W*
5397Im/42w*
7252Im/57W*
11990Im/93w*
23470Im/188W*
35350Im/278W*

SILVER
1BP10SD-###E-D300-US
1BP10SD-###E-D400-US
1BP10SD-###E-D500-US
1BP10SD-###E-D600-US
1BP10SD-###E-D970-US
1BP10SD-###E-D1200-US

1BP10SD-###M-D300-US
1BP10SD-###M-D400-US
1BP10SD-###M-D500-US
1BP10SD-###M-D600-US
1BP10SD-###M-D970-US
1BP10SD-###M-D1200-US

WHITE
1BP1OWD-###E-D300-UW
1BP1OWD-###E-D400-UW
1BP1OWD-###E-D500-UW
1BP1OWD-###E-D600-UW
1BP1OWD-###E-D970-UW
1BP1OWD-###E-D1200-UW

1BP1OWD-###M-D300-UW
1BP1OWD-###M-D400-UW
1BP1OWD-###M-D500-UW
1BP1OWD-###M-D600-UW
1BP1OWD-###M-D970-UW
1BP1OWD-###M-D1200-UW

30
53
74
87
18,0
24,0

30
53
74

8,7
18,0

24,0

6.6
"7
16,3
192
39,7
529

6,6
"7
16,3
19,2
39,7
529

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

LUMEN/WATT @

LED - MEDIUM POWER

0-1113/16"  215/16"
1-33/4"  215/16"
171116"  215/16"
1115/8" 215/16"
3-23/16" 4 716"
3-1A" 4 716"
LED - HIGH POWER
0-1113/16" 215/16"
1-33/4"  215/16"
1711/16"  215/16"
1115/8" 215/16"
3-23/16" 4 716"
314" 4 716"

1200

300
400
500
600
970
1200

H [mm]

75
75
75
75
13
13

75
75
75
75
13
13

1277Im/12W*
2382Im/19W*
3416lm/27W*
4787Im/37W*
9436Im/74W*
14155Im/111W*

1761Im/16W*
3509Im/29wW*
4718Im/37W*
7062Im/54W*
13865Im/110W*
20795Im/165W*

SILVER
1BG10SD-###E-D300-US
1BG10SD-###E-D400-US
1BG10SD-###E-D500-US
1BG10SD-###E-D600-US
1BG10SD-###E-D970-US
1BG10SD-###E-D1200-US

1BG10SD-###M-D300-US
1BG10SD-###M-D400-US
1BG10SD-###M-D500-US
1BG10SD-###M-D600-US
1BG10SD-###M-D970-US
1BG10SD-###M-D1200-US

WHITE
1BG10WD-###E-D300-UW
1BG10WD-###E-D400-UW
1BG10WD-###E-D500-UW
1BG10WD-###E-D600-UW
1BG10WD-###E-D970-UW
1BG10WD-###E-D1200-UW

1BG10WD-###M-D300-UW
1BG10WD-###M-D400-UW
1BG10WD-###M-D500-UW
1BG10WD-###M-D600-UW
1BG10WD-###M-D970-UW
1BG10WD-###M-D1200-UW

30
53
74
87
17,5
235

30
53
74
87
175
235

6.6
"7
16,3
192
38,6
51,8

6,6
"7
16,3
19,2
38,6
51,8

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

FURTHER SELEC
SURFACE DESIG
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CALEO-P1/G1

Caleo-P1/G1

¢ Pendant luminaire
e Optional: Direct light distribution or direct-/ indirect
light distribution with topside dust cover
e Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination
e Finishes: white (RAL9003) or silver (RAL9006) powder-coated
e Single dimmed 1-10V
e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels
¢ Y-Cord suspension continuously adjustable in height with matching
white or silver canopy and transparent power-supply cable
e Standard color temperature: 2700K, 3000K, 3500K, 4000K
e CRI=80
e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI>90
e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours
¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance
o CETLus listed

ES

Caleo-P1/G1

e Luminaria LED colgante.

e Opcional: distribucion de luz directa o distribucion de luz
directa/indirecta con cubierta protectora superior.

« Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.

e Acabado de superficie en pintura pulverizada color blanco (RAL9003)
o plata (RAL9006).

¢ Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los mas altos estandares,
que generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 3 niveles estandar
de intensidad luminosa.

e Cable de suspension tipo ,Y” con altura ajustable, florén en color
blanco o plata respectivamente y con cable alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K, IRC>80.

¢ Sobre pedido: amplia gama de temperaturas especiales
de color (2700K-6500K), colores de superficies especiales, IRC>90.

e Garantia de 5 afios en todas las partes eléctricas. Larga vida Util
de 50,000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito

de LED asegura una instalacion sencilla y un facil mantenimiento.
e Certificado por cETLuS




CALEO-P1 / DIRECT-INDIRECT / OPAL

L1 [Feet/Inch] | L2 [Feet/Inch] | L1 [mm] | L2 [mm] | LUMEN/WATT @ 4000K*
LED - MEDIUM POWER SILVER WHITE
2-11716" 2-927/32" 900 860  4442m/39W* TAP10SD-###E-1900-YS 1APTOWD-#HE-L900-YW 71 157
3-111/4"  3-921/32" 1200 1160 5923Im/50W* TAP10SD-#HE-11200-YS 1APTOWD-#HE-11200-YW 83 183
411116 4'-915/32" 1500 1460  7404Im/58W* TAP10SD-###E-11500-YS 1APTOWD-##H#E-11500-YW 98 21,6
LED - HIGH POWER
2-11716"  2-927/32" 900 860  6246Im/53W* TAP10SD-###M-1900-YS 1APTOWD-###M-L900-YW 71157
3-111/4"  3-921/32" 1200 1160 8328Im/66W* TAP10SD-###M-11200-YS TAPTOWD-###M-11200-YW 83 183
411116 4'-915/32" 1500 1460 10410Im/82wW* TAP10SD-###M-11500-YS TAPTOWD-###M-11500-YW 98 21,6

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

min 2 3/4"
min 70mmé

S °

max 4'-11 1/16"
max 1500mm

25/32"
V55mm ]

P
0-77/8"
200mm ( J

1

CALEO-G1/ DIRECT / OPAL

L1 [Feet/Inch] L1 [mm] LUMEN/WATT @ 4000K*
LED - MEDIUM POWER SILVER WHITE
211716 2-927/32" 900 860  2832im/22W* TAG10SD-###M-L900-YS TAG1OWD-###M-L900-YW 71157
3-111/4"  3-921/32" 1200 160 3776lm/29W* 1AG10SD-###M-11200-YS ~ 1AGIOWD-###M-L1200-YW 83 183
411116 4-915/32" 1500 1460  4720lm/36W* TAG10SD-###M-11500-YS  1AGT1OWD-###M-L1500-YW 98 216
LED - HIGH POWER
2-11716"  2-927/32" 900 860  3917Im/31W* TAG10SD-###H-L900-YS TAG10WD-###H-L900-YW 71157
3-111/4"  3-921/32" 1200 160  5223Im/40W* TAG10SD-###H-11200-YS 1AG10WD-###H-11200-YW 83 183
411116 4-915/32" 1500 1460 6530Im/49W* TAG10SD-###H-11500-YS TAG10WD-###H-L1500-YW 98 216
LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K ‘

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

min 2 3/4"
min 70mmé

—
S )

max 4'-11 1/16"
max 1500mm

25/32"
T5smm ]

0'-77/8"
200mm ( J

1

Further Product Options:

oF] =

ALTERNATIVE COLOR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11
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CALEO-P2/G2

Caleo-P2/G2

e Pendant luminaire

e Optional: Direct light distribution or direct-/ indirect
light distribution with topside dust cover

* Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

¢ 4-Cord suspension continuously adjustable in height with matching
white or silver canopy and transparent power-supply cable

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLus listed

ES

Caleo-P2/G2

e Luminaria LED colgante.

e Opcional: distribucion de luz directa o distribucion
de luz directa/indirecta con cubierta protectora superior.

e Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.

¢ Acabado de superficie en pintura pulverizada color blanco (RAL9003)
0 plata (RAL9006).

¢ Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.

e Cables de suspension (4) con altura ajustable, florén en color blanco
0 plata respectivamente y con cable alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K, IRC>80.

¢ Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, IRC=90.

e Garantia de 5 anos en todas las partes eléctricas.
Larga vida 0til de 50,000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




CALEO-P2 / DIRECT-INDIRECT / OPAL

L1 [Feet/Inch] | L2 [Feet/Inch] | L1 [mm] | L2 [mm]
LED - MEDIUM POWER SILVER WHITE
1-0/0"  0-1113/16" 330 300 2431m/20W* TAP20SD-###M-Q330-KS  TAP20WD-###M-Q330-KW 50 1,0
1-415/16" 1-33/4" 430 400 4526lm/35W* TAP20SD-###M-Q430-KS  1AP20WD-###M-Q430-KW 6,2 13,7
1-87/8" 17 11/16" 530 500 7293Im/56W* TAP20SD-###M-Q530-KS  TAP20WD-###M-Q530-KW 8,6 19,0
2-13/16" 1115/8" 630 600 9677Im/73W* TAP20SD-###M-Q630-KS  1AP20WD-###M-Q630-KW 12,0 26,5

21716 2-825/32" 900 833 18970Im/138W*  1AP20SD-##M-Q900-KS ~ 1AP20WD-###M-Q900-KW 24,0 529
LED - HIGH POWER
1-0/0"  0-1113/16" 330 300  3577Im/29wW* 1AP20SD-###H-Q330-KS  TAP20WD-###H-Q330-KW 50 11,0

1-415/16" 1-33/4" 430 400 5941m/46W* TAP20SD-###H-Q430-KS  TAP20WD-###H-Q430-KW 62 137
1-87/8" 17 1116" 530 500 10745Im/83wW* TAP20SD-###H-Q530-KS  TAP20WD-###H-Q530-KW 8,6 19.0
2'13/16" 1115/8" 630 600 13651Im/105W* TAP20SD-###H-Q630-KS  TAP20WD-###H-Q630-KW 12,0 26,5

21716 2-825/32" 900 833 27050lm/203W*  1AP20SD-###H-Q900-KS  TAP20WD-###H-Q900-KW 24,0 529

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K
m%ﬂiiggéﬂ% *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
} 215/16"
75mm
1
7/32" .\
5,5mm

CALEO-G2 / DIRECT / OPAL

L1 [Feet/Inch] | L2 [Feet/Inch] | L1 [mm] | L2 [mm] | LUMEN/WAT 000K* | CODE
LED - MEDIUM POWER SILVER WHITE
1-0/0"  0-1113/16" 330 300 1482Im/13W* TAG20SD-###M-Q330-KS  1AG20WD-###M-Q330-KW 50 1.0
1-415/16" 1-33/4" 430 400 2673Im/21W* TAG20SD-###M-Q430-KS  1AG20WD-###M-Q430-KW 6,2 137
1-87/8" 17 11/16" 530 500 4752Im/36W* TAG20SD-###M-Q530-KS  1AG20WD-###M-Q530-KW 8,6 19,0
2'13/16" 1115/8" 630 600 5928Im/45W* TAG20SD-###M-Q630-KS  1TAG20WD-###M-Q630-KW 12,0 26,5

2-11716"  2'-825/32" 900 833  13337Im/97W* TAG20SD-###M-Q900-KS  1AG20WD-###M-Q900-KW 24,0 529
LED - HIGH POWER
1-0/0"  0-1113/16" 330 300  2187Im/19wW* TAG20SD-###H-Q330-KS  1AG20WD-###H-Q330-KW 50 11,0

1-415/16" 1-33/4" 430 400  3525Im/28W* TAG20SD-###H-Q430-KS  TAG20WD-###H-Q430-KW 62 137
1-87/8" 17 11/16" 530 500  7015Im/54wW* TAG20SD-###H-Q530-KS  1AG20WD-###H-Q530-KW 8,6 19.0
2'-13/16" 1-115/8" 630 600 8746lm/67W* TAG20SD-###H-Q630-KS  TAG20WD-###H-Q630-KW 12,0 26,5

211716 2-825/32" 900 833 19680Im/146W*  1AG20SD-###H-Q900-KS  TAG20WD-###H-Q900-KW 24,0 529

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K
miriﬁ(ai'jgoémﬂ" *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
} 215/16"
75mm
U
7/32" .\
5,5mm

Further Product Options:

o] =

ALTERNATIVE COLOR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11




CALEO-G3

Caleo-G3

e Pendant light line

e Direct light distribution

* Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

¢ Y-Cord suspension continuously adjustable in height with matching
white or silver canopy and transparent power-supply cable

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

o CETLus listed

ES

Caleo-G3

e Luminaria LED colgante.

e Distribucion de luz directa.

« Difusor opalino de metacrilato satinado para una transmision
optimizada de luz y una iluminacién uniforme.

e Acabado de superficie en pintura pulverizada color blanco (RAL9003)
0 plata (RAL9006).

¢ Regulable sencillo 1-10V

» LEDs de primera calidad combinados con los mas altos estandares,
que generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.

» Cable de suspension tipo ,Y” con altura ajustable, florén en color
blanco o plata respectivamente y con cable alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

¢ |[RC>80.

» Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, IRC>90.

» Garantia de 5 afios en todas las partes eléctricas. Larga vida Util
de 50,000 h al 80% del flujo luminoso.

e El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS



CALEO-G3 / DIRECT / OPAL

0 w0 150

Qe
@

L2

120 120

L1 [Feet/Inch] L1 [Feet/Inch]
LED - MEDIUM POWER
1-115/8" 1-87/8"
2-113/16" 2-87/16"
3'-1017/32" 37 25/32"
4-101/16" 47 516"
LED - HIGH POWER
1-115/8" 1-87/8"
2'-113/16" 2-87/16"
3-1017/32" 3'-7 25/32"
4-101/16" 47 516"

min 2 3/4"
min 70mm

—
o oé

o—

max 4'-11 1/16"
max 1500mm

L1 [mm]

600
894
182
1475

600
894
1182
1475

L2 [mm]

530
824
m2
1405

530
824
12
1405

LUMEN/WATT @ 4000K*

1704Im/17W*
2556Im/24W*
3408Im/32w*
4260Im/46W*

2462Im/26W*

3693Im/35W*

4924Im/A5W*
6153Im/56W*

SILVER
1AG30SD-###M-L600-AS
1AG30SD-#HM-L894-AS
TAG30SD-###M-11182-AS
1AG30SD-#HM-L1475-AS

1AG30SD-###H-L600-AS
1AG30SD-###H-L894-AS

1AG30SD-###H-L1182-AS
1AG30SD-#i##H-11475-AS

WHITE
1AG30WD-###M-L600-AW
1AG30WD-###M-L894-AW
1AG3OWD-###M-11182-AW
1AG30WD-###M-11475-AW

1AG30WD-###H-L600-AW
1AG30WD-###H-L894-AW
1AG30WD-###H-11182-AW
1AG30WD-###H-11475-AW

1.8
24
31
37

1.8
24

31
37

40
53
68
8,2

4,0
53
6.8
82

LED COLOR TEMPERATURE ###

827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

311/32"
85mm

21/8"

57mm (

Further Product Options:

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI
RA>90

FURTHER SELI D
SURFACE DESIGNS:
SEE PAGE 11
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CALEO-R4

Caleo-R4

e Pendant light line

e Direct-/ indirect light distribution with topside dust cover

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

¢ Y-Cord suspension continuously adjustable in height with matching
white or silver canopy and transparent power-supply cable

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI=80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLus listed

ES

Caleo-R4

e Luminaria LED lineal colgante.

e Distribucion de luz directa/indirecta con cubierta superior de proteccion

 Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.

e Acabado de superficie en pintura pulverizada color blanco (RAL9003)
0 plata (RAL9006).

e Regulable sencillo 1-10V

e | EDs de primera calidad combinados con los més altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 3 niveles estandar
de intensidad luminosa.

e Cable de suspension tipo ,Y” con altura ajustable, florén en color
blanco o plata respectivamente y con cable alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

¢ [RC>80

e Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, IRC>90.

e Garantia de 5 anos en todas las partes eléctricas.
Larga vida util de 50,000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




CALEO-R4 / DIRECT-INDIRECT / OPAL

L2
min 2 3/4"
min 70mm
° ° é
[ o—
max 4'-11 1/16"
max 1500mm
429/32"
125mm
- [ —
214"
57mm (

L1

Further Product Options:

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI
RA>90

L1 [mm]

L2 [mm]

LUMEN/WATT @ 4000K*

L1 [Feet/Inch] | L2 [Feet/Inch]
LED - LOW POWER
1'-115/8" 1-87/8"
2-113/16" 2-8716"
3-1017/32" 3-725/32"
4-101/16" 4'75/16"
LED - MEDIUM POWER
1-115/8" 1-87/8"
2-113/16" 2'-87/16"
3-1017/32" 37 25/32"
4-101/16" 4'7 5/16"
LED - HIGH POWER
1'-115/8" 1-87/8"
2'113/16" 2'-87/16"
3-1017/32" 3-725/32"
4-101/16" 4'7 5/16"

600
894
1182
1475

600
894
1182
1475

600
894
1182
1475

112
1405

530
824
112
1405

530
824
112
1405

1817Im/17W*
2782Im/25W*
3750Im/33wW*
4715Im/41W*

2508Im/24W*
3842Im/35W*
5176lm/47W*
6511Im/58W*

3563Im/35W*
5455Im/52W*
7350Im/70W*
9240Im/87W*

SILVER
TARAOSD-###E-L600-YS
1ARAOSD-###E-1894-YS
TARAQOSD-#HE-11182-YS
1ARAOSD-###E-11475-YS

1AR4OSD-###M-L600-YS
TARAQSD-#i##M-L894-YS
1AR4OSD-###M-11182-YS
TARAOSD-###M-L1475-YS

TARA0SD-#i##H-1600-YS
1ARAOSD-###H-L894-YS
TARA0OSD-###H-11182-YS
1ARAOSD-###H-L1475-YS

WHITE
TARAOWD-###E-L600-YW
TARAOWD-###E-L894-YW
TARAOWD-###E-L1182-YW
TARAOWD-###E-L1475-YW

TARAOWD-###M-L600-YW
TARAOWD-##H#M-L894-YW

TARAQOWD-###M-11182-YW
TARAOWD-##H#M-11475-YW

TAR4OWD-###H-L600-YW
TARAQWD-###H-L894-YW
TARAOWD-###H-11182-YW
TARAQWD-###H-11475-YW

28
30
39
50

28
30
39
50

28
30
39
50

6.2
6,6
8.6
11,0

6,2
6.6
8.6
11,0

62
6.6
8,6
11,0

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

SEE PAGE 11
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CUBIC-P1/G1

Cubic-P1/G1

e Pendant luminaire

e Optional: Direct light distribution or direct-/ indirect
light distribution with topside dust cover

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finish: mat silver anodized

¢ Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

¢ Y-Cord suspension continuously adjustable in height with matching
silver canopy and transparent power-supply cable

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

¢ CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

o CETLus listed

Cubic-P1/G1

e Luminaria LED colgante.

e Opcional: distribucion de luz directa o distribucion de luz
directa/indirecta con cubierta protectora superior.

e Difusor opalino hecho de metacrilato satinado, que ofrece una gran

eficiencia en la transmision de luz y proporciona una iluminacion uniforme.

» Acabado en plata mate anodizado.

¢ Regulable sencillo 1-10V

» LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.

* Los balastros con programacion de fabrica ofrecen 3 niveles estandar
de intensidad luminosa.

» Cable de suspension tipo ,Y” con altura ajustable, florén en color
blanco o plata respectivamente y con cable alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K. IRC>80.

¢ Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, IRC>90.

e Garantia de 5 afios en todas las partes eléctricas.
Larga vida Util de 50,000 h al 80% del flujo luminoso.

e El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




CUBIC-G1 / DIRECT / OPAL

L1 [Feet/Inch] | L2 [Feet/Inch] | L1 [mm] | L2 [mm] | LUMEN/WATT @ 400

LED - MEDIUM POWER

211716 2-927/32" 900 860  2832Im/22wW* 1CG10ED-###M-1900-YS 69 15,2

o 3-111/4"  3-921/32" 1200 1160 3776lm/29W* 1CG10ED-#i##M-11200-YS 82 181
411116"  4-915/32" 1500 1460 4720Im/36W* 1CG10ED-###M-11500-YS 9,6 21,2

6-97/8" 6-85/16" 2080 2040  6608Im/51W* 1CG10ED-###M-1.2080-YS 13,5 298

9'-817/32" 2x4'-915/32" 2960 2x1460  9440lm/72W* 1CG10ED-###M-12960-YS 19.0 419

@ LED - HIGH POWER
@ID 211716 2-927/32" 900 860  3917Im/31w* 1CG10ED-###H-1900-YS 69 15,2

3-111/4"  3-921/32" 1200 1160 5223Im/40W* 1CG10ED-###H-11200-YS 8,2 181

4111/16" 4'-915/32" 1500 1460 6530Im/49wW* 1CG10ED-###H-11500-YS 9,6 21,2

r L2 | 6-97/8" 6-85/16" 2080 2040  9140lm/70W* 1CG10OED-###H-12080-YS 13,5 29,8

mm ;%Am 9'-817/32" 2x4'-915/32" 2960 2x1460 13060Im/98W* 1CG10ED-###H-12960-YS 19.0 41,9
s é LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

max 411 1/16"
max 1500mm

25/32"
Tgsmn | \

| S—
0-77/8"
200mm

CUBIC-P1 / DIRECT-INDIRECT / OPAL

L1 [Feet/Inch] L2 [Feet/Inch] | L1 [mm] | L2 [mm

120 ) 20

LED - LOW POWER

” ' 211716 2-927/32" 900 860  4442m/39W* 1CP10ED-###E-L900-YS 69 15,2
s ; o 3-111/4"  3-921/32" 1200 1160 5923Im/50W* 1CP10ED-###E-11200-YS 82 181
s 411116"  4-915/32" 1500 1460 7404Im/58W* 1CP10ED-###E-11500-YS 9,6 21,2
6-97/8" 6-85/16" 2080 2040  10365Im/89W* 1CP10ED-###E-L2080-YS 13,5 298

9'-817/32" 2x4'-915/32" 2960 2x1460  14808Im/116W* 1CP10ED-###E-L2960-YS 19.0 419

@ LED - MEDIUM POWER
GID 211716 2-927/32" 900 860  6246Im/53W* 1CP10ED-###M-1900-YS 69 15,2

3-111/4"  3-921/32" 1200 1160 8328Im/66W* 1CP10ED-###M-11200-YS 82 181
4-111/16" 4'-915/32" 1500 1460 10410Im/82W* 1CP10ED-###M-L1500-YS 9,6 21,2
! L2 : 6-97/8" 6-85/16" 2080 2040 14574Im/119W* 1CP10ED-###M-12080-YS 13,5 2938
min 2 3/4" 9'-817/32" 2x4'-915/32" 2960 2x1460  20820Im/164W*  1CP1OED-###M-12960-YS 19,0 41,9
min 70mm
© ° LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

max 4'-11 1/16"
max 1500mm

25/32"
Tssmm \

[E—
0'-77/8"
200mm

Further Product Options:

o] =

ALTERNATIVE COLOR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11
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f |
CUBIC-P2/G2

[ i

Cubic-P2/G2

e Pendant luminaire

e Optional: Direct light distribution or direct-/ indirect
light distribution with topside dust cover

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finish: mat silver anodized

¢ Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

¢ 4-Cord suspension continuously adjustable in height
with matching silver canopy and transparent power-supply cable

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

¢ CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

o CETLus listed

ES

Cubic-P2/G2

e Luminaria LED colgante.

e Opcional: distribucion de luz directa o distribucion de luz
directa/indirecta con cubierta protectora superior.

« Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.

e Acabado en plata mate anodizado.

* Regulable sencillo 1-10V

¢ | EDs de primera calidad combinados con los més altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.

e Cables de suspension (4) con altura ajustable, florén en color blanco
0 plata respectivamente y con cable alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K. IRC>83.

e Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, IRC>90.

e Garantia de 5 afios en todas las partes eléctricas. Larga vida Util
de 50,000 h al 80% del flujo luminoso.

e El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS



CUBIC-G2 / DIRECT / OPAL

[ | L1 [Feet/Inch] L2 [Feet/Inch] | L1[mm] | L2 [mm] | LUMEN/WATT @ 4000K*

| ‘ LED - MEDIUM POWER

| ” 2 " 1-0/0"  0-1113/16" 330 300  1482im/13wW* 1CG20ED-###M-Q330-KS 48 10,6
: | @ j“ oo 1-415/16" 1-33/4" 430 400  2673Im/21W* 1CG20ED-###M-Q430-KS 6,0 13,2
1-87/8" 17 1/16" 530 500  4752Im/36W* 1CG20ED-###M-Q530-KS 84 18,5
2'13/16" 1-115/8" 630 600  5928Im/45W* 1CG20ED-###M-Q630-KS 1.8 26,0
2-11716"  2'-825/32" 900 833  13337Im/97W* 1CG20ED-###M-Q900-KS 23,0 50,7
3-111/4" 3-101/4" 1200 175 23709Im/170W* 1CG20ED-###M-Q1200-KS 32,0 70,5
LED - HIGH POWER

1-0/0"  0'-1113/16" 330 300  2187Im/19W* 1CG20ED-#i##H-Q330-KS 4.8 10,6
B 1-415/16" 1-33/4" 430 400  3525Im/28W* 1CG20ED-###H-Q430-KS 6,0 13,2
min 2 3/4" 1-87/8" 17 116" 530 500  7015Im/54W* 1CG20ED-###H-Q530-KS 8,4 18,5
”;Lm’:m 2-13/16" 1-115/8" 630 600  8746Im/67W* 1CG20ED-###H-Q630-KS 18 26,0
211716 2-825/32" 900 833  19680Im/146W* 1CG20ED-###H-Q900-KS 23,0 50,7
3-111/4" 3-101/4" 1200 175 34985Im/259W* 1CG20ED-###H-Q1200-KS 32,0 70,5

max 4'-11 1/16" LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

max 1500mm

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

J 215/16"
75mm

CUBIC-P2 / DIRECT-INDIRECT / OPAL

| J' ' 1 fFeetrinch] | L2(Feetinc] | 11 immi | 2imm | wmenwart@ ook | cope
| LED - MEDIUM POWER
| 1-0/0"  0'-1113/16" 330 300  2430Im/20W* 1CP20ED-###M-Q330-KS 50 11,0
: | 1-415/16" 1-33/4" 430 400  4526m/35W* 1CP20ED-###M-Q430-KS 6,2 13,7
" 1'-87/8" 1-7 11/16" 530 500  7292Im/56W* 1CP20ED-###M-Q530-KS 8,6 19,0
2'-13/16" 1-115/8" 630 600  9676lm/73W* 1CP20ED-###M-Q630-KS 12,0 26,5
2'-117/16" 2'-825/32" 900 833  18968Im/138W* 1CP20ED-###M-Q900-KS 24,0 529
@ 314" 34101/4" 1200 1175 31224Im/225W*  1CP2OED-###M-Q1200-KS 340 750
T LED - HIGH POWER
GID 1-0/0"  0-1113/16" 330 300  3576lm/29W* 1CP20ED-###H-Q330-KS 5,0 11,0
1'-4 15/16" 1'-33/4" 430 400 594 1m/46W* 1CP20ED-###H-Q430-KS 6,2 13,7
— 1-87/8"  1711716" 530 500  10744Im/83W* 1CP20ED-#4#4H-Q530-KS 86 190
m:ﬂ gOBH/TAm 2'-13/16" 1-115/8" 630 600  13651Im/120W* 1CP20ED-###H-Q630-KS 12,0 26,5
s34 29117716 2-825/32" 900 833  27050Im/203W*  1CP20ED-##H-QI00-KS 240 529
3-111/4" 310 1/4" 1200 1175  44823Im/332W* 1CP20ED-###H-Q1200-KS 34,0 75,0
a1 116 LED COLOR TEMPERATURE ##4 827: 2700K, 830: 3000K, 835: 3500K, 840; 4000K
max 1500mm
*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
o
¥
L — |

Further Product Options:

o] =

ALTERNATIVE COLOR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11




MATRIC-G1

Matric-G1

e Pendant light line

e Direct light distribution

e Optional: Opal diffuser made of frosted methacrylate
for enhanced light transmission and uniform illumination
or Ambient diffuser for omnidirectional light distribution

e Finish: mat silver anodized

¢ Single dimmed 1-10V

® Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

e Cord suspension continuously adjustable in height with matching
silver canopy and transparent power-supply cable

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

¢ CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

o CETLus listed

Matric-G1

e Luminaria LED lineal colgante.

e Distribucion de luz directa.

e Opcional: difusor opalino de metacrilato satinado para una transmision
e iluminacion uniforme o difusor ambiental para distribucion omnidireccional.

e Acabado en plata mate anodizado. Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los més altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 3 niveles estandar
de intensidad luminosa.

» Cables de suspension de instalacion paralela con altura ajustable, florén
en color plata respectivamente y con cable alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC>80

¢ Sobre pedido: amplia gama de temperaturas especiales de color (2700K
-6500K), colores de superficies especiales, longitudes especiales, IRC>90.

e Garantia de 5 afos en todas las partes eléctricas.
Larga vida Util de 50,000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




MATRIC-G1 / DIRECT / OPAL

min 231"
min mmé

—
) 5

max 411 1/16"
max 1500mm
215/16"
75mm

[ —

124"

38mm [ ]

min 2 3/4"
min 70mm
Py
max 4'-11 1/16"
max 1500mm
215/16" [ m |
75mm I ]
—
12/4"
38mm u

Further Product Options:

o] =

FURTHER SELEC
SURFACE DESIG
SEE PAGE 11

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI
RA>90

L1 [Feet/Inch]
LED - MEDIUM POWER

L2 [Inch]

1-115/8" 1-107/16"
2-111/32" 2-107116"
3-1017/32" 3-101/16"
4-10116"  4-915/32"
5-92/4"  5-829/32"
7'-817/32" 77 15/16"
9'-711/32" 9'-63/4"
LED - HIGH POWER
1-115/8" 1-107/16"
2-111/32" 2-107116"
3-1017/32" 3-101/16"
4-10116"  4'-915/32"
5'-92/4"  5-829/32"
7'-817/32" 77 15/16"
97 11/32" 9'-6 3/4"

L1 [mm]

600

890
1182
1475
1765
2350
2930

600

890
1182
1475
1765
2350
2930

L2 [mm]

570

875
170
1460
1750
2335
2915

570

875
1170
1460
1750
2335
2915

LUMEN/WATT @ 4000K*

939Im/12W*

1409Im/17W*
1879Im/22W*
2348Im/26W*
2818Im/31W*
3757Im/40W*
4697Im/49W*

1286Im/17W*
1930Im/23w*
2573Im/30W*
3217Im/37W*
3860Im/44w*
5147Im/57W*
6433Im/71W*

SILVER
1LG10ED-###M-L600-AS
1LG10ED-###M-1890-AS
1LG1OED-###M-11182-AS
TLG1OED-###M-11475-AS
TLG1OED-###M-L1765-AS
TLG1OED-###M-12350-AS
1LG1OED-###M-12930-AS

1LG1OED-###H-L600-AS
1LG1OED-###H-1890-AS
1LG1OED-###H-11182-AS
TLG1OED-###H-11475-AS
TLG1OED-###H-11765-AS
TLG1OED-###H-12350-AS
1LG1OED-###H-12930-AS

1.8
2,2
2,7
3,3
39
52
68

1.8
2,2
2,7
3.3
39
52
68

4,0
49
6,0
73
8.6
15
15,0

40
49
60
73
86
115
15,0

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

L1 [Feet/Inch]

L2 [Inch]

L1 [mm]

L2 [mm]

LUMEN/WATT @ 4000K*

LED - MEDIUM POWER

1-115/8"
2-111/32"
3-1017/32"
4-101/16"
5'-92/4"
7'-817/32"
97 11/32"

1-107/16"
2-107116"
3-101/16"
4'-915/32"
5'-829/32"
7'-715/16"

9'-63/4"

600

890
1182
1475
1765
2350
2930

570

875
1170
1460
1750
2335
2915

986Im/12W*

1480Im/17W*
1975Im/22W*
2466Im/26W*
2960Im/31W*
3946Im/40W*
4932Im/49W*

SILVER
1LG1FED-###M-L600-AS
ILG1FED-###M-1890-AS
ILGTFED-###M-L1182-AS
ILGTFED-###M-L1475-AS
ILGTFED-###M-L1765-AS
LG1FED-###M-L2350-AS
ILG1FED-###M-12930-AS

1,4
17
2,2
27
32
4,2
52

31
37
49
60
71
93
115

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K ‘ m

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
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MATRIC-G3

Matric-G3

¢ Pendant light line

e Direct light distribution

¢ Optional: Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination, Ambient diffuser for
omnidirectional light distribution or Wallwasher-optic

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

¢ Y-Cord suspension continuously adjustable in length or adjustable
along the line with matching silver canopy and transparent
power-supply cable

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Matric-G3

e Luminaria LED lineal colgante.

e Distribucion de luz directa.

e Opcional: difusor opalino de metacrilato satinado para una
transmision e iluminacion uniforme, difusor ambiental para
distribucion de luz omnidireccional u 6ptica de bafiador de pared.

e Acabado en plata mate anodizado.

e Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los més altos estandares,
que generan una iluminacién homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.

» Cables de suspension de instalacion paralela con altura ajustable, florén
en color plata respectivamente y con cable alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

¢ |[RC>80

» Sobre pedido: amplia gama de temperaturas especiales de color (2700K
-6500K), colores de superficies especiales, longitudes especiales, IRC>90.

e Garantia de 5 anos en todas las partes eléctricas.

Larga vida util de 50,000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




MATRIC-G3 / DIRECT / OPAL

2 L1 [Feet/Inch]

min 2 3/4"
min 70mm

L2 [Feet/Inch]

LED - LOW POWER

L1 [mm]

L2[mm]

» -l 1415/8"  14107/16" 600 570 1244Im/12w* 1LG3OED-##4E-L600-YS 18 40
o o 2111/32"  2-107/16" 890 875  1866Im/17W* 1LG30ED-##4E-L890-YS 24 53
S 341017/32"  3-101/16" 1182 1170 2488Im/21W* LG3OED-##4E-11182YS 29 64
e sobmm 410116"  4-915/32° 1475 1460 310IM/26W*  ILGIOED-HHHE-LITSYS 35 77
e 5.92/4"  5-829/32" 765 1750  3732Im/31W LG3OED-##4E-L1765YS 41 90
E zﬁj o 7-817/32"  7'715/16" 2350 2335  4976Im/A0W* LG3OED-##4E-L2350YS 55 121
e I 9'711/32" 9-63/4" 2930 2915  6220Im/A9W* 1LG3OED-###E-L2930-YS 71 157
. T T LED-MEDIUMPOWER
14115/8"  14107/16" 600 570 1704Im/16W* LG3OED-##4M-L600YS 18 40
2-111/32" 2107416 890 875  2556Im/23Wx 1LG3OED-###M-L890YS 24 53
341017/32" 310116 1182 1170 3408Im/30W* 1LG3OED-##4M-L1182YS 29 64
£4101/16"  4915/32" 75 1460 4260Im/36W* LG3OED-###M-L1475YS 35 77
5.92/4"  5-829/32" 1765 1750  5113Im/43W* LG3OED-##4M-11765-YS 41 90
7-817/32"  7-715/16" 2350 2335  6817Im/57W* LG3OED-###M-L2350-YS 55 121
97 11/32" 9-63/4" 2930 2915  8521Im/70W* LG3OED-##4M-12930-YS 71 157
LED - HIGH POWER
14115/8" 14107716 600 570 2462m/24W* 1LG3OED-##4H-L600-YS 18 40
24111/32"  2-107/16" 890 875  3693Im/34wx LG3OED-###H-L890-YS 24 53
34017/32"  3-101/16" 1182 1170 4924Im/45W* 1LG3OED-##4H-L1182YS 29 64
£4101/16"  4915/32" 475 1460 6156Im/56W* 1LG3OED-###H-L1475YS 35 77
5.92/4"  5-829/32" 1765 1750  7387Im/6OW* 1LG3OED-###H-11765YS 41 90
7-817/32"  7-715/16" 2350 2335  9849Im/87W* LG3OED-###H-L2350YS 55 121
9.7 11/32" 9-63/4" 2930 2915  12311Im/109W*  1LG3OED-###H-L2930YS 71 157
LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K
*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
MATRIC-G3 / DIRECT / AMBIENT
- ST - " L1 [Feet/Inch] LUmm] | 2[mm]
mn s LED - MEDIUM POWER
" ] Ty 1415/8"  1-107/16" 600 570  1815Im/23W* LG3FED-##4M-L600YS 24 53
w w o 2911/32" 2107716 890 875  2420Im/30W* 1LG3FED-###M-L890-YS 29 64
s & 341017/32" 310116 1182 1170 3025Im/36Wx LG3FED-###M-L1182YS 35 77
T oo 40116 4-915/32" 175 1460  3630Im/A3W* LGIFED-###M-L1475YS 41 90
5.92/4"  5-829/32" 1765 1750  4840Im/57W* LG3FED-###M-L1765YS 55 121
E oo 781732 771516" 2350 2335  6050m/70W*  LGIFED-H#ML2350YS 71 157
. 257 97 11/32" 9-63/4" 2930 2915  8521Im/70W* 1LG3FED-###M-L2930-YS 71 157
‘ " " e COLOR TEMPERATURE #i## 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K
*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
MATRIC-G3 / DIRECT / WALLWASHER
- >l 2 - B L1 [Feet/Inch] L2 [Feet/Inch] L2[mm] | LUMEN/WATT @ 4000K* | CODE
mrar LED - MEDIUM POWER
” 7 " Ty 1415/8"  14107/16" 600 570 1160Im/17W* 1LG3GED-###M-L600YS 18 40
w 2 o 211/32" 24107716 890 875  1550Im/22wW* LG3GED-##4M-L890-YS 27 60
W% 341017/32"  3-101/416" 1182 1170 1932Im/26W* LG3GED-###M-L1182-YS 33 73
T e en 4101/16"  4-915/32" 1475 1460  2320Im/31W* 1LG3GED-###M-11475YS 38 84
) 5.92/4"  5-829/32" 1765 1750  3100Im/A0W* 1LG3GED-###M-L1765YS 40 88
E u I 7-817/32"  7715/16" 2350 2335  3865Im/A9W* LG3GED-#4#M-L2350YS 60 13,2
i 97 11/32" 9-63/4" 2930 2915  8521Im/70W* LG3GED-###M-L2930YS 86 190

@\

LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

Further Product Options:

@ &

FURTHER SELEC
SURFACE DESIG
SEE PAGE 11

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI
RA>90




MATRIC-R4

- [
e, - My |
A e A T R §

e e .. e g |‘

)

"';' ot e |
] * >N |
Lo = U

B ik L aht 3

PROJECT. AULA OBERSCHULE, BAD LAUSICK, GERMANY

NN — -




e PROJECT: BRITISH AMERICAN ACCO BUDAPEST HUNGARY

// & f"? ﬁ_-a___.;




WROOM, COLO

T




T —

PROJECT: AUGENCENTRUM, AACHEN, GERMANY




MATRIC-R4

Matric-R4
e Pendant light line

e Direct-/ indirect light distribution with topside dust cover
* Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination
e Finish: mat silver anodized
e Single dimmed 1-10V
e Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels
e Y-Cord suspension continuously adjustable in height with
matching silver canopy and transparent power-supply cable
e Standard color temperature: 2700K, 3000K, 3500K, 4000K
* CRI=80
e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI=90
e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours
e Direct access to integral drivers and LED circuit boards

ensures hassle-free installation and maintenance
e CETLuS listed

ES

Matric-R4
e Luminaria LED linear colgante.

e Distribucion de luz directa/indirecta con cubierta superior de proteccion
e Difusor opalino hecho de metacrilato satinado, que ofrece una gran

eficiencia en la transmision de luz y proporciona una iluminacion uniforme.
e Acabado en plata mate anodizado.

e Regulable sencillo 1-10V

» LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.

» Cable de suspension tipo ,Y” con altura ajustable, florén en color
blanco o plata respectivamente y con cable alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.
¢ [RC>80

» Sobre pedido: amplia gama de temperaturas especiales de color (2700K

-6500K), colores de superficies especiales, longitudes especiales, IRC>90.
» Garantia de 5 afios en todas las partes eléctricas.

Larga vida Util de 50,000 h al 80% del flujo luminoso.
e El acceso directo a balastros integrados y placas de circuito

de LED asegura una instalacion sencilla y un facil mantenimiento.
e Certificado por cETLUS




MATRIC-R4 / DIRECT-INDIRECT / OPAL

L1 [Feet/Inch] L2 [Feet/Inch] L1[mm] | L2 [mm] | LUMEN/WATT @ 4000K*
LED - MEDIUM POWER
1-115/8" 1107/16" 600 570 2508Im/24w* LRAOED-###M-L600-YS 29 6,4
2'111/32" 2'107/16" 890 875  3842Im/35W* 1LRAOED-###M-L890-YS 31 68
3'-1017/32" 3-101/16" 1182 1170 5176Im/47W* 1LRAOED-###M-11182-YS 37 8,2
4-101/16" 4-915/32" 475 1460  5611m/58W* 1LRAOED-###M-L1475-YS 45 99
5-92/4" 5'-829/32" 1765 1750  7845Im/69W* 1LRAOED-###M-11765-YS 54 19
7'-817/32" 7-30/0" 2350 2335  10513Im/92wW* 1LRAOED-###M-12350-YS 7.2 159
9'-711/32" 9-63/4" 2930 2915 13182Im/115W* 1LRAOED-###M-12930-YS 9,0 19,8
LED - HIGH POWER
1-115/8" 1-107/16" 600 570 3563Im/35W* 1LRAOED-###H-L600-YS 29 6,4
2o < 2'111/32" 2'-107/16" 890 875  5455Im/52W* 1LRAOED-###H-L890-YS 31 68
T‘” 7°mcm 310 17/32" 3-101/16" 1182 170 7346lm/70W* 1LRAOED-###H-11182-YS 37 8,2
4-101/16" 4-915/32" 1475 1460 9238Im/87W* 1LRAOED-###H-11475-YS 45 99
59 2/4" 5-829/32" 1765 1750 11130Im/104W* 1LRAOED-###H-11765-YS 54 19
7'-817/32" 7'-30/0" 2350 2335  14913Im/139W* 1LRAOED-###H-12350-YS 7.2 159
mex 1 116 9'-711/32" 9-63/4" 2930 2915 18696Im/174W* 1LRAOED-###H-12930-YS 9,0 19,8
12932 LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K
U s *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
25/32"

semm 1

-
u

Further Product Options:

ALTERNATIVE COLOR LEDS WITH
TEMPERATURES: HIGHER CRI
2200K - 6500K RA>90 SEE PAGE 11
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MATRIC-G3/R4 [READY SQUARE]

Matric-G3/R4 Ready Square

¢ Pendant light line system

e Optional: Direct light distribution or direct-/ indirect
light distribution with topside dust cover

e Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

¢ 4-Cord suspension continuously adjustable in height with matching
silver canopy and transparent power-supply cable

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

¢ CRI>80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI>=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLus listed

ES

Matric-G3/R4 Ready Square

e Sistema de iluminacion LED linear colgante.

e Opcional: distribucion de luz directa o distribucion de luz
directa/indirecta con cubierta protectora superior.

e Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.

e Acabado en plata mate anodizado.

¢ Regulable sencillo 1-10V

» LEDs de primera calidad combinados con los més altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 3 niveles estandar
de intensidad luminosa.

¢ Cables de suspension (4) con altura ajustable, florén en color blanco
o0 plata respectivamente y con cable alimentador transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC>80

e Sobre pedido: amplia gama de temperaturas especiales de color (2700K
-6500K), colores de superficies especiales, longitudes especiales, IRC>90.

e Garantia de 5 afios en todas las partes eléctricas.
Larga vida Util de 50,000 h al 80% del flujo luminoso.

e E| acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




MATRIC READY SQUARE-R4 / DIRECT-INDIRECT / OPAL

min0' 11 13/16"
max 4’ 11 1/16"
min 300mm
max 1500mm

429/32"
125mm

25/32"
55mm

MATRIC READY SQUARE-G3 / DIRECT / OPAL

Ol

1
min 0" 1113/16"
max 411 1/16"
min 300mm
max 1500mm
215/16"
75mm
&}
)
25/32
55mm

Further Product Options:

@ &

ALTERNATIVE COLOR LEDS WITH
TEMPERATURES: HIGHER CRI
2200K - 6500K RA>90

FURTHER SELEC
SURFACE DESIG
SEE PAGE 11

1 [Feetinch] | L2 (Feetanch] | 11immi | L2 imm | umenwaTT@ 000 | cope

LED - LOW POWER

1-23/16" 1-0"
2-119/32" 1-117/16"
341" 2-1027/32"
47/16" 3-101/4"

LED - MEDIUM POWER
1-23/16" 1-0"
2-119/32" 1-11716"
341" 2-1027/32"
47/16" 3-101/4"

LED - HIGH POWER

1-23/16" 1-0"
2-119/32" 1-117116"
31" 2-1027/32"
4-7/16" 3-10 1/4"

360
650
940
1230

360
650
940
1230

360
650
940
1230

305
595
885
175

305
595
885
175

305
595
885
175

3748Im/33W*
7610im/64W*
11472Im/96W*
15334Im/127W*

5176Im/47W*
10513Im/92w*
15850Im/138W*
21187Im/183W*

7346lm/70W*

14912Im/139W*
22479Im/208W*
30045Im/278W*

1LRAOED-###E-Q360-KS
1LRAOED-###E-Q650-KS
1LRAOED-###E-Q940-KS
1LRAOED-###E-Q1230-KS

1LRAOED-###M-Q360-KS
1LRAOED-###M-Q650-KS
1LRAOED-###M-Q940-KS
1LRAOED-###M-Q1230-KS

1LRAOED-###H-Q360-KS
1LRAOED-###H-Q650-KS
1LRAOED-###H-Q940-KS
1LRAOED-###H-Q1230-KS

95
12,2
14,2
171

95
12,2
14,2
171

95
12,2
14,2
171

209
269
313
377

20,9
26,9
38
37,7

209
269
313
377

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

L1 [mm]

LUMEN/WATT @ 4000K*

L1 [Feet/Inch] L2 [Feet/Inch]

LED - LOW POWER
1-23/16" 1-0"
2-119/32" 1-11716"
341" 2-1027/32"
4-7/16" 3-101/4"

LED - MEDIUM POWER

1-23/16" 1-0"
2-119/32" 1-117116"
341" 2-1027/32"
47/16" 3-101/4"

LED - HIGH POWER
1-23/16" 1-0"
2-119/32" 1-11716"
341" 2-1027/32"
4-7/16" 3-101/4"

360
650
940
1230

360
650
940
1230

360
650
940
1230

305
595
885
175

305
595
885
175

305
595
885
175

2488Im/22W*
4976Im/40W*
7465Im/59W*
9953Im/77W*

3408Im/30W*
6816Im/57W*
10225Im/83wW*
13633Im/110W*

4924Im/A5W*
9849Im/87W*
14773Im/130W*
19698Im/172W*

1LG3OED-###E-Q360-KS
1LG3OED-###E-Q650-KS
1LG3OED-###E-Q940-KS
1LG30ED-###E-Q1230-KS

1LG30ED-###M-Q360-KS
1LG30ED-#i##M-Q650-KS
1LG30ED-###M-Q940-KS
1LG30ED-#i##M-Q1230-KS

1LG3OED-###H-Q360-KS
1LG3OED-###H-Q650-KS
1LG3OED-###H-Q940-KS
1LG3OED-###H-Q1230-KS

75
10,2
12,2
15,1

75
102
12,2
15,1

75
10,2
12,2
15,11

16,5
22,5
269
333

16,5
22,5
26,9
333

16,5
22,5
269
333

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION




MATRIC-G5

Matric-G5

e Pendant light line

e Direct light distribution

» Optional: Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination or Wallwasher-optic

e Finish: mat silver anodized

¢ Single dimmed 1-10V

e Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

¢ Y-Cord suspension continuously adjustable in length
or adjustable along the line with matching silver canopy
and transparent power-supply cable

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

¢ CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLus listed

ES

Matric-G5

e Luminaria LED lineal colgante.

e Distribucion de luz directa.

e Acabado en plata mate anodizado.

* Regulable sencillo 1-10V

e LEDs de primera calidad combinados con los més altos estandares,
gue generan una iluminacion homogénea aun colocados

espaciadamente. Los balastros con programacion de fabrica ofrecen

3 niveles estandar de intensidad luminosa.

e Cables de suspension de instalacion paralela con altura ajustable,
florén en color plata respectivamente y con cable alimentador
transparente.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC>80

¢ Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores de superficies especiales, longitudes
especiales, IRC>90.

» Garantia de 5 afos en todas las partes eléctricas.

Larga vida util de 50,000 h al 80% del flujo luminoso.

e E| acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




MATRIC-G5 / DIRECT / OPAL

min 2 3/4"
min 70mmé

—
o o

max 4'-11 1/16"
max 1500mm

] 37/32" |
82mm

[ —
37/32"
gomm [ ]

MATRIC-G5 / DIRECT / WALLWASHER

min 2 3/4"

min 70mm é
—
o o]

max 4'-11 1/16"
max 1500mm

J 37/32" |
82mm

[ —
37/32"
82mm | ]

Further Product Options:

o] =

LEDS WITH
HIGHER CRI
RA>90

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

FURTHER SELI D
SURFACE DESIGNS:
SEE PAGE 11

L1 [Feet/Inch]

LED - LOW POWER

L2 [Feet/Inch]

1-115/8"  1-107/16"
2-111/32"  2'107/16"
3-1017/32"  3-101/16"
4-101/16"  4-915/32"
5-92/4"  5-829/32"
7-817/32"  7'-715/16"
9'-711/32" 9'-63/4"
LED - MEDIUM POWER
1-4115/8"  1-107/16"
2-111/32"  2'107/16"
3-1017/32"  3-101/16"
4-101/16"  4-915/32"
5-92/4"  5-829/32"
7-817/32"  7'-715/16"
97 11/32" 9'-6.3/4"
LED - HIGH POWER
1-115/8"  1-107/16"
2-111/32"  2'107/16"
3-1017/32"  3-101/16"
4-101/16"  4-915/32"
5-92/4"  5-829/32"
7-817/32"  7-715/16"
9'7 11/32" 9'-6.3/4"

L1 [mm]

600

890
1182
1475
1765
2350
2930

600

890
1182
1475
1765
2350
2930

600

890
1182
1475
1765
2350
2930

L2 [mm]

570

875
1170
1460
1750
2335
2915

570

875
170
1460
1750
2335
2915

570

875
170
1460
1750
2335
2915

LUMEN/WATT @ 4000K*

1769Im/17W*

2654Im/23W*
3538Im/30W*
4423Im/36W*
5307Im/a2w*
7077Im/56W*
8846m/69W*

2575Im/23W*
3862im/34W*
5150Im/44wW*
6437Im/54W*
7724Im/64W*
10299Im/85W*
12874Im/106W*

3331Im/31wW*
4997Im/A5W*
6663Im/60W*
8329Im/74W*
9994Im/88W*
13326Im/117W*
16657Im/145W*

1LG50ED-###E-L600-YS
1LG50ED-###E-1890-YS
1LG50ED-###E-L1182-YS
1LG50ED-###E-L1475-YS
1LG50ED-###E-L1765-YS
1LG50ED-###E-12350-YS
1LG50ED-#H#E-12930-YS

1LG50ED-###M-L600-YS
1LG50ED-###M-1890-YS
1LG50ED-###M-11182-YS
1LG50ED-###M-11475-YS
1LG50ED-###M-11765-YS
1LG50ED-###M-12350-YS
1LG50ED-###M-12930-YS

1LG50ELD-###H-L600-YS
1LG50ED-###H-1890-YS

1LG50ED-###H-11182-YS

1LG50ED-###H-11475-YS
1LG50ED-###H-L1765-YS
1LG50ED-###H-12350-YS
1LG50ED-###H-12930-YS

26
30
36
42
56
68
83

2,6
30
3,6
42
5,6
638
83

2,6
30
3,6
42
5,6
638
83

57
6.6
79
93
12,3
15,0
18,3

57
6,6
79
93
123
15,0
18,3

57
6,6
79
93
123
15,0
18,3

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

L1 [Feet/Inch]

LED - MEDIUM POWER

1-115/8"
2-111/32"
3-1017/32"
4-101/16"
5-92/4"
7'-817/32"
9'7 11/32"

L2 [Feet/Inch]

1-107/16"
2-107/16"
3-101/16"
4-915/32"
5'-829/32"
7'715/16"
9'-6.3/4"

L1 [mm]

600

890
1182
1475
1765
2350
2930

L2 [mm]

570

875
170
1460
1750
2335
2915

LUMEN/WATT @ 4000K*

773Im/12W*

1160Im/17W*
1550Im/22w*
1932Im/26W*
2320Im/31W*
3100Im/40W*
3865Im/49w*

1LG5GED-###M-L600-YS
1LG5GED-###M-1890-YS
1LG5GED-###M-11182-YS
1LG5GED-###M-11475-YS
1LG5GED-###M-11765-YS
1LG5GED-###M-12350-YS
1LG5GED-###M-12930-YS

31
39
48
57
73
91

13

6.8

8,6
10,6
12,6
161
201
249

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
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LIQUID LINE-A3




LIQUID LINE: FLUID LIGHT

Liquid Line is a flexible, modular lighting
system for organic lighting. All modules are
autonomous linear and curved luminaires
available in a great variety of different radii
and lengths. The modules can be connec-
ted together to form fluid lines of light which
undulate throughout the architectural space.
The organic nature of Liquid Line can soften
cubic spaces and easily resolve geometrical
austerity. This versatile system is available
with an opal diffusor for general architecture.
For offices it is available with direct/indirect
light distribution and micro prismatic screens.
Connectors, end caps and suspension-
-mounts must be ordered separately.

LIQUID LINE. LUZ LiQUIDA

Es un sistema flexible de iluminacion modular
especial para la iluminacion organica. Todos
los modulos tienen la capacidad de configu-
rarse de forma autbnoma en una gran varie-
dad de angulos y longitudes. Es posible crear
lineas continuas de "luz liquida” que ondule
a través del espacio arquitectonico. La natu-
raleza organica de la serie Liquid Line puede
Suavizar espacios cubicos resolviendo la au-
steridad geométrica. Este sistema versatil se
encuentra disponible con difusor opal para
uso arquitectonico en general. Para oficinas
estéa disponible en distribucion directa e indi-
recta de luz y también con pantalla micro pri-
smaética. Los conectores, tapasy monturas de
suspension deben solicitarse por separado.

173




IQUID LINE-A







LIQUID LINE-AJ3 [SYSTEM COMPONENTS]

Liquid Line-A3

e Surface mounted light line for ceilings

e Direct light distribution

¢ Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) coated

e Single dimmed 1-10V

e Evenly spaced premium LEDS provide continuous, seamless
lines of light. Modular system of different forms, curves
and connectors to meet a wide range of demands

e Connectors, end caps, canopy and cord-holder
to be ordered separately

e Standard color temperature: 2700K, 3000K, 3500K or 4000K.
CRI>80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLus listed

FURTHER SYSTEM COMPONENTS: OPTIONAL:

/

END CAP ONE PIECE
CODE WHITE: QP3-ENDCAP-W
CODE SILVER: QP3-ENDCAP-S

CONNECTOR
CODE: QP3-CONNECTOR

ALTERNATIVE COLOR
TEMPERATURES:
2200K/ 3500K/ 6500K

ES

Liquid Line-A13

e |uminaria LED linear para montaje sobrepuesto en techo.

e Distribucion de luz directa

¢ Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.

e Acabados en color blanco (RAL9003) o plata (RAL9006) lacado.

* Regulable sencillo 1-10V

e | EDs de primera calidad combinados con los més altos estandares,
gue generan una iluminacién homogénea aun colocados espaciadamente.
Sistema modular de diferentes formas, curvasy conectores para cubrir
una amplia variedad de necesidades.

¢ L0s conectores, tapas finales, floron y soporte de cable se piden por separado.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K. IRC>80.

¢ Sobre pedido: amplia gama de temperaturas especiales de color (2700K
-6500K), colores de superficies especiales, longitudes especiales, IRC>90.

e Garantia de 5 anos en todas las partes eléctricas.
Larga vida til de 50,000 h al 80% del flujo luminoso.

o E| acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

o Certificado por cETLUS

J
=

LEDS WITH
HIGHER CRI
RA>90

FURTHER SELECTED
SURFACE DESIGNS:
SEE PAGE 11




LIQUID LINE-A3 / SYSTEM MODULES DIRECT

STRAIGHT LINES:

BOOMERANGS:

1/2 CIRCLES:

1/8 CIRCLES:

1/16 CIRCLES:

90°

R [Feet/Inch] |A [Feet/Inch]|B [Feet/Inch]| L [Feet/Inch] LUMEN/WATT
90° CIRCLES: SILVER
171116 171116 17116" 2'-6 29/32"" 500 500 500 785 1387Im/19W*  1QA30SD-###M-C14-R050-L785
2517/ 2517/ 2517/ 3-103/8" 750 750 750 1178 2220Im/30W* 1QA30SD-###M-C14-R075-11178
3-338" 3-338" 3-338" 5-127/32" 1000 1000 1000 1571  2773Im/36W* 1QA30SD-###M-C14-R100-L1571
417/32" 417/32" 417/32"  6-55/16" 1250 1250 1250 1964 3605Im/46W*  1QA30SD-###M-C14-R125-L1964
41116 41116 411116° 7-83/4" 1500 1500 1500 2356 4437Im/57W*  1QA30SD-###M-C14-R150-L2356
5-829/32" 5-829/32"  5-829/32" 9'-7/32" 1750 1750 1750 2749 5270lm/67W*  1QA30SD-###M-C14-R175-L2749
6-63/4" 6-63/4" 6-63/4"10'-311/16" 2000 2000 2000 3142  5546lm/70W* 1QA30SD-###M-C14-R200-L3142

R [Feet/Inch] |A [Feet/Inch]|B [Feet/Inch]| L [Feet/Inch] LUMEN/WATT

45° CIRCLES: SILVER

1=2-629/32"  1-13/16" 2-327/32" 2-629/32" 1000 335 707 785 1386Im/19W* 1QA30SD-##M-C18-R100-L785
=3-103/8" 1-631/32" 3-523/32" 3-103/8" 1500 482 1060 1178  2220Im/30W* 1QA30SD-###M-C18-R150-L1178
=5"127/32"  2'-23/32" 4'721/32" 5-127/32" 2000 628 1414 1571 2773Im/36W* 1QA30SD-###M-C18-R200-L1571
[=6-55/16" 2-615/32" 5-919/32" 6-55/16" 2500 774 1768 1964 3605Im/46W* 1QA30SD-###M-C18-R250-L1964
|=7"-83/4" 3-1/4" 6-112/4"  7-83/4" 3000 921 2121 2356  4437Im/57W* 1QA30SD-#i##M-C18-R300-L2356
=9'7/32"  3-61/16" 8-17/16" 9'7/32" 3500 1068 2475 2749  4992Im/63W* 1QA30SD-#i##M-C18-R350-L2749

1=10-311/16" 13-115/32" 9-311/32" 10-311/16" 4000 1214 2828 3142  5823Im/73W* 1QA30SD-###M-C18-R400-L3142

R [Feet/Inch] |A [Feet/Inch]|B [Feet/Incl

22,5° CIRCLES: SILVER

6-63/4"  0-83/16"  2-61/8" 2-629/32" 2000 208 765 785  1386Im/19W* 1QA30SD-#i##M-C16-R200-L785
9-101/8" 0-113/16" 3-93/16"  3-1038" 3000 284 1148 1178  2220lm/30W* 1QA30SD-###M-C16-R300-L1178
N-525/32" 111/16" 4434 4-63/32" 3500 322 1340 1374 2496Im/33W* 1QA30SD-###M-C16-R350-11374

120 120 |:| ] 35/32"
80mm
2 23/8"
% 60mm
L [Feet/Inch] L [mm] LUMEN/WATT CODE CODE
] LINEAR MODULES SILVER WHITE

‘ 1'-115/8" 600 1110lm/16W* 1QA30SD-###M-L600 TQA30WD-###M-L600

2'-1031/32" 888 1664Im/23W* 1QA30SD-###M-1888 1QA30WD-###M-1888

3-103/8" 1178 2220Im/30W* 1QA30SD-###M-11178 1QA30WD-###M-L1178

4'-915/16" 1472 2773Im/36W* 1QA30SD-###M-11472 1QA30WD-###M-11472

7'-81/8" 2340 4437Im/57W* 1QA30SD-###M-L2340 1QA30WD-###M-12340

1 u 1 . 1 L1 [Feet/Inch] | L2[Inch] L2 [mm] | LUMEN/WATT CODE
I : BOOMERANGS; SILVER WHITE
P * ¢ 135°  1-629/32" 1-629/32" 480 480 1664Im/23W*  1QA30SD-###M-B135-L960 1QA30WD-###M-B135-L960
u 90° 1-629/32" 1-629/32" 480 480 1664Im/23W*  1QA30SD-###M-B90-L960  1QA30WD-###M-B90-L960
60°  1-629/32" 1-629/32" 480 480 1664Im/23W*  1QA30SD-#i##M-B60-L960  1QA30WD-###M-B60-L960
45°  3-49/32" 3-49/32" 1023 1023 3882Im/50W*  1QA30SD-###M-B45-L2046 1QA30WD-###M-B45-L2046
R [Feet/Inch] |A[Feet/Inch]|B [Feet/Inch]| L [Feet/inch] | R [mm] [ A[mm] | B [mm] | L[mm] | LUMEN/WATT CODE CODE
180° CIRCLES: SILVER WHITE

8 17116 3-33/8" 1711/16" 5-113/16" 500 1000 500 1570  2773Im/36W*  1QA30SD-###M-C12-R050-L1570  1QA30WD-###M-C12-R050-L1570
2-517/32"  4-111/16" 2'-517/32" 7-823/32" 750 1500 750 2355  4437Im/S7W*  1QA30SD-###M-C12-R075-L2355 1QA30WD-###M-C12-R075-L2355
3-33/8" 6-63/4"  3-33/8" 10-35/8" 1000 2000 1000 3140  5546Im/70W*  1QA30SD-###M-C12-R100-L3140 1QA30WD-###M-C12-R100-L 3140

WHITE

1QA30WD-###M-C14-R050-L785
1QA30WD-###M-C14-R075-11178
1QA30WD-###M-C14-R100-L1571
1QA30WD-###M-C14-R125-11964
1QA30WD-###M-C14-R150-L2356
1QA30WD-###M-C14-R175-L2749
1QA30WD-###M-C14-R200-L.3142

WHITE
1QA30WD-###M-C18-R100-L785
1QA30WD-###M-C18-R150-11178
1QA30WD-###M-C18-R200-L1571
1QA30WD-###M-C18-R250-L1964
1QA30WD-###M-C18-R300-1.2356
1QA30WD-###M-C18-R350-L2749
1QA30WD-###M-C18-R400-L3142

WHITE
1QA30WD-###M-C16-R200-L785
1QA30WD-###M-C16-R300-L1178
TQA30WD-###M-C16-R350-L1374

2,5
85
4,5
55
75

6.5
6,5
6.5
13,5

32
45
55
6,7
8,2
97
1.2

25
39
54
69
83
97
1,5

25
4,0
4,6

55
77

99
121

16,5

14,3
14,3
14,3
29,8

15,4
209
254

12,1
14,8
18,1
214
24,7

55

8,6
19
15,2
18,3
21,4
254

LiFostint enwATr | cooe

5,5
8,8
10,1

R1 [Feet/Inch] | R2 [Feet/Inch] | A [Feet/Inch]|B [Feet/Inch]|R1 [mm]|R2 [mm] LUMEN/WATT CODE CODE

Y CONNECTORS: SILVER
8-27/16"  1=97/32" 0-927/32" 2-51/8" 2500 3500 250 740 3050Im/40W*  1QA30SD-###M-Y1
S 3113/32" = 2'-1"  2-35/32" 950 635 690 3605Im/46W*  1QA30SD-###M-Y2

WHITE
TQA30WD-###M-Y1
1QA30WD-###M-Y2

8,5
95

18,7
209

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

OLUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION



LIQUID LINE [STRUCTURE

12359

COMPONENT LIST :

Pos.

B w N =

TYPE

1/8 Circle-R3000
1/8 Circle-R3500
QA3-ENDCAP
CONNECTOR

CODE

QA3*SD-###M-C18-R300-L.2356
QA3*SD-###M-C18-R350-1.2749
QA3-ENDCAP-S
QA3-CONNECTOR

AMOUNT

2
3
2
4

EXAMPLES]

[0

COMPONENT LIST :

POS. TYPE

Q3-ENDCAP

CONNECTOR
CANOPY

o o B W N -

1/8 Circle-R3000
1/8 Circle-R3500

CORD-HOLDER

o [

CODE

QP3*SD-###M-C18-R300-L2356
QP3*SD-#i##M-C18-R350-L2749

7225

Q3-ENDCAP-S
Q3CORD-4000
QP3-CONNECTOR
Q3-ELECTRO-S

AMOUNT

2
1
2
4
2
1



PIS
|

1
5
‘\x.
2
5
‘\.
6186
2
5
‘\.
8 /)3
2472
5 2
4 5 5
Al 1 1 T —
2 2 2 3
|
6480 4340
COMPONENT LIST : COMPONENT LIST :
Pos. |TYPE |CODE |ANIOUNT Pos. |TYPE |CODE
1 StraightLline-L1178  QA3*SD-###M-11178 1 1 Straightline-L1472  QA3*SD-###M-114720
2 StraightLine-L1472  QA3*SD-###M-11472 6 2 1/4Circle-R1000 QA3*SD-###M-C14-R100-11571
3 Boomerang-B135  QA3*SD-###M-B135-L480 2 3 StraightLine-L2340  QA3*SD-###M-12340
4 QA3-ENDCAP QA3-ENDCAP-S 2 4 QA3-ENDCAP QA3-ENDCAP-S
5  CONNECTOR QA3-CONNECTOR 8 5  CONNECTOR QA3-CONNECTOR

| AMOUNT

ENREN R NS




THREE PEAKS-A







THREE PEAKS-A

Three Peaks-A3

e Surface mounted luminaire for ceilings or walls

e Direct light distribution

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) coated

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

¢ Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Three Peaks-A3
e Luminaria LED para montaje sobrepuesto en pared o techo.
e Distribucion de luz directa
¢ Difusor opalino hecho de metacrilato satinado, que ofrece
una gran eficiencia en la transmision de luz y proporciona
una iluminacion uniforme.
e Acabados en color blanco (RAL9003) o plata (RAL9006) lacado.
¢ Regulable sencillo 1-10V
¢ LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminaciéon homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 2 niveles estandar de intensidad luminosa.
e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.
* [RC>80
* Sobre pedido: amplia gama de temperaturas especiales
de color (2700K-6500K), colores de superficies especiales, IRC=90.
» Garantia de 5 afos en todas las partes eléctricas.
Larga vida Util de 50,000 h al 80% del flujo luminoso.
¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.
e Certificado por cETLUS




THREE PEAKS-A / DIRECT / OPAL

L1 [Feet/Inch] | L1 [mm] | LUMEN/WAT 000K* | CODE

2-919/32" 853 4595Im/55W* TYA30SD-###M-L840 1YASOWD-###M-1840 14,0 30,9
3-91/32" 1144 6315Im/75W* TYA30SD-###M-11130 1YA3OWD-###M-11130 18,0 397
4'97/32" 1435 8032Im/95W* 1YA3OSD-###M-11420 TYASOWD-###M-11420 22,0 48,5

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

35/32"
8omm [ l ]

[

Further Product Options:

ALTERNATIVE COLOR LEDS WITH FURTHER SELI D
TEMPERATURES: HIGHER CRI SURFACE DESIGNS:
2200K - 6500K RA>90 SEE PAGE 11
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RINGO STAR-A1

Ringo Star-A1

e Surface mounted luminaire for ceilings or walls

e Direct light distribution

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDS provide uniform illumination
combined with highest efficacy standard

e Standard color temperature: 2700K, 3000K, 3500K and 4000K

e CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Ringo Star-A1
e Luminaria LED para montaje sobrepuesto en pared o techo.
e Distribucion de luz directa
e Difusor opalino hecho de metacrilato satinado, que ofrece
una gran eficiencia en la transmision de luz y proporciona
una iluminacion uniforme.
e Acabado de superficie en pintura pulverizada color blanco
(RAL9003) 0 plata (RAL9006).
* Regulable sencillo 1-10V
¢ LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacion homogénea aun colocados
espaciadamente.
e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.
* |[RC=80
* Sobre pedido: amplia gama de temperaturas especiales
de color (2700K-6500K), colores de superficies especiales, IRC>90.
e Garantia de 5 anos en todas las partes eléctricas.
Larga vida Gtil de 50,000 h al 80% del flujo luminoso.
¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.
e Certificado por CETLUS




RINGO STAR-A1 / DIRECT / OPAL

D [Feet/Inch] H[Ft/In] | D[mm] | H[mm] | LUMEN/WATT @ 4000K*
LED - MEDIUM POWER SILVER WHITE
1115/8" 215116 600 75 3495Im/39wW* 1RA10SD-#:##M-D600 1RATOWD-###M-D600 10,7 23,6
2-11716"  215/16" 900 75 6819Im/78W* 1RA10SD-###M-D900 1RATOWD-###M-D900 137 302
3-111/4" 21516”1200 75 10332Im/113wW* 1RATOSD-###M-D1200  1RATOWD-###M-D1200 171 377
411116"  35/32" 1500 80 12786Im/142W* 1RATOSD-###M-D1500  1RATOWD-###M-D1500 21,6 47,6
6-63/4"  35/32" 2000 80 17047Im/188W* 1RATOSD-###M-D2000  1RATOWD-###M-D2000 230 507
8-27/16"  35/32" 2500 80 19576Im/236W* 1RATOSD-###M-D2500  1RATOWD-###M-D2500 290 639
9-101/8"  35/32" 3000 80 24093Im/290W* 1RAT0OSD-###M-D3000  1RATOWD-###M-D3000 350 772
11-525/32"  35/32" 3500 80 28611Im/344W* 1RATOSD-###M-D3500  1RATOWD-###M-D3500 400 882
13-115/32"  35/32" 4000 80 30116m/362W* 1RATOSD-###M-D4000  1RATOWD-###M-D4000 46,0 1014
16-427/32"  35/32" 5000 80 39152Im/470W* 1RATOSD-###M-D5000  1RATOWD-###M-D5000 580 1279
19'-87/32"  35/32" 6000 80 48187Im/577W* 1RATOSD-###M-D6000  1RATOWD-###M-D6000 690 1521
22'1119/32"  35/32" 7000 80 54210Im/649W* 1RATOSD-###M-D7000  1RATOWD-###M-D7000 810 1786
26'231/32" 35/32" 8000 80 63245Im/757W* TRA10SD-###M-D8000  TRATOWD-###M-D8000 96,0 2116
315/16"
100mm LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

SUSPENSION TYPE %

U: CENTRAL SUSPENSION, K: PARALLEL SUSPENSION

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

Further Product Options:

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI
RA>90

FURTHER SELI D
SURFACE DESIGNS:
SEE PAGE 11




BEAM ME UP-X1

Beam Me Up-X1

e LED luminaire with direct light distribution and indirect lighting
corona for ceilings. Microprismatic screen for glare-free
illumination according to EN 12464-1 (UGR<19) optional opal
diffuser for enhanced light transmission and perfect uniform
illumination.

¢ Luminaire body made of high-quality processed FRP (fiberglass
reinforced plastic) in different dimensions. Inner and outer

surfaces available in unigue color-combinations (see overview).

e Single dimmed 1-10V

e Standard LED color temperature 2700K, 3000K, 3500K and 4000K.

MacAdam 3 step binning. Color rendering CRI>80, CRI>90
on request.

» Only suitable for ceiling installation. Colored indirect light
upon request.

* 80% of initial output for 50000 operating hours (L90B10 at 77°F
and max. Medium-Power). 5 year warranty on all LED boards
and LED drivers.

* Refer to ,options” overview

e CETLuS listed

ES

Beam Me Up-X1
e Luminaria LED colgante con distribucion de luz directa y corona
de luz indirecta para techos. Pantalla micro prismatica que proporciona
una iluminacion sin deslumbramiento. Accesorios recomendados:
difusor opal hecho de cristal acrilico satinado que ofrece una
excelente transmision de luz y una perfecta iluminacion uniforme.
e Cuerpo de la luminaria hecho de FRP (Fibra reforzada de polimero)
de alta calidad y en diferentes dimensiones. Superficies interiores
y exteriores en combinaciones Unicas con diferentes colores
disponibles solo bajo pedido. (Ver las diferentes opciones y accesorios).
¢ Regulable sencillo 1-10V
e Temperatura de color: 2700K, 3000K, 3500K y 4000K.
Reproduccion cromatica de IRC>80 Sobre pedido: IRC>90.
¢ SOlo apto para instalacion en techos. Luz indirecta de color
disponible sobre pedido.
e Larga vida Util de 50000 h al 80% del flujo luminoso. (L90B10 a 77°F
y méax. Media Tension). Garantia de 5 afios en todos los médulos
y convertidores LED.
¢ \Ver también la gama de diferentes opciones y accesorios.
o Certificado por cETLUS




BEAM ME UP-X1 / DIRECT-INDIRECT / OPAL

D [Feet/Inch] | H[Inch] H1 [Inch] D [mm] H[mm] | LUMEN/WATT ¢
LED - LOW POWER
2'-39M16"  927/32" 25/32" 700 250 55 5400Im/42w* 1MX10%D-###E-D700-e 8,0 17,6
3-111/4"  927/32" 25/32" 1200 350 55 16500Im/128W* IMX10%D-###E-D1200 -o 16,0 353
LED - MEDIUM POWER
153/4"  65/16" 125/32" 400 160 45 2705m/22W* 1MX10%D-##M-D400-o 6,0 13,2
2'-39M16"  927/32" 25/32" 700 250 55 7300Im/57W* 1MX10%D-###M-D700- 8,0 176
3-111/4"  927/32" 25/32" 1200 350 55 23470Im/188W* 1MX10%D-##M-D1200- 16,0 353
SURFACE CODE * W: WHITE, S SILVER, N: BROWN, B: BLACK
REFLECTOR CODE @ W: WHITE, G: GOLD
LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

D
OPTIONAL
:\
_-,r.f/ =
BODY WHITE / REFLECTOR WHITE BODY SILVER / REFLECTOR WHITE BODY SILVER / REFLECTOR SILVER
SURFACE CODE: W / REFLECTOR CODE: W SURFACE CODE: S / REFLECTOR CODE: W SURFACE CODE: S / REFLECTOR CODE: S

BODY WHITE / REFLECTOR GOLD BODY BROWN / REFLECTOR GOLD BODY BLACK / REFLECTOR GOLD
SURFACE CODE: W / REFLECTOR CODE: G SURFACE CODE: N / REFLECTOR CODE: G SURFACE CODE: B / REFLECTOR CODE: G

Further Product Options:

ALTERNATIVE COLOR LEDS WITH FURTHER SELI D
TEMPERATURES: HIGHER CRI SURFACE DESIGNS:
2200K - 6500K RA>90 SEE PAGE 11




BEAM ME UP WALLWASHER

Beam Me Up Wallwasher

¢ LED surface mounted luminaire with direct only light distribution
for walls and ceilings. Opal diffuser for enhanced light transmission
and perfect uniform illumination. Wide asymmetrical beam angle.

¢ Luminaire body made of high-quality processed FRP (fiberglass
reinforced plastic) in different dimensions. Inner and outer
surfaces available in unigue color-combinations (see overview).

e Single dimmed 1-10V

e Standard LED color temperature 2700K, 3000K, 3500K and 4000K.
MacAdam 3 step binning. Color rendering CRI>=80, CRI>90
on request.

e Direct access to integral drivers and LED circuit boards ensures
hassle-free installation and maintenance.

* 80% of initial output for 50000 operating hours (L90B10 at 77°F
and max. Medium-Power). 5 year warranty on all LED boards
and LED drivers.

* Refer to ,options” overview

e CETLus listed

ES

Beam Me Up banador de pared

e Luminaria LED montable, con distribucion de iluminacion directa
de pared y techo. Difusor opal fabricado en acrilico satinado para
un maximo grado de transmision e iluminacion perfectamente
homogénea. Haz de luz amplio.

e Cuerpo de la luminaria hecho de FRP (Fibra reforzada de polimero)
de alta calidad y en diferentes dimensiones. Superficies interiores
y exteriores en combinaciones unicas con diferentes colores dispo-
nibles solo bajo pedido. (Ver las diferentes opciones y accesorios).

* Regulable sencillo 1-10V

e Temperatura de color: 2700K, 3000K, 3500K y 4000K. Diferencia
casi imperceptible de color entre otras luminarias (paso 3 en la
elipse MacAdam). Rendimiento de color IRC>80, posible sobre
pedido: IRC>90

e £l acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Larga vida Util de 50000 h al 80% del flujo luminoso.

(L90B10 a 77°F y méax. Media Tension).

e Garantia de 5 afios en todos los modulos y convertidores LED.

e Ver también la gama de diferentes opciones y accesorios.

e Certificado por cETLUS




BEAM ME UP-A4 / WALLWASHER / OPAL

D [Feet/Inch] | H1[Feet/Inch] | H2 [Inch] H1[mm] LUMEN/WATT @ 4000K*

LED - LOW POWER

2'-3916" 1-23/16"  73/32" 700 360 180 3400Im/27W* MAA4Ox*D-##HE-D700-0 85 18,7
314" 141027/32" 105/8" 1200 580 270 9000Im/74W* MA4O*D-###E-D1200-0 165 364
LED - MEDIUM POWER
2'-39/6" 1-23/16"  73/32" 700 360 180 4700Im/37W* MALO*D-###M-D700-o 85 18,7
3114 11027/32" 105/8" 1200 580 270 13220Im/110W* TMA4O»*D-###M-D1200-» 165 364
SURFACE CODE % W: WHITE, S: SILVER, N: BROWN, B: BLACK
REFLECTOR CODE @ W: WHITE, G: GOLD
LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

OPTIONAL

:\
BODY WHITE / REFLECTOR WHITE BODY SILVER / REFLECTOR WHITE BODY SILVER / REFLECTOR SILVER
SURFACE CODE: W / REFLECTOR CODE: W SURFACE CODE: S / REFLECTOR CODE: W SURFACE CODE: S / REFLECTOR CODE: S

BODY WHITE / REFLECTOR GOLD BODY BROWN / REFLECTOR GOLD BODY BLACK / REFLECTOR GOLD
SURFACE CODE: W / REFLECTOR CODE: G SURFACE CODE: N / REFLECTOR CODE: G SURFACE CODE: B / REFLECTOR CODE: G

Further Product Options:

ALTERNATIVE COLOR LEDS WITH FURTHER SELI D
TEMPERATURES: HIGHER CRI SURFACE DESIGNS:
2200K - 6500K RA>90 SEE PAGE 11




BASIC-A1/X1
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BASIC-A1/X1

Basic-A1/X1

o Surface mounted luminaire for ceilings or walls

e Optional: Direct light distribution or direct light
distribution with indirect lighting corona

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, leather-finish, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Basic-A1/X1

e Luminaria LED para montaje sobrepuesto en paredes o techos.

e Opcional: distribucion de luz directa o distribucion de luz directa
con corona de luz indirecta.

¢ Difusor opalino de metacrilato satinado para transmision optimizada
de luz e iluminacién uniforme.

e Acabado de superficie en pintura pulverizada color blanco (RAL9003)
0 plata (RAL9006).

¢ Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K. IRC>83.

* Sobre pedido: amplia gama de temperaturas especiales de color (2700K
-6500K), colores para superficies especiales, acabados aparentes
en piel, IRC>90.

e Garantia de 5 anos en todas las partes eléctricas.
Larga vida util de 50,000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




BASIC-A1 / DIRECT / OPAL
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Further Product Options:

@ &

LEDS WITH
HIGHER CRI
RA>90

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

D[in] H [inch]
LED - LOW POWER
0-77/8"  215/16"
0-1113/16"  215/16"
1-33/4"  215/16"
171/16"  215/16"
1-115/8"  215/16"
3-23/16" 476"
3-111/4" 47/16"
LED - MEDIUM POWER
0-77/8"  215/16"
0-1113/16"  215/16"
1-33/4"  215/16"
171116"  215/16"
1-115/8"  215/16"
3-23/16" 476"
3'-111/4" 47/16"

D [mm]

200
300
400
500
600
970
1200

200
300
400
500
600
970
1200

H [mm]

75
75
75
75
75
13
13

75
75
75
75
13
13

836Im/9wW*
1277Im/12W*
2382Im/19W*
3416Im/27W*
4787Im/37W*
9436Im/74W*
14155Im/111W*

1149Im/12W*
1761Im/16W*
3509Im/29wW*
4718Im/37W*
7062Im/54W*
13865Im/110W*
20795Im/165W*

SILVER
1BA10SD-###E-D200
1BA10SD-###E-D300
1BA10SD-###E-D400
1BA10SD-###E-D500
1BA10SD-###E-D600
1BA10SD-###E-D970
1BA10SD-###E-D1200

1BA10SD-###M-D200
1BA10SD-###M-D300
1BA10SD-###M-D400
1BA10SD-###M-D500
1BA10SD-###M-D600
1BA10SD-###M-D970

1BA10SD-###M-D1200

WHITE

1BATOWD-###E-D200
1BATOWD-###E-D300
1BATOWD-###E-D400
1BATOWD-###E-D500
1BATOWD-###E-D600
1BATOWD-###E-D970

1BATOWD-###E-D1200

1BATOWD-###M-D200
1BATOWD-###M-D300
1BATOWD-###M-D400
1BATOWD-###M-D500
1BATOWD-###M-D600
1BATOWD-###M-D970

1BATOWD-###M-D1200

22
2,5
48
6,7
84
23,0
290

22
2,5
48
6,7
84
23,0
290

48

55
10,6
14,8
18,5
50,7
639

48

5.5
10,6
14,8
18,5
50,7
639

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

D [Feet/Inch] | H1 [Inch]
LED - LOW POWER
0-1113/16" 25/32"
1-33/4" 25/32"
17 11/16" 25/32"
1'-115/8" 25/32"
3-23/16"  215/16"
3-111/4"  215116"
LED - MEDIUM POWER
0'-1113/16" 25/32"
1-33/4" 25/32"
17 11/16" 25/32"
1-115/8" 25/32"
3-23/16"  215/16"
3-111/4"  215/16"

300
400
500
600
970
1200

300
400
500
600
970
1200

D [mm] [H1 [mm]

55
55
55
55
75
75

55
55
55
55
75
75

1960Im/16W*
3660Im/28W*
5254m/42W*
8384Im/64W*
16500Im/128W*
24825Im/190W*

2705Im/22W*
5397Im/42W*
7252Im/57W*
11990Im/93W*
23470Im/188W*
35350Im/278W*

SILVER
1BX10SD-###E-D300
1BX10SD-###E-D400
1BX10SD-###E-D500
1BX10SD-###E-D600
1BX10SD-###E-D970
1BX10SD-###E-D1200

1BX10SD-###M-D300
1BX10SD-###M-D400
1BX10SD-###M-D500
1BX10SD-###M-D600
1BX10SD-###M-D970
1BX10SD-###M-D1200

WHITE

1BX10WD-###E-D300
1BX10WD-###E-D400
1BX10WD-###E-D500
1BX10WD-###E-D600
1BX10WD-###E-D970
1BX10WD-###E-D1200

1BX10WD-###M-D300
1BX10WD-###M-D400
1BX10WD-###M-D500
1BX10WD-###M-D600
1BX10WD-###M-D970
1BX10WD-###M-D1200

&3
5
71
9.7
18,0
24,0

33
51
71
9.7
18,0
24,0

73
1.2
157
21,4
397
529

73
1,2
15,7
214
39,7
529

LED COLOR TEMPERATURE ###

827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

|




CALEO-A1/X1

Caleo-A1/X1

e Surface mounted luminaire for ceilings

e Optional: Direct light distribution or direct light
distribution with indirect lighting corona

* Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform
illumination combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Caleo-A1/X1

e Luminaria LED para montaje sobrepuesto en techo.

e Opcional: distribucién de luz directa o distribucion de luz directa
con corona de luz indirecta.

e Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion niforme.

* Acabado de superficie en pintura pulverizada color blanco (RAL9003)
0 plata (RAL9006).

* Regulable sencillo 1-10V

e LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 3 niveles estandar
de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K. IRC>80.

» Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, IRC>90.

e Garantia de 5 afnos en todas las partes eléctricas.
Larga vida util de 50,000 h al 80% del flujo luminoso.

e El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por CETLUS




CALEO-A1 / DIRECT / OPAL

A[Feet/Inch] | L[Feet/inch] | A[mm] | L[mm]
LED - MEDIUM POWER SILVER WHITE
2'117116" 2'-39/16" 900 700 2654Im/22W* TAAIOSD-###M-1900  TAATOWD-###M-L900 71 15,7
3-111/4" 3-33/8" 1200 1000 3538Im/29wW* TAATIOSD-##M-11200  TAATOWD-###M-L1200 83 183
4-111/16" 4-33/16" 1500 1300 4423Im/36W* TAAIOSD-#H#M-11500  TAATOWD-###M-L1500 98 21,6
LED - HIGH POWER
2'11716" 2'-39/16" 900 700 3671m/31w* TAATOSD-###H-1900  1AATOWD-###H-L900 71 15,7
3-111/4" 3-33/8" 1200 1000 4895Im/40W* TAAI0SD-###H-11200  TAATOWD-###H-11200 83 183
4-111/16" 4-33/16" 1500 1300  6119Im/49w* TAAIOSD-###H-11500  1AATOWD-###H-11500 98 21,6
LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K
L *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

5/32"

28T =7 amm | |
e
0-77/8"
200mm (( )

CALEO-X1 / DIRECT-INDIRECT / OPAL

A[Feet/Inch] | L[Feet/Inch]
LED - MEDIUM POWER
2'11716" 2'-39/16"
3-111/4" 3-33/8"
4-111/16" 4-33/16"
LED - HIGH POWER
357/16" 27 916"
47 1/4" 393/8"
591/16" 513/16"

Almm]

900
1200
1500

900
1200
1500

700
1000
1300

700
1000
1300

LUMEN/WATT @ 4000K*

4442m/39W*
5923Im/50W*
74041m/58W*

6246lm/53W*
8328Im/66W*
10410Im/82wW*

SILVER
TAX10SD-###M-1900
TAX10SD-###M-11200
TAX10SD-###M-11500

WHITE
TAX10WD-###M-1900
TAXTOWD-##M-11200
TAX10WD-###M-11500

TAX10SD-###H-1900
TAX10SD-###H-11200
TAX10SD-###H-11500

TAX10WD-###H-L900
TAXTOWD-###H-11200
TAX10WD-###H-11500

71
83
9.8

71
83
9.8

15,7
18,3
21,6

15,7
18,3
21,6

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

L
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Further Product Options:

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI
RA>90

SEE PAGE 11




CALEO-A2/X2

Caleo-A2/X2

e Surface mounted luminaire for ceilings or walls

e Optional: Direct light distribution or direct light
distribution with indirect lighting corona

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

¢ Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform
illumination combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

e CRI>80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Caleo-A2/X2

e Luminaria LED para montaje sobrepuesto en paredes o techos.

e Opcional: distribucién de luz directa o distribucion de luz directa
con corona de luz indirecta.

e Difusor opalino hecho de metacrilato satinado, que ofrece una gran

eficiencia en la transmision de luz y proporciona una iluminacion uniforme.

* Acabado de superficie en pintura pulverizada color blanco (RAL9003)
0 plata (RAL9006).

* Regulable sencillo 1-10V

e LEDs de primera calidad combinados con los mas altos estandares,
que generan una iluminacion homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K. IRC>80.

» Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, IRC>90.

e Garantia de 5 afnos en todas las partes eléctricas.
Larga vida util de 50,000 h al 80% del flujo luminoso.

e El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por CETLUS




CALEO-A2 / DIRECT / OPAL
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Further Product Options:

@ &

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI
RA>90

s
=

FURTHER SELEC
SURFACE DESIG
SEE PAGE 11

L [Feet/Inch] LUMEN/WATT @ 4000K*
LED - MEDIUM POWER SILVER WHITE
1-0/0" 330  1482Im/13w* 1AA20SD-###M-Q330 TAA20WD-###M-Q330 43 95
1-415/16" 430 2673Im/21W* TAA20SD-###M-Q430 TAA20WD-###M-Q430 6,2 137
1-87/8" 530  4752Im/36W* 1AA20SD-###M-Q530 TAA20WD-###M-Q530 88 194
2'-13/16" 630 5928lm/A5W* 1AA20SD-###M-Q630 TAA20WD-###M-Q630 12,2 26,9
2-11716" 900  13337Im/97W* 1AA20SD-###M-Q900 TAA20WD-###M-Q900 20,0 441
2-11716" 1200 23709Im/170W* 1AA20SD-###M-Q1200 TAA20WD-###M-Q1200 32,0 70,5
LED - HIGH POWER
1-0/0" 330 2187Im/19W* 1AA20SD-###H-Q330 TAA20WD-###H-Q330 43 9.5
1-415/16" 430 3525Im/28W* 1AA20SD-###H-Q430 TAA20WD-###H-Q430 62 137
1-87/8" 530  7015Im/54wW* 1AA20SD-###H-Q530 1AA20WD-###H-Q530 88 194
2'-13/16" 630 8746Im/67W* 1AA20SD-###H-Q630 TAA20WD-###H-Q630 12,2 26,9
2-11716" 900  19680Im/146W* 1AA20SD-###H-Q900 TAA20WD-###H-Q900 20,0 441
2-11716" 1200  34985Im/259W* 1AA20SD-###H-Q1200 TAA20WD-###H-Q1200 320 70,5
LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

L [Feet/Inch]

LUMEN/WATT @ 4000K*

LED - MEDIUM POWER
1-0/0"
1-415/16"
1-87/8"
2'-13/16"
2-11716"

LED - HIGH POWER

1-0/0"
1-415/16"
1-87/8"
2'-13/16"
2-11716"

330
430
530
630
900

330
430
530
630
900

1759Im/15W*
3073Im/24W*
5275m/41W*
6835Im/52W*
13472Im/97W*

2431m/20W*
4526Im/35W*
7293Im/56W*
9677Im/73W*
18970Im/138W*

SILVER

1AX20SD-###M-Q330
1AX20SD-###M-Q430
1AX20SD-###M-Q530
1AX20SD-###M-Q630
1AX20SD-###M-Q900

1AX20SD-###H-Q330
1AX20SD-###H-Q430
1AX20SD-###H-Q530
1AX20SD-###H-Q630
1AX20SD-###H-Q900

WHITE

TAX20WD-###M-Q330
TAX20WD-###M-Q430
TAX20WD-###M-Q530
TAX20WD-###M-Q630
TAX20WD-###M-Q900

TAX20WD-###H-Q330
TAX20WD-###H-Q430
TAX20WD-###H-Q530
TAX20WD-###H-Q630
TAX20WD-###H-Q900

4,0
55
79
1
22,0

4,0
55
79
1
220

8,38
121
174
2,5
485

8,38
121
174
2,5
485

LED COLOR TEMPERATURE ###

827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION




CALEO-A3

Caleo-A3

e surface mounted light line for ceiling or horizontal/vertical
mount to wall surface

e Direct light distribution

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

o Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Caleo-A3

e Luminaria LED lineal individual para montaje en techo o montaje
sobrepuesto horizontal/vertical en pared.

e Distribucion de luz directa.

 Difusor opalino de metacrilato satinado para transmision optimizada

de luz e iluminacion uniforme.

e Acabado de superficie en pintura pulverizada color
blanco (RAL9003) o plata (RAL9006).

¢ Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los més altos estandares,
gue generan una iluminaciéon homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 3 niveles estandar de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* |[RC>80

¢ Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, IRC>90.

» Garantia de 5 afos en todas las partes eléctricas.
Larga vida Util de 50,000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




CALEO-A3 / DIRECT / OPAL

L1 [Feet/Inch] | L2 [Feet/Inch] | L1[mm] | L2 [mm] | LUMEN/WATT
LED - MEDIUM POWER SILVER WHITE
1-115/8" 0-77/8" 600 200 1704Im/16W* 1AA30SD-###M-L600 TAA3OWD-###M-L600 2,7 6,0
2'-113/16" 1-7716" 894 494 2556Im/23W* TAA30SD-###M-1894 TAA3OWD-###M-1894 31 6,8
3-1017/32"  2-625/32" 1182 782 3408Im/30W* 1AA30SD-###M-11182  TAA30WD-###M-11182 &7 82
4'-101/16" 3-65/16" 1475 1075 4260Im/36W* TAA30SD-###M-11475  1AA30WD-###M-11475 4,5 99
LED - HIGH POWER
1'-115/8" 0-77/8" 600 200 2462Im/24W* TAA30SD-###H-L600 TAA30WD-###H-1600 2,7 6,0
2-113/16" 17716" 894 494 3693Im/35W* TAA30SD-###H-1894 TAA3OWD-###H-1894 31 6,8
3-1017/32"  2-625/32" 1182 782 4924Im/45W* TAA3OSD-###H-11182  1AA30WD-###H-11182 37 8,2
4-101/16" 3-65/16" 1475 1075 6155Im/56W* TAA30SD-###H-11475  TAASOWD-###H-11475 4,5 99
' = 3 15‘/16“ LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K
° 1.-_(,)0%n *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

311/32"
85mm

L
21/4"

57mm (

Further Product Options:

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI
RA>90

FURTHER SELI

D

SURFACE DESIGNS:

SEE PAGE 11




CUBIC-A1/X1

Cubic-A1/X1

e Surface mounted luminaire for ceilings

e Optional: Direct light distribution or direct light
distribution with indirect lighting corona

* Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Cubic-A1/X1

e Luminaria LED para montaje sobrepuesto en techo.

e Opcional: distribucion de luz directa o distribucion de luz directa
con corona de luz indirecta.

 Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.

e Acabado en plata mate anodizado.

¢ Regulable sencillo 1-10V

e | EDs de primera calidad combinados con los més altos estandares,
gue generan una iluminacién homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 2 niveles estandar de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K. IRC>80.

¢ Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, IRC>90.

e Garantia de 5 anos en todas las partes eléctricas.
Larga vida util de 50,000 h al 80% del flujo luminoso.

¢ E| acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS



CUBIC-A1 / DIRECT / OPAL

11 eetinen | L2 Feet/inct | 1 immi | L2 mm | wvenwaTT @ aoook | cope
LED - MEDIUM POWER
2-11716" 2'-39/16" 900 700 2832Im/22W* 1CAT0ED-###M-L900 VAl 15,7
3'-111/4" 3-33/8" 1200 1000 3776lm/29W* 1CA10ED-###M-11200 8,3 18,3
4'111/16" 4'-33/16" 1500 1300 4720Im/36W* 1CA10ED-###M-L1500 9,8 21,6
LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840; 4000K

E *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

L2
131/32"
50mm é
5/320"_ ) o o o
4mm | ] ]2 5/32 l
55mm
[
0-77/8"
200mm
]
CUBIC-X1 / DIRECT-INDIRECT / OPAL
L1 [Feet/Inch] | L2 [Feet/Inch] | L1 [mm]
LED - LOW POWER
2'-117116" 2'-39/16" 900 700  4442Im/39W* 1CX10ED-###E-L900 VS 16,5
3-111/4" 3-313/8" 1200 1000  5923Im/49wW* 1CX10ED-###E-L 1200 83 18,3
4-11116" 4'-33/16" 1500 1300  7404Im/60W* 1CX10ED-###E-11500 938 21,6
LED - MEDIUM POWER
2'-11716" 2'-3916" 900 700  6246lm/54W* 1CX10ED-###M-L900 VS 16,5
3-111/4" 3-33/8" 1200 1000  8328Im/61W* 1CX10ED-###M-L 1200 83 18,3
4'111116" 4-33/16" 1500 1300  10410Im/85W* 1CX10ED-###M-11500 98 21,6
LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K
L2 *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
131/32"
50mm
—
o o o
215/16" [ L1530 ! !
75mm l l J 55mm l
| I
0-77/8"
200mm

1

Further Product Options:

ALTERNATIVE COLOR LEDS WITH FURTHER SELI D
TEMPERATURES: HIGHER CRI SURFACE DESIGNS:
2200K - 6500K RA>90 SEE PAGE 11
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PROJECT. HUBJECT GMBH, BERLIN, GERMANY




PROJECT: GO-EXPRESS, NUREMBERG, GERMANY
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CUBIC-A2/X2

Cubic-A2/X2 (LED)

¢ Surface mounted luminaire for ceilings

e Optional: Direct light distribution or direct light
distribution with indirect lighting corona

e Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform illumination
combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

¢ CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLus listed

ES

Cubic-A2/X2 (LED)
e Luminaria LED para montaje sobrepuesto en techo.
» Opcional: distribucién de luz directa o distribucion de luz directa
con corona de luz indirecta.
e Difusor opalino hecho de metacrilato satinado, que ofrece una gran
eficiencia en la transmision de luz y proporciona una iluminacion uniforme.
¢ Acabado en plata mate anodizado. Regulable sencillo 1-10V
¢ LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacién homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.
e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K. IRC>80.
¢ Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, IRC>90.
» Garantia de 5 afos en todas las partes eléctricas.
Larga vida util de 50,000 h al 80% del flujo luminoso.
e E| acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.
e Certificado por cETLUS




CUBIC-A2 / DIRECT / OPAL

A LiFeet/nc] | Limml | LumenwaTT @ 4000k
" LED - MEDIUM POWER
~ 1'-0/0" 330 1482Im/13W* 1CA20ED-###M-Q330 43 l5)
@ 1-415/16" 430 2673Im/21W* 1CA20ED-###M-Q430 62 13,7
1-87/8" 530 4752Im/36W* 1CA20ED-###M-Q530 88 19.4
2'13/16" 630 5928Im/45W* 1CA20ED-###M-Q630 12,2 269
2'-117/16" 900 13337Im/97W* 1CA20ED-###M-Q900 20,0 441
3-111/4" 1200 23709Im/170W* 1CA20ED-###M-Q1200 32,0 70,5
LED - HIGH POWER
1-0/0" 330 2187Im/19W* 1CA20ED-###H-Q330 4.3 9,5
) 1'-4 15/16" 430 3525Im/28W* 1CA20ED-###H-Q430 6,2 13,7
2715%1?'72 1-87/8" 530 7015Im/54wW* 1CA20ED-###H-Q530 8,8 194
1 2'-13/16" 630 8746lm/67W* 1CA20ED-###H-Q630 12,2 26,9
2'117/16" 900 19680Im/146W* 1CA20ED-###H-Q900 20,0 441
3-111/4" 1200 34985Im/259W* 1CA20ED-###H-Q1200 32,0 70,5
L LED COLOR TEMPERATURE ##4 827: 2700K, 830: 3000K, 835: 3500K, 840; 4000K
*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
732" ]
5,5mm

CUBIC-X2 / DIRECT-INDIRECT / OPAL

L [Feet/Inch] /WATT @ 4000K*
LED - LOW POWER
1-0/0" 330 1759Im/15W* 1CX20ED-###E-Q330 4,0 88
1-415/16" 430 3073Im/24W* 1CX20ED-###E-Q430 55 121
1-87/8" 530 5275m/4w* 1CX20ED-###E-Q530 79 174
2'-13/16" 630 6835Im/52W* 1CX20ED-###E-Q630 1n1 24,5
2-1171¢" 900 13472Im/97W* 1CX20ED-###E-Q900 22,0 48,5
3-111/4" 1200 22250lm/157W* 1CX20ED-###E-Q1200 34,0 750
LED - MEDIUM POWER
1-0/0" 330 2431Im/20W* 1CX20ED-###M-Q330 4,0 88
1-415/16" 430 4526Im/35W* 1CX20ED-###M-Q430 515 121
] 25/30" J 35/32" 1-87/8" 530 7293Im/56W* 1CX20ED-###M-Q530 79 174
lil 55mm - 80mm 2'13/16" 630 9677Im/73W* 1CX20ED-###M-Q630 1n1 24,5
2-11716" 900 18970Im/138W* 1CX20ED-###M-Q900 22,0 48,5
3-111/4" 1200 25180Im/225W* 1CX20ED-###M-Q1200 34,0 75,0
LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K ‘

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

732"
5,5mm

Further Product Options:

ool S

ALTERNATIVE COLOR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11




MATRIC-A1

Matric-A1

o Surface mounted light line for ceiling or horizontal/vertical
mount to wall surface

e Direct light distribution

e Optional: Opal diffuser made of frosted methacrylate
for enhanced light transmission and uniform illumination
or Ambient diffuser for omnidirectional light distribution

e Finish: mat silver anodized

¢ Single dimmed 1-10V

e Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

o CETLus listed

ES

Matric-A1

e Luminaria LED lineal para montaje sobrepuesto en techo
0 montaje horizontal/vertical sobrepuesto en pared

e Distribucion de luz directa.

e Opcional: difusor opalino de metacrilato satinado para
una transmision e iluminacion uniforme o difusor ambiental
para distribucion omnidireccional.

e Acabado en plata mate anodizado.

¢ Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los mas altos estandares,
que generan una iluminacion homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 3 niveles estandar de intensidad luminosa.

e Temperatura de color estdndar: 2700K, 3000K, 3500K y 4000K.

¢ [RC>80

e Sobre pedido: amplia gama de temperaturas especiales
de color (2700K-6500K), colores de superficies especiales,
longitudes especiales, IRC>90.

e Garantia de 5 anos en todas las partes eléctricas.
Larga vida util de 50,000 h al 80% del flujo luminoso.

¢ £l acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

o Certificado por cETLUS




MATRIC-A1 / DIRECT / OPAL

L1 [Feet/Inch] L1 [mm] | L2 [mm] | LUMEN/WATT @ 4000K*
LED - MEDIUM POWER
158" 077/8" 600 500 931m/13w 1LATOED-###M-L600 18 40
213" 179/32° 890 490 1410m/77W=  ILATOED-##4M-L890 22 49
31017/32"  2-625/32" 1182 782 1879Im/22W  1LAIOED-###M-L1182 27 60
4401/16"  3-65/16" U75  1075  2346m/26W*  1LAIOED-###M-L1475 33 73
592" 4-534" 1765 1365 2818M/30W  ILATOED-###M-L1765 39 86
7-817/32"  6-425/32" 2350 1950 3757Im/A0W*  ILATOED-###M-L2350 52 115
97132  8-319/32" 2930 2530 4697IM/AIW*  ILATOED-###M-12930 68 150
LED - HIGH POWER
158" 077/8" 600 500 1287m/17W*  LATOED-###H-L600 18 40
2mye® 179’ 80 490 1930m/23Wr  1LATOED-###H-L890 22 49
31017/32"  2-625/32" 1182 782 2573m/30W*  1LATOED-##H-L1182 27 60
° ¢ 5 4401716"  3-65/6" W75 1075 3217Im/37W*  1LAIOED-###H-L1475 33 73
|:| } 215 | | 592" 434" 1765 1365 3860Im/AAWs  1LAIOED-###H-L1765 39 86
- 7-817/32"  6-42532" 2350 1950 S147Im/S7TW*  ILATOED-###H-L2350 52 15
1 | | 971/32"  8-319/32" 2930 2530 6433m/7IWs  LATOED-###H-L2930 68 150
‘ u ‘ LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

MATRIC-A1 / DIRECT / AMBIENT

S 11 [Feet/inch] | L2 [Feet/inch] | L1 (mm] | L2 [mm] | LUMEN/WATT @ 4000K*
LED - MEDIUM POWER

o / ™ 1-115/8" 0-77/8" 600 500 986Im/13wW* 1LATFED-###M-L600 1,5 33
o ;” o 2'111/32" 1-79/32" 890 490 1480Im/17W* 1LATFED-###M-L890 1.7 37
£ 55 3-1017/32"  2'-625/32" 1182 782 1975Im/22W* 1LATFED-###M-11182 2,2 49
4'101/16" 3-65/16" 1475 1075 2466lm/26W* 1LATFED-###M-11475 2,7 6,0
5-92/4" 4-53/4" 1765 1365 2960Im/31W* 1LATFED-###M-L1765 32 71
ij] . 7'-817/32"  6-425/32" 2350 1950 3946Im/40W* 1LATFED-###M-12350 4,2 93
((TD 9'711/32"  8-319/32" 2930 2530 4932Im/49W* 1LATFED-###M-12930 52 11,5

LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
L2

r 1
o o

|:| } 215016 | I
75mm [ ]

[

128"
38mm [ ]

L |
u

Further Product Options:

ool S

ALTERNATIVE COLOR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11




PROJECT: ENGIE (FORMERLY GDF SUEZ), LONDON, UK
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MATRIC-A3

Matric-A3

e Surface mounted light line for ceiling or horizontal/vertical
mount to wall surface

e Direct light distribution

e Optional: Opal diffuser made of frosted methacrylate
for enhanced light transmission and uniform illumination, Ambient
diffuser for omnidirectional light distribution or Wallwasher-optic

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

¢ CRI>=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

o CETLus listed

ES

Matric-A3

e Luminaria LED lineal para montaje sobrepuesto en techo
0 montaje horizontal/vertical sobrepuesto en pared.

e Distribucion de luz directa.

e Opcional: difusor opalino de metacrilato satinado para una
transmision e iluminacion uniforme, difusor ambiental para
distribucion de luz omnidireccional u 6ptica de bafiador de pared.

¢ Acabado en plata mate anodizado.

¢ Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacién homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 2 niveles estandar de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC>80

* Sobre pedido: amplia gama de temperaturas especiales
de color (2700K-6500K), colores de superficies especiales,
longitudes especiales, IRC>90.

e Garantia de 5 anos en todas las partes eléctricas.

Larga vida 0til de 50,000 h al 80% del flujo luminoso.

e £l acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




MATRIC-A3 / DIRECT / OPAL

L1 [Feet/Inch] | L2 [Feet/Inch] [ L1[mm] LUMEN/WATT @ 4000K*
LED - MEDIUM POWER
1-115/8" 0-77/8" 600 200  1704Im/16W* 1LA3OED-###M-L600 18 4,0
2'111/32" 1-79/32" 890 490  2556lm/23W* 1LA3OED-###M-1890 24 58
3-1017/32"  2'-625/32" 182 782 3408Im/30W* 1LA3OED-###M-11182 29 64
4-101/16" 3-65/16" 1475 1075 4260Im/36W* 1LA3OED-###M-11475 &5 77
5-92/4" 4'-53/4" 1765 1365 5113Im/43w* 1LA3OED-###M-L1765 41 90
7-817/32"  6-425/32" 2350 1950  6817Im/57W* 1LA3OED-###M-12350 55 121
9'-711/32"  8-319/32" 2930 2530  8521lm/70W* 1LA3OED-###M-12930 71 15,7
LED - HIGH POWER
1-115/8" 0'-77/8" 600 200  2462Im/24W* 1LA3OED-###H-L600 18 4,0
" = T 2'111/32" 1-79/32" 890 490  3693Im/34W* 1LA3OED-###H-L890 24 53
100mm 310 17/32" 2'-625/32" 182 782 4924Im/45W* 1LA3OED-###H-11182 29 6,4
|:| }2 156" ° -° | 410 1/16" 3-65/16" 1475 1075  6156lm/56W* 1LA3OED-###H-11475 &s 77
Jomm 5-92/4" 4'-53/4" 1765 1365 7387Im/66W* 1LA3OED-###H-11765 41 90
%ﬁ% 7-817/32"  6-425/32" 2350 1950  9849Im/87W* 1LA30ED-#i##H-12350 55 121
[ ] 9'711/32"  8-319/32" 2930 2530 12311Im/109W* 1LA30ED-###H-12930 71 15,7
4 LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
MATRIC-A3 / DIRECT / AMBIENT

0 w0 150

11 (Feet/inch | L2 Feetinch] | 11immi | L2 fmmi | wmenwaTT@ 000k | cope

LED - MEDIUM POWER

* ] } 1-115/8" 0-77/8" 600 200 1210Im/16W* 1LASFED-###M-L600 1.8 4,0
&0 o o 2-111/32" 17 9/32" 890 490 1815Im/23wW* 1LASFED-###M-1890 24 53
S . © 3-1017/32"  2'-625/32" 1182 782 2420Im/30W* 1LASFED-###M-11182 29 64
4-101/16" 3-65/16" 1475 1075 3025Im/36W* 1LASFED-###M-11475 Si5) 77
5-92/4" 4-53/4" 1765 1365 3630Im/43W* 1LASFED-###M-L1765 41 9.0
@ 7-817/32"  6-425/32" 2350 1950 4840Im/57W* 1LA3FED-###M-1.2350 5i5) 121
@’[D 9'7 11/32" 8-319/32" 2930 2530 6050Im/70W* 1LASFED-###M-12930 71 15,7
LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K
L2
' 3 15‘/1(," *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

100mm
—
o oo

315/16"
100mm

u

MATRIC-A3 / DIRECT / WALLWASHER

| ST ) L1 [Feet/Inch] | L2 [Feet/Inch] [ L1[mm] | L2 [mm] | LUMEN/WATT @ 4000K*

LED - MEDIUM POWER

0 ) 1-115/8" 0-77/8" 600 200  773Im/12W* 1LA3GED-###M-L600 18 40

; 24111/32"  179/32" 890 490 1160Im/17W¥ 1LA3GED-###M-L890 27 60

A 3-1017/32"  2-625/32" 1182 782  1550Im/22w* 1LA3GED-###M-L1182 33 73

4410116"  3-65/16" 175 1075 1932im/26W* 1LA3GED-###M-L1475 38 84

5-9.2/4" 4-53/4" 1765 1365 2320Im/31W* 1LA3GED-###M-L1765 40 88

7-817/32"  6-425/32" 2350 1950  3100Im/A0W* 1LA3GED-###M-12350 60 132

e

(eij') 9'711/32"  8-319/32" 2930 2530 3865Im/49wW* 1LA3GED-###M-12930 8,6 19.0

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K
L2
' 31516 *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
100mm
o oo

215/16"
75mm

[ —
25/32"
55mm

Further Product Options:

oF] =

ALTERNATIVE COLOR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11




MATRIC-A3 [READY SQUARE]

Matric-A3 Ready Square

e Surface mounted luminaire for ceilings or walls

e Direct light distribution

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

e CRI>80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Matric-A3 Ready Square
e Luminaria LED para montaje sobrepuesto en paredes o techos.
e Distribucion de luz directa
¢ Difusor opalino hecho de metacrilato satinado, que ofrece
una gran eficiencia en la transmision de luz y proporciona
una iluminacion uniforme.
e Acabado en plata mate anodizado.
e Regulable sencillo 1-10V
¢ LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacion homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 3 niveles estandar de intensidad luminosa.
e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.
* [RC>80
e Sobre pedido: amplia gama de temperaturas especiales
de color (2700K-6500K), colores de superficies especiales, IRC>90.
¢ Garantia de 5 afos en todas las partes eléctricas.
Larga vida Util de 50,000 h al 80% del flujo luminoso.
e E| acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.
o Certificado por CETLUS




MATRIC-A3 READY SQUARE / DIRECT / OPAL

w wow
LiFeet/inch] | Limm] | LUMEN/WATT @ 4000K"
o o
LED - LOW POWER
7| 7 ” 1-23/16" 360  2488Im/22W* 1LA30ED-###E-Q360 7,5 16,5
w ol o 2-119/32" 650  A976Im/4OW* 1LA30ED-##4E-Q650 102 225
= 31" 940  7465Im/59W* 1LA30ED-###E-Q940 12,2 26,9

47/16" 1230 9953Im/77W* TLA30ED-###E-Q1230 151 8818
LED - MEDIUM POWER

ﬁ 1-23/16" 360  3408Im/30W* 1LA30ED-###M-Q360 75 16,5

e 2'-119/32" 650  6816lm/57W* 1LA30ED-#i##M-Q650 10,2 22,5
((@ 341" 940  10225Im/83W* 1LA30ED-###M-Q940 12,2 269
476" 1230 13633Im/110W* 1LA30ED-###M-Q1230 151 333
1-23/16" 360  4924Im/45W* 1LA30ED-###H-Q360 7,5 16,5
2'-119/32" 650  9849Im/87W* 1LA30ED-###H-Q650 10,2 22,5
31" 940  14773Im/130W* 1LA30ED-###H-Q940 12,2 26,9
L 4-7/16" 1230 19698Im/172W* 1LA30ED-###H-Q1230 151 333
LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K
*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

[
/32"
m

Py
S

Further Product Options:

ALTERNATIVE COLOR LEDS WITH FURTHER SELI D
TEMPERATURES: HIGHER CRI SURFACE DESIGNS:
2200K - 6500K RA>90 SEE PAGE 11




MATRIC-AS

Matric-A5

o Surface mounted light line for ceiling or horizontal/vertical
mount to wall surface

e Direct light distribution

e Optional: Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination or Wallwasher-optic

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide continuous, seamless\
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K or 4000K

* CRI>80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Matric-A5

e Luminaria LED lineal para montaje sobrepuesto en techo
0 montaje horizontal/vertical sobrepuesto en pared.

e Distribucion de luz directa.

e Opcional: difusor opalino de metacrilato satinado para una
transmision e iluminacion uniforme u Optica de bafiador de pared.

e Acabado en plata mate anodizado.

e Regulable sencillo 1-10V

e | EDs de primera calidad combinados con los més altos estandares,
gue generan una iluminaciéon homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 3 niveles estandar de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC>80

¢ Sobre pedido: amplia gama de temperaturas especiales
de color (2700K-6500K), colores de superficies especiales,
longitudes especiales, IRC>90.

* Garantia de 5 afos en todas las partes eléctricas.
Larga vida Util de 50,000 h al 80% del flujo luminoso.

e E| acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

o Certificado por cETLUS




MATRIC-A5 / DIRECT / OPAL

L1 [Feet/Inch] L2 [Feet/Inch] | L1 [mm] | L2 [mm] | LUMEN/WATT @ 4000K*

120° 20"

LED - LOW POWER

) 1-115/8" 0-77/8" 600 200 1769Im/17W* 1LASOED-###E-L600 2,6 57
a0 ;‘:" oo 2'111/32" 17 9/32" 890 490  2654Im/23W* 1LASOED-###E-L890 30 6.6
oW 3-1017/32"  2'-625/32" 1182 782 3538Im/30W* 1LASOED-###E-11182 3,6 79
4'101/16" 3-65/16" 1475 1075 4423Im/36W* 1LASOED-###E-11475 4.2 93
5-92/4" 4-53/4" 1765 1365 5307Im/42w* 1LASOED-##HE-11765 56 123
E 7-817/32"  6-425/32" 2350 1950  7077Im/56W* 1LASOED-###E-12350 68 150
ST 9'711/32" 8'-319/32" 2930 2530  8846m/69W* 1LASOED-##E-L2930 83 183
((IIID LED - MEDIUM POWER
1-115/8" 0-77/8" 600 200 2575Im/23w* 1LASOED-###M-L600 2,6 57
' L2 X 2'111/32" 17 9/32" 890 490  3862Im/34W* 1LASOED-###M-1890 30 6,6
%&SQ% 3-1017/32"  2'-625/32" 1182 782 5150Im/44wW* 1LASOED-###M-L1182 3,6 79
° é So | 4'101/16" 3-65/16" 1475 1075  6437Im/54W* 1LASOED-###M-L1475 42 93
|:| J 38%@% | | 5-92/4" 4-53/4" 1765 1365 7724lm/64W* 1LASOED-###M-L1765 56 123
SL%JZ“ 7-817/32"  6-425/32" 2350 1950 10299Im/85W* 1LASOED-###M-12350 68 150
82mm 9'-711/32" 8'-319/32" 2930 2530 12874Im/106W* 1LASOED-###M-12930 83 183
LED - HIGH POWER
1-115/8" 0-77/8" 600 200 3331Im/31W* 1LASOED-###H-L600 2,6 57
: K] : 2'111/32" 17 9/32" 890 490  4997Im/45W* 1LASOED-###H-1890 30 6,6
3-1017/32"  2'-625/32" 1182 782 6663Im/60W* 1LASOED-###H-11182 3.6 79
4-101/16" 3-65/16" 1475 1075  8329Im/74W* 1LASOED-###H-11475 42 93
5-92/4" 4-53/8" 1765 1365 9994Im/88W* 1LASOED-###H-11765 56 123
7-817/32"  6-425/32" 2350 1950 13326lm/117W* 1LASOED-###H-12350 68 150
9'-711/32" 8'-319/32" 2930 2530 16657Im/145W*  1LASOED-###H-12930 83 183
LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

MATRIC-A5 / DIRECT / WALLWASHER

1 Feetinch] | L2(Feetincn] | 1 imm | L2mmi | wvenwaTT @ a0ook | cooE

LED - MEDIUM POWER

” o " 235/8" 77/8" 600 200 773Im/12W* 1LASGED-###M-L600 31 68
; 351/32" 199/32" 890 490 1160Im/17W* ILASGED-###M-L890 39 86
" 4617/32"  3025/32" 1182 782 1550Im/22W* ILASGED-###M-11182 48 106
58 1/16" 425/16" 1475 1075 1932Im/26W* ILASGED-###M-11475 57 126
691/2" 533/4" 765 1365 2320Im/31W* 1LASGED-###M-11765 7316
E 9217/32"  7625/32" 2350 1950  3100Im/AOW* ILASGED-###M-L2350 91 201
@D 1M511/32"  9919/32" 2930 2530  3865Im/A9w* ILASGED-###M-2930 113 249
B LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K ‘
L2 *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
| , E
o ©co

O] |
| —

37/32"
82mm

Further Product Options:

ALTERNATIVE COLOR LEDS WITH FURTHER SELI D
TEMPERATURES: HIGHER CRI SURFACE DESIGNS:
2200K - 6500K RA>90 SEE PAGE 11
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RECESSED MOUNTED LUMINAIRES | LUMINARIAS EMPOTRADAS



LIQUID LINE-F3

Liquid Line-F3

¢ LED recessed mounted light system with direct only light
distribution for walls and ceilings. Opal diffuser for enhanced
light transmission. Perfect uniform illumination on the entire
length for any system configuration.

¢ Luminaire body made of aluminium-profile. Matt white (RAL9003)
or matt silver (RAL9006) powder coated. On request extensive
range of alternative colors (see overview).

e Single dimmed 1-10V.

e Standard LED color temperature 2700K, 3000K, 3500K and 4000K.
MacAdam 3 step binning. Color rendering CRI>=80, CRI>90
on request.

e Each SYSTEM MODULE functions as stand alone version that can
optionally be linked to create continuous lines of light with different
configurations. For continuous lines of light you need to order one
CONNECTOR for each joint. END CAPs to be ordered separately.

* 80% of initial output for 50000 operating hours (L80B10 at 77°F
and max. Medium-Power). 5 year warranty on all LED boards
and LED drivers.

* Refer to ,options” overview

e CETLus listed

ES

Liquid Line-F3

» Sistema de iluminacion LED montable, con distribucion de iluminacion
directa para pared y techo. Difusor opal opcional para el mejoramiento
de la transmision de la luz. lluminacion perfectamente homogénea en
toda longitud de cualquier configuracion.

e Cuerpo de luminaria hecho de perfil de aluminio.

¢ Regulable sencillo 1-10V

e Temperatura de luz LED estandar de 2700K, 3000K, 3500K y 4000K.

e Ofrece una diferencia casi imperceptible de color: Paso 3 en la elipse
MacAdam. Reproduccion cromética de IRC>80, bajo pedido: IRC=90.

e Las funciones de cada MODULO DEL SISTEMA en version estandar
individual, pueden ser vinculadas opcionalmente para que de las
luces de forma individual permita diferentes configuraciones
independientes Los lados frontales se piden por separado.

e Para lineas de iluminacion continua es necesario pedir por separado
un CONECTOR para cada enlace. Larga vida Util de 50,000 h al 80%
del flujo luminoso. (L90B10 a 77°F y max. Media potencia).

Garantia de 5 afios en todos los médulos y controladores LED.

e Ver también otras opciones.

e Certificado por cETLus




LIQUID LINE-F3 / SYSTEM MODULES DIRECT

62xL ;
s [] Jw
L
23/8"
60mm
L
23/8"
70mm
i
@
L [Feet/Inch]

STRAIGHT LINES:

LINEAR MODULES
1115/8"
2'1031/32"
3-103/8"
4-915/16"
7'-81/8"

L [mm]

LUMEN/WATT CODE
SILVER
600 1110Im/16W* 1QF30SD-###M-L600
888 1664Im/23W* 1QF30SD-###M-1.888
178 2220Im/30W* 1QF30SD-###M-11178
1472 2773Im/36W* 1QF30SD-###M-11472
2340 4437Im/57W* 1QF30SD-###M-12340

CODE

WHITE
1QF30WD-###M-L600
1QF30WD-###M-1.888
1QF30WD-###M-L1178
1QF30WD-###M-11472
1QF30WD-###M-12340

30
4,0
50
6,0
8,0

Ibs

6,6
838
1.0
13,2
17,6

1/2 CIRCLES:

R [Feets“mchllA[Feet«“\nch]lB [Feets“lnch]l L[Feetslnch]l R [mm] |A [mm] | B [mm] | L[mm] | LUMEN/WATT

180° CIRCLES: SILVER WHITE
171116 3-33/8" 1711/16" 5-113/16" 500 1000 500 1570 ~ 2773Im/36W* 1QF30SD-###M-C12-R050-L1570  1QF30WD-###M-C12-R050-L1570 75 165
2'-517/32" 4111/16" 2-517/32" 7-823/32" 750 1500 750 2355  4437Im/57W* 1QF30SD-###M-C12-R075-L2355 1QF30WD-###M-C12-R075-L2355 100 220
3-33/8"  6-63/4"  3-33/8" 10-35/8" 1000 2000 1000 3140  5546Im/70W* 1QF30SD-###M-C12-R100-L3140 1QF30WD-###M-C12-R100-L.3140 120 26,5

R [Feet/Inch]| A [Feet/Inch]| B [Feet/Inch]| L [Feet/Inch] | R [mm] B[mm] | L[mm] | LUMEN/WATT

90° CIRCLES: SILVER WHITE
171116" 1711/16" 171116 2-629/32" 500 500 500 785 1387Im/19W*  1QF30SD-###M-C14-R050-L785  1QF30WD-###M-C14-R050-L785 37 82
2-517/32" 2-517/32" 2-517/32" 3-103/8" 750 750 750 1178  2220lm/30W*  1QF30SD-###M-C14-R075-L1178 1QF30WD-###M-C14-R075-L1178 50 11,0
3-33/8"  3-33/8"  3-33/8" 5-127/32" 1000 1000 1000 1571  2773Im/36W*  1QF30SD-###M-C14-R100-L1571 1QF30WD-###M-C14-R100-L1571 60 132
417/32"  417/32"  417/32"  6-55/16" 1250 1250 1250 1964  3605Im/46W*  1QF30SD-###M-C14-R125-11964 1QF30WD-###M-C14-R125-11964 72 159
411116" 4-11116" 411116" 7'-83/4" 1500 1500 1500 2356  4437Im/57W*  1QF30SD-###M-C14-R150-L2356 1QF30WD-###M-C14-R150-L2356 87 192
5-829/32" 5-829/32" 5-829/32"  9'-7/32" 1750 1750 1750 2749  5270Im/67W*  1QF30SD-###M-C14-R175-L2749  1QF30WD-###M-C14-R175-L2749 102 225
6-63/4"  6-63/4"  6-63/4"10-311/16" 2000 2000 2000 3142  5546lm/70W*  1QF30SD-###M-C14-R200-L3142 1QF30WD-###M-C14-R200-L.3142 117 25,8

1/8 CIRCLES:

R [Feet/Inch]| A [Feet/Inch]| B [Feet/Inch]| L [Feet/In LUMEN/WATT CODE CODE

45° CIRCLES: SILVER WHITE
. \\ 2-629/32"  1-13/16" 2-327/32" 2-629/32" 1000 335 707 785  1386Im/I9W* 1QF30SD-###M-C18-R100-.785  1QF30WD-###M-C18-R100-L785 30 66
R N ’ 3-103/8" 1-631/32" 3-523/32" 3-103/8" 1500 482 1060 1178  2220Im/30W* 1QF30SD-###M-C18-R150-11178  1QF30WD-###M-C18-R150-L1178 44 97
”"Ai[ \); 527/32"  2-23/32" 4721/32" 5-127/32" 2000 628 1414 1571 2773Im/36W* 1QF30SD-###M-C18-R200-L1571  1QF30WD-###M-C18-R200-L1571 59 130
o 6-55/16" 2-615/32" 5-919/32" 6-55/16" 2500 774 1768 1964  3605IM/A6W* 1QF30SD-###M-C18-R250-11964  1QF30WD-###M-C18-R250-L1964 74 163
7834 3-/4" 6-112/4"  7-83/4" 3000 921 2121 2356  4437Im/57W* 1QF30SD-###M-C18-R300-12356  1QF3OWD-###M-C18-R300-.2356 88 19,4
97/32" 3-61/16" 8-17/16"  9'7/32" 3500 1068 2475 2749  4992Im/63W* 1QF30SD-###M-C18-R350-L2749  1QF3OWD-###M-C18-R350-L2749 102 225
10-311/16" 131 15/32" 9-311/32" 10-311/16" 4000 1214 2828 3142  5823Im/73W* 1QF30SD-###M-C18-RA00-L3142  1QF3OWD-###M-C18-RA00-L3142 120 26,5

1/16 CIRCLES:

L [Feet/Int

L \\\\ 22,5° CIRCLES: SILVER WHITE
"{g tomsre } 6-63/" 0-83/16"  2-61/8" 262932 2000 208 765 785  1386Im/19W*  1QF30SD-###M-C16-R200-1785 1QF3OWD-###M-C16-R200-785 29 64
L 901/8" 0-113/6' 3-93/16"  3-038' 3000 284 1148 1178  2220Im/30W*  1QF30SD-###M-C16-R300-L1178 1QF3OWD-###M-C16-R300-L1178 44 97
! M52 N6 443" 4633 3500 322 1340 1374 2496Im/33W*  1QF30SD-###M-C16-R350-11374 1QF3OWD-##4M-C16-R350-11374 51 11,2

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

FURTHER SYSTEM COMPONENTS: OPTIONAL:

CONNECTOR
CODE: QP3-CONNECTOR

END CAP ONE PIECE
CODE WHITE: QP3-ENDCAP-W
CODE SILVER: QP3-ENDCAP-S

ALTERNATIVE COLOR
TEMPERATURES:
2200K/ 3500K/ 6500K

LEDS WITH
HIGHER CRI
RA>90

FURTHER SELECTED
SURFACE DESIGNS:
SEE PAGE 11




BASIC-M4




PROJECT: BIESBOSCH MUSEUMEILAND, NETHERLANDS




BASIC-M4




PROJECT: BRYN SENTER. OSLO, NORWAY

PROJECT: INTERNATIONAL SCHOOL;OSLO, NORWAY




BASIC-M4

Basic-M4
* Recessed luminaire for installation in ceilings
with cut-out openings (not suitable for walls)
e Direct light distribution
e Optional: Opal diffuser made of frosted methacrylate
for enhanced light transmission and uniform illumination
or Ambient diffuser for omnidirectional light distribution
e Finishes: white (RAL9003) or silver (RAL9006) powder-coated
¢ Single dimmed 1-10V
e Evenly spaced premium LEDs provide uniform
illumination combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels
¢ Mounting accessories included
e Standard color temperature: 2700K, 3000K, 3500K or 4000K.
CRI=80
e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90
e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours
¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance
o CETLus listed

ES

Basic-M4

e Luminaria LED empotrable para instalacion en techos con cortes
a la medida (no adecuado para instalacion en pared).

e Distribucion de luz directa.

e Opcional: difusor opalino de metacrilato satinado para una transmision
e iluminacion uniforme o difusor ambiental para distribucion de luz
omnidireccional.

e Acabados en pintura pulverizada: blanco (RAL9003) o plata (RAL9006).

¢ Regulable sencillo 1-10V

e LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacién homogénea aun colocados espaciadamente.
Los balastros con programacion de fabrica ofrecen 2 niveles estandar
de intensidad luminosa.

e Accesorios de montaje incluidos.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K. IRC>80.

e Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, IRC>90.

» Garantia de 5 afios en todas las partes eléctricas.

Larga vida Util de 50,000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por CETLUS




BASIC-M4 / FRAME / OPAL

D2

113116
46mm

v

al

L 36

min 1/32"
max 4omm £ ——Jk
min Tmm [
25/32"
20mm

smm

Further Product Options:

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

D1

LEDS WITH
HIGHER CRI
RA>90

315/16"
100mm

FURTHER SELI

D1 [mm]

LUMEN/WATT @ 4000K*

D1 Feet/[Inch] | D2 Feet/[Inch]
LED - LOW POWER
0-821/32" 0-81/16"
1-19/32" 1508
1-417/32" 1-315/16"
1-815/32" 1-77/8"
2-23/8"  2-125/32"
3'-219/32" 3-10/0"
417/32" 4-5/8"
LED - MEDIUM POWER
0-821/32" 0-81/16"
1-19/32" 1-0"
1-417/32" 1-315/16"
1-815/32" 1-77/8"
2-23/8"  2-125/32"
3'-219/32" 3-10/0"
417/32" 4-5/8"

220
320
420
520
670
980
1250

220
320
420
520
670
980
1250

205
305
405
505
655
965
1235

205
305
405
505
655
965
1235

836Im/9wW*
1276m/12W*
2382Im/19W*
3416Im/27W*
4787Im/36W*
9436Im/74W*
14155Im/167W*

1148Im/12W*
1761m/16W*
3509Im/29W*
4718Im/37W*
7062Im/54W*
13865Im/110W*
20790Im/167W*

SILVER
1BMA4OSD-###E-D220
1BMA4OSD-###E-D320
1BMA4OSD-###E-D420
1BMA4OSD-###E-D520
1BMA4OSD-###E-D670
1BMA4OSD-###E-D980
1BMA4OSD-###E-D1250

1BMA4OSD-###M-D220
1BMA4OSD-###M-D320
1BMA4OSD-###M-D420
1BMA4OSD-###M-D520
1BMA4OSD-###M-D670
1BMA4OSD-###M-D980
1BMA40SD-###M-D1250

WHITE
1BMAOWD-###E-D220
1BMAOWD-###E-D320
1BMAOWD-###E-D420
1BMAOWD-###E-D520
1BMAOWD-###E-D670
1BMAOWD-###E-D980
1BMAOWD-###E-D1250

1BMAOWD-###M-D220
1BMAOWD-###M-D320
1BM4OWD-###M-D420
1BMAOWD-###M-D520
1BM4OWD-###M-D670
1BMAOWD-###M-D980

2,0
29
4,6
6,1
838
22,0
34,0

2,0
29
4,6
6,1
88
22,0

1BMAOWD-###M-D1250 34,0

4,4

6,4
10,1
13,4
19,4
485
75,0

a4

64
10,1
134
19,4
185
750

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

D

SURFACE DESIGNS:

SEE PAGE 11




BASIC-M7

Basic-M7

* Recessed luminaire for installation in ceilings
with cut-out openings (not suitable for walls)

e Direct light distribution

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) powder-coated

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform
illumination combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Mounting accessories and cord suspensions for fixing
to concrete ceilings included

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

¢ CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

o CETLus listed

ES

Basic-M7

e Luminaria empotrada para instalacion en techos con aberturas
de recorte (no adecuado para pared)

» Distribucion de luz directa

« Difusor opalino de metacrilato satinado para transmision
optimizada de luz e iluminacion uniforme

e Acabados: blanco (RAL9003) o plata (RAL9006) acabado en polvo

¢ Regulable sencillo 1-10V

* LEDs de primera calidad alineado uniformemente generan lineas
de luz continuas y homogéneas combinada con estandares
de la mas alta eficacia. Balastros programados de fabrica ofrecen
2 niveles estandar de intensidad luminosa

e Accesorios de montaje y suspension por cable para fijar a techos
de conrecto incluido

e Temperatura de color estandar: 2700K, 3000K, 3500K, 4000K

¢ |IRC>80

e Previa pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, IRC>90

* Garantia de 5 afios. 80% de potencia luminosa inicial de 50.000 horas

e Acceso directo a balastros integrados y placas de circuito
de LED asegura la instalacion sencilla y mantenimiento

e Certificado por cETLUS




BASIC-M7 / HALF-RECESSED / OPAL

D2
max 19/16"
min 1/32" C
max 40mm
minimm  3132" L
28mm
25/32"
20mm

D1

Further Product Options:

ALTERNATIVE COLOR

TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI
RA>90

LED - LOW POWER

SILVER

WHITE

D1[Feet/Inch] | D2 [Feet/Inch] | D1[mm] LUMEN/WATT @ 4000K* | CODE

1-815/32" 1-77/8" 520 505  3416lm/27W* 1BM70SD-###E-D520 1BM70WD-###E-D520 61 134
2-23/8"  2-125/32" 670 655  4787Im/36W* 1BM70SD-###E-D670 1BM70WD-##E-D670 88 194
3-219/32" 3-10/0" 980 965 9436Im/74W* 1BM70SD-###E-D980 1BM70WD-###E-D980 22,0 48,5
417/32" 4-5/8" 1250 1235 14154Im/111W* 1BM70SD-###E-D1250  1BM70WD-###E-D1250 34,0 75,0
LED - MEDIUM POWER

2015/32" 197/8" 520 505  4718Im/37W* 1BM70SD-###M-D520  1BM70WD-###M-D520 61 134
26 3/8" 25 25/32" 670 655 7062Im/54W* 1BM70SD-###M-D670  1BM70WD-###M-D670 88 194
3819/32" 38" 980 965  13865Im/110W* 1BM70SD-###M-D980  1BM70WD-###M-D980 22,0 48,5
497/32" 485/8" 1250 1235  20790Im/167W* 1BM70SD-###M-D1250  1BM70WD-###M-D1250 34,0 75,0

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

315/16"
100mm

316"
= 5mm

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

FURTHER SELI D

SURFACE DESIGNS:
SEE PAGE 11




BASIC-M8

Basic-M8

* Recessed luminaire for installation in ceilings
with exposed grids only (not suitable for walls)

e Direct light distribution

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finishes: white (RAL9003) or silver (RAL9006) coated

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform
illumination combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output level

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI>=80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Basic-M8

e Luminaria LED empotrable para instalacion en techos modulares
o de rejilla expuesta (no adecuado para pared).

e Distribucion de luz directa.

 Difusor opalino de metacrilato satinado para una transmision
optimizada de luz e iluminacion uniforme.

e Acabado lacado: blanco (RAL9003) o plata (RAL9006).

e Regulable sencillo 1-10V

e | EDs de primera calidad combinados con los més altos estandares,
gue generan una iluminaciéon homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 2 niveles estandar de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC>80.

¢ Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, IRC>90.

¢ Garantia de 5 afos en todas las partes eléctricas.
Larga vida util de 50,000 h al 80% del flujo luminoso.

e E| acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

o Certificado por cETLUS




BASIC-M8 / MODULE / OPAL

L [Feet/Inch] | H[Inch] L [mm] H[mm] | LUMEN/WATT CODE CODE KG Ibs
MODUL 600
LED - LOW POWER SILVER WHITE

1-112/4"  317/32" 597 90  4790Im/36W* 1BM8OSD-###E-M600 1BM8OWD-###E-M600 83 18,3
LED - MEDIUM POWER

1-112/4"  317/32" 597 90  6740lm/54W* 1BMB8OSD-###M-M600 1BM8OWD-###M-M600 83 18,3
LED - HIGH POWER

E 1-112/4"  317/32" 597 90  9280Im/73W* 1BMBOSD-###H-M600 1BM8OWD-###H-M600 83 18,3

e LED - LOW POWER SILVER WHITE

1412/ 317/32" 621 90 4790Im/36W* 1BMBOSD-##4E-M625  1BMBOWD-##4E-M625 87 192
LED - MEDIUM POWER
1412/ 317/32" 621 90 7062im/54W* 1BMBOSD-##4M-M625  1BMBOWD-###M-M625 87 192
., LED - HIGH POWER
I I ]ﬁﬁn’qﬁ : 112/ 317/32" 621 90 9280Im/73W* 1BM8OSD-###H-M625  1BMBOWD-###H-M625 87 192
= =l
LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

Further Product Options:

ALTERNATIVE COLOR LEDS WITH FURTHER SELI D
TEMPERATURES: HIGHER CRI SURFACE DESIGNS:
2200K - 6500K RA>90 SEE PAGE 11




EN ES

Cubic-M3 Cubic-M3

* Recessed luminaire for installation in ceilings e Luminaria LED empotrable para instalacion en techo o pared
or walls with cut-out openings con cortes hechos a la medida.

e Direct light distribution e Distribucion de luz directa.

» Opal diffuser made of frosted methacrylate for enhanced ¢ Difusor opalino de metacrilato satinado para una transmision
light transmission and uniform illumination optimizada de luz e iluminacion uniforme.

e Finish: mat silver anodized e Acabado en plata mate anodizado.

e Single dimmed 1-10V e Regulable sencillo 1-10V

e Evenly spaced premium LEDs provide uniform illumination e | EDs de primera calidad combinados con los més altos estandares,
combined with highest efficacy standards gue generan una iluminaciéon homogénea aun colocados

e Mounting accessories included espaciadamente. Accesorios de montaje incluidos.

e Standard color temperature: 2700K, 3000K, 3500K, 4000K e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* CRI>80 * [RC>80.

* On request: Wide range of special color temperatures e Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), special surface colors, CRI>90 (2700K-6500K), colores para superficies especiales, IRC>90.

e 5-year warranty on all electrical parts. ¢ Garantia de 5 afos en todas las partes eléctricas.
80% of initial light output for 50,000 hours Larga vida util de 50,000 h al 80% del flujo luminoso.

¢ Direct access to integral drivers and LED circuit boards e E| acceso directo a balastros integrados y placas de circuito
ensures hassle-free installation and maintenance de LED asegura una instalacion sencilla y un facil mantenimiento.

e CETLus listed o Certificado por CETLUS




CUBIC-M3 / FRAME / OPAL

L1 [Feet/Inch] L2 [Feet/Inch] | L1 [mm] | L2 [mm]
LED - LOW POWER
2'-17/32" 2-1/8" 623 613 2580Im/29W* TCM30ED-###E-1623 4,0 8,8
3-0" 2'-115/8" 915 905 3870Im/42W* TCM3OED-###E-L915 51 11,2
3-1115/32" 3-113/32" 1206 1196 5160Im/55W* 1CM3O0ED-###E-11206 6,4 141
4'1015/16"  4'-1017/32" 1497 1487 6450Im/69W* TCM3OED-###E-11497 75 16,5
5'-10 13/32" 5'-10" 1788 1778 7740Im/82W* TCM3O0ED-###E-11788 8,4 18,5
6-97/8" 6-92/4" 2080 2070 10320Im/108W* TCM3OED-#i##E-L2080 98 21,6
G”Ii’ LED - MEDIUM POWER
(m) 2-17/32" 2'-1/8" 623 613 3755Im/44w* 1CM3OED-###M-1623 4,0 8,8
3-0" 2-115/8" 915 905 5632Im/64W* 1CM30ED-###M-1915 51 1.2
29/16"xL2 3-1115/32" 3-113/32" 1206 1196 7509Im/85W* 1CM3OED-###M-11206 6,4 141
D 4-1015/16"  4-1017/32" 1497 1487 9387Im/106W* 1CM3O0ED-###M-11497 75 16,5
f 5'-10 13/32" 5'-10" 1788 1778 11264Im/126W* 1CM3OED-###M-11788 8,4 18,5
,i‘ - 6-97/8" 6-92/4" 2080 2070 15020Im/168W* 1CM30ED-###M-12080 9.8 21,6
110mm
max 31/32" f LL LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K
min 15/32" r— —
”%a‘é %gmm L - *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
‘ 0-77/8"
200mm
—= =) E—
L2

Further Product Options:

ALTERNATIVE COLOR LEDS WITH FURTHER SELI D
TEMPERATURES: HIGHER CRI SURFACE DESIGNS:
2200K - 6500K RA>90 SEE PAGE 11




Cubic-M4/Mé

e Recessed luminaire for installation in ceilings
or walls with cut-out openings

e Direct light distribution

e Optional: Opal diffuser made of frosted methacrylate
for enhanced light transmission and uniform illumination
or Ambient diffuser for omnidirectional light distribution

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform
illumination combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

¢ Mounting accessories included

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

¢ CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

o CETLus listed

ES

Cubic-M4/Mé

e Luminaria LED empotrable para instalacion en techo o pared
con cortes hechos a la medida.

* Distribucion de luz directa.

e Opcional: difusor opalino de metacrilato satinado para una
transmision e iluminacion uniforme o difusor ambiental para
distribucion de luz omnidireccional.

e Acabado en plata mate anodizado.

* Regulable sencillo 1-10V

» LEDs de primera calidad combinados con los més altos estandares,
gue generan una iluminacion homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 2 niveles estandar de intensidad luminosa.

e Accesorios de montaje incluidos.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

¢ [RC>80

e Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, IRC>90.

» Garantia de 5 anos en todas las partes eléctricas.

Larga vida util de 50,000 h al 80% del flujo luminoso.

e El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS



CUBIC-M4 / FRAME / OPAL
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CUBIC-Mé6 / FRAME / AMBIENT

0 80 150

RPN

e

cxC 11316"
a6mm
4
315/16"
max 1 19//;3: 100mm
min
max 40mm [Ip—| —:35
min Imm H H ] 19/16"
40mm
L
25/32"
20mm
L |
C
\ |
A

Further Product Options:

ALTERNATIVE COLOR LEDS WITH
TEMPERATURES: HIGHER CRI

2200K - 6500K RA>90 SEE PAGE 11

AlFeet/inch] | C [Feet/Inch] LUMEN/WATT @ 4000K* 6 |bs

LED - MEDIUM POWER
1-229/32" 1-23/16"

1-627/32" 1-61/8"
276" 1-1125/32"
2-1113/16" 2-111/8"
LED - HIGH POWER
14.29/32" 143/16"
1827/32" 181/8"
247116"  2325/32"
3513/16" 351/8"

379
479
621
910

379
479
621
910

360 1481Im/13W* 1CMA4OED-###M-Q379 4,6 101
460 2672Im/21W* 1CMAQED-###M-Q479 63 139
604 5927Im/A5W* 1CMAOED-###M-Q621 10,0 220
892 13336Im/97W* 1CMA4QED-###M-Q910 220 485
360 2186Im/19W* 1CMA4OED-###H-Q379 46 101
460 3524Im/28W* 1CMAOED-###H-Q479 63 139
604 8746Im/67W* 1CMAOED-###H-Q621 10,0 220
892 19679Im/146W* 1CMA4OED-###H-Q910 220 485

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

C [Feet/Inch]

C[mm] | LUMEN/WATT @ 4000K*

LED - MEDIUM POWER
1-229/32" 1-23/16"
1-627/32" 1-61/8"

276" 1-1125/32"

379
479
621

360 1070Im/14W* 1CM6FED-###M-Q379 4,6 101
460 1970Im/22W* 1CM6FED-###M-Q479 63 139
604 4270Im/a4wW* 1CM6FED-###M-Q621 10,0 220

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
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CUBIC-M8

Cubic-M8

¢ Recessed luminaire for installation in ceilings
with exposed grids only (not suitable for walls)

e Direct light distribution

¢ Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

¢ Luminaire housing made of aluminum and steel

e Single dimmed 1-10V

e Evenly spaced premium LEDs provide uniform
illumination combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

e CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

¢ Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLus listed

ES

Cubic-M8

e Luminaria LED empotrable para instalacion en techos
modulares o de rejilla expuesta (no adecuado para pared).

e Distribucién de luz directa.

¢ Difusor opalino de metacrilato satinado para una transmision
optimizada de luz e iluminacion uniforme.

e Cuerpo de luminaria hecha de aluminio y acero.

* Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacién homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 2 niveles estandar de intensidad luminosa.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC=>80.

e Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, IRC>90.

e Garantia de 5 anos en todas las partes eléctricas.
Larga vida 0til de 50,000 h al 80% del flujo luminoso.

e £l acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




CUBIC-M8 / MODULE / OPAL

L [Feet/Inch] | H[Inch] | L[mm] H [mm] LUMEN/WATT
MODUL 600
) LED - LOW POWER
«] j“ w 111240 41/8" 597 105 4790Im/36W* 1CMBOED-##£E-M600 59 130
e LED - MEDIUM POWER
124" 41/8" 597 105 6740Im/54W* 1CMBOED-##M-M600 59 130
LED - HIGH POWER
124" 41/8" 597 105 9280Im/73W* 1CMBOED-###H-M600 59 130

S MODUL 625
(([D LED - LOW POWER

11240 41/8" 621 105 4790Im/36W* 1CMBOED-###E-M625 59 130
—— LED - MEDIUM POWER
an 11240 418" 621 105 7062im/54W* 1CMBOED-###M-M625 59 130
[ r_ﬂj 65mm LED - HIGH POWER
= 124" 418" 621 105 9280Im/73W* 1CMBOED-###H-M625 59 130
L LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

Further Product Options:

ALTERNATIVE COLOR LEDS WITH FURTHER SELI D
TEMPERATURES: HIGHER CRI SURFACE DESIGNS:
2200K - 6500K RA>90 SEE PAGE 11
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MATRIC-M1

Matric-M1

e Recessed light line for trimless installation
in plasterboard ceilings or walls

e Direct light distribution

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finish: mat silver anodized

¢ Single dimmed 1-10V

e Evenly spaced premium LEDs provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

¢ Mounting accessories included. Easy installation
due to mounting frame with plaster edge

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

¢ CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

o CETLus listed

ES

Matric-M1

e | uminaria LED linear empotrable sin contorno perimetral
para instalacion en techo o pared de carton/yeso o similar.

* Distribucion de luz directa.

e Difusor opalino de metacrilato satinado para una transmision
optimizada de luz e iluminacion uniforme.

* Acabado plata mate anodizado.

* Regulable sencillo 1-10V

» LEDs de primera calidad combinados con los més altos estandares,
gue generan una iluminacion homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 3 niveles estandar de intensidad luminosa.

e Accesorios de montaje incluidos. Instalacion sencilla gracias
al marco de montaje.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC>80.

e Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, longitudes
especiales, IRC>90.

» Garantia de 5 anos en todas las partes eléctricas.

Larga vida util de 50,000 h al 80% del flujo luminoso.

e El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




MATRIC-M1 / FRAMELESS 38MM / OPAL

-
. o | L1 [mm] | LUMEN/WATT @ 4000K* CODE
LED - LOW POWER
" 4 u 2-111/32" 890 1004Im/12w LM1OED-#4#E-L890 22 49
b o 341017/32" 182 1340Im/15W* LM1OED-#4#E-11182 27 60
+ w 40116 W5 1673mAowx 1LM1OED-#4#E-11475 33 73
5.92/4" 1765 2007Im/22W* 1LM1OED-#4#E-11765 39 86
7-817/32" 2350  2677Im/28W* 1LM1OED-#4#E-L2350 52 15
9'711/32" 2930 3346Im/34wWx 1LM1OED-#4#E-12930 68 15,0
LED - MEDIUM POWER
2-111/32° 890 1409Im/A7Wx LM1OED-#4#M-L890 22 49
341017/32" 182 1879Im/22W* LM1OED-#4#M-L1182 27 6,0
I:l } S 1516 | | 440116" 475 2348Im/26Wx LM1OED-#4#M-11475 33 73
7omm 5.92/4" 1765 2818Im/31W* LM1OED-#4#M-11765 39 86
20 7-817/32" 2350  3757Im/AOW* LM1OED-###M-L2350 52 15
sgmm l l 9'711/32" 2930 4697Im/A9w* LMIOED-###M-L2930 68 150
‘ 0 ‘ LED - HIGH POWER
2-111/32" 890 1930Im/23w* LM1OED-##4H-L890 22 49
341017/32" 82 2573Im/30W* LM1OED-##4H-L1182 27 60
PLEASE ORDER SEPARATELY: 410116" 475 3217Im/37W* 1LM1OED-###H-L1475 33 73
5.92/4" 1765 3860Im/A4w LM1OED-##4H-L1765 39 86
7-817/32" 2350 5147Im/57W* 1LM10ED-###H-L2350 52 15
9711/32" 2930 6433m/7IW* 1LM1OED-##4H-L2930 68 15,0
- LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K
FRAME FOR INSTALLATION
WITH SHADOW GAP *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

MATRIC-M1 / FRAME FOR INSTALLATION WITH SHADOW GAP

27/16"x12 L1 [Feet/Inch] | L2 [Feet/Inch] | L1[mm] L2 [mm]
I

! - § § 2111/32" 2'115/8" 890 905 1LM1-FRAME-L890 14 S
é‘\nﬁwnﬁ A Fué 3-1017/32" 3-111/8" 1182 1197 1LM1-FRAME-L1182 19 4,2
E = j E % 4-101/16"  4-1021/32" 1475 1490 1LM1-FRAME-L1475 2,2 49
. 5-92/4" 5'-1015/32" 1765 1780 1LM1-FRAME-L1765 31 6,8
1-1%-3;’3;“ 7'-817/32" 7'-817/32" 2350 2365 1LM1-FRAME-L2350 3,6 79
27/16" 9'711/32" 97 11/32" 2930 2945 1LM1-FRAME-L2930 4,2 93

£ 315/16
100mm

IMPORTANT. MATRIC-M1 VERSION NOT o é

AVAILABLE WITHOUT SHADOW GAP INSTALLATION

L2

Further Product Options:

oF] =

ALTERNATIVE COLOR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11
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MATRIC-M3 |

Matric-M3

e Recessed light line for trimless installation
in plasterboard ceilings or walls

e Direct light distribution

¢ Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finish: mat silver anodized

¢ Single dimmed 1-10V

e Evenly spaced premium LEDs provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

e Mounting accessories included. Easy installation due
to mounting frame with plaster edge

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

¢ CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

o CETLus listed

ES

Matric-M3 (LED)

e | uminaria LED linear empotrable sin contorno perimetral
para instalacion en techo o pared de carton/yeso o similar.

* Distribucion de luz directa.

e Difusor opalino de metacrilato satinado para una transmision
optimizada de luz e iluminacion uniforme.

e Acabado plata mate anodizado.

* Regulable sencillo 1-10V

» LEDs de primera calidad combinados con los més altos estandares,
gue generan una iluminacion homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 3 niveles estandar de intensidad luminosa.

e Accesorios de montaje incluidos. Instalacion sencilla gracias
al marco de montaje.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* |[RC>80.

» Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, longitudes
especiales, IRC>90.

» Garantia de 5 anos en todas las partes eléctricas.

Larga vida Util de 50,000 h al 80% del flujo luminoso.

e El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




MATRIC-M3 / FRAMELESS 55MM / OPAL

- > i S " D }gswr?‘gb l L1 [Feet/Inch] | L1 [mm] | LUMEN/WATT
—y LED - LOW POWER
7 "~ Sém 0 ] 2'111/32" 890 1866Im/17W* 1LM3OED-###E-1890 24 53
o u‘ o : G - 3-1017/32" 1182 2490Im/21w* 1LM3OED-###E-11182 29 64
g 410 1/16" 1475 3110lm/26W* 1LM3OED-###E-11475 35 77
5-92/4" 1765 3732Im/31W* 1LM3OED-###E-11765 41 90
7-817/32" 2350  4976lm/A0W* 1LM3OED-###E-12350 55 121
9'711/32" 2930 6220Im/A9wW* 1LM3OED-##4E-L2930 71 157
N LED - MEDIUM POWER
@D 2'111/32" 890  2556Im/23W* 1LM3OED-###M-1890 24 53
310 17/32" 1182 3408Im/30W* 1LM3OED-###M-11182 29 64
PLEASE ORDER SEPARATELY: 4'101/16" 475 4260Im/36W* 1LM3OED-###M-11475 35 77
5-92/4" 1765 5113Im/43w* 1LM3OED-###M-11765 41 90
7'-817/32" 2350 6817Im/57W* 1LM3OED-###M-12350 55 121
9'711/32" 2930 8521Im/70W* 1LM3OED-###M-12930 71 157
LED - HIGH POWER

FRAME FOR BRACKET FOR 2'111/32" 890 3693Im/34W* 1LM3OED-###H-1890 24 53
wmé’:ﬂg& - mTH%b/TxESEDOW o 310 17/32" 1182 4924Im/A5W* 1LM30ED-###H-11182 29 64
410 1/16" 1475 6156lm/56W* 1LMBOED-###H-11475 35 77
5'-9.2/4" 1765 7387Im/66W* 1LM3OED-###H-11765 41 90
7'-817/32" 2350  9849Im/87W* 1LM3OED-###H-12350 55 121
9'711/32" 2930 12311Im/109W* 1LM30ED-###H-12930 71 157

LED COLOR TEMPERATURE ###

827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

MATRIC-M3 / FRAMELESS 55MM /WALLWASHER

) = S ) D } S ] L1 [Feet/Inch] | L1[mm] | LUMEN/WATT @ 4000K*
é?ﬁz" LED - MEDIUM POWER
2 oo mm
’ 7S ’ [ ] 2 890 1160Im/17W 1LM3GED-###M-L890 27 60
A L ]
-~ : [ 310 17/32" 1182 1550Im/22W* 1LM3GED-###M-11182 33 73
e PLEASE ORDER SEPARATELY: 4-101/16" 75 1932Im/26W* 1LM3GED-###M-11475 38 84
5-92/8" 1765  2320Im/31W* 1LM3GED-###M-L1765 40 8,8
‘ 7-817/32" 2350 3100Im/40W* 1LM3GED-###M-L2350 60 132
/ 97 11/32" 2930 3865Im/49W* 1LM3GED-###M-12930 8,6 190
GID il LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

FRAME FOR INSTALLATION

WITH SHADOW GAP *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

MATRIC-M3 / FRAME FOR INSTALLATION WITH SHADOW GAP

33/4"xL2

4

L1 [Feet/Inch] | L2 [Feet/Inch] | L1 [mm] | L2 [mm] | CODE

- 13/32"

min_5 29/32"

s gy 211U 215" 890 905 1LM3-FRAME-L890 14 31
3017/32" 34118 1182 197 1LM3-FRAME-L1182 19 42

~132. 40116 4-1021/32" 1475 1490 1LM3-FRAME-L1475 22 49
e 592"  5-1015/32" 1765 1780  1ILM3-FRAME-L1765 31 68

g M 7-817/32"  7-817/32" 2350 2365 1LM3-FRAME-L2350 36 79
vy 9711/32" 97 11/32" 2930 2945  ILM3-FRAME-L2930 42 93

u
L2

MATRIC-M3 / BRACKET FOR INSTALLATION WITHOUT SHADOW GAP

27/32'x12 I

D 5 m 11 Feet/inch] | L2 Feetrincti [ L1immi | L2imm) [ cooe AMOUNT PER LUMINAIRE
v - o _ 3 AMOUNT FOR LED VERSION LUMINAIRES (T5 ON THE REQUEST)
;n ﬁ g g 2-111/32" 2'-113/32" 890 891  1LM3-BRACKET-L890 set of 2 piece
. — i 34017/32"  3-109/16" 1182 1183 1LM3-BRACKET-L1182 setof 2 piece
ENIEEN 4-101/16" 4-101/8" 1475 1476 1LM3-BRACKET-L1475 set of 2 piece
592/4"  5-917/32" 1765 1766 1LM3-BRACKET-L1765 set of 2 piece
7'-817/32" 7'-89/16" 2350 2351  1LM3-BRACKET-L2350 set of 3 piece
9'-711/32" 9'-713/32" 2930 2931  1LM3-BRACKET-12930 set of 3 piece

Further Product Options:

@ &

ALTERNATIVE COLOR
TEMPERATURES:
2200K - 6500K

LEDS WITH
HIGHER CRI
RA>90

FURTHER SELECTED
SURFACE DESIGNS:
SEE PAGE 11




MATRIC - M5

Matric-M5

e Recessed light line for trimless installation
in plasterboard ceilings or walls

e Direct light distribution

» Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination

e Finish: mat silver anodized

¢ Single dimmed 1-10V

e Evenly spaced premium LEDs provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer 2 standard output levels

¢ Mounting accessories included. Easy installation
due to mounting frame with plaster edge

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

¢ CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI>90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

o CETLus listed

ES

Matric-M5 (LED)

e | uminaria LED linear empotrable sin contorno perimetral
para instalacion en techo o pared de carton/yeso o similar.

e Distribucion de luz directa.

« Difusor opalino de metacrilato satinado para una transmision
optimizada de luz e iluminacion uniforme.

e Acabado plata mate anodizado.

¢ Regulable sencillo 1-10V

» LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminaciébn homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 2 niveles estandar de intensidad luminosa.

e Accesorios de montaje incluidos. Instalacion sencilla gracias
al marco de montaje.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

* [RC>.80

» Sobre pedido: amplia gama de temperaturas especiales
de color (2700K-6500K), colores para superficies especiales,
longitudes especiales, IRC>90

» Garantia de 5 anos en todas las partes eléctricas.
Larga vida 0til de 50,000 h al 80% del flujo luminoso.

e El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




MATRIC-M5 / FRAMELESS 82MM / OPAL

0] & ] & L1 (mm] | LUMEN/WATT @ 4000K*
o
3782 LED - LOW POWER

82mm

] 1-115/8" 600 1769Im/17W* 1LM50ED-###E-L600 2,8 6,2

. ) 2-111/32" 890  2654Im/23W* TLM50ED-###E-1890 30 6,6
! 3-1017/32" 1182 3538Im/30W* 1LMS0ED-###E-11182 36 79

4-101/16" 1475 4423Im/36W* TLM50ED-###E-L1475 42 93

5'-92/4" 1765 5307Im/42w* 1LMS5OED-###E-11765 5,6 12,3

7817/32" 2350 7077Im/56W* 1LMBOED-##4E-2350 68 150
@D 9711/32" 2930 8BA6M/GIW* 1LMSOED-##4E-12930 83 183
LED - MEDIUM POWER

1'-115/8" 600 2575Im/23W* 1LM50ED-###M-L600 2,8 6,2

PLEASE ORDER SEPARATELY: 2-111/32" 890 3862Im/3aW* 1LM5OED-###M-L890 30 66

310 17/32" 1182 5150Im/44W* 1LM50ED-###M-11182 3,6 79

4101/16" 1475 6437Im/54W* 1LM5OED-###M-L1475 42 93

5-92/4" 1765 7724lm/64W* 1LM50ED-###M-L1765 56 12,3

7-817/32" 2350 10299Im/85W* 1LM5OED-###M-12350 638 15,0

FRAME FOR BRACKET FOR 9711/32" 2930 12874Im/106W* 1LM50ED-###M-12930 83 183

INSTALLATION INSTALLATION

WITH SHADOW GAP WITHOUT SHADOW GAP LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

MATRIC-M5 / FRAME FOR INSTALLATION WITH SHADOW GAP

L2 [Feet/Inch] | L1 [mm] L2 [mm]
4 iﬁu

4 = i 2-111/32" 2-115/8" 890 905  1LMS5-FRAME-L890 14 31
e S 3-1017/32" 3111/8" 1182 1197 ILMS5-FRAME-L1182 19 42
‘ ) £40176"  4-1021/32" 1475 1490 1LM5-FRAME-L1475 22 49
T ’éﬁ 2 5.92/4"  5-1015/32" 1765 1780 1LM5-FRAME-L1765 31 638
T 7-817/32"  7-817/32" 2350 2365 1LM5-FRAME-L2350 36 79
__foomm_ 97 1/32" 97 11/32" 2930 2945 1LM5-FRAME-L2930 42 93

_ _

MATRIC-M5 / BRACKET FOR INSTALLATION WITHOUT SHADOW GAP

39/32'x1.2 L1 [Feet/Inch] | L2 L2 [mm] AMOUNT PER LUMINAIRE
@ . ) AMOUNT FOR LED VERSION LUMINAIRES (T5 ON THE REQUEST)

g ; 2'111/32" 2'-113/32" 890 891 1LM5-BRACKET-L890 set of 2 piece

: g 3-1017/32" 3-109/16" 1182 1183 1LM5-BRACKET-11182 set of 2 piece

E ) 4-101/16" 4-101/8" 1475 1476 1LM5-BRACKET-L1475 set of 2 piece
5-92/4" 5'917/32" 1765 1766 1LM5-BRACKET-L1765 set of 2 piece

7'-817/32" 7'-8916" 2350 2351 1LM5-BRACKET-L2350 set of 3 piece

9'711/32" 9'713/32" 2930 2931 1LM5-BRACKET-L2930 set of 3 piece

Further Product Options:

@ &

ALTERNATIVE COLOR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11
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MATRIC-F3

Matric-F3

e Recessed light line for installation in ceilings
or walls with cut-out openings

e Direct light distribution

e Optional: Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination or Wallwasher-optic

e Finish: mat silver anodized

e Single dimmed 1-10V

¢ Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

e Mounting accessories included

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

* CRI=80

e On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLuS listed

ES

Matric-F3

e Luminaria LED linear empotrable para instalacion en techo
0 pared con cortes hechos a la medida.

e Distribucion de luz directa.

e Opcional: difusor opalino de metacrilato satinado para transmision
de luz optimizada e iluminacion uniforme u Optica de bafador de pared.

* Acabado en plata mate anodizado.

¢ Regulable sencillo 1-10V

» LEDs de primera calidad combinados con los mas altos estandares,
gue generan una iluminacion homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 2 niveles estandar de intensidad luminosa.

e Accesorios de montaje incluidos. Instalacion sencilla gracias
al marco de montaje.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K.

e |[RC>80.

» Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, longitudes
especiales, IRC>90.

» Garantia de 5 anos en todas las partes eléctricas.

Larga vida Util de 50,000 h al 80% del flujo luminoso.

e El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLus




MATRIC-F3 / FRAME 70MM / OPAL

o ST L . L1 [Feet/Inch] L12[Feet/Inch] L2 [mm]
LED - LOW POWER
A ' 2'7/32"  11129/32" 615 607 1244Im/12W* 1LF30ED-##4E-L615 15 33
o 2115/8" 2115/16" 905 897 1866Im/17W* 1LF30ED-###E-L905 19 4,2
A 3-115/32"  3-1027/32" 1198 190 2488Im/21W* 1LF30ED-##4E-11198 21 46
41021/32"  441011/32" 1490 1482 3110m/26W* 1LF30ED-###E-11490 25 55
5103/32" 5-93/4" 1780 1772 3732im/31w* 1LF30ED-##4E-11780 38 8,4
7918 7-825/32" 2365 2357 4976lm/A0W* 1LF30ED-###E-12365 42 93
9'715/16" 9-75/8" 2945 2937 6220Im/49W* 1LF30ED-###E-12945 50 1,0
LED - MEDIUM POWER
23/8'12 2'7/32"  11129/32" 615 607 1704Im/16W* 1LF30ED-##4M-L615 15 33
2'-115/8" 2115/16" 905 897 2556Im/23W* 1LF30ED-##4M-L905 19 42
! 3-4115/32"  3-1027/32" 1198 1190  3408Im/30W* 1LF30ED-###M-11198 21 46
max 4 23/32" 441021/32"  441011/32" 1490 1482 4260Im/36W* 1LF30ED-##4M-11490 25 55
= 250167) " " 5-103/32" 5.934" 1780 1772 5113m/A3w 1LF30ED-###M-L1780 38 84
a1 316" 7-91/8"  7-825/32" 2365 2357 6817Im/57W* 1LF30ED-##4M-12365 42 93
me ;B/%zm | — 9'-715/16" 9'75/8" 2945 2937 8521Im/70W* 1LF30ED-###M-12945 5.0 11,0
min gmm T LED - HIGH POWER
omm 2'7/32"  11129/32" 615 607 2462im/24W* 1LF30ED-###H-L615 15 33
230" 2'115/8" 2115/16" 905 897 3693Im/34W* 1LF30ED-##4#H-L905 19 42
Sooner o 3115/32"  3-1027/32" 198 190 4924Im/45W* 1LF30ED-###H-11198 21 4.6
i 441021/32"  441011/32" 1490 1482 6156Im/56W* 1LF30ED-###H-11490 25 55
5103/32" 5.93/4" 1780 1772 7387Im/66W* 1LF30ED-###H-11780 38 8,4
7'-91/8"  7-825/32" 2365 2357 9849Im/87W* 1LF30ED-###H-L2365 42 93
] [
LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

L2
L | *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

| =< ) L1 [Feet/Inch] 7 /Inc L1 [mm] L2 [mm] / 0
- LED - MEDIUM POWER

"] ” 2'-7/32" 1-1129/32" 615 607 773Im/12W* 1LF3GED-##4M-L615 21 4,6
o 2'115/8" 2415/16" 905 897 1160Im/17W* 1LF3GED-###M-1905 28 6,2
e 3'-115/32" 341027/32" 1198 1190 1550Im/22w* 1LF3GED-###M-11198 33 73
4-1021/32" 449011/32" 1490 1482 1932im/26W* 1LF3GED-###M-11490 41 90
5-103/32" 593" 1780 1772 2320lm/31W* 1LF3GED-###M-11780 56 12,3
7'-91/8" 7-825/32" 2365 2357 3100Im/40W* 1LF3GED-###M-12365 6,5 14,3
(QD 9'715/16" 975/8" 2945 2937 3865Im/A9wW* 1LF3GED-###M-12945 79 174

LED COLOR TEMPERATURE ### 827: 2700K, 830: 3000K, 835: 3500K, 840: 4000K

23/8'xL2

4

*LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

max 4 23/32"
21516" | M
75mm

max 1 3/16"
min 132" =] —
max 30mm [
min 8mm [
s
9mm
23
70mm
315/16"
100mm
1
o

Further Product Options:

o] =

ALTERNATIVE COLOR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11




MATRIC-F5

[OPAL /WALLWASHER]

Matric-F5

» Recessed light line for installation in ceilings
or walls with cut-out openings

e Direct light distribution

e Optional: Opal diffuser made of frosted methacrylate for enhanced
light transmission and uniform illumination or Wallwasher-optic

e Finish: mat silver anodized

e Single dimmed 1-10V

e Evenly spaced premium LEDS provide continuous, seamless
lines of light combined with highest efficacy standards.
Factory-programmable drivers offer up to 3 standard output levels

e Mounting accessories included

e Standard color temperature: 2700K, 3000K, 3500K, 4000K

¢ CRI=80

* On request: Wide range of special color temperatures
(2700K-6500K), special surface colors, special lengths, CRI=90

e 5-year warranty on all electrical parts.
80% of initial light output for 50,000 hours

e Direct access to integral drivers and LED circuit boards
ensures hassle-free installation and maintenance

e CETLus listed

ES

Matric-F5

e Luminaria LED linear empotrable para instalacion en techo o pared
con cortes hechos a la medida.

e Distribucion de luz directa.

e Opcional: difusor opalino de metacrilato satinado para transmision de luz
optimizada e iluminacion uniforme u Optica de bafiador de pared.

e Acabado en plata mate anodizado.

¢ Regulable sencillo 1-10V

¢ LEDs de primera calidad combinados con los més altos estandares,
gue generan una iluminacién homogénea aun colocados
espaciadamente. Los balastros con programacion de fabrica
ofrecen 2 niveles estandar de intensidad luminosa.

* Accesorios de montaje incluidos. Instalacion sencilla gracias
al marco de montaje.

e Temperatura de color estandar: 2700K, 3000K, 3500K y 4000K. IRC>80.

¢ Sobre pedido: amplia gama de temperaturas especiales de color
(2700K-6500K), colores para superficies especiales, longitudes
especiales, IRC>90.

e Garantia de 5 afos en todas las partes eléctricas.
Larga vida Util de 50,000 h al 80% del flujo luminoso.

¢ El acceso directo a balastros integrados y placas de circuito
de LED asegura una instalacion sencilla y un facil mantenimiento.

e Certificado por cETLUS




MATRIC-F5 / FRAME 100MM / OPAL

- T S - L1 [Feet/Inch] L2 [Feet/Inch] | L1 [mm] | L2 [mm] | LUMEN/WAT
LED - LOW POWER
7 ' 2-7/32" 171129/32" 615 607 1769Im/17W* LFSOED-#4#E-L615 21 4,6
@ “‘" o 2-115/8" 2415/16" 905 897 2654Im/23W* 1LF50ED-###E-L905 24 53
3-115/32" 340232 1198 1190  3538Im/30W* 1LF50ED-##4E-L1198 33 73
£4021/32" 40132 190 1482 4423Im/36W* 1LF50ED-###E-L1490 38 8,4
5-103/32" 593" 1780 1772 5307Im/42w* LFSOED-###E-L1780 45 99
7-91/8" 782532 2365 2357 7077Im/56W* ILF50ED-###E-L2365 58 12,8
9'715/16" 9758" 2945 2937  88A6M/CIW* LFSOED-###E-L2945 76 16,8
LED - MEDIUM POWER
2-7/32" 11129/32" 615 607 2575Im/23Wx ILFSOED-###M-L615 21 4,6
371612 I 2115/8" 241516 905 897 3862Im/34W* 1LF50ED-###M-L905 2,4 53
! 3-115/32" 340232 1198 1190 5150im/44wx ILFSOED-###M-L1198 33 73
s 2 £4021/32" 40132 190 1482 6437Im/5AW* LF50ED-###M-L1490 38 8,4
e 5-103/32" 593" 1780 1772 7720Im/6AW* 1LF5OED-###M-L1780 45 99
90mm 7-91/8" 782532 2365 2357  10299Im/85W*  ILFSOED-###M-L2365 58 12,8
max 1336, = — 9'715/16" 9758' 2945 2987  12874Im/106W*  1LFSOED-###M-L2945 76 168
max 30mm — e :'me
min gmm 15732 LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K
T *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION
315/16" 100mm
100mm
o
] [

L2

MATRIC-F5 / FRAME 100MM / WALLWASHER

ST L1 [Feet/Inch] | L2 [Feet/Inch] | LT[mm] | L2[mm]
" - LED - MEDIUM POWER

| 7 2'-7/32" 1N29/32" 615 607 773Im/12W* 1LFSGED-###M-L615 2,7 6,0
& = oo 2-115/8" 211516 905 897 1160Im/17W* 1LFSGED-###M-1905 3}3) 73
=% 3'-115/32" 3-1027/32" 198 1190 1550Im/22w* 1LFSGED-###M-11198 50 11,0
4'-1021/32" 4401732 1490 1482 1932Im/26W* 1LFSGED-###M-11490 53 "7
5-103/32" 5-931" 1780 1772 2320lm/31W* 1LFSGED-###M-L1780 6,3 139
E 7-91/8" 7-825/32" 2365 2357 3100Im/40W* 1LFSGED-###M-12365 8,1 179
@ 9'-715/16" 975" 2945 2937 3865Im/49wW* 1LFSGED-###M-L2945 10,5 231

LED COLOR TEMPERATURE ### 827:2700K, 830: 3000K, 835: 3500K, 840: 4000K

37/16"xL2 N *LUMINAIRE LUMINOUS FLUX (DELIVERED LUMENS) @ 4000K / TOTAL POWER CONSUMPTION

vl

max 5 2/4"
max 140
317/32"
90mm
max 1 3//16"
min 11/32" "
e [ ] [y
min 8mm J
13/32"
10mm
315/16"
315/16" 100mm
100mm
| —
o é

Further Product Options:

o] =

ALTERNATIVE COLOR LEDS WITH FURTHER SELEC
TEMPERATURES: HIGHER CRI SURFACE DESIG
2200K - 6500K RA>90 SEE PAGE 11




CODE INDEX

FIRST TWO CODE LETTERS
IN ALPHABETICAL ORDER

AA
AG
AP
AR
AW
AX
BA
BG
BM
BP
BX
CA
CG
CM
CP
cw
CX
HG
HP

LA

PRODUCT
FAMILY

Caleo-A
Caleo-G
Caleo-P
Caleo-R
Caleo-W
Caleo-X
Basic-A
Basic-G
Basic-M
Basic-P
Basic-X
Cubic-A
Cubic-G
Cubic-M
Cubic-P
Cubic-W
Cubic-X
Amorphicon-G
Amorphicon-P

Matric-A

PAGE

30-31, 198-203
132-133, 136-139
132-133, 136-137
140-141
34-37
30-31, 198-201
28-29, 196-197
128-129
234-239
128-129
28-29, 196-197
40-41, 204-205, 212-213
144-149
240-243, 246-247
144-147
44-45
40-41, 204-205, 212-213
80-81
80-81

46-47, 214-215, 220-225



FIRST TWO CODE LETTERS
IN ALPHABETICAL ORDER

LD

LF
LG
LM
LR
LW
MA
MP
MX
QA
QF
QG
QP
RA
RG
RP
uT
YA
YG

YP

PRODUCT
FAMILY

Matric-D
Matric-F
Matric-G
Matric-M
Martic-R
Matric-W
Beam Me Up-A
Beam Me Up-P
Beam Me Up-X
Liquid Line-A
Liquid Line-F
Liquid Line-G
Liquid Line-P
Ringo Star-A
Ringo Star-G
Ringo Star-P
Lucille-T

Three Peaks-A
Three Peaks-G

Three Peaks-P

PAGE

54-55

264-267

148-149, 156-157, 166-169

252-253, 256-259
162-163, 166-167
50-51, 58-59
190-191
86-87
188-189
176-179
228-229
70-71
68-69
186-187
208-209, 114-115
106-107, 114-115
18-21
182-183
82-83

82-83



The product details provided in this catalogue are for information only. Lightnet
does not warrant that the given product descriptions are complete or error-free.
We reverse the right for product modifications and shall not be held liable for
any differences between printed details or illustrations and the actual product.
Our terms of business and delivery apply. They can be found under: www.lightnet.us
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