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FEATURES

• ETL & cETL listed for wet locations
• Clear seeded crystal
• Dark sky friendly
• Universal driver (120V, 220V, 277V)
• Integral universal driver located in canopy
• Replaceable LED module
• 70,000 hour rated life
• Color Temp: 3000K
• CRI: 90

PRODUCT DESCRIPTION

A refreshing look for refined tastes. A raindrop glass cylinder suspended within in an architectural frame. Beautifully illuminated with LED down lighting for 
a magical appearance of crystallized effervescence. Dark sky orientation preserves observation of star filled skies.

SPECIFICATIONS

Construction: Aluminum raindrop glass cylinder

Light Source: High output LED

Dimming: Dims to 10% with an electronic low voltage (ELV) dimmer

Mounting: Mounts directly to junction box

Finish: Black (BK)

STRUCTURE – model: WS-W54
LED Outdoor

WS-W54 – BK

Example: WS-W5416-BK

ORDER NUMBER

Model Width Watt
LED
Lumens

Delivered 
Lumens Finish

WS-W54 11
16

11"
16"

11W
11W

915 
915

530 
525 BK Black

7"

6"

11" - 16"

REPLACEMENT GLASS

Model Fixture

RPL-GLA-5411 WS-W5411

RPL-GLA-5416 WS-W5416


