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FEATURES

• ETL & cETL wet location listed, IP65 rated
• 10' of wire included to extend pendant up to a total of 120", three 12"  
 and one 6" downrods included (additional downrods available).
• Dark Sky friendly
• Twist lock glass for minimal hardware
• Aluminum construction with a thick, mouth blown clear glass 
element
• Integral transformer in canopy
• Universal driver (120V-220V-277V)
• Full range dimming when used with compatible dimmers*
• Replaceable LED module
• 50,000 hour potential life
• Color Temp: 3000K
• CRI: 90

PRODUCT DESCRIPTION

Giving the proverbial nod to tradition, it takes a powerful LED to pull off 
this look in a dark sky design. This contemporary lantern showcases a 
mouth blown clear glass element and is equipped with state of the art 
LEDs for a filament-free design. 

SPECIFICATIONS

Construction: Aluminum with thick, mouth blow clear glass

Light Source: High output LED.

Finish: Brushed Aluminum (AL), Bronze (BZ)

Standards: ETL & cETL wet location listed. IP 65. 

SUSPENSE – model: PD-W19

LED Interior & Exterior Pendants

ORDER NUMBER

Model Diameter Watt
LED
Lumens

Delivered 
Lumens Finish

PD-W1915 10" 12W 722 677 AL
BZ

Brushed Aluminum
Bronze

Example: PD-W1915-AL

62"

4a"

10"

53" max

PD-W1915

Adjustable for  
slope ceiling  
application

Replacement Rod Finish

RPL-ROD-OUT06
RPL-ROD-OUT12

6 inch
12 inch

AL
BZ

Aluminum
Bronze


