





ROTON

DESIGNED BY SEAN LAVIN

ROTON SMALL OUTDOOR PENDANT

7000PROT92712BUNV (2700K)
BLACK

7000PROT92712ZUNV (2700K)
BRONZE

7000PROT92712HUNYV (2700K)
CHARCOAL

ROTON MEDIUM OUTDOOR PENDANT

7000PROT92718BUNYV (2700K)
BLACK

7000PROT92718ZUNV (2700K)
BRONZE

7000PROT92718HUNV (2700K)
CHARCOAL

H: 6.9" (9.4" min-30.4" max) | W: 12" | Canopy: 4.7" round H:10.1" (12.6" min. - 33.6" max.) | W: 18" | Canopy: 4.7" round
Integrated LED | 120V-277V | 21.4W | 1320 Lumens | 2700K, 3000K or 4000K | 90CRI Integrated LED | 120V-277V | 36.2W | 2556 Lumens | 2700K, 3000K or 4000K | 90CRI

For additional specification information, please refer to page 762 or visit techlighting.com For additional specification information, please refer to page 762 or visit techlighting.com
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BOXIE

DESIGNED BY SEAN LAVIN

BOXIE SMALL OUTDOOR WALL/FLUSH MOUNT

7000WBXS930Z120 7000WBXS930H120
BRONZE CHARCOAL
H:2" | W:5.3"

Integrated LED [ 120V or 277V [ 12W | 435 Lumens | 3000K | 90CR]

For additional specification information, please refer to page 756 or visit techlighting.com

BOXIE LARGE OUTDOOR WALL/FLUSH MOUNT

7000WBXL930Z120 7000WBXL930H120
BRONZE CHARCOAL

Large: H: 2.7" | W: 9"
Integrated LED | 120V or 277V | 25W | 905 Lumens | 3000K | 90CRI

For additional specification information, please refer to page 756 or visit techlighting.com




CIRQUE

DESIGNED BY SEAN LAVIN

CIRQUE SMALL OUTDOOR WALL/FLUSH MOUNT

7000WCQS930Z120 7000WCQS930H120
BRONZE CHARCOAL
H:2.2"| W: 6"

Integrated LED | 120V or 277V | 12W | 472 Lumens | 3000K | 90CRI

For additional specification information, please refer to page 757 or visit techlighting.com

CIRQUE LARGE OUTDOOR WALL/FLUSH MOUNT

7000WCQL930Z120 7000WCQL930H120
BRONZE CHARCOAL

H:2.75" | w: 11"
Integrated LED | 120V or 277V | 23W | 1033 Lumens | 3000K | 90CRI

For additional specification information, please refer to page 758 or visit techlighting.com
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STRUT

DESIGNED BY SEAN LAVIN

[11

STRUT OUTDOOR PATH STRUT OUTDOOR BOLLARD

7000ASTR92718DB12SST (2700K / STAKE MOUNTING) 7000BSTR82742CBUNV2 (2700K)

BLACK BLACK

7000ASTR92718DZ12SST (2700K / STAKE MOUNTING) 7000BSTR82742CZUNV2 (2700K)

BRONZE BRONZE

7000ASTR92718DH12SST (2700K / STAKE MOUNTING) 7000BSTR82742CHUNV2 (2700K)

CHARCOAL CHARCOAL

H:18" | L:6.5" | W: 4" H: 42" | L:8.5" | W: 5.1"

Integrated LED | 12V | 14.6W | 693 Lumens | 2700K or 3000K | 9OCRI Integrated LED | 120V-277V | 19.4W | 1312 Lumens | 2700K, 3000K or 4000K | 80CRI

For additional specification information, please refer to page 763 or visit techlighting.com For additional specification information, please refer to page 763 or visit techlighting.com
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TURBO

DESIGNED BY SEAN LAVIN

TURBO OUTDOOR PATH

7000ATUR82712DB12SST (2700K / STAKE MOUNTING)
BLACK

7000ATURS82712DZ12SST (2700K / STAKE MOUNTING)
BRONZE

7000ATURS82712DH12SST (2700K / STAKE MOUNTING)
CHARCOAL

H:10.9" | W: 6"
Integrated LED | 12V | 15.6W | 1009 Lumens | 2700K or 3000K | 80CRI

For additional specification information, please refer to page 764 or visit techlighting.com

TURBO OUTDOOR BOLLARD

7000BTUR8304220CBUNVS (3000K)
BLACK

7000BTUR8304220CZUNVS (3000K)
BRONZE

7000BTUR8304220CHUNVS (3000K)
CHARCOAL

H:40.9" | W: 6"
Integrated LED | 120V-277V | 26.3W | 2045 Lumens | 3000K or 4000K | 80CRI

For additional specification information, please refer to page 765 or visit techlighting.com
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SYNTRA

DESIGNED BY SEAN LAVIN

SYNTRA OUTDOOR PATH

7000ASYN83018DZ12SST (STAKE MOUNTING)
BRONZE

7000ASYN83018DH12SST (STAKE MOUNTING)
CHARCOAL

H:18" | L: 8" | W:7.2"
Integrated LED | 12V [ 12.9W | 256 Lumens | 3000K | 80OCRI

For additional specification information, please refer to page 763 or visit techlighting.com

SYNTRA OUTDOOR BOLLARD

7000BSYN83042CZUNVS (3000K)
BRONZE

7000BSYN83042CHUNVS (3000K)
CHARCOAL

H: 42" | L:8" | W:7.2"
Integrated LED | 120V-277V | 28.9W | 578 Lumens | 3000K or 4000K | 80CRI

For additional specification information, please refer to page 763 or visit techlighting.com
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REVEL

DESIGNED BY SEAN LAVIN

REVEL OUTDOOR PATH REVEL OUTDOOR BOLLARD

7000ARVL8308DZ12SST (3000K / STAKE MOUNTING) 7000BRVL83042DZUNVS (3000K)

BRONZE BRONZE

7000ARVL8308DH12SST (3000K / STAKE MOUNTING) 7000BRVL83042DHUNVS (3000K)

CHARCOAL CHARCOAL

H:8" | W:6" | D: 4" H: 42" | W: 6" | D: 4"

Integrated LED | 12V | 17.6W | 122 Lumens | 3000K | 80CRI Integrated LED | 120V-277V | 18.9W | 125 Lumens | 3000K or 4000K | 80CRI

For additional specification information, please refer to page 761 or visit techlighting.com For additional specification information, please refer to page 762 or visit techlighting.com






ARKAY

DESIGNED BY SEAN LAVIN

ARKAY TWO BOLLARD ARKAY THREE BOLLARD

7000BARK283036BUNYV (3000K) 7000BARK383036BUNV (3000K)

BLACK BLACK

H: 36.8" | W: 6" H: 36.8" | W: 6"

Integrated LED | 120V-277V | 24.2W | 1232 Lumens | 3000K or 4000K | 80CRI Integrated LED | 120V-277V | 15.3W | 1360 Lumens | 3000K or 4000K | 80CRI

For additional specification information, please refer to page 751 or visit techlighting.com For additional specification information, please refer to page 751 or visit techlighting.com



ARKAY

DESIGNED BY SEAN LAVIN

ARKAY ONE BOLLARD

7000BARK183036BUNV (3000K)
BLACK

H:36.8" | W: 6"
Integrated LED | 120V-277V | 16.1W | 901 Lumens | 3000K or 4000K | 80CRI

629
For additional specification information, please refer to page 751 or visit techlighting.com
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LUCIA FLOOR

DESIGNED BY SEAN LAVIN

LUCIA FLOOR LAMP

7000PRTLUC92762B 7000PRTLUC92762BZ
BLACK BRONZE

H: 61.6" | W: 18" | Base 13" round
Integrated LED | 120V-240V | 30W | 750 Lumens | 2700K | 90CRI

For additional specification information, please refer to page 767 or visit techlighting.com
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NEVIS FLOOR

DESIGNED BY SEAN LAVIN

NEVIS FLOOR LAMP

7000PRTNEV92762B 7000PRTNEV92762W
BLACK WHITE

H: 61.6" | W:18.3" | Base 13" round
Integrated LED | 120V-240V | 20W | 750 Lumens | 2700K | 90CRI

For additional specification information, please refer to page 767 or visit techlighting.com
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ESSENCE LINEAR LIGHTING SYSTEM

ESSENCE provides premier quality, made-to-order
architectural light channels and premium LED tape. It
delivers function and sophistication with a selection of
mounting options for drywall, millwork, and surface
applications with no visible mounting hardware. Utilize
ESSENCE for critical task lighting under cabinets or in work
spaces. Add dimension to bookshelves or provide added
general illumination in coves. Highlight interior elements and
create comfortable, stylish spaces with multiple layers of light.
Numerous brightness levels and excellent color guality and
consistency accentuate the color pallet and textures

enhancing visual interest and comfort to any space.
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RECESSED LIGHTING

Where light is placed, at what relative intensities, and in what
direction, has a significant impact on visibility, aesthetics, task
performance, safety, mood, satisfaction, and social interaction
- in summary, visual comfort. Tech Lighting's recessed offering
provides tailored architectural solutions that will transform
your space. It includes a multitude of round and square small
aperture options and premium die-cast trims. Thoughtful
engineering allows the light to be aimed exactly where it is
most wanted while virtually eliminating glare at the ceiling. The
extensive portfolio provides solutions for the most challenging
applications - across new construction and remodel - while
the latest LED and driver technology provide exceptional light
guality and dimming performance. Short lead times and a
relentless focus on service help ensure your project will finish

on-time and serve your needs for years to come







CYLINDERS

Tech Lighting's expanding line of LED Cylinders provide
extensive flexibility for residential, hospitality and commercial
applications. At only 2" or 3" in diameter, Tech Lighting
Cylinders offer a minimalist design detail while delivering
significant functionality. Multiple mounting methods and lumen
outputs accommodate all different ceiling types and heights
while the clean lines create a timeless aesthetic. Select a
contrasting finish for a bolder architectural look or the
field-paintable white finish so that the cylinders meld into the
overall architecture of the space. Field-adjustable and wall
wash options allow the light to be directed exactly where it is
most needed to highlight task surfaces, artwork, design details,

and more
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COLLIER 24 PENDANT OR SWAG

COLLIER 36 PENDANT OR SWAG

FEATURED COLLECTIONS

P28 P28

ITEM NUMBER REMOTE CANOPY/MUD PLATE SURFACE CANOPY ITEM NUMBER REMOTE CANOPY/MUD PLATE SURFACE CANOPY

Natural Brass 5 54" Natural Brass 5 54"

700CLR24NB-LED927R (2700K Remote, 120V) 127 mm 136 mm 700CLR36NB-LED927R (2700K Remote, 120V) 127 mm 136 mm

700CLR24NB-LED927R-277 (2700K Remote, 277V) e T R 700CLR36NB-LED927R-277 (2700K Remote, 277V) e T R

700CLR24NB-LED927S (2700K Surface) 20mm w‘;—f""m 700CLR36NB-LED927S (2700K Surface) 20mm 1o§'fnm

700CLR24NB-LED930R (3000K Remote, 120V) - 700CLR36NB-LED930R (3000K Remote, 120V) -

700CLR24NB-LED930R-277 (3000K Remote, 277V) sfﬁ: 32 v 700CLR36NB-LED930R-277 (3000K Remote, 277V) ﬁ: %:

700CLR24NB-LED930S (3000K Surface) 8lmm . 700CLR36NB-LED930S (3000K Surface)

Polished Nickel B2 126" Polished Nickel

700CLR24N-LED927R (2700K Remote, 120V) 828 mm 700CLR36N-LED927R (2700K Remote, 120V)

700CLR24N-LED927R-277 (2700K Remote, 277V) 700CLR36N-LED927R-277 (2700K Remote, 277V) ﬁ 453"

700CLR24N-LED927S (2700K Surface) 700CLR36N-LED927S (2700K Surface) 151mm

700CLR24N-LED930R (3000K Remote, 120V) 700CLR36N-LED930R (3000K Remote, 120V)

700CLR24N-LED930R-277 (3000K Remote, 277V) ! - 700CLR36N-LED930R-277 (3000K Remote, 277V)

700CLR24N-LED930S (3000K Surface) 2 2 —a 700CLR36N-LED930S (3000K Surface)

5Tmm

SIZE e SIZE

Remote: H: 29.2" | W: 2" | Canopy: 5" round Remote: H: 42" | W: 2" | Canopy: 5" round —a

Surface: H: 32.6" | W: 2" | Canopy: 5.4" round Surface: H: 45.3" | W: 2" | Canopy: 5.4" round sz .
5imm bd

LAMPING LAMPING 2

Integrated LED Integrated LED S1mm

Voltage: Remote: 120V or 277V | Surface: 120V-277V Voltage: Remote: 120V or 277V | Surface: 120V-277V

Total Watts: 8.2W Total Watts: 12.3W

Delivered Lumens: 452 Delivered Lumens: 678

CCT: 2700K or 3000K CCT: 2700K or 3000K

CRI: 90 CRI: 90

Dimmable with most LED compatible ELV, Triac and 0-10V Dimmable with most LED compatible ELV, Triac and 0-10V

dimmers; 277V compatible with 0-10V dimmers; Surface dimmers; 277V compatible with 0-10V dimmers; Surface

dimmable with ELV and Triac dimmers dimmable with ELV and Triac dimmers

COLLIER 48 PENDANT OR SWAG COLLIER 84 PENDANT OR SWAG

P29 P29

ITEM NUMBER REMOTE CANOPY/MUD PLATE SURFACE CANOPY ITEM NUMBER REMOTE CANOPY/MUD PLATE SURFACE CANOPY

Natural Brass 5 54" Natural Brass 5 54"

700CLR48NB-LED927R (2700K Remote, 120V) 127 mm 136 mm 700CLR84NB-LED927R (2700K Remote, 120V) 127 mm 136 mm

700CLR48NB-LED927R-277 (2700K Remote, 277V) A S 700CLR84NB-LED927R-277 (2700K Remote, 277V) e T A

700CLR48NB-LED927S (2700K Surface) 20mm o o 700CLR84NB-LED927S (2700K Surface) 20mm e o

700CLR48NB-LED930R (3000K Remote, 120V) - 700CLR84NB-LED930R (3000K Remote, 120V) -

700CLR48NB-LED930R-277 (3000K Remote, 277V) 31372: 32" -~ 700CLR84NB-LED930R-277 (3000K Remote, 277V) 31372: 32" -~

700CLR48NB-LED930S (3000K Surface) mm 81mm - 700CLR84NB-LED930S (3000K Surface) mm 81mm -

Polished Nickel Polished Nickel

700CLR48N-LED927R (2700K Remote, 120V) 547" 700CLR84N-LED927R (2700K Remote, 120V) 920"

700CLR48N-LED927R-277 (2700K Remote, 277V) 1390 mm 58" 700CLR84N-LED927R-277 (2700K Remote, 277V) 2360 mm 96.3"

700CLR48N-LED927S (2700K Surface) 1475 mm 700CLR84N-LED927S (2700K Surface) 2445mm

700CLR48N-LED930R (3000K Remote, 120V) 700CLR84N-LED930R (3000K Remote, 120V)

700CLR48N-LED930R-277 (3000K Remote, 277V) 700CLR84N-LED930R-277 (3000K Remote, 277V)

700CLR48N-LED930S (3000K Surface) 700CLR84N-LED930S (3000K Surface)

SIZE N SIZE .

Remote: H: 54.7" | W: 2" | Canopy: 5" round L4 Remote: H: 92.9" | W: 2" | Canopy: 5" round L4

Surface: H: 58" | W: 2" | Canopy: 5.4" round 5]27 ! - Surface: H: 96.3" | W: 2" | Canopy: 5.4" round 2 ! -

mm o 51mm o
LAMPING 5imm LAMPING 5Tmm

Integrated LED

Voltage: Remote: 120V or 277V | Surface: 120V-277V

Total Watts: 16.4W

Delivered Lumens: 904

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible ELV, Triac and 0-10V
dimmers; 277V compatible with O-10V dimmers; Surface
dimmable with ELV and Triac dimmers

LA

Integrated LED

Voltage: Remote: 120V or 277V | Surface: 120V-277V

Total Watts: 28.7W

Delivered Lumens: 1582

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible ELV, Triac and 0-10V
dimmers; 277V compatible with O-10V dimmers; Surface
dimmable with ELV and Triac dimmers
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PRODUCT SPECIFICATIONS

FEATURED COLLECTIONS

COLLIER 108 PENDANT OR SWAG

COLLIER 132 PENDANT OR SWAG

P30 P32
ITEM NUMBER REMOTE CANOPY/MUD PLATE SURFACE CANOPY ITEM NUMBER REMOTE CANOPY/MUD PLATE SURFACE CANOPY
Natural Brass 5 54" Natural Brass 5 54"
700CLR108NB-LED927R (2700K Remote, 120V) 127 mm 136 mm 700CLR132NB-LED927R (2700K Remote, 120V) 127mm 136 mm
700CLR108NB-LED927R-277 (2700K Remote, 277V) e T RS 700CLR132NB-LED927R-277 (2700K Remote, 277V) e T R
700CLR108NB-LED927S (2700K Surface) 20mm 10‘;3“"1 700CLR132NB-LED927S (2700K Surface) 20mm 10‘;3“"1
700CLR108NB-LED930R (3000K Remote, 120V) - 700CLR132NB-LED930R (3000K Remote, 120V) -
700CLR108NB-LED930R-277 (3000K Remote, 277V) 31372: 32" -~ 700CLR132NB-LED930R-277 (3000K Remote, 277V) 31372: 32" -~
700CLR108NB-LED930S (S 3000K urface) mm 8imm o 700CLR132NB-LED930S (3000K Surface) mm 8lmm o
Polished Nickel Polished Nickel
700CLR108N-LED927R (2700K Remote, 120V) 184" 700CLR132N-LED927R (2700K Remote, 120V) 1439
700CLR108N-LED927R-277 (2700K Remote, 277V) 3007 mm 1217 700CLR132N-LED927R-277 (2700K Remote, 277V) 3654 mm 147.2"
700CLR108N-LED927S (2700K Surface) 3092 mm 700CLR132N-LED927S (2700K Surface) 3739 mm
700CLR108N-LED930R (3000K Remote, 120V) 700CLR132N-LED930R (3000K Remote, 120V)
700CLR108N-LED930R-277 (3000K Remote, 277V) 700CLR132N-LED930R-277 (3000K Remote, 277V)
700CLR108N-LED930S (3000K Surface) 700CLR132N-LED930S (3000K Surface)
SIZE N SIZE N
Remote: H: 118.4" | W: 2" | Canopy: 5" round L d Remote: H: 143.9" | W: 2" | Canopy: 5" round L d
Surface: H: 121.7" | W: 2" | Canopy: 5.4" round 5127 ! - Surface: H: 147.2" | W: 2" | Canopy: 5.4" round 2 ! -
mm " S51mm -
LAMPING 5Tmm LAMPING 5imm
Integrated LED Integrated LED
Voltage: Remote: 120V or 277V | Surface: 120V-277V Voltage: Remote: 120V or 277V | Surface: 120V-277V
Total Watts: 36.9W Total Watts: 45.1W
Delivered Lumens: 2064 Delivered Lumens: 2486
CCT: 2700K or 3000K CCT: 2700K or 3000K
CRI: 90 CRI: 90
Dimmable with most LED compatible ELV, Triac and 0-10V Dimmable with most LED compatible ELV, Triac and 0-10V
dimmers; 277V compatible with 0-10V dimmers; Surface dimmers; 277V compatible with 0-10V dimmers; Surface
dimmable with ELV and Triac dimmers dimmable with ELV and Triac dimmers
COLLIER 240 PENDANT OR SWAG COLLIER SWAG CABLE
P34 P36
ITEM NUMBER REMOTE CANOPY/MUD PLATE SURFACE CANOPY ITEM NUMBER 9
Natural Brass 5 5.4° Natural Brass rzzmm1
700CLR240NB-LED927R (2700K Remote, 120V) 127 mm 136 mm 700CLRSWAGNB — —
700CLR240NB-LED927R-277 (2700K Remote, 277V) I S S S Polished Nickel l@" @I 9
700CLR240NB-LED927S (2700K Surface) 20mm 10‘;3“"1 700CLRSWAGN ﬂnm
700CLR240NB-LED930R (3000K Remote, 120V) -
700CLR240NB-LED930R-277 (3000K Remote, 277V) ﬁ: 32" -~ SIZE
700CLR240NB-LED930S (3000K Surface) 81mm o H:.8" (7.7" min. - 145.7" max.) | L: .9" | W:1.2"
Polished Nickel
700CLR240N-LED927R (2700K Remote, 120V) . _7.7-145.7"
2585 196-3701mm

700CLR240N-LED927R-277 (2700K Remote, 277V) 566 mm 2618"
700CLR240N-LED927S (2700K Surface) 6651mm
700CLR240N-LED930R (3000K Remote, 120V)
700CLR240N-LED930R-277 (3000K Remote, 277V)
700CLR240N-LED930S (3000K Surface) .
SIZE . ©)~® E]IB _ 20mm
Remote: H: 258.5" | W: 2" | Canopy: 5" round L d L ] L ]
Surface: H: 261.8" | W: 2" | Canopy: 5.4" round 2 ! - 120 _9

51mm o 30mm 22mm
LAMPING 5imm

Integrated LED

Voltage: Remote: 120V or 277V | Surface: 120V-277V

Total Watts: 82W

Delivered Lumens: 4520

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible ELV, Triac and 0-10V
dimmers; 277V compatible with O-10V dimmers; Surface
dimmable with ELV and Triac dimmers

Additional products and options are available at techlighting.com



COLLIER ISOLATING CONNECTOR

COLLIER 15 WALL SCONCE

FEATURED COLLECTIONS

P 647 P37
ITEM NUMBER % ﬁg.. ITEM NUMBER FINIAL WALL ANCHOR
Natural Brass 2mm Natural Brass 31
700CLRISOCNTNB ” - 700WSCLR15NB-LED927 (2700K) 79mm
Polished Nickel b asm 700WSCLRI5NB-LED930 (3000K) o . .
700CLRISOCNTN Polished Nickel 5"
CIO b 700WSCLRI5N-LED927 (2700K) 127mm ) g

SIZE - 700WSCLR15N-LED930 (3000K) P 377mm
H:.9" [ L1 | W: 4" 32 -
Allows the connection of two 20 ft Collier fixtures with SIZE 8imm .- —
two power sources for a max length of 40' Finial: H:17.4" | W: 31" | D: 3" Y —*

Wall Anchor: H: 14.8" | W: 31" | D: 3" 3

51mm 77 mm

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 41W

Delivered Lumens: 226

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible

ELV, Triac and 0-10V dimmers
COLLIER 28 WALL SCONCE COLLIER 40 WALL SCONCE
P37 P37
ITEM NUMBER FINIAL WALL ANCHOR ITEM NUMBER FINIAL WALL ANCHOR
Natural Brass 37 Natural Brass 31
700WSCLR28NB-LED927 (2700K) 79mm 700WSCLR36NB-LED927 (2700K) 79mm
700WSCLR28NB-LED930 (3000K) o . . 700WSCLR36NB-LED930 (3000K) o . .
Polished Nickel 1275;"“ Polished Nickel 1275;"“
700WSCLR28N-LED927 (2700K) ~ 700WSCLR36N-LED927 (2700K) ~
700WSCLR28N-LED930 (3000K) 700WSCLR36N-LED930 (3000K)

3z - 276" 3z -
SIZE 8Imma 30.2" 700 I SIZE 8Imma
Finial: H: 30.2" | W: 31" | D: 3" 766 mm Finial: H: 42.9" | W: 31" | D: 3" :
Wall Anchor: H: 27.6" | W: 31" | D: 3" Wall Anchor: H: 40.3" | W: 31" | D: 3" 29 e
1090 mm
LAMPING . LAMPING
Integrated LED . Integrated LED
Voltage: 120V-277V bbb d Voltage: 120V-277V
Total Watts: 8.2W Slzﬁ 773?1 Total Watts: 12.3W
Delivered Lumens: 452 Delivered Lumens: 678 N
CCT: 2700K or 3000K CCT: 2700K or 3000K N
CRI: 90 CRI: 90 LZJ bod
3

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

Simm 77 mm
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PRODUCT SPECIFICATIONS

FEATURED COLLECTIONS

COLLIER 53 WALL SCONCE

TRELLIS 1-LIGHT CUPOLA PENDANT

P37 P 46
ITEM NUMBER FINIAL WALL ANCHOR ITEM NUMBER 4" ROUND CANOPY PORT ALONE CANOPY
Natural Brass 37 Natural Brass 46" 26"
700WSCLR48NB-LED927 (2700K) 79mm 700TRSPCPATRNB-LED930 (4" Round Canopy) 17 mm 66 mm
700WSCLR48NB-LED930 (3000K) _ P ., 700TRSPACPATPNB-LED930 (Port Alone Canopy) 8 L P _ P i .,
Polished Nickel 1275" Nightshade Black 20mm 18mm
700WSCLR48N-LED927 (2700K) L 700TRSPCPATRB-LED930 (4" Round Canopy)
700WSCLR48N-LED930 (3000K) 700TRSPACPATPB-LED930 (Port Alone Canopy) o _
32"~ 14.6"-146.6" J14.6™146.6"
SIZE Fimma SIZE 371-3724mm 371-3724mm
Finial: H: 55.6" | W: 31" | D: 3" H: 4.7" (14.6" min. - 146.6" max.) | W: 2.6" |
Wall Anchor: H: 53" | W: 31" | D: 3" Canopy: 2.6" or 4.6" round 47" - 47" -
. Includes 12 feet of matte black cord. nomm . — nomm . —
LAMPING _ 53" b4 b
1346 mm 26" 26
Integrated LED 1412mm LAMPING 86 mm &6 mm
Voltage: 120V-277V Integrated LED
Total Watts: 16.4W Voltage: 120V-277V
Delivered Lumens: 904 Total Watts: 4.3W
CCT: 2700K or 3000K Delivered Lumens: 344
CRI: 90 CCT: 3000K
Dimmable with most LED compatible CRI: 90
ELV, Triac and O-10V dimmers R Dimmable with most LED compatible
. ELV, Triac and O-10V dimmers
bdobd
2 3
5Imm 77 mm
TRELLIS 1-LIGHT EAVES PENDANT TRELLIS 1-LIGHT GABLE PENDANT
P44 P44
ITEM NUMBER 4"ROUND CANOPY PORT ALONE CANOPY ITEM NUMBER 4" ROUND CANOPY PORT ALONE CANOPY
Natural Brass 46" 26" Natural Brass 46" 26"
700TRSPEVSIRNB-LED930 (4" Round Canopy) M7 mm 66 mm 700TRSPGBLIRNB-LED930 (4" Round Canopy) 17 mm 66 mm
700TRSPEVSIPNB-LED930 (Port Alone Canopy) AR P o 700TRSPGBLIPNB-LED930 (Port Alone Canopy) e 1 r
Nightshade Black 20 mm 18mm Nightshade Black 20mm 18mm
700TRSPAEVSIRB-LED930 (4" Round Canopy) 700TRSPAGBL1RB-LED930 (4" Round Canopy)
700TRSPAEVS1PB-LED930 (Port Alone Canopy) 700TRSPAGBLIPB-LED930 (Port Alone Canopy) . .
13.8"-145.8" 13.8"-145.8" 13.4"145.4" 13.4"145.4
SIZE 351-3703mm 351-3703mm SIZE 340-3693 mm 340-3693 mm
H: 31" (13.8" min. - 145.8" max.) | W: 8" | H: 2.2 (13.4" min. - 145.4" max.) | W: 2.5" |
Canopy: 2.6" or 4.6" round 3 - 3 - Canopy: 2.6" or 4.6" round 22" 22"
Includes 12 feet of matte black cord. 79mm LL ) — 79mm LL 4# Includes 12 feet of matte black cord. 56mm o o — S6mm — o —
8 8 25" 25"
LAMPING 203mm 203mm LAMPING 64mm 64mm

Integrated LED

Voltage: 120V-277V

Total Watts: 4.3W

Delivered Lumens: 227

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

Additional products and options are available at techlighting.com

Integrated LED

Voltage: 120V-277V

Total Watts: 4.3W

Delivered Lumens: 299

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers



TRELLIS 1-LIGHT GUYED PENDANT
P 47

TRELLIS 1-LIGHT PYLON PENDANT
P 47

FEATURED COLLECTIONS

ITEM NUMBER
Natural Brass

4" ROUND CANOPY

PORT ALONE CANOPY

ITEM NUMBER
Natural Brass

4" ROUND CANOPY PORT ALONE CANOPY

700TRSPGYDIRNB-LED930 (4" Round Canopy) 11‘71‘:1m sgﬁnm 700TRSPPYLIRNB-LED930 (4" Round Canopy) % %
700TRSPGYD1PNB-LED930 (Port Alone) e 1 r 700TRSPPYLIPNB-LED930 (Port Alone Canopy) 8 . rt. . .
Nightshade Black 20mm 8mm Nightshade Black 20mm 18mm
700TRSPAGYDI1RB-LED930 (4" Round Canopy) 700TRSPAPYLIRB-LED930 (4" Round Canopy)
700TRSPAGYD1PB-LED930 (Port Alone Canopy) 2071567 247156.7" 700TRSPAPYL1PB-LED930 (Port Alone Canopy) N 15.6146.6"
SI17E §27-3980 mm 627-3980 mm Includes 12 feet of matte black cord. " || 5253728 mm " | 32537287
H:14.1" (24.7" min. - 156.7" max.) | W: 2.2" | 141" 141" SIZE 4;2‘6,“," 4;2';"
Canopy: 2.6" or 4.6" round 358 mm 358mm H: 18.6" (13.6" min. - 146.6" max.) | W: 1.2" |
Includes 12 feet of matte black cord. — O — — o — Canopy: 2.6" or 4.6" round — o — — o —

22" 22" 12" 12"
LAMPING 56mm 56mm LAMPING 0mm 30mm
Integrated LED Integrated LED
Voltage: 120V-277V Voltage: 120V-277V
Total Watts: 4.6W Total Watts: 4.6W
Delivered Lumens: 177 Delivered Lumens: 295
CCT: 3000K CCT: 3000K
CRI: 90 CRI: 90
Dimmable with most LED compatible Dimmable with most LED compatible
ELV, Triac and O-10V dimmers ELV, Triac and O-10V dimmers
TRELLIS 1-LIGHT TURRET PENDANT TRELLIS 4-LIGHT CUPOLA CHANDELIER
P 46 P 49
ITEM NUMBER 4"ROUND CANOPY PORT ALONE CANOPY ITEM NUMBER 8
Natural Brass 46" 26" Natural Brass . ";osm";
700TRSPTRTIRNB-LED930 (4" Round Canopy) n7mm 66 mm 700TRSPCPA4RNB-LED930 ﬁ[ —
700TRSPTRTIPNB-LED930 (Port Alone Canopy) e T o Nightshade Black
Nightshade Black 20 mm 18mm 700TRSPCPA4RB-LED930
700TRSPATRTIRB-LED930 (4" Round Canopy) 14.6™146.6"
700TRSPATRTIPB-LED930 (Port Alone Canopy) o SIZE 371-3724mm

% % H: 4.7 (14.6" min. - 146.6" max.) | W: 10.5" | Canopy: 8" round

SIZE Includes 12 feet of matte black cord. X
H: 6.7 (16.6" min. - 148.6" max.) | W: 2.5" | i wr " .
Canopy: 2.6" or 4.6" round 67" 67 7 LAMPING !
Includes 12 feet of matte black cord. 7omm, VL 7omm, \/ L Integrated LED 26"

4 24 Voltage: 120V-277V GGme )
LAMPING &4mm &4mm Total Watts: 17.2W 105"
Integrated LED Delivered Lumens: 1376 267 mm

Voltage: 120V-277V

Total Watts: 4.6W

Delivered Lumens: 335

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and 0-10V dimmers

649



PRODUCT SPECIFICATIONS

FEATURED COLLECTIONS

TRELLIS 4-LIGHT EAVES CHANDELIER
P50

TRELLIS 4-LIGHT GABLE CHANDELIER
P50

ITEM NUMBER 8 ITEM NUMBER 8
Natural Brass fozm"; Natural Brass ";osm";
700TRSPEVS4RNB-LED930 s — 700TRSPGBL4RNB-LED930 P & —
Nightshade Black Nightshade Black
700TRSPEVS4RB-LED930 700TRSPGBL4RB-LED930
13.8"-145.8" 13.4"-145.4"
SIZE 3513703 mm SIZE 340-3693 mm
H: 31" (13.8" min. - 145.8" max.) | W: 15.8" | Canopy: 8" round H: 2.2 (13.4" min. - 145.4" max.) | W: 10.4" | Canopy: 8" round
Includes 12 feet of matte black cord. Includes 12 feet of matte black cord.
AN 22"
LAMPING 79mm 4 J - LAMPING 56mm = = -
Integrated LED 8" Integrated LED 25"
Voltage: 120V-277V 203"1';"8" Voltage: 120V-277V 5‘1"‘"‘ )
Total Watts: 17.2W Lo Total Watts: 17.2W 04"
Delivered Lumens: 908 Delivered Lumens: 1196 264mm
CCT: 3000K CCT: 3000K
CRI: 90 CRI: 90
Dimmable with most LED compatible Dimmable with most LED compatible
ELV and O-10V dimmers ELV and O-10V dimmers
TRELLIS 4-LIGHT GUYED CHANDELIER TRELLIS 4-LIGHT PYLON CHANDELIER
P51 P51
ITEM NUMBER 8 ITEM NUMBER 8
Natural Brass ?03'""; Natural Brass zrosm";
700TRSPGYD4RNB-LED930 P G — 700TRSPPYL4RNB-LED930 P —
Nightshade Black Nightshade Black
700TRSPGYD4RB-LED930 700TRSPPYL4RB-LED930
24.7"156.7" — 13.6"-145.6"
SIZE - 627-3980 mm SIZE 345-3698 mm
H:14.1" (24.7" min. - 156.7" max.) | W: 10" | Canopy: 8" round ar H:18.6" (13.6" min. - 145.6" max.) | W: 9" | 18.6"
Includes 12 feet of matte black cord. 358'mm Canopy: 8" round 472mm
L . Includes 12 feet of matte black cord. . .
LAMPING o "
Integrated LED 22" LAMPING 12"
Voltage: 120V-277V 56mm Integrated LED 30mm
Total Watts: 18.4W bt Voltage: 120V-277V bt
Delivered Lumens: 708 254mm Total Watts: 18.4W 228mm

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and 0-10V dimmers

Additional products and options are available at techlighting.com

Delivered Lumens: 1180

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and O-10V dimmers



TRELLIS 4-LIGHT TURRET CHANDELIER
P a8

TRELLIS 6-LIGHT CUPOLA CHANDELIER
P 52

FEATURED COLLECTIONS

ITEM NUMBER 8 ITEM NUMBER 8"
Natural Brass %03""" Natural Brass Zros"‘";
700TRSPTRT4RNB-LED930 %[ 700TRSPCPAG6RNB-LED930 %i —
Nightshade Black Nightshade Black
700TRSPTRT4RB-LED930 700TRSPCPA6RB-LED930
SIZE SIZE e
H: 6.7" (16.6" min. - 148.6" max.) | W:10.3" | H: 4.7" (14.6" min. - 146.6" max.) | W: 10.5" | Canopy: 8" round
Canopy: 8" round 67 7 Includes 12 feet of matte black cord.
Includes 12 feet of matte black cord. 70mm _Ar v

0 LAMPING romm e S —
LAMPING 25" Integrated LED 26"
Integrated LED 64mm Voltage: 120V-277V 66 mm
Voltage: 120V-277V b o Total Watts: 25.8W b os
Total Watts: 18.4W 262mm Delivered Lumens: 2064 267mm
Delivered Lumens: 1340 CCT: 3000K
CCT: 3000K CRI: 90
CRI: 90 Dimmable with most LED compatible
Dimmable with most LED compatible ELV and Triac dimmers
ELV and 0-10V dimmers
TRELLIS 6-LIGHT EAVES CHANDELIER TRELLIS 6-LIGHT GABLE CHANDELIER
P53 P50
ITEM NUMBER 8 ITEM NUMBER 8
Natural Brass f°3m’2 Natural Brass Zroz"‘T
700TRSPEVS6RNB-LED930 _16" 700TRSPGBL6RNB-LED930 ii —
Nightshade Black A1mm Nightshade Black 41mm
700TRSPEVS6RB-LED930 700TRSPGBL6RB-LED930
SIZE SIZE 340.5663 mm
H: 31" (13.8" min. - 145.8" max.) | W: 15.8" | Canopy: 8" round H: 2.2 (13.4" min. - 145.4" max.) | W: 10.4" | Canopy: 8" round
Includes 12 feet of matte black cord. Includes 12 feet of matte black cord.

22"
LAMPING LA LAMPING 56mm * -
79 mm A bd

Integrated LED oA Integrated LED 25
Voltage: 120V-277V ﬁ Voltage: 120V-277V 64 mm
Total Watts: 25.8W | 8 Total Watts: 25.8W o
Delivered Lumens: 1362 401Tmm Delivered Lumens: 1794 264 mm

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers
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PRODUCT SPECIFICATIONS

FEATURED COLLECTIONS

TRELLIS 6-LIGHT GUYED CHANDELIER

TRELLIS 6-LIGHT PYLON CHANDELIER

P54 P54
ITEM NUMBER 8" ITEM NUMBER 8"
Natural Brass 2r°3""1" Natural Brass fmm";
700TRSPGYD6RNB-LED930 _16" o — 700TRSPPYL6RNB-LED930 _16" —
Nightshade Black A1mm Nightshade Black A1mm
700TRSPGYD6RB-LED930 700TRSPPYL6RB-LED930
24.7"-156.7" . "
— 13.6™-145.6
SIZE L 627-3980 mm SIZE 345-3698 mm
H:14.1" (24.7" min. - 156.7" max.) | W: 10" | Canopy: 8" round . H:18.6" (13.6" min. - 145.6" max.) | W: 9" | 186"
Includes 12 feet of matte black cord. 35];1.rlnm Canopy: 8" round 472mm
Includes 12 feet of matte black cord.

LAMPING N N
Integrated LED 22" LAMPING 12"
Voltage: 120V-277V 56 mm Integrated LED 30mm
Total Watts: 27.6W - 4 Voltage: 120V-277V b

10" 9"
Delivered Lumens: 1062 254mm Total Watts: 27.6W 228mm
CCT: 3000K Delivered Lumens: 1770
CRI: 90 CCT: 3000K
Dimmable with most LED compatible CRI: 90
ELV and Triac dimmers Dimmable with most LED compatible

ELV and Triac dimmers
TRELLIS 6-LIGHT TURRET CHANDELIER TRELLIS 8-LIGHT CUPOLA CHANDELIER
P52 P56
ITEM NUMBER 8" ITEM NUMBER 8"
Natural Brass 2?33’“'1“ Natural Brass Zrosmr:‘
700TRSPTRT6RNB-LED930 ‘ulii — 700TRSPCPA8SRNB-LED930 16" —
Nightshade Black mm Nightshade Black 41mm
700TRSPTRT6RB-LED930 700TRSPCPA8SRB-LED930
SIZE s SIZE Fisrzam
422-3774mm B
H: 6.7" (16.6" min. - 148.6" max.) | W:10.3" | H: 4.7" (14.6" min. - 146.6" max.) | W:10.5" | Canopy: 8" round
Canopy: 8" round . Includes 12 feet of matte black cord.
6.7 S
Includes 12 feet of matte black cord. 70 mm "g';m
‘u - LAMPING - " -

LAMPING 25" Integrated LED 26"
Integrated LED 64 mm Voltage: 120V-277V LGSmmJ
Voltage: 120V-277V b os Total Watts: 34.4W 105"
Total Watts: 27.6W 262mm Delivered Lumens: 2752 267 mm
Delivered Lumens: 2010 CCT: 3000K
CCT: 3000K CRI: 90
CRI: 90 Dimmable with most LED compatible

Dimmable with most LED compatible
ELV and Triac dimmers

Additional products and options are available at techlighting.com

ELV and Triac dimmers



TRELLIS 8-LIGHT EAVES CHANDELIER
P58

TRELLIS 8-LIGHT GABLE CHANDELIER
P58

FEATURED COLLECTIONS

ITEM NUMBER

ITEM NUMBER

Natural Brass 2r°3"";‘ Natural Brass 2r03mn;
700TRSPEVS8RNB-LED930 % r — 700TRSPGBL8RNB-LED930 % r —
Nightshade Black Nightshade Black
700TRSPEVS8RB-LED930 700TRSPGBL8RB-LED930
SIZE 58-158" SIZE P,
H: 31" (13.8" min. - 145.8" max.) | W: 15.8" | Canopy: 8" round 315705 mm H: 2.2 (13.4" min. - 145.4" max.) | W:10.4" | Canopy: 8" round
Includes 12 feet of matte black cord. Includes 12 feet of matte black cord.

220 ALLIL
LAMPING 2T R LAMPING Semm =S —
Integrated LED - & 4 Integrated LED 25"
Voltage: 120V-277V 203mm Voltage: 120V-277V 64mm
Total Watts: 34.4W e Total Watts: 34.4W b roa !
Delivered Lumens: 1816 201mm Delivered Lumens: 2392 264mm
CCT: 3000K CCT: 3000K
CRI: 90 CRI: 90
Dimmable with most LED compatible Dimmable with most LED compatible
ELV and Triac dimmers ELV and Triac dimmers
TRELLIS 8-LIGHT GUYED CHANDELIER TRELLIS 8-LIGHT PYLON CHANDELIER
P59 P59
ITEM NUMBER 8 ITEM NUMBER 8"
Natural Brass zrosm': Natural Brass Zros'"T
700TRSPGYD8RNB-LED930 % r — 700TRSPPYL8RNB-LED930 ‘JL r —
Nightshade Black Nightshade Black mm
700TRSPGYD8RB-LED930 700TRSPPYL8RB-LED930

24.7"156.7" — 13.6"-145.6"
SIZE 627-3980 mm SIZE 345-3698 mm
H:14.1" (24.7" min. - 156.7" max.) | W: 10" | Canopy: 8" round T H:18.6" (13.6" min. - 146.6" max.) | W: 9" | 18.6"
Includes 12 feet of matte black cord. sggg:m Canopy: 8" round 472mm
Includes 12 feet of matte black cord.

LAMPING o —Ta
Integrated LED 22" LAMPING 12
Voltage: 120V-277V L5G m Integrated LED L30 mm
Total Watts: 36.8W 10" Voltage: 120V-277V 9"
Delivered Lumens: 1416 254mm Total Watts: 36.8W 228 mm

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

Delivered Lumens: 2360

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers
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PRODUCT SPECIFICATIONS

FEATURED COLLECTIONS

TRELLIS 8-LIGHT TURRET CHANDELIER
P 56

TRELLIS 18-LIGHT CUPOLA CHANDELIER
P60

ITEM NUMBER 8 ITEM NUMBER | 85"
Natural Brass zros’""; Natural Brass r ]2]‘;8mm 1 r216mn;
700TRSPTRT8RNB-LED930 %‘ r — 700TRSPCPAT8TNB-LED930120 (120V) %i . —
Nightshade Black 700TRSPCPAI8TNB-LED930277 (277V)
700TRSPTRT8RB-LED930 Nightshade Black
66-1486" 700TRSPCPA18TB-LED930120 (120V) 146146.6"

SIZE 222-3774mm 700TRSPCPAI8TB-LED930277 (277V) 371-3724mm
H: 6.7" (16.6" min. - 148.6" max.) | W:10.3" |
Canopy: 8" round o T SIZE )
Includes 12 feet of matte black cord. 7omm . H: 4.7 (14.6H min. - 146.6" max.) | L: 44.6" | W: 11" | 11‘9‘%; é é é é é é é é é .

v Canopy: 48" wide ol N 1
LAMPING 25" Includes 12 feet of matte black cord. 26" m
Integrated LED 64 mm 30mm 279 mm
Voltage: 120V-277V b oz LAMPING | 446" y
Total Watts: 36.8W 262mm Integrated LED 133 mm
Delivered Lumens: 2680 Voltage: 120V or 277V
CCT: 3000K Total Watts: 77.4W
CRI: 90 Delivered Lumens: 6192
Dimmable with most LED compatible CCT: 3000K
ELV and Triac dimmers CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with 0-10V dimmers
TRELLIS 18-LIGHT EAVES CHANDELIER TRELLIS 18-LIGHT GABLE CHANDELIER
P61 P61
ITEM NUMBER i 85" ITEM NUMBER @ 85"
Natural Brass o o mm 1 r216"‘": Natural Brass o 29 mm 1 r216mn;
700TRSPEVSI8TNB-LED930120 (120V) _16" — 700TRSPGBLI8TNB-LED930120 (120V) _16" . —
700TRSPEVSI8TNB-LED930277 (277V) 4Tmm 700TRSPGBL18TNB-LED930277 (277V) 4Tmm
Nightshade Black Nightshade Black
700TRSPEVSI8TB-LED930120 (120V) - 700TRSPGBLI8TB-LED930120 (120V) B4145.4"
700TRSPEVS18TB-LED930277 (277V) 351-3703 mm 700TRSPGBL18TB-LED930277 (277V) 340-3693 mm
SIZE ool b SIZE
H: 31" (13.8" min. - 145.8" max.) | L: 50" | W:16.3" | 31 H: 2.2 (13.4" min. - 145.4" max.) | L: 44.5" | W:10.9" | 22"
Canopy: 48" wide 79'“’"‘L_g_4 = N Canopy: 48" wide 56 mm *- H HEHEBHHHEHHEHH N )
Includes 12 feet of matte black cord. 8" 163" Includes 12 feet of matte black cord. 25" 10.9"
203 mm 414 mm 64 mm 277 mm

LAMPING | % l LAMPING | 445" l
Integrated LED mm Integrated LED T130 mm

Voltage: 120V or 277V

Total Watts: 77.4W

Delivered Lumens: 4086

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers

Additional products and options are available at techlighting.com

Voltage: 120V or 277V

Total Watts: 77.4W

Delivered Lumens: 5382

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with 0-10V dimmers



TRELLIS 18-LIGHT GUYED CHANDELIER
P62

TRELLIS 18-LIGHT PYLON CHANDELIER
P62

FEATURED COLLECTIONS

ITEM NUMBER “ 85" ITEM NUMBER “ 85"
Natural Brass r 29 mm 1 r216mn; Natural Brass r 29 mm 1 r216mn;
700TRSPGYD18TNB-LED930120 (120V) 16" - . — 700TRSPPYL18TNB-LED930120 (120V) 16" | . —
700TRSPGYD18TNB-LED930277 (277V) 41mm 700TRSPPYL18TNB-LED930277 (277V) 41mm
Nightshade Black Nightshade Black
700TRSPGYDI8TB-LED930120 (120V) 2471567 700TRSPPYLI8TB-LED930120 (120V) 13.6"145.6"
700TRSPGYD18TB-LED930277 (277V) 627-3980 mm 700TRSPPYL18TB-LED930277 (277V) 345-3698 mm
18.6"

SIZE 141" SIZE 472mm
H: 140" (24.7" min. - 156.7" max.) | L: 44.2" | W:12.3" | 358 mm H:18.6" (13.6" min. - 145.6" max.) | L: 43.2" | W: 9.5" |
Canopy: 48" wide 0 - N f Canopy: 48" wide VIR S N Y
Includes 12 feet of matte black cord. 22" 123" Includes 12 feet of matte black cord. 12" 95"

56 mm 31 mm 30mm 241mm
LAMPING L 442" l LAMPING L 43.2" J
Integrated LED 123 mm Integrated LED 1097 mm
Voltage: 120V or 277V Voltage: 120V or 277V
Total Watts: 82.8W Total Watts: 82.8W
Delivered Lumens: 3186 Delivered Lumens: 5310
CCT: 3000K CCT: 3000K
CRI: 90 CRI: 90
Dimmable with most LED compatible ELV and Triac Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers dimmers; 277V dimmable with 0-10V dimmers
TRELLIS 18-LIGHT TURRET CHANDELIER TRELLIS 27-LIGHT CUPOLA CHANDELIER
P60 P66
ITEM NUMBER “ 85" ITEM NUMBER 10.2"
Natural Brass r 29 mm 1 r216mn; Natural Brass ' % 1 r259mm1
700TRSPTRTI8TNB-LED930120 (120V) 16" - . — 700TRSPCPA27TNB-LED930120 (120V) 16"~ | M n . —
700TRSPTRTI8TNB-LED930277 (277V) 41mm 700TRSPCPA27TNB-LED930277 (277V) 41mm
Nightshade Black Nightshade Black
700TRSPTRTI8TB-LED930120 (120V) 16.6"-148.6" 700TRSPCPA27TB-LED930120 (120V) . )
700TRSPTRTI8TB-LED930277 (277V) 222-3774mm 700TRSPCPA27TB-LED930277 (277V) ees
SIZE 67 ™ SIZE
H: 6.7" (16.6" min. - 148.6" max.) | L: 44.5" | W:10.8" | 70 mm e e e e @ e e e e H: 4.7" (14.6" min. - 146.6" max.) | L: 44.6" | W: 12.7" | ";-;:mf é é é é é é é é é
Canopy: 48" wide - i Canopy: 48" wide - -

L s Pl 1 .

Includes 12 feet of matte black cord. 25" 108" Includes 12 feet of matte black cord. 26" Lsz:i';mJ

64 mm 275mm 66 mm
LAMPING ¢ 45" 1 LAMPING | 446" {

130 mm N33 mm

Integrated LED

Voltage: 120V or 277V

Total Watts: 82.8W

Delivered Lumens: 6030

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers

Integrated LED

Voltage: 120V or 277V

Total Watts: 116.1W

Delivered Lumens: 9288

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with 0-10V dimmers

655



PRODUCT SPECIFICATIONS

FEATURED COLLECTIONS

TRELLIS 27-LIGHT EAVES CHANDELIER

TRELLIS 27-LIGHT GABLE CHANDELIER

P64 P66
ITEM NUMBER 10.2" ITEM NUMBER 10.2"
Natural Brass ' % 1 r259mm1 Natural Brass ' % 1 r259mm1
700TRSPEVS27TNB-LED930120 (120V) 16" L — 700TRSPGBL27TNB-LED930120 (120V) 16" n . —
700TRSPEVS27TNB-LED930277 (277V) 41mm 700TRSPGBL27TNB-LED930277 (277V) 41mm
Nightshade Black Nightshade Black
700TRSPEVS27TB-LED930120 (120V) N 700TRSPGBL27TB-LED930120 (120V) S
700TRSPEVS27TB-LED930277 (277V) 3513703 mm 700TRSPGBL27TB-LED930277 (277V) 3513703 mm
SIZE T g g g SIZE
H: 31 (13.8" min. - 145.8" max.) | L: 50" | W: 18.3" | V. ZEEU__U:[J__U:U__U:UEEZ H: 2.2 13.8" min. - 145.8" max.) | L: 44.5" | W: 12.6" | 22,
Canopy: 48" wide 79"‘ka ) - . Canopy: 48" wide 56 mm * H HEEBHHHEHHEHHE )
Includes 12 feet of matte black cord. 8 265 mm Includes 12 feet of matte black cord. 25" Ls;irsnm
203mm 64mm
LAMPING | _50" ] LAMPING ) . 1
Integrated LED 1270mm Integrated LED 1150 mm
Voltage: 120V or 277V Voltage: 120V or 277V
Total Watts: 116.1W Total Watts: 116.1W
Delivered Lumens: 6129 Delivered Lumens: 8073
CCT: 3000K CCT: 3000K
CRI: 90 CRI: 90
Dimmable with most LED compatible ELV and Triac Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers dimmers; 277V dimmable with 0-10V dimmers
TRELLIS 27-LIGHT GUYED CHANDELIER TRELLIS 27-LIGHT PYLON CHANDELIER
P67 P68
ITEM NUMBER 10.2" ITEM NUMBER 10.2"
Natural Brass ' % 1 r259mm1 Natural Brass ' % 1 r259mm1
700TRSPGYD27TNB-LED930120 (120V) 16" — 700TRSPPYL27TNB-LED930120 (120V) 16" n . —
700TRSPGYD27TNB-LED930277 (277V) 4Tmm 700TRSPPYL27TNB-LED930277 (277V) 4Tmm
Nightshade Black Nightshade Black
700TRSPGYD27TB-LED930120 (120V) 2a7156.7" 700TRSPPYL27TB-LED930120 (120V) '7 1.6"145.6"
700TRSPGYD27TB-LED930277 (277V) o m 700TRSPPYL27TB-LED930277 (277V) 345-3698 mm
186"
SIZE 3;;-;'“1 SIZE 472mm
H:14.1" (24.7" min. - 156.7" max.) | L: 44.2" | W:12.3" | H:18.6" (13.6" min. - 145.6" max.) | L: 43.2" | W: 9.5" |
Canopy: 48" wide ] - L er Canopy: 48" wide — u 5T s Lz
Includes 12 feet of matte black cord. sg;m SiTmm Includes 12 feet of matte black cord. zﬁ 284 mm
LAMPING | 442" LAMPING | 432" 1
n23mm n23mm

Integrated LED

Voltage: 120V or 277V

Total Watts: 124.2W

Delivered Lumens: 4779

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers

Additional products and options are available at techlighting.com

Integrated LED

Voltage: 120V or 277V

Total Watts: 124.2W

Delivered Lumens: 9045

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with 0-10V dimmers



FEATURED COLLECTIONS

TRELLIS 27-LIGHT TURRET CHANDELIER

TRELLIS ROUND 4-LIGHT SPACERS
P 66

P 68
ITEM NUMBER : 10.2" ITEM NUMBER O
Natural Brass 48 259 mm Natural Brass

.7 1219 mm 1 I i Ly
700TRSPTRT27TNB-LED930120 (120V) 16 i i . 700TRSRNGR48NB (8" o
700TRSPTRT27TNB-LED930277 (277V) 41mm 700TRSRNGRA418NB (18") 22mm
Nightshade Black 700TRSRNGR424NB (24")
700TRSPTRT27TB-LED930120 (120V) 700TRSRNGR430NB (30")
700TRSPTRT27TB-LED930277 (277V) 166™1486" 700TRSRNGR440NB (40") Q

422-3774 mm 40.3"

700TRSRNGR450NB (50" B 022 mm

SIZE - Nightshade Black 454 mm

H: 6.7 (16.6" min. - 148.6" max.) | W: 12.6" | o e e e e e e @ e e 700TRSRNGR48B (8")

Canopy: 48" wide Ny - 6 700TRSRNGR418B (18")

Includes 12 feet of matte black cord. 25" | 319 mm : 700TRSRNGR424B (24")

64mm : 700TRSRNGR430B (30"

LAMPING | _—s J 700TRSRNGR440B (40")

Integrated LED 700TRSRNGR450B (50") 6122,.31,"

Voltage: 120V or 277V

Total Watts: 124.2W SIZE

Delivered Lumens: 7965 8" H:.3"| W:8.8"

CCT: 3000K 18" H: 3" | W: 183" s

CRI: 90 24" H: 3" | W: 24.3"

Dimmable with most LED compatible ELV and Triac 30" H:.3"| W: 30.3" ALL SPACERS ARE

dimmers; 277V dimmable with 0-10V dimmers 40" H: 3" | W: 40.3" Lo 3" THICK (8 MM)
50" H:.3" | W: 50.3"

TRELLIS ROUND 6-LIGHT SPACERS
P68

TRELLIS ROUND 8-LIGHT SPACERS
P68

ITEM NUMBER

Natural Brass
700TRSRNGR68NB (8")
700TRSRNGR618NB (18")
700TRSRNGR624NB (24")
700TRSRNGR630NB (30")
700TRSRNGR640NB (40"
700TRSRNGR650NB (50")
Nightshade Black
700TRSRNGR68B (8")
700TRSRNGR618B (18")
700TRSRNGR624B (24")
700TRSRNGR630B (30")
700TRSRNGR640B (40")
700TRSRNGR650B (50")

SIZE

8" H:.3"| w:8.8"
18" H:.3" | W:18.3"
24" H: 3" | W: 243"

30" H:.3" | W: 30.3"
40" H:.3"| W: 40.3"
50" H:.3"| W: 50.3"

464 mm

243"
616 mm

30.3"
768 mm

1

40.3"
1022 mm

50.3"
1276 mm

ALL SPACERS ARE
.3" THICK (8 MM)

ITEM NUMBER

Natural Brass
700TRSRNGR88NB (8")
700TRSRNGRS818NB (18")
700TRSRNGR824NB (24")
700TRSRNGR830NB (30")
700TRSRNGR840NB (40")
700TRSRNGR850NB (50")
Nightshade Black
700TRSRNGR88B (8")
700TRSRNGRS818B (18")
700TRSRNGR824B (24")
700TRSRNGR830B (30")
700TRSRNGR840B (40")
700TRSRNGR850B (50")

SIZE

8" H:.3"| w:8.8"
18" H:.3" [ W:18.3"
24" H: 3" | W: 243"

30" H:.3" | W: 30.3"
40" H:.3"| W: 40.3
50" H:.3"| W:50.3

L 4
8.8"
222mm

403"
18.3" 1022mm
464 mm
24.3"
616 mm
50.3"
1276 mm
" ALL SPACERS ARE
L 30.3 .3" THICK (8 MM)
768 mm
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PRODUCT SPECIFICATIONS

FEATURED COLLECTIONS

TRELLIS STRAIGHT SPACERS
P70

TRELLIS ROUND PENDANT ACCESSORY
P71

TRELLIS PENTAGON PENDANT ACCESSORY
P71

ITEM NUMBER
Natural Brass
700TRSSPR6ENB (6")
700TRSSPR12NB (12")
700TRSSPRI8NB (18")
700TRSSPR24NB (24")
700TRSSPR30ONB (30")
700TRSSPR36NB (36")
Nightshade Black
700TRSSPREB (6")
700TRSSPRI12B (12")
700TRSSPRI18B (18")
700TRSSPR24B (24")
700TRSSPR30B (30")
700TRSSPR36B (36")

SIZE

6" L:6.5" | W:.5"
12" L12.5" | W 5"
18" L:18.5" | W: 5"
24" L:24.5" | W: .5"
30" L:30.5" | W: 5"
36" L:36.5" | W: 5"

TRELLIS POWER BRIDGE
P70

X 12mm
6.5"
165 mm

318 mm
p g1
2mm
| 185"
470 mm

X 12mm

25" ]
622mm

B 12mm

775 mm

X5 .
12mm
| 365"
927 mm

TRELLIS SWAG HOOK
P71

ITEM NUMBER
700TRSPBNB (Natural Brass)
700TRSPBB (Nightshade Black)

SIZE
H:1"[W:1"| L 6.6"
"

6.6" 25mm
I 68mm 1 11

~_Tr
—T e
o 26 mm
5.6"
143mm

ITEM NUMBER
700TRSSWGNB (Natural Brass)
700TRSSWGB (Nightshade Black)

SIZE
H:.7" | w:.9"
9"
22mm
r 1
7" .
17 mm
b b |
5" 7"
13mm 17 mm

Additional products and options are available at techlighting.com

ITEM NUMBER
700TRSPARNB (Natural Brass)
700TRSPARB (Nightshade Black)

SIZE
H:9.9" | W: 8.2"

25Tmm

Ju—

82" J
208 mm

ITEM NUMBER
700TRSPAPNB (Natural Brass)
700TRSPAPB (Nightshade Black)

SIZE
H:9.8" | W:5.2"

9.8" 81"
250 mm 207 mm

P —a

52"
131mm



DESSAU 16 TABLE LAMP
P80

EVERETT TABLE LAMP
P84

KADIA 16 TABLE
P78

TABLE LAMPS

KARLA TABLE LAMP
P88

ITEM NUMBER

Natural Brass
700PRTDES16NB-LED927
Nightshade Black
700PRTDES16B-LED927
Polished Nickel
700PRTDES16N-LED927

SIZE
H:16" | W: 9" | D: 15" | Base: 9" wide
Includes 6' black cloth cord

LAMPING

Integrated LED

Voltage: 120V-240V

Total Watts: 10.6 W

Delivered Lumens: 554

CCT: 2700K

CRI: 90

Integrated 3-Step Touch-Dimmer
Lamp Head Pivots Side-to-Side 70°

15"
r 38mm 1

ITEM NUMBER
Natural Brass
700PRTEVTNB-LED927
Nightshade Black
700PRTEVTB-LED927
Polished Nickel
700PRTEVTN-LED927

SIZE
H:10.7" | W: 7" | D: 16.7" | Base: 7" wide
Includes 6' black cloth cord

LAMPING

Integrated LED

Voltage: 120V-240V

Total Watts: 101W

Delivered Lumens: 513

CCT: 2700K

CRI: 90

Integrated 3-step touch dimmer

—

ITEM NUMBER

Natural Brass
700PRTKDA16NB-LED927
Nightshade Black
700PRTKDA16B-LED927

SIZE
H:16.4" | L: 17" | W: 5"| Base 4" wide
Includes 6' black cloth cord

LAMPING

Integrated LED
Voltage: 120V-240V
Total Watts: 10W
Delivered Lumens: 550
CCT: 2700K

CRI: 90

Built-in 3-way dimming

17" 127 mm

r 432mm 1 r

—

ITEM NUMBER
Natural Brass
700PRTKARNB-LED927
Nightshade Black
700PRTKARB-LED927
Polished Nickel
700PRTKARN-LED927

SIZE
H:17" | W: 9" | D: 18" | Base: 9" wide
Includes 6' black cloth cord

LAMPING

Integrated LED

Voltage: 120V-240V

Total Watts: 9.4W

Delivered Lumens: 441

CCT: 2700K

CRI: 90

Integrated 3-step touch dimmer

— 272mm 72"
829 mm 16.4" 17"
. | owmec . 417mm 432mm
16" b _l67" i oA _72 72"
> 406 mm 424 mm _r 1829 mm 1829 mm *
72" 178 mm P o —

50 o — 25mm
1829 mm S Lo : (SR J Lo

= ——, ~20mm 4 4 457 mm 29mm

b " 4 - 102 mm 102 mm
8 229 mm
203 mm

KARAM MEDIUM TABLE KARAM LARGE TABLE KLEE 16 TABLE LAMP
P76 P92 P82
ITEM NUMBER ITEM NUMBER 22" ITEM NUMBER
Black Black r 559 mm ! _ Natural Brass/White Marble
700PRTKRM24BNB-LED930 700PRTKRMBNB-LED930 700PRTKLE18NB-LED927
Cream Cream Polished Nickel/White Marble
700PRTKRM24CRNB-LED930 700PRTKRMCRNB-LED930 700PRTKLE18N-LED927
SIZE SIZE 285" SIZE
H: 24" | w: 8.3" | Base 7.1" round H: 28.5" | W: 22" | Base 8" round 724mm H:16.7" | W: 6" | D: 19.1" | Base: 6" wide
Includes 6' black cloth cord Includes 6' black cloth cord Includes 6' black cloth cord
LAMPING LAMPING —= LAMPING
LED E26 Med Base A19 Lamp, 75W max (2) LED E26 Med Base A19 Lamp, 75W max N Integrated LED
Voltage: 120V Voltage: 120V b 4 Voltage: 120V-240V

Total Watts: 10W
Delivered Lumens: 550
CCT:3000K

CRI: 90

Built-in 3-way dimming

183"

r 465 mm 1

Total Watts: 20W

Delivered Lumens: 1100

CCT: 3000K

CRI: 90

Features a slide dimmer on cord

203 mm

Total Watts: 10W

Delivered Lumens: 676

CCT: 2700K

CRI: 90

Integrated 3-step touch dimmer
Lamp head pivots side-to-side 70°

1
' 2s5mm 1

72"
1829 mm

| _tor | b {
256 mm 6"
152 mm
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PRODUCT SPECIFICATIONS

TABLE LAMPS

LANGSTON TABLE
P74

MINA TABLE LAMP
P90

ROHE TABLE LAMP
P86

ITEM NUMBER
Plated Brass
700PRTLGSN8BR-LED927

SIZE
H:7.9" | L:15.2" | W: 7.4" | Base 7.4" wide
Includes 6' black cloth cord

LAMPING

Integrated LED
Voltage: 120V-240V
Total Watts: 7.2W
Delivered Lumens: 650

ITEM NUMBER

Natural Brass
700PRTMINANB-LED927
Nightshade Black
700PRTMINAB-LED927
White Marble
700PRTMINAWM-LED927

SIZE
H:7.2"| W: 5" | D: 11" | Base 4" wide
Includes 6' black cloth cord

LAMPING

ITEM NUMBER

Natural Brass
700PRTSRHENB-LED927
Polished Nickel
700PRTSRHEN-LED927

SIZE
H:24.7" | W: 9" | D: 9" | Base: 9" wide
Includes 6' black cloth cord

LAMPING
Integrated LED
Voltage: 120V - 240V

CCT: 2700K Integrated LED Total Watts: 24.9W
CRI: 90 Voltage: 120V-240V Delivered Lumens: 2001
Built-in 3-way dimming Total Watts: 10.3W CCT: 2700K
32 Delivered Lumens: 292 CRI: 90
15.2" 80mm CCT: 2700K Dimmer-switch included
I 3mm | P CRI: 90 -
R (©) 720 Integrated 3-step touch dimmer
e i’"m ‘ 1829m 5
20mm L N 1 :27"‘"“*
5 74" - 247
27mm 88mm 7 72" 605mm
1829 mm ~ 25" 184 mm
— 64mm — 72"
[ 1829mm
279 mm Pronm— .
Lo
229mm
FLOOR LAMPS
DESSAU 38 FLOOR LAMP DESSAU 46 FLOOR LAMP
P96 P98
ITEM NUMBER 14" ITEM NUMBER 14"
Natural Brass I ssemm 1 ﬁ R Natural Brass I semm | ﬁ R
700PRTDES38NB-LED927  — A 700PRTDES46NB-LED927 —— fa
Nightshade Black Nightshade Black
700PRTDES38B-LED927 700PRTDES46B-LED927
Polished Nickel Polished Nickel
700PRTDES38N-LED927 700PRTDES46N-LED927
38"
SIZE 965mm SIZE 46"
H: 38" | W: 9" | D: 14" | Base: 9" wide H: 46" | W: 9" | D: 14" | Base: 9" wide 1168 mm
Includes 6' black cloth cord Includes 6' black cloth cord
LAMPING 72 LAMPING
Integrated LED 1829 mm . ) o Integrated LED
Voltage: 120V-240V | w3 | - o ~25mm Voltage: 120V-240V -
Total Watts: 10.4W 312mm 229mm Total Watts: 10.4W 1829 mm "
Delivered Lumens: 462 Delivered Lumens: 548 e ————— — e Im
CCT: 2700K CCT: 2700K 3]‘2251 m ZZ:W
CRI: 90 CRI: 90

Integrated 3-step touch dimmer
Lamp head pivots side-to-side 70°

Additional products and options are available at techlighting.com

Integrated 3-step touch dimmer
Lamp head pivots side-to-side 70°



EBELL LARGE FLOOR

KLEE 43 FLOOR LAMP

FLOOR LAMPS

P94 P 100
ITEM NUMBER ITEM NUMBER 18"
Antique Nickel % Natural Brass/White Marble T% -
700PRTEBL66N-LED927 2R 700PRTKLE43NB-LED927
Dark Bronze [ - Polished Nickel/White Marble
700PRTEBL66Z-LED927 700PRTKLE43N-LED927
Natural Brass
700PRTEBL66NB-LED927 SIZE
H: 44" | W: 75" | D: 19.2" | Base: 7.5" wide 4
SIZE Includes 6' black cloth cord memm
H: 65.9" | W: 3.5" | Base 15" wide
Includes 8' black cloth cord LAMPING
. Integrated LED

LAMPING — Voltage: 120V-240V
Integrated LED Total Watts: 10.2W
Voltage: 120V-277V Delivered Lumens: 695 ﬁ ;
Total Watts: 20W CCT: 2700K P . ] 3%
Delivered Lumens: 1154 CRI: 90 q 19.2" S |
CCT: 2700K Integrated 3-step touch dimmer 488 mm ﬁ"
CRI: 90 Lamp head pivots side-to-side 70°
Built-in 3-way dimming %"

2438 mm

PR N
15"
381mm

KLEE 70 FLOOR LAMP
P 102
ITEM NUMBER T
Natural Brass/White Marble
700PRTKLE7ONB-LED927
Nightshade Black
700PRTKLE70B-LED927
Polished Nickel/White Marble
700PRTKLE7ON-LED927
SIZE 70"
H: 70" | W: 5.5" | D: 7.7" | Base: 5.5" wide 778 mm

Includes 6' black cloth cord

LAMPING

Integrated LED

Voltage: 120V-240V

Total Watts: 22.2W

Delivered Lumens: 1821

CCT: 2700K

CRI: 90

Integrated 3-step touch dimmer

Ja—

bood
5.5"

140 mm

—

10"
254 mm

3 |
7.7"
196 mm

72"
1829 mm
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PRODUCT SPECIFICATIONS

CHANDELIERS

AERIAL MEDIUM CHANDELIER AERIAL LARGE CHANDELIER

AERIAL X-LARGE CHANDELIER

P 164 P 164 P 164
ITEM NUMBER ITEM NUMBER ITEM NUMBER 5.2"
Matte Black Matte Black Matte Black 152mm

700ARL40B-LED930 700ARL55B-LED930

SIZE SIZE

H: 5.8" (18" min.-72" max.) | W: 40.4" | Canopy: 5.2" round H: 7" (20" min.-74" max.) | W: 50" | Canopy: 5.2" round
Includes (4) 12" and (2) 6" rigid stems Includes (4) 12" and (2) 6" rigid stems

in coordinating finish, up and down light in coordinating finish, up and down light

Can be installed on a sloped ceiling up to 35° Can be installed on a sloped ceiling up to 35°

LAMPING LAMPING

700ARL60B-LED930

SIZE

H:19.8" (30.7" min.-84.7" max.) | W: 60.1" |
Canopy: 5.2" round

Includes (4) 12" and (2) 6" rigid stems

in coordinating finish, up and down light

Can be installed on a sloped ceiling up to 35°

30.7"-84.7"
780-2151mm

—

Integrated LED Integrated LED LAMPING W \ﬂ 371mm
Voltage: 120V Voltage: 120V Integrated LED - - L
Total Watts: 47.2W Total Watts: 47.2W Voltage: 120V | 60.1" 1
Delivered Lumens: 2999 Delivered Lumens: 2999 Total Watts: 49.2W 1527 mm
CCT: 3000K CCT: 3000K Delivered Lumens: 2845
CRI: 90 CRI: 90 CCT: 3000K
Dimmable with most LED compatible Dimmable with most LED compatible CRI: 90
ELV and Triac dimmers ELV and Triac dimmers Dimmable with most LED compatible
5.2 e ELV and Triac dimmers
132mm 132mm
— P P
49 T a9
124 mm _.124mm
18"-72" 20"-74"
457-1828mm sos?mm
T sg
J1418 mm
| _404" J | 55" l
1027 mm 1397 mm
BALTO CHANDELIER BELTERRA MEDIUM CHANDELIER
P 152 P 122
ITEM NUMBER 6.5" ITEM NUMBER 5.2"
Gunmetal 1r65 "“;‘ Matte Black ;32 m";
700LSBLTGM-LED930 (120V) —~_ 17" — 700BLT38B-LED930 — —~ .
700LSBLTGM-LED930-277 (277V) 45 mm Natural Brass ﬁ —
Satin Gold 700BLT38NB-LED930 -
700LSBLTG-LED930 (120V) Polished Nickel
700LSBLTG-LED930-277 (277V) 14.5"-128.5" 700BLT38N-LED930
368-3264 mm
SIZE SIZE . .
H: 6.8" (14.5" min.-128.5" max.) | L: 35.9" | W: 35.9" | ?8" H:17.3" (22.5" min.-70.5" max.) | W: 38" | Canopy: 5.2" round %
Canopy: 6.5" round 173 mm Includes (4) 12" and (2) 6" rigid stems -
Includes 10 feet of field-cuttable cable [ 359" ] - - in coordinating finish
912mm _—
LAMPING — LAMPING 29 mm
Integrated LED Integrated LED
Voltage: 120V or 277V Voltage: 120V
Total Watts: 42.4W Total Watts: 501W — —
Delivered Lumens: 2969 Delivered Lumens: 3974 b %
CCT: 3000K CCT: 3000K
CRI: 90 35.9° CRI: 90

912
Dimmable with most LED compatible mm

ELV and Triac dimmers
277V compatible with 0-10V dimmers

Additional products and options are available at techlighting.com

Dimmable with most LED compatible
ELV and Triac dimmers




BELTERRA LARGE CHANDELIER

BELTERRA GLOBE CHANDELIER

CHANDELIERS

P123 P124
ITEM NUMBER 52" ITEM NUMBER 5.2"
Matte Black ;32 m"; Matte Black ;32 m";
700BLT48B-LED930 — —~ 700BLT38GB-LED930 —~ —
49 4.9
Natural Brass 24mm Natural Brass ﬁ 24mm
700BLT48NB-LED930 - 700BLT38GNB-LED930 - —
Polished Nickel
700BLT48N-LED930 SIZE 4 min - 94" max
H: 28.4" (34" min.-94" max.) | W: 38.2" ~864-2388mm
SIZE Canopy: 5.2" round
H: 23.3" (24" min.-72" max.) | W: 48" | Canopy: 5.2" round 24"-72" Includes (4) 12" and (2) 6" rigid stems in coordinating finish 28.4"
Includes (4) 12" and (2) 6" rigid stems in coordinating finish 610-1829 mm o 721mm
LAMPING
LAMPING Integrated LED
Integrated LED 233" Voltage: 120V
Voltage: 120V 592mm Total Watts: 50.1W
Total Watts: 501W Delivered Lumens: 3974 — —t
Delivered Lumens: 3974 CCT: 3000K | % J
CCT: 3000K Ju— o CRI: 90
CRI: 90 | 48" 1 Dimmable with most LED compatible

Dimmable with most LED compatible
ELV and Triac dimmers

BELTERRA X-LARGE CHANDELIER

1219 mm

ELV and Triac dimmers

BODIAM SMALL SUSPENSION

BODIAM MEDIUM SUSPENSION

P 125 P 148 P 148
ITEM NUMBER ITEM NUMBER ITEM NUMBER
Matte Black Antique Bronze Antique Bronze

700BLT43B-LED930
Natural Brass
700BLT43NB-LED930

SIZE

H: 371" (44.5" min.-104.5" max.) | W: 46.3"

Canopy: 5.2" round

Includes (4) 12" and (2) 6" rigid stems in coordinating finish

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 50.1W

Delivered Lumens: 3974

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

44.5" min - 104.5" max
130 - 2654 mm

1176 mm

700BOD24Z-LED930
Satin Nickel
700BOD24S-LED930

SIZE
H: 2" (15.7 min.-147.7" max.) | L: 24.4" | Canopy: 6.5" round
Includes: 12 feet of field-cuttable cable

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 16.3W

Delivered Lumens: 1037

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

T24 Compliant

6.5"
165 mm
s 1
~ 17" —
~43mm
15.7"-147.7"
399-3752 mm
2" v
S5Tmm o s
L 24.4" J
620 mm

700BOD30Z-LED930
Satin Nickel
700BOD30S-LED930

SIZE
H: 2" (15.7 min.-147.7" max.) | L: 30.4" | Canopy: 6.5" round
Includes: 12 feet of field-cuttable cable

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 321W

Delivered Lumens: 1883

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

T24 Compliant

6.5"
165 mm
s 1
~ 17" —
~43mm
15.7"-147.7"
399-3752 mm
2" v
Slmm « [ .
| 30.4" J
772mm
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PRODUCT SPECIFICATIONS

CHANDELIERS

BODIAM LARGE SUSPENSION

CALUMN MEDIUM CHANDELIER

P148 P128
ITEM NUMBER 6.5" ITEM NUMBER 6.3
Antique Bronze 165 "“2 Natural Brass 1‘?0 "‘;"
700BOD48Z-LED930 —~ 17 700CLM4NB-LED930 ~ gz —
Satin Nickel ~43mm Nightshade Black . 135mm
700BOD48S-LED930 700CLM4B-LED930
SIZE SIZE —
H: 2" (15.7" min.,-147.7" max.) | L: 48.4" | Canopy: 6.5" round 2 - I H: 29.2" (38.5" min.-98.5" max.) | W: 27.8" _385"985"
Includes: 12 feet of field-cuttable cable Stmm o Py Canopy: 6.3" round 978-2502mm
to match finish selection L 229 mm Includes (4) 12" and (2) 6" rigid stems in coordinating finish 722-2"
mm
LAMPING LAMPING
Integrated LED Integrated LED —1h—
Voltage: 120V Voltage: 120V DR G  — .
Total Watts: 32.5W Total Watts: 32W q 27.8" 1
Delivered Lumens: 2484 Delivered Lumens: 1100 706 mm
CCT: 3000K CCT: 3000K
CRI: 90 CRI: 90
Dimmable with most LED compatible Dimmable with most LED compatible
ELV and Triac dimmers ELV and Triac dimmers
T24 Compliant
CALUMN LARGE CHANDELIER CROSBY MEDIUM PENDANT CROSBY MEDIUM CHANDELIER
P 130 P110 P110
ITEM NUMBER 6.3" ITEM NUMBER ITEM NUMBER
Natural Brass '?0 ’“;" Glossy Black/Natural Brass Glossy Black/Natural Brass
700CLM6NB-LED930 ~ 53 — 700TDCRBY3BNB-LED927 700CRBY6BNB-LED927 (120V)
Nightshade Black . 135mm 700CRBY6BNB-LED927-277 (277V)
700CLM6B-LED930 SIZE
H: 23.7" (26.9" min.-90.9" max.) | W: 26.4" | SIZE
SIZE Canopy 5.4" round H: 17" (20.4" min.-84.5" max.) | W: 29.5" | Canopy 6.5" round
H: 47.9" (57.2" min.-117.2" max.) | W: 37.6" Includes (4) 12" and (2) 6" rigid stems in coordinating finish Includes (4) 12" and (2) 6" rigid stems in coordinating finish
Canopy: 6.3" round — 57.2"117.2"
Includes (4) 12" and (2) 6" rigid stems in coordinating finish 1453-2977 mm LAMPING LAMPING
Integrated LED Integrated LED
LAMPING Voltage: 120V-277V Voltage: 120V or 277V
Integrated LED 479" Total Watts: 13.3W Total Watts: 32W
Voltage: 120V 1217 mm Delivered Lumens: 1051 Delivered Lumens: 2505
Total Watts: 45W —)r—H CCT: 2700K CCT: 2700K
Delivered Lumens: 1650 ——o CRI: 90 CRI: 90
CCT: 3000K Dimmable with most LED compatible Dimmable with most LED compatible
CRI: 90 . —r— . ELV, Triac and O-10V dimmers ELV, Triac and O-10V dimmers
Dimmable with most LED compatible L 376" 1 - .
ELV and Triac dimmers 955 mm 132',“,,, 172';,“
T r 15" r
25mm = - Fam T —
— 20.4"-84.5"
26.9"-90.9" — 518-2145 mm
683-2308 mm
237" -
602 mm 435mm
. . | 295"
L 26.4" J 749 mm
671mm

Additional products and options are available at techlighting.com



CROSBY LARGE CHANDELIER

ESFERA MEDIUM CHANDELIER

ESFERA LARGE CHANDELIER

CHANDELIERS

P P14 P16

ITEM NUMBER ITEM NUMBER ITEM NUMBER 8.4"

Glossy Black/Natural Brass Natural Brass Natural Brass ZrM '"T
700CRBY9BNB-LED927 (120V) 700ESF32NB-LED927 (120V) 700ESF44NB-LED927 (120V) 3;‘:‘:m r —

700CRBY9BNB-LED927-277 (277V)

700ESF32NB-LED927-277 (277V)

700ESF44NB-LED927-277 (277V)

Nightshade Black Nightshade Black 13.6"-67.6"
SIZE 700ESF32B-LED927 (120V) 700ESF44B-LED927 (120V) 3451717 mm
H: 171" (20.4" min.-84.5" max.) | W: 37.7" | Canopy 7.2" round 700ESF32B-LED927-277 (277V) 700ESF44B-LED927-277 (277V) 48" v o o o oo
Includes (4) 12" and (2) 6" rigid stems in coordinating finish 121mm a2 J -
SIZE SIZE Mg mm
LAMPING H: 4.8" (13.6" min.-67.6" max.) | W: 44" | Canopy: 8.4" round H: 4.8" (13.6" min.-67.6" max.) | W: 44" | Canopy: 8.4" round
Integrated LED Includes (4) 12" and (2) 6" rigid stems in coordinating finish Includes (4) 12" and (2) 6" rigid stems in coordinating finish
Voltage: 120V or 277V
Total Watts: 42.8W LAMPING LAMPING
Delivered Lumens: 3368 Integrated LED Integrated LED
CCT: 2700K Voltage: 120V or 277V Voltage: 120V or 277V
CRI: 90 Total Watts: 50.4W Total Watts: 64.8W
Dimmable with most LED compatible Delivered Lumens: 5040 Delivered Lumens: 6480
ELV, Triac and O-10V dimmers CCT: 2700K CCT: 2700K
CRI: 90 CRI: 90
Dimmable with most LED compatible ELV and Triac Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with 0-10V dimmers dimmers; 277V dimmable with 0-10V dimmers
84"
214mm
4 P .,
20.4"-845" Bmm = TF
518-2145mm
13.6"-67.6"
3451717 mm
48" r T T 00
121mm +- s
. | ]
813mm
FIAMA SMALL CHANDELIER FIAMA MEDIUM CHANDELIER
P 146 P 146
ITEM NUMBER 65" ITEM NUMBER 6.5"
Black 165 mm Black 165 mm
P P
700FIA24B-LED930) 22" — 700FIA30B-LED930 22" —
Plated Brass 56 mm - Plated Brass 56mm -
700FIA24BR-LED930 P 700FIA30BR-LED930
. . 15"-147 . . 15"-147"
Satin Nickel 381-3734mm Satin Nickel 3813734 mm
700FIA24S-LED930 700FIA30S-LED930
15" 15" ]
SIZE 3Bmm - — SIZE 38mm ~ . —
H: 1.5" (15" min.-146.7" max.) | L: 24" | Canopy: 6.5" round 61(2)‘:nm ] H: 1.5" (15" min.-146.7" max.) | L: 30" | Canopy: 6.5" round % )

Includes 12 feet of field-cuttable cable
Can be installed on a sloped ceiling up to 45°

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 50.7W

Delivered Lumens: 3685

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

277V compatible with 0-10V dimmers

Includes 12 feet of field-cuttable cable
Can be installed on a sloped ceiling up to 45°

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 80.3W

Delivered Lumens: 5768

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

665



PRODUCT SPECIFICATIONS

CHANDELIERS

FIAMA LARGE CHANDELIER

GRACE SMALL CHANDELIER

P 146 P 142
ITEM NUMBER 78" ITEM NUMBER 10"
Matte Black r2°°"""1 Matte Black/Weathered Oak 23 I 254mm 1 .
700FIA48B-LED930 (120V) 22" — 700GRC24BW-LED930 58 mm4-
700FIA48B-LED930-277 (277V) 56 mm *-

SIZE
SIZE H: 3.8" (6" min.-150.1" max.) | W: 24" | Canopy: 10" round 6150,
H:1.5" (15" min.-146.7" max.) | L: 48" | Canopy: 7.8" round Includes 12 feet of field-cuttable cable 153-3813 mm
Includes 12 feet of field-cuttable black cable 15"-147" Can be installed on a sloped ceiling up to 45°
Can be installed on a sloped ceiling up to 45° 381-3734mm

LAMPING
LAMPING Integrated LED ~ .
Integrated LED Voltage: 120V % ;511?""1
Voltage: 120V or 277V Total Watts: 45W 0 e T
Total Watts: 110W Delivered Lumens: 3232 457 mm
Delivered Lumens: 8229 . CCT: 3000K s 24"

) 15" v ] ) 610 mm
CCT: 3000K 3Bmm - — CRI: 90
CRI: 90 172]‘;8r;m l Dimmable with most LED compatible
Dimmable with most LED compatible ELV and Triac ELV and Triac dimmers
dimmers; 277V dimmable with O-10V dimmers
GRACE MEDIUM CHANDELIER GRACE LARGE CHANDELIER
P 142 P 143
ITEM NUMBER 10" ITEM NUMBER 10"
Aged Brass ~ I 254mm 1 - Aged Brass 23 o I 254mm 1 .
700GRC30R-LED930 58mm 4 700GRC36R-LED930 58mm 4
Matte Black/Weathered Oak Matte Black/Weathered Oak
700GRC30BW-LED930 700GRC36BW-LED930
SIZE 1.8149.8" SIZE 1.8'-149.8"
H: 3.8" (11.8" min.-149.8" max.) | W: 30" | Canopy: 10" round 300-3805 mm H: 3.8 (6" min.-149.8" max.) | L: 35.8" | Canopy: 10" round 300-3805 mm
Includes 12 feet of field-cuttable satin cable Includes 12 feet of field-cuttable satin cable
Can be installed on a sloped ceiling up to 45° Can be installed on a sloped ceiling up to 45°
2 2
LAMPING 79;':; [ i ';5‘1';‘"‘ LAMPING 79;':; [ T i g ';5‘1';""
P —  — g 1. R o I N
Integrated LED L 24" Bmm Integrated LED | 29.8" J Bmm
Voltage: 120V 610 mm Voltage: 120V 757 mm
Total Watts: 50.7W q 30" )| Total Watts: 80.3W s 35.8" 1
762mm 909 mm

Delivered Lumens: 3685

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

Additional products and options are available at techlighting.com

Delivered Lumens: 5768

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers



GRACE X-LARGE CHANDELIER

KLEE LARGE CHANDELIER

CHANDELIERS

P 142 P 162
ITEM NUMBER 10" ITEM NUMBER 5.2"
Matte Black/Weathered Oak 23 F 54mm 1 Natural Brass 152mm
700GRC48BW-LED930 58mm - — 700KLE6NB-LED930 - r - .
Nightshade Black ﬁ a 127smm
SIZE 700KLE6B-LED930
H: 3.8" (6" min.-150.1" max.) | L: 48" | Canopy: 10" round . ) Polished Nickel
Includes 12 feet of field-cuttable cable % 700KLE6N-LED930 I
Can be installed on a sloped ceiling up to 45°
SIZE 36.5-96.5"
LAMPING H: 8.5" (36.5" min.-96.5" max.) | W: 56.1" Maximum 927-2451mm
Integrated LED . L2 Canopy: 5.2" round 316"
Voltage: 120V % (- i 5o Includes (2) 6" and (4) 12" rigid stems in coordinating finish 803mm
Total Watts: TOW - L 42 Bmm Arms rotate to desired position 7  E— 83"
Delivered Lumens: 8229 1067 mm Cannot be installed on sloped ceiling ' - ! 2Tmm’
CCT: 3000K | 48" — —— —
CRI: 90 29 mm LAMPING | —r d
Dimmable with most LED compatible Integrated LED MAXIMUM
ELV and Triac dimmers Voltage: 120V —
Total Watts: 45.6W RN
Delivered Lumens: 3490 .
CCT: 3000K p
CRI: 90 / ‘\
Dimmable with most LED compatible 50 { 50"ARMS |
ELV and Triac dimmers Z70mm | ROTATE 350° |
LANGSTON LARGE PENDANT LANGSTON MEDIUM CHANDELIER
P 108 P 109
ITEM NUMBER 6.1 ITEM NUMBER
Plated Brass }56 ’“"1‘ Plated Brass
700TDLGSN10BR-LED927 (120V) e =/ 700LGSN31BR-LED927 33 v -
700TDLGSN10BR-LED927-277 (277V) 24mm 84 mm.
SIZE
SIZE H: 40.5" (52.9" min.-106.9" max.) | L: 31" | W: 21.5"
H: 33.5" (41.3" min.-95.3" max.) | W: 10.5" | Canopy: 6.1" round Canopy: 6.5" round —
Includes (4) 12" and (2) 6" rigid stems in coordinating finish Includes (4) 12" and (2) 6" rigid stems in coordinating finish
LAMPING — LAMPING
Integrated LED 413953 Integrated LED 52.9"-106.9"
Voltage: 120V or 277V 1049-2420 mm Voltage: 120V-277V [ 1343-2715mm
Total Watts: 21.6W J,L Total Watts: 86.4W 105"
Delivered Lumens: 2118 Delivered Lumens: 5946 1028 mm
CCT: 2700K 85323;m E CCT: 2700K
CRI: 90 i CRI: 90
Dimmable with most LED compatible ELV and Triac Dimmable with most LED compatible
dimmers; 277V dimmable with 0-10V dimmers ELV, Triac and 0-10V dimmers
- v . — -
| _105" | L l
266 mm
3
788 mm

667



PRODUCT SPECIFICATIONS

CHANDELIERS

LINGER MEDIUM ABSTRACT CHANDELIER
P120

LINGER MEDIUM CHANDELIER
P18

ITEM NUMBER
Natural Brass
700LNG12ANB-LED930
Polished Nickel
700LNGI12AN-LED930

SIZE
H: 32.4" min.-40.6" max. (44" min.-92" max.) | W: 52.3"

ITEM NUMBER
Natural Brass
700LNGI12NB-LED930
Polished Nickel
700LNGI2N-LED930

SIZE
H: 271" (36" min.-84" max.) | W: 38.4" | Canopy: 5.2" round

52
132mm
P

49" 7 ﬁ
124mm,_

Canopy: 5.2" round Includes (4) 12" and (2) 6" rigid stems __36"-84" o
Includes (4) 12" and (2) 6" rigid stems % in coordinating finish 914-2134mm
in coordinating finish Can be installed on a sloped ceiling up to 35° —¥ T—
Can be installed on a sloped ceiling up to 45° 32.4"-406" r 588 mm
Has customizable arm positions 823-1031mm LAMPING
Integrated LED
LAMPING Voltage: 120V .
Integrated LED Total Watts: 53.6W
Voltage: 120V . N Delivered Lumens: 4251
Total Watts: 53.6W CCT: 3000K
Delivered Lumens: 4251 CRI: 90
CCT: 3000K Dimmable with most LED compatible
CRI: 90 ELV and Triac dimmers
Dimmable with most LED compatible
ELV and Triac dimmers
32.2"-40.6"
823-1031mm
| 523" J
1328 mm
LINGER LARGE CHANDELIER LODY MEDIUM CHANDELIER
P18 P 166
ITEM NUMBER 5.2 ITEM NUMBER 5.2"
Natural Brass 1?2 ’“T Aged Brass '?2 "‘T
700LNGI18NB-LED930 — 700LDY18R-LED930 v 4g —
Polished Nickel Matte Black 2amm
700LNGI8N-LED930 700LDY18B-LED930
Polished Nickel
SIZE 700LDY18N-LED930 19-799"
H: 27.1" (18" min.-60" max.) | W: 42.8" | Canopy: 5.2" round — 810-2029 mm
Includes (4) 12" and (2) 6" rigid stems in 36"-84" - SIZE
coordinating finish 914-2134 mm H: 15" (31.9" min.-79.9" max.) | W: 32" | Canopy: 5.2" round 15"
Can be installed on a sloped ceiling up to 35° Includes (4) 12" and (2) 6" rigid stems 381mm
Gszgi in coordinating finish
LAMPING mm — i
24"
Integrated LED LAMPING L &omm !
Voltage: 120V Integrated LED | 32 ]
Total Watts: 80.8W Voltage: 120V-277V 813mm

Delivered Lumens: 6994

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

| 428" J
1087 mm

AV

[ 1€ A | 1
| 22 J
564mm

Additional products and options are available at techlighting.com

Total Watts: 35.6W

Delivered Lumens: 1873

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers




LODY LARGE CHANDELIER

MARA CHANDELIER

CHANDELIERS

P 166 P 154

ITEM NUMBER ITEM NUMBER 52"

Aged Brass Aged Brass }32'""1‘
700LDY20R-LED930 — 700MRAWR-LED927 — 490 ™

Matte Black Matte Black 124mm 12"-60"
700LDY20B-LED930 700MRAWB-LED927 3051524 mm

Polished Nickel

700LDY20N-LED930 20877.9" SIZE .
759-1979 mm H:18.8" (35.7" min.-81.5" max.) | W: 28.8" | Canopy: 5.2" round 35.7"-81.5"
SIZE Includes (1) 12" and (2) 24" rigid stems 907-2070 mm
H: 13" (29.9" min.-77.9" max.) | W: 48" | Canopy: 5.2" round in coordinating finish 18.8"
Includes (4) 12" and (2) 6" rigid stems 487 mm
in coordinating finish LAMPING
— Integrated LED

LAMPING Voltage: 120V —
Integrated LED Total Watts: 65W
Voltage: 120V-277V L _ 48" Delivered Lumens: 1675
Total Watts: 39.5W 1219 mm CCT: 2700K
Delivered Lumens: 2081 CRI: 90
CCT: 3000K Dimmable with most LED compatible
CRI: 90 ELV and Triac dimmers
Dimmable with most LED compatible
ELV and Triac dimmers
MARA GRANDE CHANDELIER MODERNRAIL CHANDELIER 2
P 155 P 160
ITEM NUMBER 52" ITEM NUMBER REMOTE CANOPY 5"
Aged Brass 1r32 "‘T Glass Cylinders 137"‘:’
700MRAGWR-LED927 700MDCHCRR (Remote Canopy) ﬁ c 3ﬁ —
Matte Black 700MDCHCRS (Surface Canopy)
700MRAGWB-LED927 Glass Orbs 20480

700MDCHGRR (Remote Canopy) _204-804"
SIZE 700MDCHGRS (Surface Canopy) 516-2042mm
H: 34.5" (53.4" min.-101.4" max.) | W: 32.5" | ' A

6.5

Canopy: 5.2" round SIZE Bsmm g
Includes (1) 12" and (2) 24" rigid stems 53.4"1014" H:12.9" (20.4" min.-80.4" max.) | L: 48" | — 328'""“
in coordinating finish 1356-2576 mm Canopy: 5" or 5.2" round

Includes (2) 78" of aircraft cable, (2) 6" stems —a —
LAMPING and (4) 12" stems in coordinating finish L # ]

mm

Integrated LED SURFACE CANOPY 5.2"
Voltage: 120V LAMPING B2mm
Total Watts: 751W Integrated LED P
Delivered Lumens: 1816 Voltage: 120V 7 49 -
CCT: 2700K Total Watts: 70.1W _J24mm
CRI: 90 Delivered Lumens: Cylinders: 2024 | Orbs: 1720
Dimmable with most LED compatible CCT: 3000K 20.4"-80.4"
ELV and Triac dimmers CRI: 90 518-2042 mm

Dimmable with most LED compatible

ELV and Triac dimmers - ?5 o

smm g0
328 mm
b 48" 1
1219 mm

128" i
325mm 8.9
226m S

— —

669



PRODUCT SPECIFICATIONS

CHANDELIERS

ORBET SMALL CHANDELIER

ORBET MEDIUM CHANDELIER

P 138 P 138
ITEM NUMBER 10" ITEM NUMBER
Natural Brass I 254 mm 1 o _. Natural Brass t % 1
7000BT30NB-LED927 —+43mm 7000BT36NB-LED927 —
Nightshade Black Nightshade Black
7000BT30B-LED927 o144 7000BT36B-LED927
Polished Nickel 508-3658 mm Polished Nickel 25"-144"
7000BT30N-LED927 7000BT36N-LED927 635-3658 mm
SIZE SIZE

—~ 28

H: 2.8" (20" min.-144" max.) | W: 30" | Canopy: 10" round
Includes 12 feet of field-cuttable matte black cord

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 35.8W

Delivered Lumens: 2182

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

ORBET LARGE CHANDELIER
P 140

H: 2.8" (25" min.-144" max.) | W: 36.1" | Canopy: 10" round
Includes 12 feet of field-cuttable matte black cord

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 42.7W

Delivered Lumens: 2630

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

PHOBOS MEDIUM CHANDELIER
P12

PHOBOS LARGE CHANDELIER
P12

ITEM NUMBER
Natural Brass
7000BT42NB-LED927
Nightshade Black
7000BT42B-LED927
Polished Nickel
7000BT42N-LED927

SIZE
H: 2.8" (30" min.-144" max.) | W: 42.4" | Canopy: 10" round
Includes 12 feet of field-cuttable matte black cord

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 49.6W

Delivered Lumens: 3078

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

Additional products and options are available at techlighting.com

10"
I 254mm 1

30"-144"

762-3658 mm

adjustable

ITEM NUMBER

Natural Brass
700PHB24NB-LED927 (120V)
700PHB24NB-LED927-277 (277V)

SIZE
H: 15" (23.2" min.-77.2" max.) | W: 24" | Canopy: 4.5" round

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 23.5W

Delivered Lumens: 855

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers

45"
114 mm
r 1 *
1 = = 25mm
28mm
al
A H
23.2"-77.2"
589-1961mm
15"
381mm
- 0 -
b _24 1
609 mm

ITEM NUMBER

Natural Brass
700PHB36NB-LED927 (120V)
700PHB36NB-LED927-277 (277V)

SIZE

H: 15" (23.2" min-77.2" max.) | W: 36" | Canopy: 4.5" round

LAMPING

Integrated LED
Voltage: 120V or 277V
Total Watts: 23.5W
Delivered Lumens: 855
CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers

45"

14 mm
r 1 r

1" = 2 25mm

28 mm
r
15"
381mm
. U

b _36" 1

914 mm

23.2"-77.2"

589-1961mm



PHOTON MEDIUM CHANDELIER

PHOTON LARGE CHANDELIER

CHANDELIERS

P 158 P 158
ITEM NUMBER ITEM NUMBER 65"
Aged Brass Aged Brass ;65"‘";
700PHT34R-LED930A 700PHT48R-LED930A (120V) ~ 24" —
Satin Nickel 700PHT48R-LED930A-277 (277V) ~ 61mm
700PHT34S-LED930A Satin Nickel -
700PHT48S-LED930A (120V)
SIZE 700PHT48S-LED930A-277 (277V)
H: 23.5" (43.2" min.-135.1 max.) | L: 34" | Canopy: 6" round
Includes (4) 12" and (2) 6" rigid stems in coordinating finish SIZE . %
H: 31.8" (58.2" min.-144.2 max.) | L: 48" | Canopy: 6.5" round 808 mm
LAMPING Includes (4) 12" and (2) 6" rigid stems in coordinating finish
Integrated LED
Voltage: 120V or 277V LAMPING
Total Watts: 23.5W | Integrated LED
Delivered Lumens: 1897 Voltage: 120V or 277V — —
CCT: 3000K Total Watts: 35W % 1
CRI: 90 Delivered Lumens: 2656
Dimmable with most LED compatible CCT: 3000K
ELV and Triac dimmers CRI: 90
277V compatible with 0-10V dimmers Dimmable with most LED compatible
ELV and Triac dimmers
277V compatible with 0-10V dimmers
SEDONA SINGLE CHANDELIER SEDONA DOUBLE LINEAR
P 132 P 135
ITEM NUMBER ITEM NUMBER
Clear/Aged Brass Aged Brass
700SDNMPRICR (No Lamp) 26" 700SDNMPL2CR (Clear, No Lamp) o
700SDNMPRICR-LED927 (E26 Lamp) 66 mm o 700SDNMPL2CR-LED927 (Clear, T14 Lamp)
Clear/Satin Nickel — 700SDNMPL2KR (Transparent Smoke, No Lamp)
700SDNMPRICS (No Lamp) 700SDNMPL2KR-LED927 (Transparent Smoke, T14 Lamp)
700SDNMPRICS-LED927 (E26 Lamp) Satin Nickel P
Transparent Smoke/Aged Brass 700SDNMPL2CS (Clear, No Lamp) 1095-2466 mm

700SDNMPRIKR (No Lamp)
700SDNMPRIKR-LED927 (E26 Lamp)
Transparent Smoke/Satin Nickel
700SDNMPRIKS (No Lamp)
700SDNMPRI1KS-LED927 (E26 Lamp)

SIZE

H: 30" (431" min.-97.1" max.) | W: 24.5" | Canopy: 5.4" round
Includes (2) 6" and (4) 12" rigid stems

in coordinating finish and 9" of black cloth cord

Can be installed on a sloped ceiling up to 45°

LAMPING
No Lamp Option
Rated for (4) 60W max E26 med base lamps

LED E26 Med Base T14 Lamps
Voltage: 120V

Total Watts: 4 x 3.5W

Delivered Lumens: 1228

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

30"

762mm

700SDNMPL2CS-LED927 (Clear, T14 Lamp)
700SDNMPL2KS (Transparent Smoke, No Lamp)
700SDNMPL2KS-LED927 (Transparent Smoke, T14 Lamp)

SIZE

H: 30" (431" min.-971" max.) | L: 39.3" | W: 24.5" |
Canopy: 24" wide

Includes (2) 6" and (4) 12" rigid stems

in coordinating finish and 9" of black cloth cord

LAMPING
No Lamp Option
Rated for (8) 60W max E26 med base lamps

LED E26 Med Base T14 Lamps
Voltage: 120V

Total Watts: 8 x 3.5W

Delivered Lumens: 2456

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

45" ]
622mm

671



PRODUCT SPECIFICATIONS

CHANDELIERS

SEDONA TRIPLE LINEAR SPECTICA MEDIUM CHANDELIER

P 136 P168

ITEM NUMBER 43" ITEM NUMBER 65"

Aged Brass 6 .r 1092mm 1 Matte Black 1r63m"1‘
700SDNMPL3CR (Clear, No Lamp) 700SPCTB-LED930 (120V) 18" ~ —
700SDNMPL3CR-LED927 (Clear, T14 Lamp) 700SPCTB-LED930-277 (277V) 46 mm * |:“’:|
700SDNMPL3KR (Transparent Smoke, No Lamp)

700SDNMPL3KR-LED927 (Transparent Smoke, T14 Lamp) SIZE

H:10.4" (21" min.-85.2" max.) | L: 32.4" | W: 26.5" |
Canopy: 6.5" round
Includes (3) 12", (2) 6" and (1) 3" rigid stems
in coordinating finish 104"

. . 264 mm
Adjustable arms and rotating heads

Satin Nickel

700SDNMPL3CS (Clear, No Lamp)
700SDNMPL3CS-LED927 (Clear, T14 Lamp)
700SDNMPL3KS (Transparent Smoke, No Lamp)
700SDNMPL3KS-LED927 (Transparent Smoke, T14 Lamp)

21"-85.2"
— 533-2164 mm

SIZE LAMPING
Triple: H: 30" (43.1" min.-97.1" max.) | L: 62.5" | W: 24.5" | | 625" ] Integrated LED —
Canopy: 43" wide 1588 mm Voltage: 120V or 277V
Includes (2) 6" and (4) 12" rigid stems 23 Total Watts: 46.6W
in coordinating finish and 9" of black cloth cord 109 mm Delivered Lumens: 2771
[ CCT: 3000K 26.5"
LAMPING - CRI: 90 673 mm
No Lamp Option Dimmable with most LED compatible
Rated for (12) 60W max E26 med base lamps ELV and Triac dimmers
LED E26 Med Base T14 Lamps 277V compatible with 0-10V dimmers
Voltage: 120V 431"-97.1" _
Total Watts: 12 x 3.5W 1095-2466 mm
Delivered Lumens: 3686
CCT: 2700K
CRI: 90
Dimmable with most LED compatible
ELV and Triac dimmers .
245" 1
622 mm
SPECTICA LARGE CHANDELIER SPUR CHANDELIER
P168 P 156
ITEM NUMBER 65" ITEM NUMBER
Matte Black 1r63'"’;‘ Aged Brass
700LSSPCTB-LED930 (120V) _18" — 700SPRFR-LED927 —
700LSSPCTB-LED930-277 (277V) asmm - o Matte Black
700SPRFB-LED927

SIZE
H: 71 (17.4" min.-65.4" max.) | L: 51.3" | W: 51.3" | —  _174-654" SIZE
Canopy: 6.5 round 4421661 mm H: 26" (381 min.-86.1" max.) | W: 37.4" | Canopy: 5.1" round
Includes (3) 12", (2) 6" and (1) 3" rigid stems T 183':-;m Includes (1) 12" and (2) 24" rigid stems
in coordinating finish in coordinating finish 38.1"-86.1"
Adjustable arms and rotating heads 2 — —a 968-2187 mm

q 513" 1 LAMPING
LAMPING 1303 mm Integrated LED
Integrated LED — Voltage: 120V
Voltage: 120V or 277V Total Watts: 65W
Total Watts: 56 W Delivered Lumens: 2285
Delivered Lumens: 3011 CCT: 2700K
CCT: 3000K CRI: 90 —_—
CRI: 90 513" Dimmable with most LED compatible

Dimmable with most LED compatible 1503 mm

ELV and Triac dimmers
277V compatible with 0-10V dimmers

ELV and Triac dimmers

Additional products and options are available at techlighting.com



SPUR GRANDE CHANDELIER

CHANDELIERS

STRATOS CHANDELIER

P 157 P 150
ITEM NUMBER ITEM NUMBER 7.9"
Aged Brass Frost/Satin Nickel r201 "‘"}
700SPRGFR-LED927 700STR30FS-LED927 ~ 22" —
Matte Black Smoke/Black = S6mm
700SPRGFB-LED927 700STR30KB-LED927
13™151"

SIZE SIZE 330-338355mm
H: 43.2" (56" min.-104" max.) | W: 411" | Canopy: 5.2" round H: 7" (13" min.-151" max.) | W: 30.6" | Canopy: 7.9" round A
Includes (1) 12" and (2) 24" rigid stems 7 Includes 12 feet of field-cuttable cable 178 mm
in coordinating finish to match finish selection | 306" J - -
Can be installed on a sloped ceiling up to 35° 777 mm

LAMPING
LAMPING Integrated LED
Integrated LED Voltage: 120V-277V
Voltage: 120V 432" Total Watts: 50W
Total Watts: 112W 1097 mm Delivered Lumens: 3142
Delivered Lumens: 4113 CCT: 2700K
CCT: 2700K CRI: 90
CRI: 90 Dimmable with most LED compatible
Dimmable with most LED compatible ELV, Triac and O-10V dimmers
ELV and Triac dimmers

| ar ]
1044 m
VELLAVI MEDIUM CHANDELIER VELLAVI LARGE CHANDELIER
P 144 P 144
ITEM NUMBER 10" ITEM NUMBER 10"
Natural Brass e I 254mm 1 . Natural Brass 25 o I 254mm 1 .
700VLV24NB-LED922 58mm A 700VLV36NB-LED922 Samm -
Nightshade Black Nightshade Black
700VLV24B-LED922 700VLV36B-LED922
SIZE 12144 SIZE _ 1244
H:.8" (12" min.-144" max.) | W: 23.4" | Canopy 10" round 305-3658 mm H:.8" (12" min.-144" max.) | W: 36" | Canopy 10" round 305-3658 mm
Includes 12 feet of field-cuttable satin cable Includes 12 feet of field-cuttable satin cable
Can be installed on a sloped ceiling up to 45° Can be installed on a sloped ceiling up to 45°
LAMPING LAMPING
Integrated LED 8 . Integrated LED 8 A
. 20 mm . 20 mm

Voltage: 120V-277V 234" | Voltage: 120V-277V | 36" 1
Total Watts: 27.3W 594mm Total Watts: 42.3W 914 mm
Delivered Lumens: 1617 Delivered Lumens: 2263
CCT: 2200K CCT: 2200K
CRI: 90 CRI: 90

Dimmable with most LED compatible ELV dimmers

Dimmable with most LED compatible ELV dimmers
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PRODUCT SPECIFICATIONS

CHANDELIERS

VIAGGIO CHANDELIER

WYTHE SMALL CHANDELIER

P 126 P 106
ITEM NUMBER LED E12 Base T6 Lamps (Smoke/Polished Nickel) ITEM NUMBER
Opal/Brass Voltage: 120V Plated Brass

700VGOOR (No Lamp)
700VGOOR-LED930 (G9 Lamp)
Smoke/Polished Nickel
700VGOSN (No Lamp)

Total Watts: 12 x 2W
Delivered Lumens: 1800
CCT: 2700K

CRI: 90

700WYT6BR-LED927 (120V)
700WYT6BR-LED927-277 (277V)

SIZE

700VGOSN-LED930 (T6 Lamp) Dimmable with most LED compatible H:14.8" (21.7" min.-7.7" max.) | W: 15.7" | 26.7"-74.7"
ELV and Triac dimmers Canopy: 5.4" round 678-1897 mm
SIZE . Includes (4) 12" and (2) 6" rigid stems in coordinating finish
H: 34.3' (43.2" min.-100.3" max.) | W: 30.2" | =
Canopy: 5.4" round LAMPING
Includes (2) 6" and (4) 12" rigid stems in coordinating finish T Integrated LED —
Can be installed on a sloped ceiling up to 45° Voltage: 120V or 277V
Total Watts: 21W
LAMPING 7 Delivered Lumens: 1200
No Lamp Option CCT: 2700K
Opal: Rated for (12) 5W max G9 bi-pin lamps — 43.2°100.3" CRI: 90
Mirrored Smoke: Rated for (12) 5W max 1097-2548 mm Dimmable with most LED compatible ELV and Triac
E12 candelabra base lamps - 83?51;1 dimmers; 277V dimmable with 0-10V dimmers
LED G9 Base Bi-Pin Lamps (Opal/Brass) 635mm
Voltage: 120V
Total Watts: 12 x 5W
Delivered Lumens: 4329 4 s
CCT: 3000K
CRI: 90
Dimmable with most LED compatible
ELV and Triac dimmers
WYTHE MEDIUM CHANDELIER WYTHE LARGE CHANDELIER
P 106 P107
ITEM NUMBER 6.3" ITEM NUMBER 13"
Plated Brass r16°"""w Plated Brass 2 I 3s0mm | .,
700WYT6MBR-LED927 (120V) 14 - — — 700WYT8BR-LED927 (120V) 32mm *
700WYT6MBR-LED927-277 (277V) 37mm * 700WYT8BR-LED927-277 (277V)
SIZE SIZE
H: 11" (18.6" min.-72.6" max.) | W: 30" | H:14.8" (24.3" min.-78.3" max.) | W: 39.3" | |] 26.7"-74.7"
Canopy: 5.4" round Canopy: 13" round — 678-1897 mm
Includes (4) 12" and (3) 6" rigid stems in coordinating finish Includes (16) 12" and (12) 6" rigid stems in coordinating finish ‘ \ l
14.8"
LAMPING 267747 LAMPING 376mm QI‘ el y ’lp
Integrated LED 678-1897 mm Integrated LED ‘ \_/ '
Voltage: 120V or 277V Voltage: 120V or 277V — L 395" J -
Total Watts: 21W Total Watts: 28W 599 mm
Delivered Lumens: 1200 Delivered Lumens: 1600
CCT: 2700K CCT: 2700K
CRI: 90 CRI: 90

Dimmable with most LED compatible ELV and
Triac dimmers; 277V dimmable with 0-10V dimmers

Additional products and options are available at techlighting.com

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with 0-10V dimmers



WYTHE X-LARGE CHANDELIER
P164

ITEM NUMBER

Plated Brass
700WYTI12BR-LED927 (120V)
700WYTI12BR-LED927-277 (277V)

SIZE

H:14.8" (24.3" min.-78.3" max.) | L: 47.2" | W: 47.2" |

Canopy: 13" round

Includes (16) 12" and (12) 6" rigid stems in coordinating finish

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 36 W

Delivered Lumens: 2400

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with 0-10V dimmers

BAU LINEAR
P182

3
I 30mm 1

|] 26.7"-74.7"
— ‘ \ 678-1897 mm

14.8"
s | b T3 |5
\ \J J_.

L 47.4" J
1203 mm

DESSAU LINEAR
P 196

CHANDELIERS

LINEAR

ITEM NUMBER

Natural Brass
700LSBAUSONB-LED930
Nightshade Black
700LSBAU50B-LED930

SIZE

H: 12" (19.7" min.-73.7" max.) | L: 49.2" | W: 3.2"
Canopy: 17" wide

Includes (8) 12" and (4) 6" rigid stems

in coordinating finish

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 58.3W

Delivered Lumens: 1211

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers.

Due to weight constraints, the following
j-box is required for installation: 75+ pounds

o ITEM NUMBER
' 43127;“ 1 178 mm Natural Brass
14 700LSDES48NB-LED92730
~36mm Nightshade Black
700LSDES48B-LED92730

a

19.7"-73.7"
500-1872mm SIZE

adjustable H:1.3" (12" min.-144" max.) | L: 48.2" | W: 1.5"
12 Canopy: 16" wide
305mm Includes 10 feet of field-cuttable satin cable

492" J Lod LAMPING
1250 mm 32" Integrated LED
81mm Voltage: 120V
Total Watts: 36.2W
Delivered Lumens: 2261
CCT: Selectable 2700K/3000K
CRI: 90
Dimmable with most LED compatible
ELV and Triac dimmers

55"
16" 20 mm
I z06mm 1 S

12"-144"
305-3658 mm

L 482" ] L4
225 mm 15"
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PRODUCT SPECIFICATIONS

LINEAR

DYNA LINEAR

P198

ITEM NUMBER SIZE 46" REMOTE CANOPY 46"

Anodized Aluminum Small: H: 1" (6" min.-144" max.) | L: 47.5" | W:1.3" | REMOTE CANOPY ;17"'"; ;17""';

700LSDYNAR4PA-LED927 (Small, Remote, 2700K) Canopy: 4.6" or 6.5" round o ﬁ c = — o YA l:l —

700LSDYNAS4PA-LED927 (Small, Surface, 2700K) Large: H: 1" (6" min.-144" max.) | L: 93.5" | W: 1.3" | 43mm

700LSDYNAR4PA-LED930 (Small, Remote, 3000K) Canopy: 4.6" or 6.5" round __6-a4 6-144"

700LSDYNAS4PA-LED930 (Small, Surface, 3000K) Includes 12 feet of field-cuttable satin cable 152-3658 mm 152-3658 mm

700LSDYNARA4PA-LED935 (Small, Remote, 3500K) » " -

700LSDYNAS4PA-LED935 (Small, Surface, 3500K) LAMPING - 2% mm — (¢ Toemm —

700LSDYNARSPA-LED927 (Large, Remote, 2700K) Integrated LED | s : hed L 935" J

700LSDYNAS8PA-LED927 (Large, Surface, 2700K) Voltage: 120V 46" 33mm 2375 mm

700LSDYNARSPA-LED930 (Large, Remote, 3000K) Total Watts: Direct: 4 32W | 8" 50.4W SURFACE CANOPY 7 mm

700LSDYNAS8PA-LED930 (Large, Surface, 3000K) Delivered Lumens: 4:1306 | 8': 2612 o w1 . SURFACE CANOPY %

700LSDYNARSPA-LED935 (Large, Remote, 3500K) CCT: 2700K, 3000K or 3500K Bom — L e f1

700LSDYNAS8PA-LED935 (Large, Surface, 3500K) CRI: 90 6"-144" v Tom T -

Anodized Black Dimmable with most compatible 152-3658 mm

700LSDYNAR4PB-LED927 (Small, Remote, 2700K) ELV and Triac dimmers ) e

700LSDYNAS4PB-LED927 (Small, Surface, 2700K) 325‘% .

700LSDYNAR4PB-LED930 (Small, Remote, 3000K) | _475"_ e ) ST

700LSDYNAS4PB-LED930 (Small, Surface, 3000K) 1207 mm Bmom (¢ Bmm —*

700LSDYNAR4PB-LED935 (Small, Remote, 3500K) | 23335-5;';"1 J

700LSDYNAS4PB-LED935 (Small, Surface, 3500K)

700LSDYNARS8PB-LED927 (Large, Remote, 2700K)

700LSDYNAS8PB-LED927 (Large, Surface, 2700K)

700LSDYNARSPB-LED930 (Large, Remote, 3000K)

700LSDYNAS8PB-LED930 (Large, Surface, 3000K)

700LSDYNARSPB-LED935 (Large, Remote, 3500K)

700LSDYNAS8PB-LED935 (Large, Surface, 3500K)

DYNA MECHANICAL CONNECTOR ESFERA LARGE LINEAR ESSENCE LINEAR

P 198 P174 P 200

ITEM NUMBER ITEM NUMBER ITEM NUMBER 43

Anodized Aluminum Natural Brass Aged Brass t 3::1"' 1 ‘r‘o"‘:“

700DYNAA 700LSESF60NB-LED927 (120V) 700LSESNIR-LED930 —— .7 ~

Anodized Black 700LSESF60NB-LED927-277 (277V) Satin Nickel Stmm 20"

700DYNAB Nightshade Black 700LSESN1S-LED930 152-3048 mm
700LSESF60B-LED927 (120V) 8 N

Joins multiple Dyna Linear Suspension fixtures to form a 700LSESF60B-LED927-277 (277V) SIZE 20mm 50" I "

continuous row. Each fixture requires its own junction box. SizE H: .8" (6" min.-120" max.) | L: 50" | Canopy: 13.8" wide 1270 mm ZO-L

mm

ITEM NUMBER

SIZE
H:1" [ W13 [ We 8"

H: 4.8" (13.2" min.-67.2" max.) | W: 60" | Canopy 13.5" wide
Includes (8) 12" and (4) 6" rigid stems in coordinating finish

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 25.2W

Delivered Lumens: 2520

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with 0-10V dimmers

13.5" 6.5"
343mm 165 mm
r 1 L [
36mm
13.2"-67.2"
336-1708 mm
L 1 v 48"
8] 5] U U 8] U L2imm —
| _60" ! b,
1524 mm _25"

Additional products and options are available at techlighting.com

Includes 10 feet of field-cuttable satin cable

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 24W

Delivered Lumens: 894

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers



I-BEAM LARGE LINEAR

I-BEAM X-LARGE LINEAR

LINEAR

P 180 P 180
ITEM NUMBER 6.5" ITEM NUMBER 195"
Nightshade Black Py jesmm Nightshade Black if ao5mm 1 .
700LSIBM47B-LED927 (120V) 16— - 700LSIBM72B-LED927 42mm
700LSIBM47B-LED927-277 (277V) 42mm Plated Brass
Plated Brass 700LSIBM72BR-LED927 N3721
700LSIBM47BR-LED927 (120V) P— 796-1781 mm
700LSIBM47BR-LED927-277 (277V) 796-1781mm SIZE
H: 2.7" (31.3" min.-72.1" max.) | L: 72.2" | W: 2.5" |
SIZE Canopy: 19.5" Y
H: 31.3" (31.3" min.-72.1" max.) | L: 46.9" | W: 2.5" | 37 - Includes (8) 12" and (4) 6" rigid stems in coordinating finish L ] ,94mm_,
Canopy: 6.5" FBmma b - ] . [ 722" ]
Includes (8) 12" and (4) 6" rigid stems in coordinating finish | “gg%n ) 2le LAMPNG 1834 mm
&4 mm Integrated LED 6.5"
LAMPING Voltage: 120V 165 mm
Integrated LED Total Watts: 60W ot
Voltage:120V-277V Delivered Lumens: 5600
Total Watts: 38W CCT: 2700K
Delivered Lumens: 3500 CRI: 90
CCT: 2700K Dimmable with most LED compatible
CRI: 90 ELV, Triac and O-10V dimmers
Dimmable with most LED compatible
ELV, Triac and O-10V dimmers
bd

64 mm
KNOX LINEAR LINE WAVE 2 CHANDELIER
P 204 P 208
ITEM NUMBER ) 63" ITEM NUMBER 13.8"
Black r 4:)5;':?1"‘ lreo m Aged Brass I ssimm 1 a2
700LSKNOXB-LED (120V) — 512 700LSLNVR-LED927 (LED) : y 305-1067 T
700LSKNOXB-LED277 (277V) 0.4"147.4" somm 700LSLNVR (No Lamp)
Satin Nickel 239-3744mm Satin Nickel -
700LSKNOXS-LED (120V) 0 | —~ 22" 700LSLNVS-LED927 (LED) 59"
700LSKNOXS-LED277 (277V) — 1 s I -+ 56mm 700LSLNVS (No Lamp) Z04mm

a8 mm 36"
SIZE 9lmm SIZE
H: 2.2" (9.4" min.-147.4" max.) | L: 45.2" | W: 3.6" | H:15.9" (12" min. - 42" max.) | L: 48" | W:19.4 i
Canopy: 15.8" wide Canopy: 13.8" wide
Includes 12 feet of field-cuttable satin cable Includes (4) 6" and (6) 12" rigid stems in .,
Can be installed on a sloped ceiling up to 45° coordinating finish
LAMPING LAMPING 19.4"
493mm

Integrated LED

Voltage: 120V or 277V

Total Watts: 40

Delivered Lumens: 1952

CCT: 3000K

CRI: 80

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with O-10V dimmers

No Lamp Option
Rated for (14) 25W max E12 candelabra base lamps

LED E12 Base T6 Lamps

Voltage: 120V

Total Watts: (14) 2W

Delivered Lumens: 2800

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers
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PRODUCT SPECIFICATIONS

LINEAR
LINGER LINEAR NYRA MEDIUM LINEAR
P192 P184
ITEM NUMBER 489" ITEM NUMBER ' 4;2-::m 1 7
Natural Brass r 1242mm “1 Nightshade Black ——————— 7 M
700LSLNG48NB-LED930 (120V) == 700LSNYR60B-LED930 = 4imm
700LSLNG48NB-LED930-277 (277V) ros Plated Brass
Polished Nickel o5 T ﬁ 7 700LSNYR60BR-LED930
700LSLNG48N-LED930 (120V) 127mm o _
700LSLNGA48NB-LED930-277 (277V) — SIZE o m
D D D D D 156-956" H: 11.4" 19.3" min.-73.3" max.) | L: 60" | W: 10"
SIZE '904-2428 mm Canopy: 19.5" wide
H: 26.9" (35.6" min. - 95.6" max.) | L: 48.9" | W: 2.3 g 269" Includes (4) 6" and (8) 12" rigid stems in coordinating finish r . e
Canopy: 5.2" round 683 mm nar
Includes (4) 6" and (10) 12" rigid stems in LAMPING 330 mm
coordinating finish Integrated LED
.. Voltage: 120V | 60" ] -
LAMPING H Total Watts: 79W 1524 mm
Integrated LED 55':“" Delivered Lumens: 6313 65"
Voltage: 120V or 277V CCT: 3000K B5mm
Total Watts: 46W : r 1
Delivered Lumens: 3775 CRI: 90 i —
CCT: 3000K Dimmable with most LED compatible
CRI: 90 ELV and Triac dimmers.
Dimmable with most LED compatible
ELV and Triac dimmers
277V compatible with O-10V dimmers
10"
254mm
NYRA LARGE LINEAR SUSPENSION PARALLAX LINEAR
P184 P 202
ITEM NUMBER 19.5" ITEM NUMBER 12.7"
Nightshade Black I assmm 1 Black mm 1 .
700LSNYR72B-LED930 700LSPRLXB-LED930 “30mm 12144
Plated Brass 305-3658 mm
700LSNYR72BR-LED930 SIZE L6
H:.6" (12" min.-144" max.) | L: 54" | W: 3.8" | I 547 15mm
SIZE Canopy: 12.7" wide 1372mm
H: 121" (20" min.-74" max.) | L: 72" | W: 10" Includes 12 feet of field-cuttable satin cable 42"
Canopy: 19.5" wide — r — All finishes include Satin Nickel hardware and canopy 1(;7"";"
Includes (4) 6" and (8) 12" rigid stems in coordinating finish 121"
507 mm b\/ LAMPING
LAMPING . Integrated LED
Integrated LED 72" | Voltage: 120V-277V
Voltage: 120V 1829 mm Total Watts: 38W Lo
Total Watts: 94.4W 65" Delivered Lumens: 1890 %
Delivered Lumens: 7123 erqun (CIEIZ;C())OOK
. 19" — :
CCT: 3000K 48 mm ot Dimmable with most LED compatible
CRI: 90 ELV, Triac and 0-10V dimmers
Dimmable with most LED compatible
ELV and Triac dimmers. 20"-74"
508-1880 mm
3 4
10"
254mm

Additional products and options are available at techlighting.com



PHOBOS LARGE LINEAR

PONTE LINEAR

LINEAR

P172 p188
ITEM NUMBER ITEM NUMBER 5.5"

45" 16" 140 mm
Natural Brass T Natural Brass ) b oGoemm 1 oy
700LSPHB68NB-LED927 Py . 700LSPNT50NB-LED930 (120V) 15"~ —

Toerm 700LSPNT5ONB-LED930-277 (277V) 37mm
SIZE Nightshade Black
H: 81" (151" min. - 69.5" max.) | L: 66" | W: 2.5" | 700LSPNT50B-LED930 (120V) %
Canopy: 5.9" round 700LSPNT50B-LED930-277 (277V)
Includes (4) 12" and (2) 6" rigid stems in coordinating finish
SIZE
LAMPING H: 2.7" (25" min.-14812" max.) | L: 50" | W: 5" | Canopy: 16" 27" +~ -
Integrated LED " Includes 12 feet of field-cuttable matte black cable 69mm. U u u ) u u u
Voltage: 120V-277V E T D 3 g mm | —_ b
Total Watts: 15W L romm 1 LAMPING —
Delivered Lumens: 585 mm Integrated LED
CCT: 2700K T Voltage: 120 or 277V
CRI: 90 Total Watts: 22.7W
Dimmable with most LED compatible Delivered Lumens: 1048
ELV, Triac and O-10V dimmers 15.5"-70" CCT: 3000K
394-1778mm CRI: 90
_ Dimmable with most LED compatible ELV and Triac
8.1 dimmers; 277V compatible with 0O-10V dimmers
205mm
bd
25"
64 mm
STAGGER HALO LARGE LINEAR STAGGER HALO X-LARGE LINEAR
P178 P 179
ITEM NUMBER 33 ITEM NUMBER 33"
Natural Brass 8? ’“{“ Natural Brass 8? m{"
700LSSTG50NB-LED927 — 700LSSTG84NB-LED927 —
Nightshade Black Nightshade Black
700LSSTG50B-LED927 209723 700LSSTG84B-LED927 20.9"-72.3"
530-1837 mm 530-1837 mm
SIZE . SIZE .
1 1

H: 1" (20.9" min.-72.3" max.) | L: 50" | W: 18" | — IL o JI T 25 mm H: 1" (20.9" min.-72.3" max.) | L: 84" | W: 24" | — IL adr JI T35 mm
Canopy: 3.3" wide 1270 mm Canopy: 3.3" wide 234 mm
Includes (16) 12" and (8) 6" rigid stems in coordinating finish Includes (16) 12" and (8) 6" rigid stems in coordinating finish
LAMPING LAMPING
Integrated LED Integrated LED
Voltage: 120V-277V Voltage: 120V-277V
Total Watts: 80W Total Watts: 140W
Delivered Lumens: 6400 % Delivered Lumens: 10800 24" ]
CCT: 2700K mm CCT: 2700K 610 mm
CRI: 90 CRI: 90

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers
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PRODUCT SPECIFICATIONS

LINEAR

STAGGER SINGLE LARGE LINEAR

STAGGER SINGLE X-LARGE LINEAR

P176 P176
ITEM NUMBER 65 ITEM NUMBER =
135" 165 mm 16" mm
Natural Brass ! sz3mm | ey Natural Brass prrrs S m—] -
700LSSTG48NB-LED927 16" ~ — — 700LSSTG72NB-LED927
Nightshade Black a4mm- Nightshade Black
700LSSTG48B-LED927 700LSSTG72B-LED927 28.3"-67"
_28.3"-67" 718-1703 mm
SIZE 718-1703 mm SIZE
H: 11" (28.3" min.-67" max.) | L: 48" | W: 1.25" | H: 11" (28.3" min -67" max) | L: 72" | W: 1.25" |
Canopy: 13.5" wide Canopy: 19.5" wide P ol CHLLN
" 28
Includes (8) 12" and (4) 6" rigid stems in coordinating finish LA T Includes (8) 12" and (4) 6" rigid stems in coordinating finish | 72" mm
27 mm 48" J " 1829 mm
LAMPING 1219 mm S‘ZA LAMPING w‘;i
Integrated LED mm Integrated LED > mT
Voltage: 120V-277V Voltage: 120V-277V
Total Watts: 20W Total Watts: 30W
Delivered Lumens: 1800 Delivered Lumens: 2700
CCT: 2700K CCT: 2700K
CRI: 90 CRI: 90
Dimmable with most LED compatible Dimmable with most LED compatible
ELV, Triac and O-10V dimmers ELV, Triac and O-10V dimmers
M
1.25"
32mm
STAGGER DOUBLE LARGE LINEAR STAGGER DOUBLE X-LARGE LINEAR
P177 P177
ITEM NUMBER 135" ITEM NUMBER 19.5"
Natural Brass Eﬂ] Natural Brass 16" I asmm 1
2T - P Gl — —_
700LSSTG260NB-LED927 42mm 700LSSTG284NB-LED927 (120V) 40 mm
Nightshade Black 700LSSTG284NB-LED927-277 (277V)
700LSSTG260B-LED927 28367 Nightshade Black 28367
718-1703 mm 700LSSTG284B-LED927 (120V) 718-1703 mm
SIZE 700LSSTG284B-LED927-277 (277V)
H: 1" (28.3" min -67" max) | L: 60" | W: 4.5" |
Canopy: 13.5" wide L . . SIZE . _ )
Includes (8) 12" and (4) 6" rigid stems in coordinating finish 25mm L 60" ] H: 1" (28.3" min -67" max) | L: 84" | W: 4.5" | [ 84 ]
1524 mm Canopy: 19.5" wide 2134 mm
LAMPING 6.5" Includes (8) 12" and (4) 6" rigid stems in coordinating finish 65"
Integrated LED 165 mm 165 mm
Voltage: 120V-277V ra LAMPING P
Total Watts: 55W Integrated LED
Delivered Lumens: 5100 Voltage: 120V or 277V
CCT: 2700K Total Watts: 80W
CRI: 90 Delivered Lumens: 7700
Dimmable with most LED compatible CCT: 2700K
ELV, Triac and O-10V dimmers CRI: 90
Dimmable with most LED compatible ELV and Triac ST
bod dimmers; 277V dimmable with 0-10V dimmers Lo 25mm
45" A5
14 mm T2 mm

Additional products and options are available at techlighting.com



SURGE LINEAR

SWEEP LINEAR

LINEAR

P 206 P 186
ITEM NUMBER 285" ITEM NUMBER 58"
Satin Nickel 13 r 724mm ! Aged Brass 1473 mm 16
700LSSURGS-LED (120V) 33mm 700LSSWPR-LED930 - - - 41mm
700LSSURGS-LED277 (277V) Polished Nickel
. 700LSSWPN-LED930
SIZE ll—r r
H: 12" (25.3" min.-157.3" max.) | L: 54" | W: 5.9" | 12 SIZE
Canopy: 28.5" wide 505 mm H: 121" (121" min.-150.1" max.) | L: 58" | W: 14" | \:’ ~ s
Includes 12 feet of field-cuttable satin cable . Canopy: 58" wide . T R
Can be installed on a sloped ceiling up to 45° | 54" J| Includes 12 feet of field-cuttable cable for |
1372mm each light guide panel 18" I |

LAMPING 45" 457 mm
Integrated LED 1:4"‘;" LAMPING 24" i
Voltage: 120V or 277V — Integrated LED 610 mm
Total Watts: 52W Voltage: 120V L S
Delivered Lumens: 2694 Total Watts: 134.3W
CCT: 3000K _253"157.3" Delivered Lumens: 4029 14"
CRI: 80 643-3995 mm CCT: 3000K Bemm 1
Dimmable with most LED compatible CRI: 90
ELV and Triac dimmers; 277V not dimmable Dimmable with most LED compatible

R ! - ELV and Triac dimmers

59" 12.1-150.1"

749 mm 307-3813mm
VANDOR LINEAR
P 204
ITEM NUMBER 13.8"
Rubberized Gray/Satin Nickel [P I ssomm 1
700LSVANYS-LED830 (120V) 35mm 144"
700LSVANYS-LED830-277 (277V) 3658 mm
Rubberized White/Satin Nickel adjustable
700LSVANWS-LED830 (120V) mz‘tﬁf | |
700LSVANWS-LED830-277 (277V) “~ 1 o i

1270 mm
SIZE
H: 4" (11.4" min.-77.4" max.) | L: 50" | W: 3.1" | 43"
T 110 mm
Canopy: 13.8" wide Fog
Includes 6 feet of field-cuttable cloth cord -
to match finish selection
n.4"-77.4"

LAMPING 290-1966 mm
Integrated LED N
Voltage: 120V or 277V b
Total Watts: 49.3W 3

78 mm

Delivered Lumens: 3020

CCT: 3000K

CRI: 80

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with O-10V dimmers
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PRODUCT SPECIFICATIONS

LINEAR

VIAGGIO LINEAR

P 194
ITEM NUMBER LED E12 Base T6 Lamps (Smoke/Satin Nickel) 19.5"
Opal/Brass Voltage: 120V e | 45mm ]

700LSVGOOR (No Lamp) Total Watts: 25 x 2W

700LSVGOOR-LED930 (G9 Lamp) Delivered Lumens: 3750

Smoke/Satin Nickel CCT: 2700K

700LSVGOSN (No Lamp) CRI: 90

700LSVGOSN-LED927 (T6 Lamp) Dimmable with most LED compatible
ELV and Triac dimmers

SIZE

H: 25" (43" min.-85" max.) | L: 56" | W: 26" |

Canopy: 19.5" wide

Includes (4) 6" and (8) 12" rigid stems in coordinating finish

LAMPING

No Lamp Option

Opal rated for (25) 5W max G9 bi-pin lamps
Mirrored Smoke rated for (25) 5W max
candelabra base E12 lamps

LED G9 Bi-Pin Lamps (Opal/Brass)
Voltage: 120V

Total Watts: 25 x 5W

Delivered Lumens: 9019

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

1092-2159 mm

WIT LINEAR ZHANE LINEAR
P190 P 204
ITEM NUMBER 52" ITEM NUMBER 13.8" 44"
Aged Brass 13;2 "o Rubberized Black r350 o, "?":’“
700LSWIT5R-LED930 (Small) —~ _49" ~ 68" 700LSZHN49B-LED (120V) 2 —
700LSWIT6R-LED930 (Medium) -+124mm L 73mm 700LSZHN49B-LED277 (277V) 30mm | | | 102'-762"
700LSWIT7R-LED930 (Large) L 25 _— Satin Nickel T N zse-LWmm
Black M y 1 Yy 700LSZHN49S-LED (120V) mm . .
700LSWIT5B-LED930 (Small) [1I 1T 1T 1T 1 T ] Z 9;-% 700LSZHN49S-LED277 (277V) 1245 mm 4"
700LSWIT6B-LED930 (Medium) I 841 J 102m
700LSWIT7B-LED930 (Large) 2136 mm SIZE
H: 3" (10.2" min.-76.2" max.) | L: 49" | W: 4" |
SIZE o Canopy: 13.8" wide
Small: H: 3.9" (16.9" min.-68.8" max.) | L: 55.9" | 16.9'-68.8" Includes 6 feet of field-cuttable satin cable
Canopy: 5.2" round 429-1748 mm
Medium: H: 3.9" (16.9" min.-68.8" max.) | L: 70" | LAMPING
Canopy: 5.2" round [ 1 [1 1 Integrated LED
Large: H: 3.9" (16.9" min.-68.8" max.) | L: 84.1" | L _70" | Voltage: 120V or 277V
Canopy: 5.2" round 1778 mm Total Watts: 40
Includes: (8) 12" and (4) 6" rigid stems Delivered Lumens: 3100
in coordinating finish CCT: 3000K
CRI: 90
LAMPING Dimmable with most LED compatible
Integrated LED 11 1T 1T ELV and Triac dimmers
Voltage: 24V (120V-277V UNV) L 559" | 277V compatible with 0-10V dimmers
Total Watts: 5: 81.9W | 6: 101.6W | 7: 121.3W 1420 mm
Delivered Lumens: 5: 3638 | 6: 4604 | 7: 5570
CCT: 3000K
CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers
T24 Compliant

Additional products and options are available at techlighting.com



PENDANTS, LOW VOLTAGE

AKOVA MINI PENDANT ALINA MINI PENDANT

P 308 P 336
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK AKV AKVOA  RR AGED BRASS/ R AGEDBRASS  -LED927 LED, 90 CRI, 2700K, 12V 700 FJ FREEJACK ALl ALINA K SMOKE Z ANTIQUE BRONZE 12V HALOGEN,
MP MONOPOINT BRIGHT BRASS S SATIN NICKEL MP  MONOPOINT U STEELBLUE C CHROME (LEAVE BLANK)
MO MONORAIL BR MATTE BLACK/ MO MONORAIL W WHITE S SATIN NICKEL -LEDS930 12V LED, 90 CRI, 3000K
AGED BRASS MP INCLUDES 4 INCH ROUND FLUSH CANOPY.
MP INCLUDES 4 INCH ROUND FLUSH CANOPY. CHROME NOT OFFERED ON MONORAIL.
SIZE 45" SIZE 45"
n4 - . f T L q e na
H: 7' 13.5" min.-79.5" max.) | W: 7" | Canopy: 4.5" round pommy H: 7" (13.5" min.-79.5" max.) | W: 4" | Canopy: 4.5 round mm .
Includes 6 feet of field-cuttable cable = ﬁ Includes 6 feet of field-cuttable cable x m
to match finish selection to match finish selection
13.5"-79.5"
LAMPING 343-2019 mm LAMPING 135%795"
78mm GY6.35 bi-pin base Halogen lamp g+ 343209mm
Integrated LED R . Voltage: 12V or 24V 102 mm
Voltage: 12V L Total Watts: 50W
Totgl Watts: 14W 178m Delivered Lumens: 558 . . — —
Delivered Lumens: 641 Dimmable with ELV or MLV dimmers o
CCT: 2700K (based on transformer) 102mm
CRI: 90 .
Dimmable with most LED compatible LED GY6.35 Bi-Pin Base Lamp
ELV and Triac dimmers Voltage: 12V
Total Watts: 6W
Delivered Lumens: 363
CCT: 3000K
CRI: 90
Dimmable with ELV or MLV dimmers
(based on transformer)
ALVA PENDANT
P 326
ITEM NUMBER PENDANT SMALL MULTI-PORT PENDANT
PRODUCT SHAPE CORD COLOR FINISH LAMP e e
700TDALVPMC 1-LITE B BLACK R AGEDBRASS  -LED922 LED, 90 CRI, 2200K, 120V 5 r 5 r
(LEAVEBLANK) | BLACK/WHITE B BLACK -LED930  LED, 90 CRI, 3000K, 120V Bmm T Bmm 7
3 3-LITE U BLUE S SATINNICKEL -LEDWD LED, 90 CRI, WARM DIMMING
7 7-LITE P COPPER 3000K-2200K, 120V
1 1-LITE Y GRAY
13.6™151.6" 13.6™151.6"
O ORANGE 345-3851mm 345-385Tmm
R RED -
W WHITE 7
180 mm
SIZE — y - I 1 -
Pendant: H: 71" (13.6" min.-151.6" max.) | W: 3.6" | 3.6" 7.2"
91mm 183 mm

Canopy: 4.5" round

Small Multi-Port: H: 71" (13.6" min.-151.6" max.) | W: 7.2" |
Canopy: 4.5" round

Medium Multi-Port: H: 71" (13.6" min.-151.6" max.) | W:10.8" |
Canopy: 6.5" round

Large Multi-Port: H: 71" (13.6" min.-151.6" max.) | W: 16" |

L: 18" | Canopy: 6.5" round

Includes 12 feet of field-cuttable cloth cord

Must specify cord color at time of ordering

LAMPING

Voltage: 120V

Total Watts: OW | 27W | 63W | 99W
Delivered Lumens: 241 | 723 | 1687 | 2651
CCT: 2200K, 3000K or 3000K-2200K warm
color dimming

CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers

MEDIUM MULTI-PORT PENDANT

6.5"
165 mm
r 1
17" v —
43mm*-
13.6"-151.6"
345-3851mm
, 108" |
274 mm

LARGE MULTI-PORT PENDANT

165 mm

r 1
17" v —
43mm*-
13.6"-151.6"
345-3851mm
[

406 mm

18"
157 mm

—a
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PRODUCT SPECIFICATIONS

PENDANTS, LOW VOLTAGE

BLOK SMALL PENDANT

BLOK LARGE PENDANT

P 298 P 298
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL SHAPE FINISH LAMP TYPE SYSTEM MODEL SHAPE FINISH LAMP
700 FJ FREEJACK BLK BLOK S SMALL RR AGED BRASS/ -LED930 LED, 90 CRI, 3000K, 12V 700 FJ FREEJACK BLK BLOK L LARGE RR AGEDBRASS/ -LED930 LED, 90 CRI, 3000K, 12V
MP MONOPOINT AGED BRASS NO LAMP (LEAVE BLANK) MP MONOPOINT AGED BRASS NO LAMP (LEAVE BLANK)
MO MONORAIL BS MATTE BLACK/ MO MONORAIL BS MATTE BLACK/
SATIN NICKEL SATIN NICKEL

MP INCLUDES 4 INCH ROUND FLUSH CANOPY.

AGED BRASS FINISH INCLUDES BRONZE CABLE AND AGED BRASS MP CANOPY.

SIZE

MP INCLUDES 4 INCH ROUND FLUSH CANOPY.

AGED BRASS FINISH INCLUDES BRONZE CABLE AND AGED BRASS MP CANOPY.

SIZE

45" 45"
H:12.5" (19" min.-85" max.) | W: 3.2" | Canopy: 4.5" round 114 mm H: 22.5" (29" min.-95" max.) | W: 3.2" | Canopy: 4.5" round 114 mm
Includes 6 feet of field-cuttable cable to match r 1. 5 L, 5
finish selection 13mm LAMPING 13 mm
No Lamp Option
LAMPING o 19*-85" Rated for (1) 50 watt max GUS.3 bi-pin lamp T
No Lamp Option 483-2159 mm .
Rated for (1) 50 watt max GUS.3 bi-pin lamp = LED GUS.3 Bi-Pin 29°95°
Voltage: 12V g 7372413mm
LED GUS5.3 Bi-Pin Base Total Watts: 8W 572"?"“
Voltage: 12V — — Delivered Lumens: 485
Total Watts: 8W bt CCT: 3000K
Delivered Lumens: 485 8mm CRI: 90
CCT: 3000K Dimmable with ELV or MLV dimmers N —
CRI: 90 (based on transformer) Lz 2,?
Dimmable with ELV or MLV dimmers 8Tmm
(based on transformer)
BONN MINI PENDANT BRIOLETTE MINI PENDANT
P 344 P 341
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK BON BONN C CLEAR Z ANTIQUE BRONZE -LEDS930 LED, 90 CRI, 3000K, 12V 700 FJ FREEJACK BRL BRIOLETTE F FROST Z ANTIQUE BRONZE -LEDS930 LED, 90 CRI, 3000K, 12V
MP MONOPOINT K SMOKE S SATINNICKEL XENON, 12V (LEAVE BLANK) MP MONOPOINT K SMOKE S SATIN NICKEL XENON, 12V (LEAVE BLANK)

MO MONORAIL
MP INCLUDES 4 INCH ROUND FLUSH CANOPY.

SIZE

H: 13 (19.5" min.-85.5" max.) | W: 3.8" | Canopy: 4.5" round
Includes 6 feet of field-cuttable cable

to match finish selection

LAMPING

GY6.35 Bi-Pin Base Xenon Lamp
Voltage: 12V or 24V

Total Watts: 50W

Delivered Lumens: 558

Dimmable with ELV or MLV dimmers
(based on transformer)

LED GY6.35 Bi-Pin Base Lamp
Voltage: 12V

Total Watts: 6W

Delivered Lumens: 330

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)

19.5"-85.5"
495-2172 mm

330 mm

Additional products and options are available at techlighting.com

MO MONORAIL
MP INCLUDES 4 INCH ROUND FLUSH CANOPY.

SIZE

H: 7.5" (14" min.-80" max.) | W: 4.3" | Canopy: 4.5" round
Includes 6 feet of field-cuttable cable

to match finish selection

LAMPING

GY6.35 Bi-Pin Base Xenon Lamp
Voltage: 12V or 24V

Total Watts: 50W

Delivered Lumens: 558

Dimmable with ELV or MLV dimmers
(based on transformer)

LED GY6.35 Bi-Pin Base Lamp
Voltage: 12V

Total Watts: 6W

Delivered Lumens: 330

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)

45"
14 mm
P "
L5
13mm
— 14"-80"
356-2032 mm
19Tmm
3 4
43"
109 mm



BRUMMEL MINI PENDANT

PENDANTS, LOW VOLTAGE

CAPTRA PENDANT

P 272 P 244
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK BML BRUMMEL Y MATTECHARCOAL C CHROME -LEDS930 LED, 90 CRI, 3000K, 12V 700 FJ FREEJACK CPT CAPTRA C CLEAR R AGED BRASS -LED930 LED, 90 CRI, 3000K, 12V
KL KABLELITE GRAY S SATIN NICKEL NO LAMP (LEAVE BLANK) MP MONOPOINT S SATIN NICKEL NO LAMP (LEAVE BLANK)
MP MONOPOINT W MATTE WHITE Z ANTIQUE MO MONORAIL
MO MONORAIL BRONZE NOTE: MP INCLUDES 4 INCH ROUND FLUSH CANOPY.
MP INCLUDES 4 INCH ROUND FLUSH CANOPY.
ANTIQUE BRASS IS NOT AVAILABLE FOR KABLE LITE. SIZE 45"
CHROME NO OFFERED ON MONORAIL. T4 mm
H: 14" (20.5" min.-86.5" max.) | W: 3" Canopy: 4.5" round r 1 5
SIZE . Includes 6 feet of field-cuttable cable ~ Zmm
X 45 to match finish selection
H: 5.6" (121" min.-78.1" max.) | W: 10.5" | Canopy: 4.5" round p‘mT
Includes 6 feet of field-cuttable cable - — -
e - Bmm LAMPING
to match finish selection No Lamp Option 20.5"-86.5"
121"-78.1" . . 521-2197mm
——  zaraeag o Rated for (1) 35 watt max GU5.3 bi-pin lam 14
LAMPING o 30719B4mm M P P T
No Lamp Option 27mm LED GU5.3 Bi-Pin Base MR16
Rated for (1) 50 watt max. bi-pin lamp o - — Voltage: 12V
. | 267 mm Total Watts: 6.5W . .
LED GY6.35 Bi-Pin Base Lamp Delivered Lumens: 485 L4
Voltage: 12V ¥ ’ 3
Total Watts: 6W CCT: 000K 76 mm
Delivered L :275 CRI:90
C;‘_";'goo;‘mens' Dimmable with ELV or MLV dimmers
. (based on transformer)
CRI: 90
Dimmable with most LED compatible ELV and
MLV dimmers (based on transformer)
ECHO MINI PENDANT ELLA MINI PENDANT
P 318 P 345
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK ECP ECHO C CLEAR Z ANTIQUE -LEDS930 LED, 90 CRI, 3000K, 12V 700 FJ FREEJACK ELA ELLA C CLEAR Z ANTIQUE -LEDS930 LED, 90 CRI, 3000K, 12V
MP MONOPOINT S SMOKE BRONZE HALOGEN, 12V (LEAVE BLANK) KL KABLELITE K SMOKE BRONZE HALOGEN, 12V (LEAVE BLANK)
MO MONORAIL U STEEL BLUE C CHROME MP  MONOPOINT S SATIN NICKEL
S SATIN NICKEL MO MONORAIL
NOTE: MP INCLUDES 4 INCH ROUND FLUSH CANOPY. NOTE: MP INCLUDES 4" ROUND FLUSH CANOPY.
CHROME NOT OFFERED ON MONORAIL. ANTIQUE BRONZE IS NOT AVAILABLE FOR KABLE LITE.
SIZE 45" SIZE 45"
L " in.<79 5" S . T4 4
:+ T ;135 fmm. 7f9f.§ Ignax.) Igllv. 4 kI)|4.5 round e ! ey H: 7" (13.5" min.-79.5" max.) | W: 5" | Canopy: 4.5" round P -
tzcrgjatecshiineisektl cs)elelitit;(riuna ¢ cabie TBmm = o Includes 6 feet of field-cuttable cable X Emm
to match finish selection
LAMPING o 200
L | o 343-2019 mm LAMPING
$Y|Et3.35 iB];\P/m B;Z(\E/Ha ogen Lamp 178 mm GY6.35 Bi-Pin Base Halogen Lamp 7
Tot T%E't : O(;w T - Voltage: 12V or 24V 178 mm
otal Watts: 5 & Total Watts: 35W
Delivered Lumens: 558 02mm i

Dimmable with ELV or MLV dimmers
(based on transformer)

LED GY6.35 Bi-Pin Base Lamp
Voltage: 12V

Total Watts: 6W

Delivered Lumens: 361

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)

Delivered Lumens: 360 |5
Dimmable with ELV or MLV dimmers
(based on transformer)

LED GY6.35 Bi-Pin Base Lamp
Voltage: 12V

Total Watts: 5W

Delivered Lumens: 258

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)
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PRODUCT SPECIFICATIONS

PENDANTS, LOW VOLTAGE

EVOX MINI PENDANT

FIRE MINI PENDANT

P 246 P 338
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK EVO EVOX Z ANTIQUE BRONZE -LED930 LED, 90 CRI, 3000K, 12V 700 FJ FREEJACK FIR FIRE K SMOKE z ANTIQUE BRONZE HALOGEN, 12V (LEAVE BLANK)
MP MONOPOINT S SATIN NICKEL HALOGEN, 12V (LEAVE BLANK) MP MONOPOINT U STEEL BLUE C CHROME
MO MONORAIL MO MONORAIL S  SATINNICKEL
NOTE: MP INCLUDES 4" ROUND FLUSH CANOPY. MP INCLUDES 4" ROUND FLUSH CANOPY.
CHROME IS NOT AVAILABLE FOR MONORAIL. CHROME IS NOT AVAILABLE FOR MONORAIL.
SIZE nji SIZE “;‘i
. " " . n . " . " mm mm
H: 11" (17" min.-83" max.) | W: 3.2" | Canopy: 4.5 round r 5 H: 7.3" (13.8" min.-79.8" max.) | W: 4.7" | Canopy: 4.5" round -
Includes 6.f§et of flelq—cuttable cable TZmm Includes 6 feet of field-cuttable cable TZmm
to match finish selection to match finish selection
— — 13.8"-79.8"
LAMPING . —— LAMPING . 351-2027 mm
No Lamp Option o 432-2108mm GY6.35 Bi-Pin Base Halogen Lamp 185 mm
Rated for (1) 35 watt max GU5.3 bi-pin lamp Fomm Voltage: 12V or 24V . .
LED GUS5.3 Bi-Pin Base MR16 Total Watts: 35W b
: . 47
Voltage: 12V . . Delivered Lumens: 360 Bmm
Total Watts: 6.5W b Dimmable with ELV or MLV dimmers
) 32"
Delivered Lumens: 485 mm (based on transformer)
CCT: 3000K
CRI: 90
Dimmable with ELV or MLV dimmers
(based on transformer)
FIREFROST MINI PENDANT HANEA MINI PENDANT
P 338 P 310
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL FINISH LAMP
700 FJ FREEJACK FIRF FIREFROST W WHITE Z ANTIQUE BRONZE -LEDS930 LED, 12V, 90 CRI, 3000K 700 FJ FREEJACK HNE HANEA NB NATURAL BRASS -LEDS930 LED BI-PIN, 90 CRI, 3000K, 12V
KL KABLELITE C CHROME HALOGEN, 12V (LEAVE BLANK) MP MONOPOINT B NIGHTSHADE BLACK NO LAMP (LEAVE BLANK)
MP  MONOPOINT S  SATINNICKEL MO MONORAIL S SATIN NICKEL
MO MONORAIL
MP INCLUDES 4" ROUND FLUSH CANOPY.
MP INCLUDES 4" ROUND FLUSH CANOPY. NIGHTSHADE BLACK IS NOT AVAILABLE FOR MONORAIL.
ANTIQUE BRONZE IS NOT AVAILABLE FOR KABLE LITE.
CHROME IS NOT AVAILABLE FOR MONORAIL.
SIZE 45"
H: 7" (13" ,min.-79" max.) | W: 7" | Canopy: 4.5" round r““ mm1
SIZE _45" Includes 6 feet of field-cuttable cable. - .
H: 7.3" (13.8" min.-79.8" max.) | W: 4.7" | 4.5" round :14 mmﬁ Nightshade Black finish supplied with bronze cable. 13mm
Includes 6 feet of field-cuttable cable = ﬁ Brass and Satin Nickel finish supplied with satin cable
to match finish selection Can be installed on a sloped ceiling up to 45° T 13"-79"
330-2007 mm
— 13.8"-79.8" 7
LAMPING . 3512027 mm LAMPING 79 mm
GY6.35 Bi-Pin Base Halogen Lamp % No Lamp Option N N
Voltage: 12V or 24V Rated for (1) 20 watt max bi-pin lamp L 7 ]
Total Watts: 35W L 179 mm
otal Watts — LED GY6.35 Bi-Pin Base Lamp
Delivered Lumens: 360 4.7 Voltage: 12V
Dimmable with ELV or MLV dimmers Tigmm ge:

(based on transformer)

LED GY6.35 Bi-Pin Base Lamp
Voltage: 12V

Total Watts: 6W

Delivered Lumens: 330

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)

Additional products and options are available at techlighting.com

Total Watts: 5W
Delivered Lumens: 290
CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)



HORIZON MINI PENDANT

JASPER MINI PENDANT

PENDANTS, LOW VOLTAGE

P 319 P 343
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK HRZ HORIZON F FROST S SATINNICKEL -LEDS930 LED,12V, 90 CRI, 3000K 700 FJ FREEJACK JAS  JASPER C CLEAR S SATIN NICKEL XENON, 12V (LEAVE BLANK)
MP MONOPOINT XENON, 12V, (LEAVE BLANK) MP MONOPOINT
MO MONORAIL MO MONORAIL
MP INCLUDES 4" ROUND FLUSH CANOPY. MP INCLUDES 4" ROUND FLUSH CANOPY.
45" 45"
SIze 714 mm SIZE 114 mm
H: 8.8" (15.3" min.-81.3" max.) | W: 3.2" | Canopy: 4.5" round s 1 5 H: 7.8" (14.3" min.-80.3" max.) | W: 8.7" | Canopy: 4.5" round r 1 5
Includes 6 feet of field-cuttable satin cable ~ Bmm Includes 6 feet of field-cuttable cable ~ Bmm
Can be installed on a sloped ceiling up to 45° to match finish selection
- Can be installed on a sloped ceiling up to 45° - R
LAMPING 15.3"-81.3" 3(;;20-233
389-2065 " - mm
LED GY6.35 Bi-pin Base Lamp 88" mn LAMPING L.
Voltage: 12V 224mm GY6.35 Bi-Pin Base Xenon Lamp
Total Watts: 5W Voltage: 12V or 24V . .
Delivered Lumens: 258 . - - Total Watts: 50W | a7
CCT: 3000K 32" Delivered Lumens: 558 221mm
CRI: 90 81mm Dimmable with ELV or MLV dimmers
Dimmable with ELV or MLV dimmers (based on transformer)
(based on transformer)
JONI MINI PENDANT LAYLA MINI MEDIUM PENDANT
P 264 P 226
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL FINISH LAMP TYPE SYSTEM MODEL SHAPE FINISH LAMP
700 FJ FREEJACK JNI JONI NB NATURAL BRASS -LED930 INTEGRATED LED, 12V, 700 FJ FREEJACK LAY LAYLA 13 13"SMALL NB NATURAL BRASS -LED930 INTEGRATED LED,
MP MONOPOINT B NIGHTSHADE BLACK 90 CRI, 3000K MP MONOPOINT B NIGHTSHADE BLACK 12V, 90 CRI, 3000K
MO MONORAIL S  SATIN NICKEL MO MONORAIL S  SATIN NICKEL
MP INCLUDES 4" ROUND FLUSH CANOPY. MP INCLUDES 4" ROUND FLUSH CANOPY.
NIGHTSHADE BLACK NOT AVAILABLE IN MONOPOINT. NIGHTSHADE BLACK NOT AVAILABLE IN MONORAIL.
SIZE _45" SIZE 45
14 mm M4 mm
H:10.6" (16.6" min.-82.6" max.) | W: 5.5" | Canopy: 4" round P 5 H:15.4" (21.4" min.-87.4" max.) | L: 13.2" | W: 1.1" | Canopy: 4.5" ra 5
Includes 6 feet of field-cuttable cable. T Bmm round 13mm
Matte Black finish supplied with bronze cable. Includes 6 feet of field-cuttable cable.
Brass and Satin Nickel finish supplied with satin cable Nightshade Black finish supplied with bronze cable. Brass T o
Can be installed on a sloped ceiling up to 45° 16.6"-82.6" and Satin Nickel finish supplied with satin cable %
422-2098 mm Can be installed on a sloped ceiling up to 45° 155
LAMPING 106" 394mm
Integrated LED 269mm LAMPING
Voltage: 12V Voltage: 12V — | By - o
Total Watts: 6.2W e 1 Total Watts: 6.6W 336mm A
Delivered Lumens: 411 _55" Delivered Lumens: 219 28mm
CCT: 3000K 140mm CCT: 3000K
CRI: 90 CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)

Dimmable with ELV or MLV dimmers
(based on transformer)
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PRODUCT SPECIFICATIONS

PENDANTS, LOW VOLTAGE

LAYLA MINI LARGE PENDANT

LEIGH MINI PENDANT

P 226 P 320
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL SHAPE FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK LAY LAYLA 18 18"SMALL NB NATURAL BRASS -LED930 INTEGRATED LED, 700 FJ FREEJACK LElI LEIGH C CLEAR C CHROME -LEDS930 LED, 12V, 90 CRI, 3000K
MP MONOPOINT B NIGHTSHADE BLACK 12V, 90 CRI, 3000K MP MONOPOINT K TRANSPARENT SMOKE S SATIN NICKEL
MO MONORAIL S  SATIN NICKEL MO MONORAIL
MP INCLUDES 4" ROUND FLUSH CANOPY. MP INCLUDES 4" ROUND FLUSH CANOPY.
NIGHTSHADE BLACK NOT AVAILABLE IN MONORAIL. CHROME NOT AVAILABLE IN MONORAIL.
SIZE _45" SIZE _45"
T4 mm 14 mm
H:20.3" (26.2" min.-92.2" max.) | L: 18" | W: 1.1" | Canopy: 4.5" SRR H: 8.3" (14.8" min.-80.8" max.) | W: 3.2" | Canopy: 4.5" round 1 5
round 13mm Includes 6 feet of field-cuttable satin cable < Zmm
Includes 6 feet of field-cuttable cable. Can be installed on a sloped ceiling up to 45°
Nightshade Black finish supplied with bronze cable T — o
Brass and Satin Nickel finish supplied with satin cable 262-022" LAMPING %
Can be installed on a sloped ceiling up to 45° . Gjé GY6.35 Bi-Pin Base Halogen Lamp 83"
20.3 665-2342 mm . 21Tmm
516 mm Voltage: 12V or 24V
LAMPING Total Watts: 35W . .
Voltage: 12V Delivered Lumens: 360 L4
Total Watts: 6.6W Dimmable with ELV or MLV dimmers 3.2"
Delivered Lumens: 219 18" ) - v (based on transformer) 8imm
CCT: 3000K 1" L
X 457mm 28mm LED GY6.35 Bi-pin Base Lamp
CRI:90 Voltage: 12V or 24V
Dimmable with ELV or MLV dimmers ge:
(based on transformer) Total Watts: SW
Delivered Lumens: 276
CCT: 3000K
CRI: 90
Dimmable with ELV or MLV dimmers
(based on transformer)
LINGER MINI PENDANT LUSTRA MINI PENDANT
P 245 P 346
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK LGN LINGER F FROST NB NATURAL BRASS -LED930 LED, 12V, 90 CRI, 3000K 700 FJ FREEJACK LST LUSTRA K SMOKE Z ANTIQUEBRONZE -LEDSO030 LED,12V,90 CRI, 3000K
MP MONOPOINT B NIGHTSHADE BLACK MP MONOPOINT W WHITE C CHROME HALOGEN, 12V
MO MONORAIL S  SATIN NICKEL MO MONORAIL S  SATINNICKEL
MP INCLUDES 4" ROUND FLUSH CANOPY. MP INCLUDES 4" ROUND FLUSH CANOPY.
NIGHTSHADE BLACK NOT AVAILABLE IN MONORAIL. CHROME NOT OFFERED ON MONORAIL.
SIZE _45" SIZE _45"
14 mm T4 mm
H:15.6" (21.6" min.-87.6" max.) | W: 2" | Canopy: 4.5" round [ 5 H: 9" (15.5" min.-81.5" max.) | W: 3.7" | Canopy" 4.5" round s 1 5
Includes 6 feet of field-cuttable cable. = Bmm Includes 6 feet of field-cuttable cable *Bmm
Nightshade Black finish supplied with bronze cable. to match finish selection
Brass and Satin Nickel finish supplied with satin cable - 216"-87.6" —
Can be installed on a sloped ceiling up to 45° 56 549-2225mm LAMPING %
396 mm GY6.35 Bi-pin Base HalogenLamp 9" 8 mm
LAMPING Voltage: 12V or 24V 228 mm
Integrated LED v - — Total Watts: 35W
Voltage: 12V 2" Delivered Lumens: 360 \ | - -
Total Watts: 6.9W 5Tmm Dimmable with ELV or MLV dimmers 37"
Delivered Lumens: 538 (based on transformer) 94 mm

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)

Additional products and options are available at techlighting.com

LED GY6.35 Bi-Pin Base Lamp
Voltage: 12V

Total Watts: 6W

Delivered Lumens: 330

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)




MANETTE MINI PENDANT

MELROSE Il MINI PENDANT

PENDANTS, LOW VOLTAGE

P 240 P 347
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK MAN MANETTE CLCL CLEAR ZZ ANTIQUE BRONZE/ -LED LED, 12V, 3000K 700 FJ FREEJACK MLP MELROSEIl CL CLEAR Z ANTIQUEBRONZE -LEDS930 LED, 12V, 90 CRI, 3000K
MP MONOPOINT SMSM SMOKE ANTIQUE BRONZE MP MONOPOINT K SMOKE C CHROME HALOGEN, 12V (LEAVE BLANK)

MO MONORAIL
SMOKE

MP INCLUDES 4" ROUND FLUSH CANOPY.

TKTK TRANSPARENT

BS BLACK/SATIN NICKEL
SS SATIN NICKEL/SATIN NICKEL

MO MONORAIL

MP INCLUDES 4" ROUND FLUSH CANOPY.
CHROME NOT AVAILABLE ON MONORAIL.

S SATIN NICKEL

SIZE 4"
133" (19.8" mi . 3 45 102m SIZE @
H:13.3" (19.8" min.-85.8" max.)| W: 3.5" | Canopy: 4.5" round 4 1 - 02 mm
Includes 6 feet of field-cuttable cable to match X Emom H: 8.8" (15.3" min.-81.3" max.) | W: 7.3" | Canopy" 4.5" round o r 1
finish selection Includes 6 feet of field-cuttable cable m T -
— to match finish selection
LAMPING og"-858" —
Integrated LED  Soioiomm LAMPING _15.3-81.58"
Voltage: 12V 3;2';“ GY6.35 Bi-Pin Base Halogen Lamp _gg 389-2065mm
Total Watts: 6W Voltage: 12V or 24V 224mm
Delivered Lumens: 378 Total Watts: 50W
CCT: 3000K —a —a Delivered Lumens: 500 - - -
CRI: 90 ‘35,,‘ Dimmable with ELV or MLV dimmers B mm
Dimmable with most LED compatible gmm (based on transformer)
ELV and MLV dimmers LED GY6.35 Bi-Pin Base Lamp
Voltage: 12V
Total Watts: 6W
Delivered Lumens: 330
CCT: 3000K
CRI: 90
Dimmable with ELV or MLV dimmers
(based on transformer)
MEZZ MINI PENDANT MOXY PENDANT
P 347 P 224
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL FINISH LAMP
700 FJ FREEJACK MEZ MEZZ C CLEAR B BLACK -LED930 INTEGRATED LED, 700 FJ FREEJACK MXY MOXY R AGED BRASS -LED927 LED, 12V, 90 CRI, 2700K
KL KABLELITE K  TRANSPARENT SMOKE S SATIN NICKEL 12V, 90 CRI, 3000K KL KABLELITE S SATIN NICKEL
MP  MONOPOINT MP  MONOPOINT
MO MONORAIL MO MONORAIL
MP INCLUDES 4" ROUND FLUSH CANOPY. MP INCLUDES 4" ROUND FLUSH CANOPY.
ALL FINISHES INCLUDE SATIN NICKEL CABLE AND SATIN NICKEL SYSTEM CONNECTORS FOR MONORAIL. CHROME IS NOT AVAILABLE IN MONORAIL.
SIZE 45" SIZE 45"
R 14 mm . 14 mm
H: 8.4" (14.9" min.-80.9" max.) | W: 6.6" | Canopy" 4.5" round . r 1 H: 5.7" (12" min.-72" max.) | W: .8" | Canopy: 4.5" round r 1 .
Includes 6 feet of field-cuttable satin cable 13% = - Includes 6 feet of field-cuttable cable =X ﬁ
to match finish selection
LAMPING _ .
Integrated LED 14.9'-80.9" LAMPING _ 1272
Voltage: 12V y 378-2055 mm Integrated LED sy S051829mm
Total Watts: 8W 213mm Voltage: 12V 145 mm
Delivered Lumens: 336 Total Watts: 4W —a —a
CCT: 3000K Py i — Delivered Lumens: 68 Lsi
CRI: 90 68 mm CCT: 2700K 20mm
Dimmable with most LED compatible MLV dimmers CRI: 90

(based on transformer)

Dimmable with most LED compatible MLV dimmers
(based on transformer)
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PRODUCT SPECIFICATIONS

PENDANTS, LOW VOLTAGE

NYRA MINI PENDANT

ORBEL MINI PYRAMID PENDANT

P 256 P 218
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL FINISH LAMP TYPE SYSTEM MODEL FINISH LAMP
700 FJ FREEJACK NYR NYRA B NIGHTSHADE BLACK -LEDS930 INTEGRATED LED, 12V, 700 FJ FREEJACK OBLP ORBEL PYRAMID NB NATURAL BRASS -LED930 INTEGRATED LED,
MP MONOPOINT BR PLATED BRASS 90 CRI, 3000K MP MONOPOINT B NIGHTSHADE BLACK 12V, 90 CRI, 3000K
MO MONORAIL MO MONORAIL S  SATINNICKEL
MP INCLUDES 4" ROUND FLUSH CANOPY. MP INCLUDES 4" ROUND FLUSH CANOPY.
NIGHTSHADE BLACK NOT OFFERED ON MONORAIL. NIGHTSHADE BLACK NOT OFFERED ON MONORAIL.
SIZE _45" SIZE _45"
14 mm 14 mm
H:10.6" (16.6" min.-82.6" max.) | W: 8.6" | Canopy: 4.5" round r 1 5 H: 11.8" (17.8" min.-83.8" max.) | W: 6.4" | Canopy: 4.5" round s 1
Includes 6 feet of field-cuttable cable = Bmm Includes 6 feet of field-cuttable cable = m
to match finish selection Nightshade Black finish includes bronze cable
Nightshade Black finish supplied with bronze cable. Brass — Brass and Satin Nickel finish includes satin cable —
finish supplied with satin cable 16.6"-82.6" 17.8"-83.8"
10,67 42272098 mm LAMPING e 2522129 mm
LAMPING 269 mm Integrated LED 300 mm
Integrated LED Voltage: 12V
Voltage: 12V . . Total Watts: 91W
Total Watts: 26.3W Delivered Lumens: 634 | 64 | -
Delivered Lumens: 1668 CCT: 3000K 163 mm
CCT: 3000K CRI: 90
CRI: 90 Dimmable with ELV or MLV dimmers
Dimmable with ELV or MLV dimmers (based on transformer)
(based on transformer)
PALONA MINI PENDANT PELE PENDANT
P 690 P 343
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK PLN PALONA C CLEAR NB NATURAL BRASS -LED930  LED,12V, 90 700 FJ FREEJACK PEL PELE W WHITE S SATIN NICKEL -LEDS930 LED, 12V, 90 CRI, 3000K
MP MONOPOINT B NIGHTSHADE BLACK CRI, 3000K KL KABLELITE
MO MONORAIL S SATIN NICKEL MP MONOPOINT
N MO MONORAIL
MP INCLUDES 4" ROUND FLUSH CANOPY.
NIGHTSHADE BLACK NOT OFFERED ON MONORAIL. MP INCLUDES 4" ROUND FLUSH CANOPY.
ANTIQUE BRONZE IS NOT AVAILABLE FOR KABLE LITE.
. CHROME IS NOT AVAILABLE IN MONORAIL.
SIZE _45"
14 mm
H: 8.3" (15.3" min.-81.3" max.) | W: 8" | Canopy: 4.5" round G 5 SIZE 45
Includes 6 feet of field-cuttable cable *3mm 7 o . i . 4 mm
Nightshade Black finish supplied with bronze cable H: 10" (16" min.-82.5" max.) | W: 6.5 | Canopy: 4.5" round s .
Brass and Satin Nickel finish supplied with satin cable — S Includes 6 feet of field-cuttable cable Bmm
— e to match finish selection
a3 ;6 389-2065mm .
LAMPING Smm B5mm N
Integrated LED LAMPING 2062096 mm
. . GY6.35 Bi-Pin Base Halogen Lamp 10"
Voltage: 12V — —
Total Watts: 7W g Voltage: 12V or 24V 254mm
. 203 mi

Delivered Lumens: 362

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)

Additional products and options are available at techlighting.com

Total Watts: 50W

Delivered Lumens: 465 | 65
Dimmable with ELV or MLV dimmers 5 mm
(based on transformer)

LED GY6.35 Bi-Pin Base Lamp
Voltage: 12V

Total Watts: 6W

Delivered Lumens: 297

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)



PONTE MINI PENDANT

PENDANTS, LOW VOLTAGE

POWELL STREET MINI PENDANT

P 224 P 276
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK PNT PONTE NB NATURAL BRASS -LED930 INTEGRATED LED, 12V, 700 FJ FREEJACK PSP POWELL BW BLACK/WHITE S SATIN NICKEL -LED930 INTEGRATED LED,
MP MONOPOINT B NIGHTSHADE BLACKT 90 CRI, 3000K MP MONOPOINT STREET SW SATIN NICKEL/WHITE 12V, 90 CRI, 3000K
MO MONORAIL S SATIN NICKEL MO MONORAIL WW  WHITE/WHITE
MP INCLUDES 4" ROUND FLUSH CANOPY. MP INCLUDES 4" ROUND FLUSH CANOPY.
NIGHTSHADE BLACK NOT AVAILABLE IN MONORAIL.
SIZE 45"
45" . 114 mm
SIZE Tidmm H: 6" (12" min.-78" max.) | W: 12" | Canopy: 4.5" round P 5
H: 4.3" (10.3 min.-76.3" max.) | W: 8" | Canopy: 4.5" round 5 Includes 6 feet of field-cuttable satin cable ~* Bmm o
Includes 6 feet of field-cuttable cable T =mm T -
Nightshade Black finish supplied with bronze cable Brass LAMPING —  3053981mm
and Satin Nickel finish supplied with satin cable _, _103-763" Integrated LED _6"
. 262-1938mm R 152mm
43 Voltage: 12V N .
LAMPING 269 mm Total Watts: 6.6W [G—S
Integrated LED | 8" ] Delivered Lumens: 300 305 mm
Voltage: 12V 203mm CCT: 3000K
Total Watts: 91W CRI: 90
Delivered Lumens: 350 Dimmable with ELV or MLV dimmers
CCT: 3000K (based on transformer)
CRI: 90
Dimmable with ELV or MLV dimmers
(based on transformer)
REVEL PENDANT RHONAN MINI PENDANT
P 300 P 300
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK RVL REVEL Z ANTIQUEBRONZE Z ANTIQUE BRONZE -LEDS930 LED,12V, 90 CRI, 3000K 700 FJ FREEJACK RHN RHONAN BB TEXTURED Z  ANTIQUE BRONZE -LED930 LED,12V, 90 CRI, 3000K
MP MONOPOINT B GLOSS BLACK S SATIN NICKEL HALOGEN, 12V (LEAVE BLANK) KL KABLELITE BLACK Cc CHROME HALOGEN, 12V (LEAVE BLANK)
MO MONORAIL S SATIN NICKEL MP  MONOPOINT S SATIN NICKEL
MO MONORAIL
MP INCLUDES 4" ROUND FLUSH CANOPY.
MP INCLUDES 4" ROUND FLUSH CANOPY.
ANTIQUE BRONZE IS NOT AVAILABLE FOR KABLE LITE.
SIZE s CHOME IS NOT OFFERED ON MONONRAIL.
H:10.1" (16.6" min.-82.6" max.) | W: 2.6" | 114 mm
Canopy: 4.5" Pt L5 SIZE 4.5
i - 13mm 14 mm
Includes 6.fe.et of flelq cuttable cable H: 11" (17.5" min.-83.5" max.) | W: 4.3" | L: 4.1 P )
to match finish selection e [ —
- 16.6"-82.6" Canopy: 4.5" round Bom
LAMPING jop 4222098 mm Includes 6f.fe.et of fielq—cuttable cable
GY6.35 Bi-Pin Base Halogen Lamp 256 mm to match finish selection 7 o
Voltage: 12V — — Prie AR
orage: LAMPING o HSZ2Imm
Total Watts: 50W L4 ) _m
Deli a L . 325 26 No Lamp Option 279 mm
ellvered Lumens: ) 66 mm Rated for (1) 50 watt max. GU5.3 bi-pin lamp
Dimmable with ELV or MLV dimmer
(based on transformer) LED GU5.3 Bi-Pin Base Lamp N i - -
. Voltage: 12V 43"
\L/E::t) GYFSé\S/Bl—Pm Base Lamp Total Watts: 6.5W 109 mm
Tot «lag\;;. tts: 6W Delivered Lumens: 485 T4
otal Watts: CCT: 3000K 04 mm
Delivered Lumens: 140 -

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)

CRI: 90
Dimmable with ELV or MLV dimmers
(based on transformer)
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PRODUCT SPECIFICATIONS

PENDANTS, LOW VOLTAGE

ROCK CANDY CYLINDER MINI PENDANT

SARA MINI PENDANT

P 344 P 319
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK RCK ROCKCANDY C CLEAR z ANTIQUE BRONZE XENON, 12V (LEAVE BLANK) 700 FJ FREEJACK SAR SARA C CLEAR S SATIN NICKEL HALOGEN, 12V, (LEAVE BLANK)

MP MONOPOINT K SMOKE S SATIN NICKEL MP MONOPOINT

MO MONORAIL MO MONORAIL
MP INCLUDES 4" ROUND FLUSH CANOPY. MP INCLUDES 4" ROUND FLUSH CANOPY.

CHROME NOT OFFERED ON MONORAIL.
SIZE 45"
. Tamm SIZE 45"
H:10.2" (16.7" min.-82.7" max.) | W: 3.6" | Canopy: 4.5" round - N4 mm
Includes 6 feet of field-cuttable cable = Emm - H: 5.9” (12.4" min.-78.4" max.) | W: 2.6” | Canopy: 4.5" round s 1 5
to match finish selection Includes 6 feet of field-cuttable cable *Bmm
J— to match finish selection
LAMPING 16.7"-82.7" — 12.4"-78.4"
GY6.35 Bi-Pin Base Xenon Lamp g A24Z01Imm LAMPING 5o 351991mm
Voltage: 12V or 24V 259 mm GY6.35 Bi-Pin Base Halogen Lamp 150 mm
Total Watts: 50W Voltage: 12V or 24V — —
Delivered Lumens: 558 — - Total Watts: 35W LZ.S"J
Dimmable with ELV or MLV dimmers Delivered Lumens: 360 86 mm
(based on transformer) 91mm Dimmable with ELV or MLV dimmers
(based on transformer)

SEDONA MINI PENDANT SEGURO MINI PENDANT
P 302 P 345
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK SDN SEDONA C CLEAR R AGED BRASS -LEDS930 LED, 12V, 90 CRI, 3000K 700 FJ FREEJACK SEG SEGURO C CLEAR Y4 ANTIQUE BRONZE HALOGEN, 12V (LAEAVE BLANK)

MP MONOPOINT K TRANSPARENT S SATIN NICKEL HALOGEN, 12V, (LEAVE BLANK) MP MONOPOINT K SMOKE

MO MONORAIL SMOKE

MP INCLUDES 4" ROUND FLUSH CANOPY.
AGED BRASS FINISH INCLUDES SATIN NICKEL SYSTEM HARDWARE.

SIZE _45

T4 mm
H: 5.4" (11.9" min.-77.9" max.) | W: 6" | Canopy: 4.5" round P
Includes 6 feet of field-cuttable cable T Bom
to match finish selection

—  _19-77.9"

LAMPING 540 302-1979 mm
GY6.35 Bi-Pin Base Halogen Lamp 137 mm
Voltage: 12V or 24V N .
Total Watts: 35W | 6

Delivered Lumens: 420 152mm

Dimmable with ELV or MLV dimmers
(based on transformer)

LED GY6.35 Bi-Pin Base Lamp
Voltage: 12V

Total Watts: 6W

Delivered Lumens: 385

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)

Additional products and options are available at techlighting.com

MO MONORAIL
MP INCLUDES 4" ROUND FLUSH CANOPY.

SIZE

H: 11" (17.5" min.-83.5" max.) | W: 5" | Canopy: 4.5" round
Includes 6 feet of field-cuttable cable
to match finish selection

LAMPING

GY6.35 Bi-Pin Base Xenon Lamp
Voltage: 12V or 24V

Total Watts: 50W

Delivered Lumens: 450

Dimmable with ELV or MLV dimmers
(based on transformer)

17.5"-83.5"
445-2121mm




SELINA MINI PENDANT

SIGNAL MINI PENDANT

PENDANTS,

LOW VOLTAGE

P 346 P 288
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK SLN SELLINA W WHITE Z ANTIQUE BRONZE -LEDS930 LED,12V, 90 CRI, 3000K 700 FJ FREEJACK SIGM SIGNAL YU RUBBERIZED GRAY/BLUE S SATIN -LED930 LED, 12V, 95 CRI, 3000K
MP MONOPOINT U STEELBLUE C CHROME HALOGEN, 12V (LEAVE BLANK) MP MONOPOINT YP RUBBERIZED GRAY/COPPER NICKEL NO LAMP (LEAVE BLANK)
MO MONORAIL S SATIN NICKEL MO MONORAIL YG RUBBERIZED GRAY/GOLD
. YL RUBBERIZED GRAY/PLATNUM
MP INCLUDES 4" ROUND FLUSH CANOPY. WU RUBBERIZED WHITE/BLUE
CHROME NOT OFFERED ON MONORAIL. WP RUBBERIZED WHITE/COPPER
WG RUBBERIZED WHITE/GOLD
SIZE 45" WL RUBBERIZED WHITE/PLATNUM
14 mm N
H: 10" (16.5" min.-82.5" max.) | W: 4.3 | Canopy: 4.5" round b . MP INCLUDES 4" ROUND FLUSH CANOPY.
Includes 6 feet of field-cuttable cable T Zmm -
to match finish selection SIZE T4mm
- ) ) H: 8" (14.5" min.-80.5" max.) | W: 4.1" | Canopy: 4.5" round s 1 5
LAMPIN_G, 741196'20'32'5 Includes 6 feet of field-cuttable satin cable * 3mm
GY6.35 Bi-Pin Base Halogen Lamp - mm
Voltage: 12V or 24V 254mm LAMPING -
. ) 14.5"-80.5"
Tot§| Watts: SOW. . No Lamp Option 3682045 o
Delivered Lumens: 558 N 1 _— Rated for (1) 35W max. GU5.3 bi-pin lamp _°
Dimmable with ELV or MLV dimmers 43 o 203 mm
(based on transformer) 09mm LED GUS5.3 Bi-Pin Base MR16
Voltage: 12V - —
LED GY6.35 Bi-Pin Base Lamp Total Watts: 6.5W bt
Voltage: 12V Delivered Lumens: 485 104mm
Total Watts: 6W CCT: 3000K
Delivered Lumens: 330 CRI: 90
CCT: 3000K Dimmable with ELV or MLV dimmers
CRI: 90 (based on transformer)
Dimmable with ELV or MLV dimmers
(based on transformer)
SOLITUDE MINI PENDANT SYRMA MINI PENDANT
P 320 P 246
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK SLD SOLITUDE F FROST R AGED BRASS -LEDS930 LED, 12V, 90 CRI, 3000K 700 FJ FREEJACK SYR SYRMA B MATTEBLACK S SATINNICKEL -LEDS930 LED, 12V, 90 CRI, 3000K
MP MONOPOINT S SATIN NICKEL HALOGEN, 12V, (LEAVE BLANK) MP MONOPOINT G SATIN GOLD HALOGEN, 12V, (LEAVE BLANK)
MO MONORAIL MO MONORAIL
MP INCLUDES 4" ROUND FLUSH CANOPY.
CHROME NOT OFFERED ON MONORAIL. SIZE 45"
T4 mm
H:12.7" (19.2" min.-85.2" max.) | W: 5.5" | Canopy: 4.5" round r 1 5
SIZE _45" ield- i _—
Tiamm Includes 6 feet of field-cuttable satin cable = Emm
H: 6" (6" min.-78.5" max.) | W: 2.6" | Canopy: 4.5" round s 1 5
Includes 6 feet of field-cuttable cable *3mm LAMPIN_G_ —
to match finish selection GY6.35 Bi-Pin Base Halogen Lamp 10.2-852"
. ) ) Voltage: 12V or 24V 17+ 4882164 mm
LAMPING ﬁ Total Watts: 35W Bamm
GY6.35 Bi-Pin Base Halogen Lamp 6 mn Delivered Lumens: 360
Voltage: 12V or 24V 152 mm Dimmable with ELV or MLV dimmers
Total Watts: 35W (based on transformer) . | — —*
Delivered Lumens: 360 b LED GY6.35 Bi-Pin Base Lamp _55"
Dimmable with ELV or MLV dimmers 672-% Voltage: 12V 139mm

(based on transformer)

LED GY6.35 Bi-Pin Base Lamp
Voltage: 12V

Total Watts: 6W

Delivered Lumens: 330

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)

Total Watts: 5SW

Delivered Lumens: 258

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)
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PRODUCT SPECIFICATIONS

PENDANTS, LOW VOLTAGE

TIBOR PENDANT WINDSOR MINI PENDANT

P 321 P 296
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK TBR TIBO C CLEAR B BLACK -LED LED, 12V, 90 CRI, 3000K 700 FJ FREEJACK WDS WINDSOR B BLACK Z ANTIQUE BRONZE -LED930 LED, 12V, 90 CRI, 3000K
MP MONOPOINT S SATIN KL KABLELITE C CONCRETE C CHROME NO LAMP (LEAVE BLANK)
MO MONORAIL NICKEL MP MONOPOINT BR PLATED S SATIN NICKEL
MO MONORAIL BRASS
MP INCLUDES 4" ROUND FLUSH CANOPY.
ALL FINISHES INCLUDE SATIN NICKEL CABLE AND SYSTEM CONNECTION FOR MONORAIL.
SIZE 45"
SIZE s H: 18" (24.5" min.-90.5" max.) | W: 4.5" | Canopy: 4.5" round jamm
mm cald- 34 .
H:15.3" (21.8" min.-87.8" max.) | W: 2.3" | Canopy: 4.5" round Pt L”C'”dfshi.f'?e; °flf'e'tc,’ cuttable cable 9mm
Includes 6 feet of field-cuttable satin cable ~ Bmm © match Tinish selection
LAMPING - No Lamp Option
Integrated LED P &b . _245-90.5"
A 21.8"-87.8" Rated for (1) 50 watt max. GU5.3 bi-pin lamp . 622-2299 mm
Voltage: 12V 554-2230 mm 18
Total Watts: 6W —_— LED GUS.3 Bi-Pin Base MR16 457mm
Delivered Lumens: 500 Voltage: 12V
CCT: 3000K Total Watts: 6.5W
CRI: 90 . . Delivered Lumens: 485 V4 - -
Dimmable with most LED compatible b J CCT: 3000K-1800K 45"
ELV and Triac dimmers 572% CRI: 90 T4 mm
Dimmable with ELV or MLV dimmer
(based on transformer)
ZENITH SMALL PENDANT ZENITH LARGE PENDANT
P 342 P 342
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL COLOR FINISH LAMP TYPE SYSTEM MODEL COLOR FINISH LAMP
700 FJ FREEJACK ZENS ZENITH K SMOKE Z ANTIQUE BRONZE -LED930 LED,12V, 90 CRI, 3000K 700 FJ FREEJACK ZENL ZENITH K SMOKE Z ANTIQUE BRONZE -LED930 LED,12V, 90 CRI, 3000K
MP MONOPOINT U STEELBLUE C CHROME HALOGEN, 12V, (LEAVE BLANK) MP MONOPOINT U STEELBLUE C CHROME HALOGEN, 12V, (LEAVE BLANK)
MO MONORAIL W WHITE S SATIN NICKEL MO MONORAIL W WHITE S SATIN NICKEL
MP INCLUDES 4" ROUND FLUSH CANOPY. MP INCLUDES 4" ROUND FLUSH CANOPY.
CHROME NOT OFFERED ON MONORAIL. CHROME NOT OFFERED ON MONORAIL.
SIZE _45" SIZE _45"
114 mm 114 mm
H:19.5" (26" min.-92" max.) | W: 3" | Canopy: 4.5" round r 1 5 H: 27" (33.5" min.-99.5" max.) | W: 4" | Canopy: 4.5" round r 1 5
Includes 6 feet of field-cuttable cable to match = Bmm T Includes 6 feet of field-cuttable cable to match * Bmm T
finish selection finish selection
LAMPING LAMPING
GY6.35 Bi-Pin Base Halogen Lamp 26"-92" GY6.35 Bi-Pin Base Halogen Lamp
Voltage: 12V or 24V 195+  ©60-2337mm Voltage: 12V or 24V 33.5"-99.5"
Total Watts: 50W 495mm Total Watts: 50W o 851-2527 mm
Delivered Lumens: 558 Delivered Lumens: 558 686 mm
Dimmable with ELV or MLV dimmers Dimmable with ELV or MLV dimmers
(based on transformer) N N (based on transformer)
LED GY6.35 Bi-Pin Base Lamp L;-IJ LED GY6.35 Bi-Pin Base Lamp
Voltage: 12V 76 mm Voltage: 12V — _a
Total Watts: 5W Total Watts: 5W L4..J
Delivered Lumens: 258 Delivered Lumens: 258 102mm

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)

Additional products and options are available at techlighting.com

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)




AKOVA GRANDE PENDANT

AKOVA X-LARGE PENDANT

PENDANTS,

LINE VOLTAGE

P 308 P 309
ITEM NUMBER 5 ITEM NUMBER 5
Aged Brass/Bright Brass 127 mm, LED E26 Med Base A21 Lamp 27mm
700TDAKV13RBR-LED927 (LED E26 Lamp) =2 — Aged Brass/Bright Brass I _
700TDAKV13RBR (No Lamp) 700TDAKV18RBR-LED927 (LED E26 Lamp) Bmm =
Matte Black/Aged Brass 700TDAKV18RBR (No Lamp)
700TDAKV13BR-LED927 (LED E26 Lamp) — Matte Black/Aged Brass
700TDAKV13BR (No Lamp) 20.2"-158.2" 700TDAKV18BR-LED927 (LED E26 Lamp) B7162.7"
White/Chrome - o Sreomm 700TDAKV18BR (No Lamp) 2aABmm
700TDAKV13WC-LED927 (LED E26 Lamp) 348 mm = &mm White/Chrome
700TDAKV13WC (No Lamp) 700TDAKV18WC-LED927 (LED E26 Lamp)
700TDAKV18WC (No Lamp)
SIZE — | ar | - R
H:13.7" (20.2" min.-158.2" max.) | W: 13.7" | Canopy: 5" round 348 mm SIZE 18" ]
Includes 12 feet of field-cuttable black cloth cord H: 18" (18.7" min.-162.7" max.) | W: 18" | Canopy: 5" round 457 mm
Includes 12 feet of field-cuttable black cloth cord
LAMPING
No Lamp Option LAMPING
Rated for (1) 60W max E26 med base lamp No Lamp Option
LED E26 Med Base A21 Lamp Rated for (1) 60W max E26 med base lamp
Voltage: 120V LED E26 Med Base A21 Lamp
Totgl Watts: T77W Voltage: 120V
Delivered Lumens: 908 Total Watts: 177W
CCT: 2700K Delivered Lumens: 908
CRE9O , CCT: 2700K
Dimmable with LED compatible CRI: 90
ELV and Triac dimmers Dimmable with LED compatible ELV and Triac dimmers
ALINA GRANDE PENDANT ALLEA PENDANT
P 336 P 292
ITEM NUMBER _45" ITEM NUMBER 5"
Smoke rmm"; ) Black/Gold rmmmw
700TDALIGPKS-LED927 (LED E26 Lamp) x ﬁ — 700TDALEBG-LED930 (LED E26 Lamp) —_— = % —
700TDALIGPKS (No Lamp) 700TDALEBG (No Lamp)
Steel Blue — Fossil Gray
700TDALIGPUS-LED927 (LED E26 Lamp) 185845 700TDALEFG-LED930 (LED E26 Lamp) o
700TDALIGPUS (No Lamp) o 4702146 mm 700TDALEFG (No Lamp) 522?-3;-(1)170-5"
White 355 mm Matte White g OoCOO/mm
700TDALIGPWS-LED927 (LED E26 Lamp) 700TDALEW-LED930 (LEDE26 Lamp) 371mm
700TDALIGPWS (No Lamp) R R 700TDALEW (No Lamp)
SIZE Temm SIZE —

H: 12" (18.5" min.-84.5" max.) | W: 8.5" | Canopy: 4.5" round
Includes 6 feet of field-cuttable cable

Antique Bronze includes bronze cable

All other finishes includes satin cable

LAMPING
No Lamp Option
Rated for (1) 75W max E26 med base lamp

LED E26 Med Base A19 Lamp
Voltage: 120V

Total Watts: 9.5W

Delivered Lumens: 760

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

H:14.6" (20.5" min.-110.5" max.) | W: 12.6" | Canopy: 5" round
Includes 8 feet of field-cuttable cloth cord
to match finish selection

LAMPING
No Lamp Option
Rated for (1) 75W max E26 med base lamp

LED E26 Med Base A19 Lamp
Voltage: 120V

Total Watts: 10W

Delivered Lumens: 400

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

[~ !

287mm

126"
320mm
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PRODUCT SPECIFICATIONS

PENDANTS, LINE VOLTAGE

AUDRA PENDANT

AUDRA GRANDE PENDANT

P 340 P 340
ITEM NUMBER 45" ITEM NUMBER 45"

. . 114 mm 114 mm
Clear/Satin Nickle r 1 . Clear r 1 .
700TDADRCS-LEDS930 (LED Lamp) ——x 2 700TDADRGPCS-LEDS930 (LED Lamp) ===
700TDADRCS (Halogen) 700TDADRGPCS (Halogen)

Smoke/Satin Nickel — Surf Green
700TDADRKS-LEDS930 (LED Lamp) 5.9" 700TDADRGPGS-LEDS930 (LED Lamp) .
700TDADRKS (Halogen) 150 mm 700TDADRGPGS (Halogen)
White/Satin Nickel — 9.5°
700TDADRWS-LEDS930 (LED Lamp) L %J SIZE 150 mm
700TDADRWS (Halogen) H: 9.5" (16" min.-82" max.) | W: 7.4" | Canopy: 4.5" round

Includes 6 feet of field-cuttable satin cable .
SIZE Not compatible with low-voltage system such as MonoRail | 74"
H: 5.9" (12.4" min.-78.4" max.) | W: 5.3" | Canopy: 4.5" round or Freejack. 188 mm

Each pendant ships complete with canopy and transformer
LAMPING to be mounted in the junction box
GY6.35 Bi-Pin Base Halogen Lamp
Voltage: 12V LAMPING
Total Watts: 35W GY6.35 Bi-Pin Base Halogen Lamp
Delivered Lumens: 450 Voltage: 12V
LED GY6.35 Bi-Pin Base Lamp Total Watts: 35W

Delivered Lumens: 450
Voltage: 12V
Total Watts: 6W LED GY6.35 Bi-Pin Base Lamp
Delivered Lumens: 412.5 Voltage: 12V
CCT: 3000K Total Watts: 6W
CRI: 90 Delivered Lumens: 412.5
Dimmable with most LED compatible CCT: 3000K
ELV and TRIAC dimmers. CRI: 90

Dimmable with most LED compatible

ELV and TRIAC dimmers.
BAU SMALL PENDANT BAU MEDIUM PENDANT
P 214 P 214
ITEM NUMBER 6.3" ITEM NUMBER 6.3"
Black 16r°"‘:" Natural Brass IFFOmT
700TDBAU18B-LED930 53 — 700TDBAU28NB-LED930 53 T —
Natural Brass 1B5mm._ Nightshade Black 1B5mm,
700TDBAU18NB-LED930 700TDBAU28B-LED930
SIZE SIZE
H: 18" (27.5" min.-81.5" max.) | W: 18" | Canopy: 6.3" round N H: 28" (37.5" min.-91.5" max.) | W: 28" | Canopy 6.3" round
Includes (2) 6" and (4) 12" rigid stems in coordinating finish — % Includes (2) 6" and (4) 12" rigid stems in coordinating finish ﬁ 375915
Can be installed on a sloped ceiling up to 20° Can be installed on a sloped ceiling up to 20° 953-2324mm
LAMPING 45‘78;“ LAMPING 3
Integrated LED Integrated LED 7112?nm
Voltage: 120V-277V Voltage: 120V-277V
Total Watts: 42.1W — s - Total Watts: 74W
Delivered Lumens: 686 257 mm Delivered Lumens: 1924 - .
CCT: 3000K CCT: 3000K 28"
CRI: 90 CRI: 90 7imm

Dimmable with most LED compatible ELV dimmers

Due to weight constraints, the following j-boxes are required

for installation: 75+ pounds

Additional products and options are available at techlighting.com

Dimmable with most LED compatible ELV dimmers

Due to weight constraints, the following j-boxes are required

for installation: 150+ pounds




BAU LARGE PENDANT

BRIOLETTE GRANDE PENDANT

PENDANTS,

LINE VOLTAGE

p214 P 341
ITEM NUMBER 6.3" ITEM NUMBER 45"
Natural Brass lsro"‘;“ Frost r"“m"‘w
700TDBAU36NB-LED930 53 v — 700TDBRLGFS-LED927 (LED E26 Lamp) = % —
Nightshade Black 135mm . 700TDBRLGFS (No Lamp)
700TDBAU36B-LED930 Smoke

700TDBRLGKS-LED927 (LED E26 Lamp) —
SIZE 700TDBRLGKS (No Lamp) 44"-86.4"
H: 36" (45.5" min.-99.5" max.) | W: 36" | Canopy: 6.3" round 1118-2195 mm
Includes (2) 6" and (4) 12" rigid stems in coordinating finish SIZE 14"
Can be installed on a sloped ceiling up to 20° - 45.5"-99.5" H: 14" (44" min.-86.4" min.) | W: 8.7" | Canopy: 4.5" round 356 mm

1156 - 2488 mm Includes 6 feet of field-cuttable satin cable

LAMPING R N
Integrated LED 36" LAMPING 8.7"
Voltage: 120V-277V 914 mm No Lamp Option 221mm
Total Watts: 84.5W Rated for (1) 75W max E26 med base lamp
Delivered Lumens: 2886 LED E26 Med Base A19 Lamp
CCT: 3000K
CRI: 90 Ju— - . Voltage: 120V
Dimmable with most LED compatible gﬁn ! TOtél Watts: 9.5W
ELV dimmers Delivered Lumens: 480

CCT: 2700K
Due to weight constraints, the following j-boxes are required CRI: 90 . .
for installation: 200+ pounds Dimmable with most LED compatible

ELV and Triac dimmers
BRUMMEL GRANDE PENDANT CALUMN PENDANT
P 274 P 236
ITEM NUMBER LAMPING ITEM NUMBER 63"
Charcoal Gray, Black No Lamp Option Natural Brass “’;0’":“
700TDBMLGPYB-LED927 (LED E26 Lamp) Rated for (1) TOOW max E26 med base lamp 700TDCLMNB-LED930 53 v —
700TDBMLGPYB (No Lamp) Nightshade Black 135mm .
Charcoal Gray, Satin Nickel \"/iltt)a'z%fggf/ Base A21 Lamp 700TDCLMB-LED930
700TDBMLGPYS-LED927 (LED E26 Lamp) Total Wétts: 7w
700TDBMLGPYS (No Lamp) Delivered Lumens: 493 SIZE B . . . 415"-95.5"
Charcoal Gray, White CCT: 2700K H: 26.3 (41.? min.-95.5" max.) | W: 6.7 - 1054-2426 mm
700TDBMLGPYW-LED927 (LED E26 Lamp) CRI:'QO Canopy: 6.3 r?und L »
700TDBMLGPYW (No Lamp) Dimmable with most LED compatible Includ.es (.2) 6. gnd (#) 12" rigid stems in 263"
Matte White, Black | ) coordinating finish 668 mm
700TDBMLGPWB-LED927 (LED) E26 Lamp ELV and Triac dimmers Cannot be installed on sloped ceiling
700TDBMLGPWB (No Lamp) 45" “ Cy —*
Matte White, Satin Nickel r"“ . LAMPING 67"
700TDBMLGPWS-LED927 (LED E26 Lamp) 5 5 — Integrated LED 70 mm
700TDBMLGPWS (No Lamp) 13mm Voltage: 120V
Matte White, White . Total Watts: 12.4W
700TDBMLGPWW-LED927 (LED E26 Lamp) 17.2"-83.2" Delivered Lumens: 946
700TDBMLGPWW (No Lamp) 107+ 437213 mm CCT: 3000K

272mm CRI: 90

SIZE Dimmable with most LED compatible
H:10.7" (17.2" min.-83.2" max.) | W: 20" | Canopy: 4.5" round | 20 J - - ELV and Triac dimmers
Includes 6 feed of field-cuttable cloth covered cord 508 mm
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PRODUCT SPECIFICATIONS

PENDANTS, LINE VOLTAGE

CODA SMALL PENDANT

CODA LARGE PENDANT

P 330 P 330
ITEM NUMBER 49" ITEM NUMBER 49"
Clear Crackle 124 ’“T Clear Crackle }24 "‘T
700TDCDAPSCCS-LED930 — 700TDCDAPLCCS-LED930 —
Smoke Crackle Smoke Crackle
700TDCDAPSKCS-LED930 _. 700TDCDAPLKCS-LED930 _.
SIZE 28"166" SIZE
H: 21" (28" min.-166" max.) | W: 5.1" | Canopy: 4.9" round 71-4216 mm H: 39.8" (46.8" min.-184.8" max.) | W: 5.1" |
Includes 12 feet of field-cuttable satin cable 533 mm Canopy: 4.9" round

Includes 12 feet of field-cuttable satin cable 46.8"184.8"
LAMPING | 1189-4694 mm
Integrated LED . . LAMPING o
Voltage: 120V L 1 Integrated LED
Total Watts: 1TW ﬁ Voltage: 120V
Delivered Lumens: 500 Total Watts: 1MW
CCT: 3000K Delivered Lumens: 500
CRI: 90 CCT: 3000K
Dimmable with most LED compatible CRI: 90 N .
ELV and Triac dimmers Dimmable with most LED compatible Lo

ELV and Triac dimmers 51

30mm
DEVIN PENDANT EBELL SMALL PENDANT
P 316 P 235
ITEM NUMBER _45" ITEM NUMBER 45"
Satin Gold/White T4 mm Antique Nickel mamm
700TDDEVPWGW-LED930 (LED E26 Lamp) = Bmm - 700TDEBL16N-LED927 (120V) — 0= jﬁ
700TDDEVPWGW (No Lamp) 700TDEBL16N-LED927-277 (277V)
Polished Nickel/White Dark Bronze
700TDDEVPWNW-LED930 (LED E26 Lamp) 18.5"-156.5" 700TDEBL16Z-LED927 (120V)
700TDDEVPWNW (No Lamp) 470-3975 mm 700TDEBL16Z-LED927-277 (277V)
305mm Natural Brass 24"-78" T

SIZE 700TDEBL16NB-LED927 (120V) 610-1981mm
H: 12" (18.5" min,-156.5" max.) | W: 19" | Canopy: 4.5" round - — - 700TDEBL16NB-LED927-277 (277V) 16.6"
Includes 12 feet of field-cuttable white cloth cord 283 mm d 421mm
and matching canopy SIZE

H:16.6" (24" min.-78" max.) | W: 1.5" | Canopy: 4.5" round R N
LAMPING Includes (4) 12" and (2) 6" rigid stems in coordinating finish 9!
No Lamp Option %

Rated for (1) 150W max E26 med base lamp

LED E26 Med Base G40 Lamp
Voltage: 120V

Total Watts: 12W

Delivered Lumens: 650

CCT: 3000K

CRI: 80

Dimmable with most LED compatible
ELV and Triac dimmers

Additional products and options are available at techlighting.com

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 8W

Delivered Lumens: 500

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with 0-10V dimmers



EBELL TWO-LIGHT PENDANT

ECHO LARGE PENDANT

PENDANTS, LINE VOLTAGE

P 235 P 318
ITEM NUMBER 45" ITEM NUMBER 4"
Antique Nickel 1:4 ’“T Clear/Satin Nickel r‘°2m’“1
700TDEBL223N-LED927 [ — 700TDECPCS-LED927 (LED E26 Lamp) S5 —
5~ *2amm = 13mm *-
Dark Bronze 700TDECPCS (No Lamp)
700TDEBL223Z-LED927 T 15.5"815"
Natural Brass SIZE 9" 394-2070 mm
700TDEBL223NB-LED927 - H: 9" (15.5" min.-81.5" max.) | W: 5" | Canopy: 4.5" round 228 mm
o Includes 6 feet of field-cuttable cable L .
SIZE % Antigue Bronze includes bronze cable R :
H: 23.2" (27.4" min.-81.4" max.) | W: 4.5" | Canopy: 4.5" round 232" Black, Satin Nickel & White include satin cable 5"
Includes (4) 12" and (2) 6" rigid stems in coordinating finish 588 mm 127mm
LAMPING
LAMPING No Lamp Option
Integrated LED Rated for (1) 75W max E26 med base lamp
. N Y .
Voltage: 120V Lol 9] LED E26 Med Base A19 Lamp
Total Watts: 25W 45" 15"
X = S Voltage: 120V
Delivered Lumens: 1170 14 mm 38mm
Total Watts: 9.5W
CCT: 2700K .
Delivered Lumens: 707
CRI: 90 CCT: 2700K
Dimmable with most LED compatible ELV and Triac CRI"9O
dimmers. 277V dimmable with 0-10V dimmers. Dimmable with most LED compatible
ELV and Triac dimmers
ECHO GRANDE PENDANT FETT PENDANT
P 318 P 282
ITEM NUMBER 45" ITEM NUMBER 6"
Clear/Satin Nickel :14"‘"‘1 Weathered Zinc r152""“1
700TDECGPCS-LED927 (LED E26 Lamp) S — 700TDFETPE-LED930 (LED E26 Lamp) P! —
700TDECGPCS (No Lamp) 13 mm 700TDFETPE (No Lamp) 25mm
Smoke/Satin Nickel T d r
700TDECGPKS-LED927 (LED E26 Lamp) SIZE T
22.5"-88.5" . " ©in - " . " . an
700TDECGPKS (No Lamp) - S s H:18.3" (23.5" min. 1-63.3 max.) | W:17.7" | Canopy: 6" round 253163.3"
406 mm Includes 12 feet of field-cuttable black cloth cord 643-4148 mm
SIZE 18.3"
465
H: 16" (22.5" min.-88.5" max.) | W: 5" | Canopy: 4.5" round LAMPING mm
Includes 6 feet of field-cuttable cable “ N No Lamp Option
Antique Bronze includes bronze cable b i Rated for (1) 150W max E26 med base lamp
Black, Satin Nickel & White include satin cable Tmm LED E26 Med Base G40 Lamp [ 77 ]
450 mm

LAMPING
No Lamp Option
Rated for (1) 75W max E26 med base lamp

LED E26 Med Base A19 Lamp
Voltage: 120V

Total Watts: 9.5W

Delivered Lumens: 707

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

Voltage: 120V

Total Watts: 12W

Delivered Lumens: 900

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers
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PRODUCT SPECIFICATIONS

PENDANTS, LINE VOLTAGE

FIRE GRANDE PENDANT

FOUNDRY PENDANT

P 339 P 266
ITEM NUMBER 45" ITEM NUMBER _46"
Clear/Antique Bronze r"‘“""‘w Matte White ":’"1'"
700TDFIRGPCZ g5 — 700TDFNDW-LED930 X —
Clear/Satin Nickel 18 mm Nightshade Black 20mm
700TDFIRGPCS . 700TDFNDB-LED930 .
Smoke/Antique Bronze S %
700TDFIRGPKZ . a78-2154mm SIZE 17.4"
Smoke/Satin Nickel 31122-;'“ H:17.4" (24.2" min.-162.2" max.) | W: 16" | Canopy: 4.6" round 442mm
700TDFIRGPKS Includes 12 feet of field-cuttable black cloth cord . .
Steel Blue/Antique Bronze Can be installed on a sloped ceiling up to 45° | e
700TDFIRGPUZ o - 406 mm
Steel Blue/Satin Nickel 8 mm LAMPING
700TDFIRGPUS Integrated LED

Voltage: 120V
SIZE Total Watts: 12.8W
H:12.3" (18.8" min-84.8" max.) | W: 7.8" | Canopy: 4.5" round Delivered Lumens: 442
Includes 6 feet of field-cuttable cable CCT: 3000K
Antique Bronze includes bronze cable CRI: 90
Black and Satin Nickel include satin cable Dimmable with most LED compatible

ELV and Triac dimmers
LAMPING
Halogen G9 Lamp
Voltage: 120V
Total Watts: 40W
Delivered Lumens: 480
CCT: 3000K
CRI: 100
Dimmable with most LED compatible ELV and
Triac dimmers
GAMBIT LARGE MULTI-PORT PENDANT GUNNAR PENDANT
P 329 P 270
ITEM NUMBER 6.5" ITEM NUMBER 45"
Aged Brass I wsmm ! ., Black/Satin Gold p‘“"";
700GMBMP19CR-LED927 (LED E12 Lamp) 700TDGUNPBG-LED930 (LED E26 Lamp) = ﬁ —
700GMBMP19CR (No Lamp) 700TDGUNPBG (No Lamp)
Satin Nickel White/Satin Haze _
700GMBMP19CS-LED927 (LED E12 Lamp) 700TDGUNPWS-LED930 (LED E26 Lamp)
700GMBMP19CS (No Lamp) 700TDGUNPWS (No Lamp)

32.5"170.5"

SIZE SIZE . 826-4331mm
H: 6.4" (18.4" min.-126.4" max.) | W: 25" | Canopy: 6.5" round H: 26" (32.5" min.-170.5" max.) | W: 23.6" | Canopy: 4.5" round %
Includes 10 feet of field-cuttable black cloth cord Includes 12 feet of field-cuttable cloth cord
Includes optional cord collar in coordinating finish ‘22‘7{;% to match finish selection

Can be installed on a sloped ceiling up to 45°
LAMPING . .
No Lamp Option LAMPING | 236" ]
Rated for 5W max E12 candelabra base lamp No Lamp Option 599 mm

LED E12 Base T6 Lamps
Voltage: 120V

Total Watts: 19 x 2W
Delivered Lumens: 3278

CCT: 2700K .
CRI: 90
Dimmable with most LED compatible
ELV and Triac dimmers
| 25" ]
635mm

Additional products and options are available at techlighting.com

Rated for (1) 1I50W max E26 med base lamp

LED E26 Med Base G40 Lamp
Voltage: 120V

Total Watts: 12W

Delivered Lumens: 650

CCT: 3000K

CRI: 80

Dimmable with most LED compatible
ELV and Triac dimmers



HANEA GRANDE PENDANT

HANEA X-LARGE PENDANT

PENDANTS, LINE VOLTAGE

P 310 P 312
ITEM NUMBER 65" ITEM NUMBER 78"
Chrome I 165 mm 1 - . Chrome r200mm1
700TDHNE13C-LED930 - 43mm 700TDHNE18C-LED930 22" + —
Natural Brass Natural Brass 4lmm £
700TDHNE13NB-LED930 700TDHNE18NB-LED930
Nightshade Black — P Nightshade Black
700TDHNE13B-LED930 5514056 mm 700TDHNE18B-LED930 18.7"-162.7"
SIZE L3 SIZE A,
356 mm

H: 14" (21.7" min.-159.7" max.) | W: 13.7" | Canopy: 6.5" round H:18" | W: 18" | Canopy 7.8" round
Includes 12 feet of field-cuttable black cloth cord Includes 12 feet of field-cuttable black cloth cord
Can be installed on a sloped ceiling up to 45° — —

| % LAMPING - —
LAMPING Integrated LED L 257 mm
Integrated LED Voltage: 120V
Voltage: 120V Total Watts: 40W
Total Watts: 33.9W Delivered Lumens: 2540
Delivered Lumens: 1539 CCT: 3000K
CCT: 3000K CRI: 90
CRI: 90 Dimmable with most LED compatible
Dimmable with most LED compatible ELV and Triac dimmers
ELV and Triac dimmers
HARPER PENDANT HENLEY PENDANT
P 334 P 280
ITEM NUMBER 45" ITEM NUMBER 45"
Clear/Black 114 mm Textured Black/Black ;‘4"‘"’1
700TDHARPCB-LED927 (LED E26 Lamp) r N 700TDHNLPBB-LED927 (LED E26 Lamp) o 5 —
700TDHARPCB (No Lamp) 13 mm 700TDHNLPBB (No Lamp) 1smm
Clear/Natural Brass — —
700TDHARPCNB-LED927 (LED E26 Lamp) SIZE 17.5"-83.5"
700TDHARPCNB (No Lamp) 26.892.8" H: 11" (17.5" min.-83.5" max.) | W: 18" | Canopy: 4.5" round ne 4452121mm
Clear/Satin Nickel 203" 681-2357 mm Includes 6 feet of field-cuttable cloth cord 279 mm
700TDHARPCS-LED927 (LED E26 Lamp) 516 mm to match finish selection R
700TDHARPCS (No Lamp) Can be installed on a sloped ceiling up to 45° [ 18" ] -
Smoke/Black 457mm
700TDHARPKB-LED927 (LED E26 Lamp) — . — LAMPING
700TDHARPKB (No Lamp) ﬁ 1 No Lamp Option

Smoke/Satin Nickel
700TDHARPKS-LED927 (LED E26 Lamp)
700TDHARPKS (No Lamp)

SIZE

H: 20.3" (26.8" min.-92.8" max.) | W: 16" | Canopy: 4.5" round
Includes 7 feet of field-cuttable cable

Can be installed on a sloped ceiling up to 45°

LAMPING
No Lamp Option
Rated for (1) 60W max E26 med base lamp

LED E26 Med Base ST19 Lamp
Voltage: 120V

Total Watts: 3.5W

Delivered Lumens: 263

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

Rated for (1) 75W max E26 med base lamp

LED E26 Med Base A21 Lamp
Voltage: 120V

Total Watts: 17W

Delivered Lumens: 840

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

701



PRODUCT SPECIFICATIONS

PENDANTS, LINE VOLTAGE

JONI PENDANT

KAl SMALL PENDANT

P 265 P 252
ITEM NUMBER 54" ITEM NUMBER 55"
Aged Brass 'f”"T Matte White }40 "‘T
700TDJNIR-LED930 251“ c — 700TDKAITW-LED930 ﬁ e —
Matte Black Nightshade Black
700TDJNIB-LED930 700TDKAIIB-LED930
Polished Nickel — _268-80.8" Plated Brass .
681-2052mm
700TDJNIN-LED930 05" 700TDKAIIBR-LED930 27.3"165.3"
502 mm 205" 693-4199 mm
SIZE SIZE 52Tmm
H:19.8" (26.8" min.-80.8" max.) | W:17.2" | Canopy: 5.4" round — - H: 20.5" (27.3" min.-165.3" max.) | W: 12" | Canopy 5.5" round
Includes (4) 12" and (2) 6" rigid stems |2 Includes 12 feet of field-cuttable black cloth cord
in coordinating finish 437 mm Can be installed on a sloped ceiling up to 45° P _ .
Can be installed on a sloped ceiling up to 45° 12
LAMPING 305mm
LAMPING Integrated LED
Integrated LED Voltage: 120V
Voltage: 120V Total Watts: 12.5W
Total Watts: 12.7W Delivered Lumens: 638
Delivered Lumens: 939 CCT: 3000K
CCT: 3000K CRI: 90
CRI: 90 Dimmable with most LED compatible
Dimmable with most LED compatible ELV and Triac dimmers
ELV and Triac dimmers
KAI LARGE PENDANT KARAM SMALL PENDANT
P 254 P 284
ITEM NUMBER ITEM NUMBER 45"
Matte White _— Black/Black qémm,
700TDKAI2W-LED930 . r 1 700TDKRMPSBB-LED927 (LED E26 Lamp) A —
Nightshade Black e — 700TDKRMPSBE (No Lamp) 3 mm
700TDKAI2B-LED930 Concrete/White .
Plated Brass — 700TDKRMPSCW-LED927 (LED E26 Lamp) s
700TDKAI2BR-LED930 700TDKRMPSCW (No Lamp) 25‘;’-:""1
SIZE 3371 SIZE N —
H: 28" (33" min.-171" max.) | W: 22.5" | Canopy 5.5" round 26.4° 838-4343mm H: 101" (16.6" min.-82.6" max.) | W: 11.7" | Canopy: 4.5" round | 291;-:;"'
Includes 12 feet of field-cuttable black cloth cord &7 mm Includes 6 feet of field-cuttable cloth cord
Can be installed on a sloped ceiling up to 45° to match finish selection
Can be installed on a sloped ceiling up to 45°
LAMPING
Integrated LED L . LAMPING
Voltage: 120V L 225" ] No Lamp Option
Total Watts: 12.5W 572mm Rated for (1) TOOW max E26 med base lamp
Delivered Lumens: 638 LED E26 Med Base A21 Lamp
CCT: 3000K Voltage: 120V
CRI: 90 i

Dimmable with most LED compatible
ELV and Triac dimmers

Additional products and options are available at techlighting.com

Total Watts: 17W

Delivered Lumens: 840

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers



KARAM LARGE PENDANT

KENWAY SMALL PENDANT

PENDANTS, LINE VOLTAGE

P 284 P 260
ITEM NUMBER 53" ITEM NUMBER
Black/Black r'35'"’"1 Natural Brass '60"‘1'“
700TDKRMPLBB-LED927 (LED E26 Lamp) ~ 18 — 700TDKNWI18NB-LED930 — ~ 53
700TDKRMPLBB (No Lamp) — 46mm Nightshade Black 135 mm
Concrete/White 700TDKNW18B-LED930
700TDKRMPLCW-LED927 (LED E26 Lamp) — -
700TDKRMPLCW (No Lamp) s 1604 SIZE _ 7572108 -

TATE mm H: 18" (29" min. - 83" max.) | W: 8.5" | Canopy 6.3" round -
SIZE 186" Includes (2) 6" and (4) 12" rigid stems 57mm
H:18.6" (26.4" min.-164.4" max.) | W: 21.3" | 472mm in coordinating finish
Canopy: 5.3" round Can be installed on a sloped ceiling up to 20° — . —
Includes 12 feet of field-cuttable cloth cord .
to match finish selection — — LAMPING 216 mm
Can be installed on a sloped ceiling up to 45° | 5:11-:""‘ J Integrated LED

Voltage: 120V-277V
LAMPING Total Watts: 28.6W
No Lamp Option Delivered Lumens: 647
Rated for (1) 1I50W max E26 med base lamp CCT: 3000K
LED E26 Med Base A21 Lamp CRESO .
Dimmable with most LED compatible
Voltage: 120V ELV and Triac dimmers
Total Watts: 177W
Delivered Lumens: 840
CCT: 2700K
CRI: 90
Dimmable with most LED compatible
ELV and Triac dimmers
KENWAY MEDIUM PENDANT KENWAY LARGE PENDANT
P 260 P 262
ITEM NUMBER 6.3" ITEM NUMBER 6.3"
Natural Brass “?0’“;“ Natural Brass 1?0"‘1'"
700TDKNW25NB-LED930 — —~ 53" 700TDKNW42NB-LED930 — ~ 53
Nightshade Black —+135mm Nightshade Black 135mm
700TDKNW25B-LED930 700TDKNW42B-LED930
SIZE 36-90" — SIZE —
H: 25" (36" min. - 90" max.) | W: 11" | Canopy: 6.3" round 914-2286 mm H: 42" (53" min. - 107" max.) | W: 28" |
Includes (2) 6" and (4) 12" rigid stems 25" Canopy: 6.3" round 53"107"
in coordinating finish 35 mm Includes (2) 6" and (4) 12" rigid stems 1346-2718 mm
Can be installed on a sloped ceiling up to 20° in coordinating finish 42"
. N Can be installed on a sloped ceiling up to 20° 1067 mm

LAMPING | 1
Integrated LED m LAMPING
Voltage: 120V-277V 279 mm Integrated LED
Total Watts: 40W Voltage: 120V-277V . .
Delivered Lumens: 736 Total Watts: 69.4W 28"
CCT: 3000K Delivered Lumens: 1789 7Mmm
CRI: 90 CCT: 3000K
Dimmable with most LED compatible CRI: 90

ELV and Triac dimmers

Dimmable with most LED compatible
ELV and Triac dimmers.



PRODUCT SPECIFICATIONS

PENDANTS, LINE VOLTAGE

KIRA PENDANT

P 322
ITEM NUMBER PENDANT SMALL MULTI-PORT PENDANT
PRODUCT SHAPE  CORD COLOR FINISH LAMP e s
700TDKIRAP MINA 1C 1-LITE B BLACK R AGEDBRASS  -LED922  LED, 90 CRI, 2200K, 120V 3 P ., 5 rt .
3C 3-LITE | BLACK/WHITE B BLACK -LED930  LED, 90 CRI, 3000K, 120V 9mm Zmm
7C 7-LITE U BLUE S SATINNICKEL -LEDWD LED, 90 CRI, WARM DIMMING
1CT-LITE P COPPER 3000K-2200K, 120V
Y GRAY 14"152" 14"152"
O ORANGE 356-3861mm 356-3861mm
R RED
W WHITE 7
180@ N N
SIZE bood L 10
Pendant: H: 71" (14" min.-152" max) | W: 4.8" | % 254 mm
Canopy: 4.5" round
Small: H: 71" (14" min.-152" max) | W: 10" | MEDIUM MULTI-PORT PENDANT ~ LARGE MULTI-PORT PENDANT
Cangpy: 4.5" round ) 162%‘
Medium: H: 71" (14" min.-152" max) | W: 15" | ¢ 1
Canopy: 6.5" round %Z - -
Large: H: 71" (14" min.-152" max) | W: 20" |
Canopy: 6.5" round
Includes 12 feet of field-cuttable cloth cord _14m152" 14152t
356-3861mm 356-3861mm
LAMPING
Integrated LED
Voltage: 120V — —
Total Watts: 9W | 27W | 63W | 99W Lo
Delivered Lumens: 118 | 354 | 826 | 1298 381 mm
CCT: 2200K, 3000K or
3000K-2200K warm color dimming
CRI: 90
Dimmable with most LED compatible
ELV and Triac dimmers OQ
KONOS PENDANT KOSA PENDANT
P 271 P 268
ITEM NUMBER _45" ITEM NUMBER 5
Black/Satin Gold pamm Matte White J27mm
700TDKONPBG-LED930 (LED E26 Lamp) > — 700TDKOSA18W-LED930 RN —
700TDKONPBG (No Lamp) 15 mm Nightshade Black 13 mm
White/Satin Haze 700TDKOSA18B-LED930 6.3"-144"
700TDKONPWS-LED930 (LED E26 Lamp) 10.8'157.8" P 160-3658 mm
700TDKONPWS (No Lamp) 503-4008 mm SIZE Tizmm
H: 4.4" (6.3" min.-144" max.) |W: 18" | Canopy: 5" round — 18" -
SIZE 258 mm
H:13.3" (19.8" min. - 157.8" max.) | W: 28.3" | . LAMPING
Canopy: 4.5" round L 283" J Integrated LED

. 719 mm
Includes 12 feet of field-cuttable cloth cord

to match finish selection
Can be installed on a sloped ceiling up to 45°

LAMPING
No Lamp Option
Rated for (1) 1I50W max E26 med base lamp

LED E26 Med Base G40 Lamp
Voltage: 120V

Total Watts: 12W

Delivered Lumens: 650

CCT: 3000K

CRI: 80

Dimmable with most LED compatible
ELV and Triac dimmers

Additional products and options are available at techlighting.com

Voltage: 120V-277V
Total Watts: 21.2W
Delivered Lumens: 869
CCT: 3000K

CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers



LOFT PENDANT

LOFT GRANDE PENDANT

PENDANTS, LINE VOLTAGE

P 295 P 295
ITEM NUMBER LAMPING ITEM NUMBER _46"
Brushed Aluminum with White Interior/Black Cage No Lamp Option Rubberized Black with White Interior/Black Cage ;‘7 m, .
700TDLOFAWB-LED927 (LED E26 Lamp) Rated for (1) 75W max E26 med base lamp 700TDLOFGPBWB-LED927 (LED E26 Lamp) = omm
700TDLOFAWB (No Lamp) 700TDLOFGPBWB (No Lamp)
Brushed Aluminum with White Interior/Copper Cage LED E26 Med Base A19 Lamp Rubberized Black with White Interior/Copper Cage
700TDLOFAWP-LED927 (LED E26 Lamp) Voltage: 120V 700TDLOFGPBWP-LED927 (LED E26 Lamp)
700TDLOFAWP (No Lamp) Total Watts: 9.5W 700TDLOFGPBWP (No Lamp) -
Rubberized Black with White Interior/Black Cage Delivered Lumens: 400 %
700TDLOFBWB-LED927 (LED E26 Lamp) CCT: 2700K SIZE
700TDLOFBWB (No Lamp) CRI: 90 H: 21.6" (23.1" min.-89.1" max.) | W: 17.3" | Canopy: 4.6" round
Rubberized Black with White Interior/Copper Cage Dimmable with most LED compatible Includes 6 feet of field-cuttable cloth cord
700TDLOFBWP-LED927 (LED E26 Lamp) ELV and Triac dimmers Rubberized Black and White include black cloth cord
700TDLOFBWP (No Lamp) 46" 46" Brushed Aluminum and White includes —
7 mm 7 mm black/white cloth cord ) 7.5 1
SIZE r 1 m P & Can be installed on a sloped ceiling up to 45° 439 mm
Cage: H: 14.6" (211" min.-87.1" max.) | W: 11.6" | T Tiomm T ~0mm
Canopy: 4.6" round LAMPING
No Cage: H: 11.6" | W: 11.6" | Canopy: 4.6" round e No Lamp Option
Includes 6 feet of field-cuttable cloth cord 21.1-87.1" 295 mm Rated for (3) 75W max E26 med base lamp
Rubberized Bl_ack and Whitg in_clude black cloth cord 536-2212mm LED E26 Med Base A19 Lamp
Brushed Alumlnum and White includes . Voltage: 120V
black/white cloth cord , | _ne Total Watts: 3 x 9.5W
Can be installed on a sloped ceiling up to 45° T e 295 mm Delivered Lumens: 1200
295 mm CCT: 2700K

CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers
MANETTE MEDIUM PENDANT MANETTE GRANDE PENDANT
P 241 P 242
ITEM NUMBER LAMPING ITEM NUMBER LAMPING

Clear Glass/Black
700TDMANMCLB-LED930 (120V)
700TDMANMCLB-LED930-277 (277V)
Clear Glass/Natural Brass
700TDMANMCLNB-LED930 (120V)
700TDMANMCLNB-LED930-277 (277V)
Clear Glass/Satin Nickel
700TDMANMCLS-LED930 (120V)
700TDMANMCLS-LED930-277 (277V)
Transparent Smoke/Black
700TDMANMTKB-LED930 (120V)
700TDMANMTKB-LED930-277 (277V)
Transparent Smoke/Natural Brass
700TDMANMTKNB-LED930 (120V)
700TDMANMTKNB-LED930-277 (277V)
Transparent Smoke/Satin Nickel
700TDMANMTKS-LED930 (120V)
700TDMANMTKS-LED930-277 (277V)

SIZE
H:13.3" (19.8" min.-85.8" max.) | W: 3.5" | Canopy: 4.5" round
Includes 12 feet of black field-cuttable cable

Integrated LED

Voltage: 120V or 277V

Total Watts: 15W

Delivered Lumens: 700

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with 0-10V dimmers

4

102 mi
r 1 "
I
~13mm
—
19.8"-85.8"
133 503-2179 mm
338mm
. —a
bl
35"
89mm

Clear Glass/Black
700TDMANGPCLCLBB-LED (120V)
700TDMANGPCLCLBB-LED-277 (277V)
Smoke/Black
700TDMANGPSMSMBB-LED (120V)
700TDMANGPSMSMBB-LED-277 (277V)
Transparent Smoke/Black
700TDMANGPTKTKBB-LED (120V)
700TDMANGPTKTKBB-LED-277 (277V)
Clear Glass/Satin Nickel
700TDMANGPCLCLSS-LED (120V)
700TDMANGPCLCLSS-LED-277 (277V)
Smoke/Satin Nickel
700TDMANGPSMSMSS-LED (120V)
700TDMANGPSMSMSS-LED-277 (277V)
Transparent Smoke/Satin Nickel
700TDMANGPTKTKSS-LED (120V)
700TDMANGPTKTKSS-LED-277 (277V)

SIZE

H:15.5" (23.4" min.-161.4" max.) | W: 5" | Canopy: 4.5" round
Includes 6 feet of field-cuttable cable

Black and Satin Nickel include satin cable

Integrated LED

Voltage: 120V or 277V

Total Watts: 18W

Delivered Lumens: 918

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

45"
N4 mm

23.4"-161.4"
594-4100 mm

397 mm

f
“

127 mm

705



PRODUCT SPECIFICATIO

PENDANTS, LINE VOLTAGE

MILO PENDANT

NS

P 294
ITEM NUMBER _45"
Gray/Chartreuse r114 mm1
700TDMLOGC-LED927 (LED E26 Lamp) - —
700TDMLOGC (No Lamp) 9mm
White/Champagne
700TDMLOWM-LED927 (LED E26 Lamp) - o
700TDMLOWM (No Lamp) %
White/Orange JEAN
700TDMLOWO-LED927 (LED E26 Lamp) 333mm
700TDMLOWO (No Lamp)
-7 .
SIZE L 145" ]
H: 131" (20" min.-157" max.) | W: 14.5" | Canopy: 4.5" round 368mm
Includes 12 feet of field-cuttable satin cable
LAMPING
No Lamp Option
Rated for (1) TOOW max E26 med base lamp
LED E26 Med Base A19 Lamp
Voltage: 120V
Total Watts: 9.5W
Delivered Lumens: 400
CCT: 2700K
CRI: 90
Dimmable with most LED compatible
ELV and Triac dimmers
MINA PENDANT
P 324
ITEM NUMBER PENDANT SMALL MULTI-PORT PENDANT
PRODUCT SHAPE  CORD COLOR FINISH LAMP s s
700TDMINAP MINA 1C 1-LITE B BLACK R AGEDBRASS  -LED922 LED, 90 CRI, 2200K, 120V 5 P . 5 rt _
3C 3-LITE | BLACK/WHITE B BLACK -LED930  LED, 90 CRI, 3000K, 120V 13mm 3mm
7C 7-LITE U BLUE S SATINNICKEL -LEDWD LED, 90 CRI, WARM DIMMING
NC1-LITE P COPPER 3000K-2200K, 120V
Y GRAY 14"152" 14"152"
O ORANGE 356-3861mm 356-3861mm
R RED
W WHITE 76" l
193mm
SIZE ) v L oo )
Pendant: H: 7.6" (14" min.-152" max) | W: 5" | 5 254mm
Canopy: 4.5" round 127 mm
Small: H: 7.6" (14" min.-152" max) | W: 10" | MEDIUM MULTI-PORT PENDANT  LARGE MULTI-PORT PENDANT
Canopy: 4.5" round 65"
165 mm

Medium: H: 7.6" (14" min.-152" max) | W: 15" |
Canopy: 6.5" round

Large: H: 7.6" (14" min.-152" max) | W: 20" |
Canopy: 6.5" round

Includes 12 feet of field-cuttable cloth cord

LAMPING

Integrated LED

Voltage: 120V

Total Watts: OW | 27W | 63W | 99W
Delivered Lumens: 118 | 354 | 826 | 1298
CCT: 2200K, 3000K or
3000K-2200K warm color dimming
CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

Additional products and options are available at techlighting.com

P

7" —
43mm -
14"-152"
356-3861mm
—

14"-152"
356-3861 mm




MODERNRAIL PENDANT

NYRA SMALL CHANDELIER

PENDANTS, LINE VOLTAGE

P 232 P 258
ITEM NUMBER REMOTE CANOPY SURFACE CANOPY ITEM NUMBER 6.3"
Aged Brass Nightshade Black 16r°'"1’"
700MDP3CRR (Glass Cylinders, Remote Canopy) _— _— 700NYR28B-LED930 53~ —
700MDP3CRS (Glass Cylinders, Surface Canopy) P . | Plated Brass 135mma
700MDP3GRR (Glass Orbs, Remote Canopy) T = = Bmm ‘]j T 700NYR28BR-LED930
700MDP3GRS (Glass Orbs, Surface Canopy) _, 124mm
60" SIZE
SIZE 1524 mm H: 20.4" (31.6" min.-85.6" max.) | W: 27.4" _316-856"
Cylinder: H: 36" (42" min.-96" max.) | W: 8.9" | T adjustable «— Canopy: 6.3" round - 8052174 mm
Canopy: 5" or 5.1" round v Includes (4) 12" and (2) 6" rigid stems in coordinating finish 204"
Orb: H: 36" (42" min.-96" max.) | W:12.8" | Can be installed on a sloped ceiling up to 20° 518 mm
Canopy: 5" or 5.1" round %
Includes (2) 6" stems and (4) 12" stems 36" LAMPING — < —
in coordinating finish Siamm 36" Integrated LED %
914 mm Voltage: 120V-277V
LAMPING Total Watts: 75.4W
Voltage: 120V Delivered Lumens: 6982
Total Watts: 44.2W CCT: 3000K
Delivered Lumens: Cylinders: 1405 | Orbs: 1264 a — CRI: 90
CCT: 3000K . Dimmable with most LED compatible
CRI: 90 ELV and Triac dimmers
Dimmable with most LED compatible C)@
ELV and Triac dimmers O] Due to weight constraints, j-boxes are required for
|89 | | _128 | installation: 75+ pounds
226 mm 325mm
NYRA MEDIUM CHANDELIER NYRA LARGE CHANDELIER
P 259 P 259
ITEM NUMBER 6.3" ITEM NUMBER 63"
Nightshade Black 1e0mm Nightshade Black 1eomm
700NYR30B-LED930 53 _, 700NYR42B-LED930 53 v —
Plated Brass 35mm . Plated Brass 135mm o
700NYR30BR-LED930 700NYR42BR-LED930
SIZE SIZE
H: 31.8" (43" min.-97" max.) | W: 29.9" | Canopy: 6.3" round H: 52.7" (64" min.-118" max.) | W: 42.2" —
Can be installed on a sloped ceiling up to 20° Ao - Canopy: 6.3" round
Includes (4) 12" and (2) 6" rigid stems in coordinating finish 109;—2%1 Includes (4) 12" and (2) 6" rigid stems
in coordinating finish 64"-118"
LAMPING 38" Can be installed on a sloped ceiling up to 20° 1626-2997 mm
Integrated LED 808 mm 527"
Voltage: 120V-277V LAMPING 339 mm
Total Watts: 61.8W Integrated LED
Delivered Lumens: 4632 . Voltage: 120V-277V
CCT: 3000K 209" J - Total Watts: 80.8W
CRI: 90 759 mm Delivered Lumens: 6806

Dimmable with most LED compatible
ELV and Triac dimmers

CCT: 3000K
CRI: 90
Dimmable with most LED compatible ELV dimmers

| 422" |

1072 mm

707



PRODUCT SPECIFICATIONS

PENDANTS, LINE VOLTAGE

ORBEL PYRAMID PENDANT

ORBEL PYRAMID GRANDE PENDANT

P 220 P 221

ITEM NUMBER 45" ITEM NUMBER 6.5"

Aged Brass ;3 ’“"‘w Natural Brass ;55 "““1

700TDOBLPR-LED930 (LED G9 Lamp) = BL 700TDOBLPGNB-LED930 (LED E26 Lamp) 14" o —

700TDOBLPR (No Lamp) mm 700TDOBLPGNB (No Lamp) 35mm

Matte Black — Nightshade Black

700TDOBLPB-LED930 (LED G9 Lamp) 700TDOBLPGB-LED930 (LED E26 Lamp) A

700TDOBLPB (No Lamp) 24.5"-90.5" 700TDOBLPGB (No Lamp) . .
18" 622-2299 mm %

SIZE 257 mm SIZE 25 mm

H: 18" (24.5." min.-90.5" max.) | W: 11.6" | Canopy: 4.5" round H: 25" (32.4"-86.4") | W:17.8" | Canopy: 6.5" round 635mm

Includes 6 feet of field-cuttable black cloth cord Includes (4) 12" and (2) 6" stems in coordinating finish

LAMPING T LAMPING

No Lamp Option 295mm No Lamp Option P .

Rated for (1) SW max G9 bi-pin lamp Rated for (1) 60W max E26 medium base lamp b 74;;;"

LED G9 Bi-Pin Lamp LED A19 Medium Base Lamp

Voltage: 120V Voltage: 120V

Total Watts: 5W Total Watts: 10W

Delivered Lumens: 400 Delivered Lumens: 480

CCT: 3000K CCT: 3000K

CRI: 90 CRI: 90

Dimmable with most LED compatible Dimmable with most LED compatible

ELV and Triac dimmers ELV and Triac dimmers

ORBEL ROUND PENDANT ORBEL ROUND GRANDE PENDANT

P 216 P 216

ITEM NUMBER 45" ITEM NUMBER 6.5"

Aged Brass p“"‘"} Natural Brass ;65 "‘"‘1

700TDOBLRR-LED930 (LED G9 Lamp) = BL — 700TDOBLRGNB-LED930 (LED E26 Lamp) 14" o —

700TDOBLRR (No Lamp) mm 700TDOBLRGNB (No Lamp) 35mm

Matte Black Nightshade Black

700TDOBLRB-LED930 (LED G9 Lamp) 700TDOBLRGB-LED930 (LED E26 Lamp) \o

700TDOBLRB (No Lamp) 225885 700TDOBLRGB (No Lamp) 29.4"-83.4"

572-2248 mm 594-2118 mm

SIZE SIZE 2

H: 16" (22.5" min.-88.5" max.) | W: 16" | Canopy: 4.5" round H: 22" (29.4"-83.4") | W: 22" Canopy: 6.5" round 559 mm

Includes 6 feet of field-cuttable black cloth cord Includes (4) 12" and (2) 6" stems in coordinating finish

LAMPING | 402% J LAMPING . N

No Lamp Option No Lamp Option L 22" |

Rated for (1) 5W max G9 bi-pin lamp 559 mm

LED G9 Bi-Pin Lamp

Voltage: 120V

Total Watts: 5W

Delivered Lumens: 360

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

Additional products and options are available at techlighting.com

Rated for (1) 60W max E26 medium base lamp

LED A19 Medium Base Lamp
Voltage: 120V

Total Watts: 10W

Delivered Lumens: 480

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers



ORBET SMALL PENDANT

ORBET MEDIUM PENDANT

PENDANTS, LINE VOLTAGE

P 230 P 230
ITEM NUMBER 5.4" ITEM NUMBER 54"
Natural Brass 1?6"“;‘ Natural Brass ?Gm";
700TDOBT5NB-LED927 — a IBL 700TDOBT9NB-LED927 — a 18#
Nightshade Black mm Nightshade Black mm
700TDOBT5B-LED927 700TDOBT9B-LED927
Polished Nickel 202-1582" (Y T Polished Nickel T
513-4019 mm

700TDOBT5N-LED927 135" 700TDOBT9N-LED927

343, 30.9™168.9"
SIZE mm SIZE 785-4290 mm sz
H:13.5" (20.2"-158.2") | W: 2.8" | Canopy: 5.4" round o H: 24.2" (30.9'-168.9") | W: 2.8" | Canopy: 5.4" round et mm
Includes 12 feet of field-cuttable matte black cord 28" Includes 12 feet of field-cuttable matte black cord

70 mm
LAMPING LAMPING — —
Integrated LED Integrated LED Lo
Voltage: 120V-277V Voltage: 120V-277V 70 mm
Total Watts: 8.6W Total Watts: 13.7W
Delivered Lumens: 478 Delivered Lumens: 832
CCT: 2700K CCT: 2700K
CRI: 90 CRI: 90
Dimmable with most LED compatible Dimmable with most LED compatible
ELV and Triac dimmers ELV and Triac dimmers
ORBET LARGE PENDANT PALESTRA MEDIUM PENDANT
P 230 P 306
ITEM NUMBER 54" ITEM NUMBER 45"
Natural Brass L“'"T Natural Brass r"‘"“mw
700TDOBT13NB-LED927 — T 700TDPALPMOCNB-LED930 (E26 Lamp) X BL —
Nightshade Black mm 700TDPALPMOCNB (No Lamp) mm
700TDOBT13B-LED927 ., Nightshade Black —
Polished Nickel 700TDPALPMOCB-LED930 (E26 Lamp) -
700TDOBT13N-LED927 700TDPALPMOCB (No Lamp) o 522008 mm
Satin Nickel 279 mm
SIZE 416"179.6" 700TDPALPMOCS-LED930 (E26 Lamp)
H: 34.9" (41.6"-179.6") | W: 2.8" | Canopy: 5.4" round 1057-4562 mm 340" 700TDPALPMOCS (No Lamp)
Includes 12 feet of field-cuttable matte black cord BTm [ e - -
SIZE 205mm

LAMPING Med: H: 11" (17" min.-83" max.) | W: 11.6" | Canopy 4.5" round
Integrated LED Black and Brass include 7 feet of field-cuttable black
Voltage: 120V-277V cloth cord. Satin Nickel ships with 6 feet of field-cuttable
Total Watts: 18.9W P — satin cable
Delivered Lumens: 1196 ;;.
CCT: 2700K o mm LAMPING
CRI: 90 No Lamp Option

Dimmable with most LED compatible
ELV and Triac dimmers

Rated for (1) TOOW max E26 med base lamp

LED E26 Med Base G40 Lamp
Voltage: 120V

Total Watts: 11.8W

Delivered Lumens: 1083

CCT: 3000K

CRI: 80

Dimmable with most LED compatible
ELV and Triac dimmers
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PRODUCT SPECIFICATIONS

PENDANTS, LINE VOLTAGE

PALESTRA LARGE PENDANT
P 306

ITEM NUMBER

Natural Brass

700TDPALPOCNB-LED930 (LED E26 Lamp)
700TDPALPOCNB (No Lamp)

Nightshade Black

700TDPALPOCB-LED930 (LED E26 Lamp)
700TDPALPOCB (No Lamp)

Satin Nickel

700TDPALPOCS-LED930 (LED E26 Lamp)
700TDPALPOCS (No Lamp)

SIZE

H:14.9" (21.4" min.-87.4" max.) | W: 15.5" | Canopy 4.5" round
Black and Brass include 7 feet of field-cuttable black

cloth cord

Satin Nickel ships with 6 feet of field-cuttable satin cable

LAMPING
No Lamp Option
Rated for (1) TOOW max E26 med base lamp

LED E26 Med Base G40 Lamp
Voltage: 120V

Total Watts: 11.8W

Delivered Lumens: 1083

CCT: 3000K

CRI: 80

Dimmable with most LED compatible
ELV and Triac dimmers

PALONA LARGE PENDANT
P 314

45"
114 mm

T Bmm

21.4"-87.4"
149" 544-2220 mm

378 mm

394 mm

ITEM NUMBER

Clear/Aged Brass

700TDPLNPCR-LED927 (LED E26 ST19 Lamp)
700TDPLNPCR-LEDWD (Warm Dim)
700TDPLNPCR (No Lamp)

Clear/Satin Nickel

700TDPLNPCS-LED927 (LED E26 ST19 Lamp)
700TDPLNPCS-LEDWD (Warm Dim)
700TDPLNPCS (No Lamp)

Smoke/Aged Brass

700TDPLNPKR-LED927 (LED E26 ST19 Lamp)
700TDPLNPKR-LEDWD (Warm Dim)
700TDPLNPKR (No Lamp)

Smoke/Satin Nickel

700TDPLNPKS-LED927 (LED E26 ST19 Lamp)
700TDPLNPKS-LEDWD (Warm Dim)
White/Aged Brass

700TDPLNPKR-LED927 (LED E26 ST19 Lamp)
700TDPLNPKR (No Lamp)

700TDPLNPKS (No Lamp)

White/Satin Nickel

700TDPLNPKS-LED927 (LED E26 ST19 Lamp)
700TDPLNPKS (No Lamp)

SIZE

H: 13.5" (20" min.-86" max.) | W: 14" | Canopy: 4.5" round

Includes 7 feet of field-cuttable satin cable

LAMPING
No Lamp Option
Rated for (1) 60W max E26 med base lamp

LED E26 Med Base A19 Lamp (White Only)
Voltage: 120V

Total Watts: 9.5W

Delivered Lumens: 800

CCT: 2700K

CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers

LED E26 Med Base ST19 Lamp

(Clear & Smoke Only)

Voltage: 120V

Total Watts: 3.5W

Delivered Lumens: 250

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

Integrated LED Warm Color Dimming
(Clear & Smoke Only)

Voltage: 120V

Total Watts: 9W

Delivered Lumens: 684

CCT: 3000K - 2200K Warm Color Dimming
CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers

Additional products and options are available at techlighting.com

45"
14 mm

Pt
13mm

20-86"
135 508-2184mm
343mm

356 mm



PARAVO PENDANT

PHOBOS SMALL PENDANT

PENDANTS, LINE VOLTAGE

P 286 P 234

ITEM NUMBER LAMPING ITEM NUMBER 45"
Gloss Black/Matte Black No Lamp Option Natural Brass ‘;4'"’;‘
700TDPRVPBB-LED927 (LED E26 Lamp) Rated for (1) 75W max E26 med base lamp 700TDPHB2INB-LED927 — =

700TDPRVPBB (No Lamp)
Tangerine/Satin Nickel
700TDPRVPAS-LED927 (LED E26 Lamp)
700TDPRVPAS (No Lamp)

Blue/Satin Nickel
700TDPRVPUS-LED927 (LED E26 Lamp)
700TDPRVPUS (No Lamp)

LED E26 Med Base A21 Lamp
Voltage: 120V

Total Watts: 177W

Delivered Lumens: 840

CCT: 2700K

CRI: 90

SIZE

H: 21.5" (28.7" min.-82.7" max) | L: 11" | W: 1.1" |

Canopy: 4.5" round

Includes (4) 12" and (2) 6" rigid stems in coordinating finish

LAMPING

25mm

28.7"-82.7" |] —
729-2101mm [

Gloss White/Satin Nickel EEZ:S'%;Z:Z:::TS‘;;ED compatible Integrated LED S:J'im
700TDPRVPWW-LED927 (LED E26 Lamp) Voltage: 120V
700TDPRVPWW (No Lamp) 44" Total Watts: 7.8W
Mint/Satin Nickel T12mm Delivered Lumens: 366 — —
ro CCT: 2700K H

700TDPRVPGS-LED927 (LED E26 Lamp) ~ 24" — . JA
700TDPRVPGS (No Lamp) . 610mm CRI: 90 28mm

Dimmable with most LED compatible ELV and Triac ]LSJ
SIZE ., dimmers; 277V dimmable with 0-10V dimmers Bmm
H:15.2" (23.5" min.-161.6" max.) | W: 15.1" | Canopy: 4.4" round 235-1616"
Includes 12 feet of field-cuttable cloth cord 597-4105 mm
to match finish selection 15.2"

386 mm
151 ]
384mm
PHOBOS 2-LIGHT PENDANT PIRLO PENDANT
P 234 P 228
ITEM NUMBER 45" ITEM NUMBER 45"
Natural Brass ';4 ’“T Aged Brass ':4 ’“”;
700TDPHB224NB-LED927 — = _r = 700TDPRLR-LED930 (LED G9 Lamp) N —
Zmm 700TDPRLR 15mm
(No Lamp)

SIZE Matte Black — ~ s _13-79"
H: 24" (37.5" min.-89.7" max.) | L: 2.5" | W: 31" | 700TDPRLB-LED930 (LED G9 Lamp) 45" s Ty 230-2007mm
Canopy 4.5" round 700TDPRLB (No Lamp) 114 mm .
Includes (4) 12" and (2) 6" rigid stems in coordinating finish | 2 ]

SIZE 559 mm

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 15W

Delivered Lumens: 650

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

37.5"-89.7" -
953-2278 mm
24"
610 mm
b
31

a BH _4

25"
79 mm 64 mm

H: 4.5" (13" min.-79" max.) | W: 22" | Canopy: 4.5" round
Includes 6 feet of field-cuttable black cloth cord

LAMPING
No Lamp Option
Rated for (1) 5W max G9 bi-pin lamp

LED G9 Bi-Pin Lamp

Voltage: 120V

Total Watts: 4.7W

Delivered Lumens: 302

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

m



PRODUCT SPECIFICATIONS

PENDANTS, LINE VOLTAGE

PONTE PENDANT POWELL STREET PENDANT

P 222 P 278
ITEM NUMBER 63" ITEM NUMBER
160
yggﬁg'pi'_?zm L ED630 120V o PRODUCT COLOR FINISH LAMP
700TDPNT22NB-LED9 o (277 2)77 — Zﬁ 700TDPSP24 POWELL STREET BW GLOSS BLACK/WHITE B BLACK -LED830 G40 LED, 80 CRI, 3000K, 120V
- : 30- 277\) 121475 WW GLOSS WHITE/WHITE S SATIN NICKEL NO LAMP (LEAVE BLANK)
Nightshade Black 3053747 mm SO SATIN NICKEL/ W WHITE
700TDPNT22B-LED930 (120V) adjustable SUNRISE ORANGE
700TDPNT22B-LED930-277 (277V) — L 25 SW  SATIN NICKEL/WHITE
—~6amm
SIZE b Ssgzr;m l SIZE 45"
H: 2.5 (12" min-147.5" max.) | W: 22" | Canopy: 6.3" round H: 12.4" (18.9" min.-84.9" max.) | W: 24" | Canopy: 4.5" round Jramm
Includes 12 feet of field-cuttable matte black cable Includes 6 feet of field-cuttable satin cable =g —
LAMPING LAMPING
Integrated LED No Lamp Option
Voltage: 120V or 277V Rated for (1) 150W max E26 med base lamp T 74;%9;1'52':;“
Total Watts: 16.1W -
Delivered Lumens: 841 \L/Ellit) E261r24§3 Base G40 Lamp 31]§:1m
. oltage:
CCT: 3000K
CRI: 90 Total Watts: 12W
Dimmable with most LED compatible ELV and Triac Dell\-/ered Lumens: 15 s 24" |
dimmers; 277V dimmable with 0-10V dimmers g(é;lj.;OOOOK 610mm
Dimmable with most LED compatible
ELV and Triac dimmers
QUINTON PENDANT SARA GRANDE PENDANT
P332 P 319
ITEM NUMBER 45" ITEM NUMBER 45"
Clear/Black ;14’"": Clear/Satin Nickel r"‘“""‘w
700TDQNTPCB-LED927 (LED E26 Lamp) x Bi — 700TDSARGPCS-LED827 (LED E26 Lamp) -
700TDQNTPCB (No Lamp) mm 700TDSARGPCS (No Lamp) 13mm
Smoke/Black .
700TDQNTPKB-LED927 (LED E26 Lamp) SIZE o o
700TDQNTPKB (No Lamp) H:10.5" (17" min.-83" max.) | W: 3.7" | Canopy: 4.5" round %
26.8"-92.8" - 105"
Clear/Natural Brass 812357 mm Includes 6 feet of field-cuttable cable 67
700TDQNTPCNB-LED927 (LED E26 Lamp) Satin Nickel includes satin cable
700TDQNTPCNB (No Lamp) 516 mm . .
Clear/Satin Nickel LAMPING ) Lo
700TDQNTPCS-LED927 (LED E26 Lamp) No Lamp Option 37
700TDQNTPCS (No Lamp) p . . Rated for (1) 60W max E26 med base lamp 94 mm
Smoke/Satin Nickel 206 mm LED E26 Med Base BT15 Lamp

700TDQNTPKS-LED927 (LED E26 Lamp)
700TDQNTPKS (No Lamp)

SIZE

H: 20.3" (26.8" min.-92.8" max.) | W: 16" | Canopy: 4.5" round

Includes 7 feet of field-cuttable cable

LAMPING
No Lamp Option
Rated for (1) 60W max E26 med base lamp

LED E26 Med Base ST19 Lamp
Voltage: 120V

Total Watts: 3.5W

Delivered Lumens: 263

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

Additional products and options are available at techlighting.com

Voltage: 120V

Total Watts: 14W

Delivered Lumens: 780

CCT: 2700K

CRI: 80

Dimmable with most LED compatible
ELV and Triac dimmers




SEDONA MEDIUM PENDANT
P 303

SEDONA LARGE PENDANT
P304

PENDANTS, LINE VOLTAGE

ITEM NUMBER

Clear/Aged Brass
700TDSDNGPCR-LED927 (LED E26 Lamp)
700TDSDNGPCR (No Lamp)

Clear/Satin Nickel
700TDSDNGPCS-LED927 (LED E26 Lamp)
700TDSDNGPCS (No Lamp)

Transparent Smoke/Aged Brass
700TDSDNGPKR-LED927 (LED E26 Lamp)
700TDSDNGPKR (No Lamp)

Transparent Smoke/Satin Nickel
700TDSDNGPKS-LED927 (LED E26 Lamp)
700TDSDNGPKS (No Lamp)

White/Aged Brass
700TDSDNGPWR-LED927 (LED E26 Lamp)
700TDSDNGPWR (No Lamp)

White/Satin Nickel
700TDSDNGPWS-LED927 (LED E26 Lamp)
700TDSDNGPWS (No Lamp)

LAMPING
No Lamp Option
Rated for (1) 60W max E26 med base lamp

LED E26 Med Base A21 Lamp (White Glass Only)
Voltage: 120V

Total Watts: 177W

Delivered Lumens: 791

CCT: 2700K

CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers.

LED E26 Med Base T14 Lamp (Clear & Smoke Glass Only)
Voltage: 120V

Total Watts: 3.5W

Delivered Lumens: 307

CCT: 2700K

CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers

ITEM NUMBER

Clear/Aged Brass
700TDSDNLPCR-LED927 (LED E26 Lamp)
700TDSDNLPCR (No Lamp)

Clear/Satin Nickel
700TDSDNLPCS-LED927 (LED E26 Lamp)
700TDSDNLPCS (No Lamp)

Transparent Smoke/Aged Brass
700TDSDNLPKR-LED927 (LED E26 Lamp)
700TDSDNLPKR (No Lamp)

Transparent Smoke/Satin Nickel
700TDSDNLPKS-LED927 (LED E26 Lamp)
700TDSDNLPKS (No Lamp)

White/Aged Brass
700TDSDNLPWR-LED927 (LED E26 Lamp)
700TDSDNLPWR (No Lamp)

White/Satin Nickel
700TDSDNLPWS-LED927 (LED E26 Lamp)
700TDSDNLPWS (No Lamp)

LAMPING
No Lamp Option
Rated for (1) TOOW max E26 med base lamp

LED E26 Med Base A21 Lamp (White Glass Only)
Voltage: 120V

Total Watts: 177W

Delivered Lumens: 791

CCT: 2700K

CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers.

LED E26 Med Base T14 Lamp (Clear & Smoke Glass Only)
Voltage: 120V

Total Watts: 3.5W

Delivered Lumens: 307

CCT: 2700K

CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers.

SIZE SIZE
H: 7.2" (13.7" min.-79.7" max.) | W: 7.5" | Canopy: 4.5" round % H: 11" (171" min.-83.1" max.) | W: 12.4" | Canopy 5" round 1275W
Includes 6 feet of field-cuttable black cloth cord r 1 5 Includes 6 feet of field-cuttable black cloth cord r 1 -
ags = = Bmm 7
13.7"-79.7" 7 gz
348-2024 mm 17.1-831"
72" 434-21mm
183 mm LU
279 mm
75" - . .
191 mm L 124"
315mm
SIGNAL MEDIUM PENDANT SIGNAL GRANDE PENDANT
P 289 P 290
ITEM NUMBER LAMPING ITEM NUMBER LAMPING

Rubberized Gray/Blue
700TDSIGYU-LED927 (LED E26 Lamp)
700TDSIGYU (No Lamp)

Rubberized Gray/Copper
700TDSIGYP-LED927 (LED E26 Lamp)
700TDSIGYP (No Lamp)

Rubberized Gray/Gold
700TDSIGYG-LED927 (LED E26 Lamp)
700TDSIGYG (No Lamp)

Rubberized Gray/Platinum
700TDSIGYL-LED927 (LED E 26 Lamp)
700TDSIGYL (No Lamp)

Rubberized White/Blue
700TDSIGWU-LED927 (LED E26 Lamp)
700TDSIGWU (No Lamp)

Rubberized White/Copper
700TDSIGWP-LED927 (LED E26 Lamp)
700TDSIGWP (No Lamp)

Rubberized White/Gold
700TDSIGWG-LED927 (LED E26 Lamp)
700TDSIGWG (No Lamp)

Rubberized White/Platinum
700TDSIGWL-LED927 (LED E26 Lamp)
700TDSIGWL (No Lamp)

SIZE
H: 14" (20.5" min.-86.5" max.) | W: 6.1" | Canopy: 4.5" round
Includes 6 feet of field-cuttable black/white cloth cord

No Lamp Option
Rated for (1) 75W max E26 med base lamp

LED E26 Med Base A19 Lamp

Voltage: 120V

Total Watts: 9.5W

Delivered Lumens: 400

CCT: 2700K

CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers

45"

14 mm

L. e
10mm

20.5"-86.5"

14" 521-2197 mm

356 mm

61"
155mm

Rubberized Gray/Blue
700TDSIGGPYU-LED927 (LED E26 Lamp)
700TDSIGGPYU (No Lamp)

Rubberized Gray/Copper
700TDSIGGPYP-LED927 (LED E26 Lamp)
700TDSIGGPYP (No Lamp)

Rubberized Gray/Gold
700TDSIGGPYG-LED927 (LED E26 Lamp)
700TDSIGGPYG (No Lamp)

Rubberized Gray/Platinum
700TDSIGGPYL-LED927 (LED E26 Lamp)
700TDSIGGPYL (No Lamp)

Rubberized White/Blue
700TDSIGGPWU-LED927 (LED E26 Lamp)
700TDSIGGPWU (No Lamp)

Rubberized White/Platinum
700TDSIGGPWL-LED927 (LED E26 Lamp)
700TDSIGGPWL (No Lamp)

SIZE

H: 20" (26.5" min.-164.5" max.) | W: 17" |

Canopy: 4.5"

Includes 12 feet of field-cuttable black/white cloth cord

No Lamp Option
Rated for (1) I50W max E26 med base lamp

LED E26 Med Base A19 Lamp
Voltage: 120V

Total Watts: 9.5W

Delivered Lumens: 400

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

45"
14 mm
r 1
x 2 —
10 mm
—
26.5"-164.5"
20 673-4178mm
508 mm
| 17! 1
432mm

713



PRODUCT SPECIFICATIONS

PENDANTS, LINE VOLTAGE

SOCO PENDANT

LOCUS ACCESSORY FOR ALVA, KIRA, MINA AND SOCO PENDANTS

P 328 P 714
ITEM NUMBER ITEM NUMBER e -
PRODUCT LENGTH CORD COLOR FINISH Aged Brass a4
. 700LOCUSRI3R (Small) 366 mm
700TDSOCOPM SOCO 08 96" B BLACK R AGED BRASS 700LOCUSRISR (Medi
16 192" I BLACK/WHITE Z ANTIQUE BRONZE USR18R (Medium) .
24 288" U BLUE B BLACK 700LOCUSR23R (Large) | B3
P COPPER S SATIN NICKEL Black 338mm
Y GRAY W WHITE 700LOCUSRI13B (Small) 25" —
O ORANGE 700LOCUSRI8B (Medium) 64mm
W WHITE Satin Nickel 19.4"
493 mm
CONSULT FACTORY FOR CUSTOM CORD LENGTHS AND COLORS. ;ggtggﬂzg:: E;mj.”) N
edium
700LOCUSR23S (Large) .
SIZE s L w3z
Modern: H: 2.3" (6" min. - 96" max.) | W: 1.7" | r ﬁ“ 1 SIZE 465mm
Canopy: 4.5" round I Bi —~ Small: H: 14.4" | W:13.3" %: T
Choose from 8 standard color options and 3 standard cord mm Medium: H: 19.4" | W: 18.3"
lengths (8',16' or 24") 606" Large: H: 24.4" | W: 23.3" "
Due to the diameter of the cord, SoCo pendants do not 152-2438 mm 553'4
currently work with our standard multi-port canopies . mn
For compatible canopies see techlighting.com %
LAMPING b L omy |
No Lamp Option 3mm 592mm

Rated for (1) 1I50W max E26 med base lamp
Dimmable with most LED compatible
ELV and Triac dimmers

SYRMA PENDANT

SYRMA GRANDE SUSPENSION

P 248 P 250

ITEM NUMBER ITEM NUMBER

Matte Black Matte Black

700TDSYRPB-LED930 —z 700TDSYRGPB-LED930 —
Satin Gold | 36mm Satin Gold

700TDSYRGPG-LED930

SIZE

H:19.1 (251" min.-163.1" max.) | W: 21.5" | Canopy: 6.5" round
Includes 12 feet of field-cuttable cable

to match finish selection

191"
485 mm

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 17.4W

Delivered Lumens: 461

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

Additional products and options are available at techlighting.com

25.1"-163.1
638-4143mm

700TDSYRGPG-LED930

SIZE

H: 38" (45.4" min.-183.4" max.) | W: 35.6" |

Canopy: 6.5" round

Includes 12 feet of field-cuttable cable

to match finish selection

LAMPING
Integrated LED
Voltage: 120V-277V
Total Watts: 17.4W
Delivered Lumens: 461
CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

45.4"-183.4"
153-4658 mm
38"
965 mm



WINDSOR PENDANT
P 296

ITEM NUMBER

Black

700TDWDSBB-LED930 (LED E26 Lamp)
700TDWDSBB (No Lamp)

Plated Brass

700TDWDSBRB-LED930 (LED E26 Lamp)
700TDWDSBRB (No Lamp)

SIZE
H: 18" (24.5" min.-90.5" max.) | W: 4.5" | Canopy: 4.5" round
Includes 6 feet of field-cuttable black cloth cord

LAMPING
No Lamp Option
Rated for (1) 60W max E26 med base lamp

LED E26 Med Base PAR20 Lamp
Voltage: 120V

Total Watts: TW

Delivered Lumens: 550

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

WIT PENDANT
P 238

24.5"-90.5"

18" 622-2299 mm

457 mm

45"
114 mm

PENDANTS, LINE VOLTAGE

WYATT MEDIUM PENDANT
P 229

ITEM NUMBER

Aged Brass
700TDWIT3R-LED930 (3 Glass)
700TDWIT4R-LED930 (4 Glass)
700TDWIT5R-LED930 (5 Glass)
700TDWIT6R-LED930 (6 Glass)
700TDWIT7R-LED930 (7 Glass)
Black

700TDWIT3B-LED930 (3 Glass)
700TDWIT4B-LED930 (4 Glass)
700TDWIT5B-LED930 (5 Glass)
700TDWIT6B-LED930 (6 Glass)
700TDWIT7B-LED930 (7 Glass)

SIZE

X-Small: H: 27.8" (33.8" min.-87.8" max.) | L: 3.9" |
Canopy: 5.2" round

Small: H: 41.9" (48.6" min.-102.6" max.) | L: 3.9" |
Canopy: 5.2" round

Medium: H: 55.9" (62.7" min.-116.7" max.) | L: 3.9" |
Canopy: 5.2" round

Large: H: 70" (76.7" min.-130.7" max.) | L: 3.9" |
Canopy: 5.2" round

X-Large: H: 84.1" (90.8" min.-144.8" max.) | L: 3.9" |
Canopy: 5.2" round

Includes: (4) 12" and (2) 6" rigid stems

in coordinating finish

Can be installed on a sloped ceiling up to 45°

LAMPING

Integrated LED

Voltage: 24V (120V-277V UNV)

Total Watts: 42.5W | 62.2W | 81.9W | 101.6W | 121.3W
Delivered Lumens: 1706 | 2672 | 3638 | 4604 | 5570
CCT: 3000K

CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers

T24 Compliant

52"

132mm

49"
24mma

& v
152mm,_

16
41mm &

125"
318mm

P

84.1"
2136 mm

70"

11778 mm [—|

27.8"
706 mm

|| 1064 mm
55.9"
1420 mm

X-SMALL: 33.8" MIN-87.8" MAX DROP
SMALL: 48.6" MIN-102.6" MAX DROP
MEDIUM: 62.67" MIN-116.67" MAX DROP
LARGE: 76.74" MIN-130.74" MAX DROP
X-LARGE: 90.82" MIN-144.82" MAX DROP

ITEM NUMBER

Natural Brass
700TDWYTI16NB-LED930
Nightshade Black
700TDWYTI16B-LED930

SIZE
H: 3.2" (10.3" min.-64.3" max.) | W: 16" | Canopy: 5.4" round
Includes (4) 12" and (2) 6" rigid stems in coordinating finish

LAMPING
Integrated LED
Voltage: 120V-277V
Total Watts: 20W
Delivered Lumens: 960
CCT: 3000K
CRI: 90
Dimmable with most LED compatible
ELV, Triac and O-10V dimmers
54"

736 mm
P

9
=" 2%mm T

10.3"-64.3"
262-1633 mm

~ 3
@ .80mm N
| _.

406 mm

715



PRODUCT SPECIFICATIONS

CYLINDERS

2" CYLINDERS ADJUSTABLE

P 352
ITEM NUMBER FLUSH MOUNT SURFACE MOUNT (CANOPY)
PRODUCT MOUNTING OUTPUT CRI/CCT BEAM SPREAD FUNCTION DRIVERS REFLECTOR FINISH? CYLINDER FINISH 1, ufm
ENCY2R ENTRA F FLUSH MOUNT!? -LO8 8W4 835 80 CRI, 2 20° A ADJUSTABLE INTEGRATED DRIVERS 120V/277V -B BLACK B BLACK 153mm r 1 4
CYLINDERS S SURFACE MOUNT -L12 12W 3500,1-STEP 3 30° -UNV  UNIVERSAL PHASE/O-10V 1%5  -W WHITE W WHITE N F0mm
2" ROUND (CANOPY) 927 90 CRI, 2700K, 4 40° (AVAILABLE FOR SURFACE -A BRUSHED A BRUSHED L 6"
P PENDANT MOUNT 1-STEP 6 60° AND PENDANT MOUNT) ALUMINUM ALUMINUM 18" 153 mm
(CANOPY)2 930 90 CRI, 3000K, 45mm N
C CONDUIT MOUNT 1-STEP REMOTE DRIVERS 120V/277V6 12 L d
(J-BOX)3 9WD 90 CRI, -ELDO ELDOLED 0.1% 0-10V LINEAR T 18"
WARM DIM, -ELDOA ELDOLED 0.1% 0-10V 45mm
3000-1800K, LOGARITHMIC
3-STEP -ELDD ELDOLED 0.1% DALI

-HLECO LUTRON HI-LUME 0.1%
ECOSYSTEM

UNIVERSAL PHASE/O-10V 1%5
(AVAILABLE FOR FLUSH MOUNT
AND CONDUIT MOUNT)

-UNV

REMOTE DRIVERS 120V6
-HL2W LUTRON HI-LUME 1% 2-WIRE

FOR DIMMING DETAILS, REFER TO DIMMER COMPATIBILITY CHART.
1F - FLUSH MOUNT INCLUDES ADAPTER PLATE TO ASSEMBLE TO STANDARD 4" SQUARE OR OCTAGONAL JUNCTION BOXES PRIOR TO CEILING INSTALL.
2p - PENDANT MOUNT FOR USE WITH CPS CYLINDERS PENDANT STEMS.
3C - CONDUIT MOUNT INCLUDES CUSTOM JUNCTION BOX ASSEMBLED AT/BELOW THE CEILING.
418 - OUTPUT WITH UNV DRIVER DIMS DOWN TO 5% MIN. ONLY.
SUNV - THE LED DRIVER IS HOUSED WITHIN THE JUNCTION BOX FOR PENDANT AND SURFACE MOUNT PRODUCTS AND REMOTELY FOR FLUSH AND CONDUIT MOUNTED PRODUCTS.
6REMOTE DRIVERS SHIP IN 4" X 8" X 1.8" BLACK ENCLOSURE FOR REMOTE LOCATION MOUNTING.
7STANDARD CYLINDER REFLECTORS DO NOT ACCOMMODATE ANY LENS ACCESSORIES. TO USE WITH LENS ACCESSORIES (MAX. 2), ORDER THE ENCY2LK LENS / LOUVER KIT.

LAMPING

Integrated LED

Voltage: 120V/277V

Total Watts: 8W, 12W
Delivered Lumens: 479-1267

CCT: 2700K, 3000K, 3500K, Warm Dim
CRI: 80, 90
Dimmable with ELV, MLV, Triac and 0-10V

SIZE

Flush Mount: H: 6" | W: 1.75"

Surface Mount: H: 6.4" | W: 1.75" | Canopy: 5" round
Conduit Mount: H: 8.4" | W: 1.75"

Pendant Mount: H: 18.4" | W: 1.75" | Canopy: 5" round

2" CYLINDERS FIXED

CONDUIT MOUNT (J-BOX)
|“| ~ 4
o 62mm

&
153 mm

bod
18"
45mm
—~ 12"
- 31mm

—

12"-72"

305-1829 mm
—

—~ 12"
—3Imm

PENDANT MOUNT (CANOPY)

5
127 mm

rr

=t
10 mm

P 352
ITEM NUMBER FLUSH MOUNT SURFACE MOUNT (CANOPY)
PRODUCT MOUNTING OUTPUT CRI/CCT BEAM SPREAD FUNCTION DRIVERS REFLECTOR FINISH? CYLINDER FINISH 1, ufm
ENCY2R ENTRA F FLUSH MOUNT!? -LO8 8W4 835 80 CRI, 2 20° D DOWNLIGHT  INTEGRATED DRIVERS 120V/277V -B BLACK B BLACK 153mm s 1 4
CYLINDERS S SURFACE MOUNT -L12 12W 3500,1-STEP 3 30° -UNV  UNIVERSAL PHASE/O-10V 1%5  -W WHITE W WHITE N F0mm
2" ROUND (CANOPY) 927 90 CRI, 2700K, 4 40° (AVAILABLE FOR SURFACE -A BRUSHED A BRUSHED L 6"
P PENDANT MOUNT 1-STEP 6 60° AND PENDANT MOUNT) ALUMINUM ALUMINUM 18" 153 mm
(CANOPY)2 930 90 CRI, 3000K, 45mm N
C CONDUIT MOUNT 1-STEP REMOTE DRIVERS 120V/277V6 12 L d
(J-BOX)3 9WD 90 CRI, -ELDO ELDOLED 0.1% 0-10V LINEAR T 18"
WARM DIM, -ELDOA ELDOLED 0.1% 0-10V 45mm
3000-1800K, LOGARITHMIC
3-STEP -ELDD ELDOLED 0.1% DALI

-HLECO LUTRON HI-LUME 0.1%
ECOSYSTEM

UNIVERSAL PHASE/O-10V 1%5
(AVAILABLE FOR FLUSH MOUNT
AND CONDUIT MOUNT)

-UNV

REMOTE DRIVERS 120V6
-HL2W LUTRON HI-LUME 1% 2-WIRE

FOR DIMMING DETAILS, REFER TO DIMMER COMPATIBILITY CHART.
1F - FLUSH MOUNT INCLUDES ADAPTER PLATE TO ASSEMBLE TO STANDARD 4" SQUARE OR OCTAGONAL JUNCTION BOXES PRIOR TO CEILING INSTALL.
2p - PENDANT MOUNT FOR USE WITH CPS CYLINDERS PENDANT STEMS.
3C - CONDUIT MOUNT INCLUDES CUSTOM JUNCTION BOX ASSEMBLED AT/BELOW THE CEILING.
418 - OUTPUT WITH UNV DRIVER DIMS DOWN TO 5% MIN. ONLY.
SUNV - THE LED DRIVER IS HOUSED WITHIN THE JUNCTION BOX FOR PENDANT AND SURFACE MOUNT PRODUCTS AND REMOTELY FOR FLUSH AND CONDUIT MOUNTED PRODUCTS.
6REMOTE DRIVERS SHIP IN 4" X 8" X 1.8" BLACK ENCLOSURE FOR REMOTE LOCATION MOUNTING.
7STANDARD CYLINDER REFLECTORS DO NOT ACCOMMODATE ANY LENS ACCESSORIES. TO USE WITH LENS ACCESSORIES (MAX. 2), ORDER THE ENCY2LK LENS / LOUVER KIT.

CCT: 2700K, 3000K, 3500K, Warm Dim
CRI: 80, 90
Dimmable with ELV, MLV, Triac and 0-10V

LAMPING

Integrated LED

Voltage: 120V/277V

Total Watts: 8W, 12W
Delivered Lumens: 479-1267

SIZE

Flush Mount: H: 6" | W: 1.75"

Surface Mount: H: 6.4" | W: 1.75" | Canopy: 5" round
Conduit Mount: H: 8.4" | W: 1.75"

Pendant Mount: H: 18.4" | W: 1.75" | Canopy: 5" round

Additional products and options are available at techlighting.com

CONDUIT MOUNT (J-BOX)
|“| ~ 4
o 62mm

&
153 mm

bod
18"
45mm
—~ 12"
- 31mm

—
12"-72"

305-1829 mm
—

—~ 12"
—3Imm

PENDANT MOUNT (CANOPY)

5
127 mm

rr

=t
10 mm

—




CYLINDERS

3" CYLINDERS ADJUSTABLE

P 356
ITEM NUMBER FLUSH MOUNT SURFACE MOUNT (CANOPY)
PRODUCT MOUNTING OUTPUT CRI/CCT BEAM SPREAD FUNCTION DRIVERS REFLECTOR FINISH? CYLINDER FINISH u;’m
ENCY3R ENTRA F FLUSH MOUNT? -L12 12W 835 8OCRI, 1 18° A ADJUSTABLE INTEGRATED DRIVERS 120V/277V -B BLACK B BLACK 83" s 1 4
CYLINDERS s SURFACE MOUNT (1400 LMS) 3500, 1-STEP 2 25° -UNV  UNIVERSAL PHASE/O-10V 1%4 -W WHITE W WHITE 21mm Iomm
3" ROUND (CANOPY) -L15 15W 927 90 CRI, 2700K, 4 40° -A BRUSHED A BRUSHED
P PENDANT MOUNT (1800 LMS) 1-STEP 6 60° REMOTE DRIVERS 120V/277V5 ALUMINUM ALUMINUM — 83"
(CANOPY)2 -L19 19W 930 90 CRI, 3000K, -ELDO ELDOLED 0.1% 0-10V LINEAR g - 4 2imm
C CONDUIT MOUNT (2250 1-STEP -ELDOA ELDOLED 0.1% 0-10V Emm
(J-BOX)3 LMS)4 9WD 90 CRI, LOGARITHMIC ) -
-L2727W WARM DIM, -ELDD ELDOLED 0.1% DALI @ ~_2
(2900 3000-1800K, -HLECO LUTRON HI-LUME 01% — Stmm
LMS)4 3-STEP ECOSYSTEM
REMOTE DRIVERS 120V5 ~ 2
-HL2W LUTRON HI-LUME 1% 2-WIRES - 51mm
FOR DIMMING DETAILS, REFER TO DIMMER COMPATIBILITY CHART.
1F - FLUSH MOUNT INCLUDES ADAPTER PLATE TO ASSEMBLE TO STANDARD 4" SQUARE OR OCTAGONAL JUNCTION BOXES PRIOR TO CEILING INSTALL. CONDUIT MOUNT (J-BOX) PENDANT MOUNT (CANOPY)
2p - PENDANT MOUNT FOR USE WITH CPS CYLINDERS PENDANT STEMS.
3C - CONDUIT MOUNT INCLUDES CUSTOM JUNCTION BOX ASSEMBLED AT/BELOW THE CEILING. Il v 5"
4119/L.27 - L19 AND L27 OUTPUT WITH UNV DRIVER DIMS DOWN TO 5% MIN ONLY. ~+ Stmm 127 mm
SREMOTE DRIVERS SHIP IN 4" X 8" X 1.8" BLACK ENCLOSURE FOR REMOTE LOCATION MOUNTING. o ' e
6HL2W - LUTRON HI-LUME 2-WIRE DRIVER STANDARD PHASE DIMMING, 120V ONLY. NOT AVAILABLE WITH L19 OUTPUT. 83" o ~i0mm T'
7STANDARD CYLINDER REFLECTORS DO NOT ACCOMMODATE ANY LENS ACCESSORIES. TO USE WITH LENS ACCESSORIES (MAX. 2), ORDER THE ENCY3LK LENS / LOUVER KIT. 2imm %
SIZE LAMPING - 3“4 o
Flush Mount: H: 8.3" | W: 3" Integrated LED 76 mm M mm
Surface Mount: H: 8.7" | W: 3" | Canopy: 5" round Voltage: 120V/277V o2
Conduit Mount: H:10.3" | W: 3" Total Watts: 12W, 15W, 19W, 27W @ s 51Tmm

Delivered Lumens: 1000-2900

CCT: 2700K, 3000K, 3500K, Warm Dim
CRI: 80, 90

Dimmable with ELV, MLV, Triac and 0-10V

Pendant Mount: H: 20.7" | W: 3" | Canopy: 5" round

3" CYLINDERS FIXED

P 356
ITEM NUMBER FLUSH MOUNT SURFACE MOUNT (CANOPY)
PRODUCT MOUNTING OUTPUT CRI/CCT BEAM SPREAD FUNCTION DRIVERS REFLECTOR FINISH’ CYLINDER FINISH m‘r’m
ENCY3R ENTRA F FLUSH MOUNT! -L12 12W 835 8OCRI, 1 18° D DOWNLIGHT  INTEGRATED DRIVERS 120V/277V -B BLACK B BLACK 83" s 1 p
CYLINDERS s SURFACE MOUNT (1400 LMS) 3500, 1-STEP 2 25° -UNV  UNIVERSAL PHASE/O-10V 1%4 -W WHITE W WHITE 21mm I omm
3" ROUND (CANOPY) -L15 15W 927 90 CRI, 2700K, 4 40° -A BRUSHED A BRUSHED
P PENDANT MOUNT (1800 LMS) 1-STEP 6 60° REMOTE DRIVERS 120V/277V5 ALUMINUM ALUMINUM — 83"
(CANOPY)2 -L19 19W 930 90 CRI, 3000K, -ELDO ELDOLED 0.1% 0-10V LINEAR g - 4 2imm
C CONDUIT MOUNT (2250 1-STEP -ELDOA ELDOLED 0.1% 0-10V Emm
(J-BOX)3 LMS)4 9WD 90 CRI, LOGARITHMIC ) -
-L2727W WARM DIM, -ELDD ELDOLED 0.1% DALI @ ~_2
(2900 3000-1800K, -HLECO LUTRON HI-LUME 0.1% - Stmm
LMS)4 3-STEP ECOSYSTEM
REMOTE DRIVERS 120V5 ~-_2
-HL2W LUTRON HI-LUME 1% 2-WIRES - 51mm

FOR DIMMING DETAILS, REFER TO DIMMER COMPATIBILITY CHART.
1F - FLUSH MOUNT INCLUDES ADAPTER PLATE TO ASSEMBLE TO STANDARD 4" SQUARE OR OCTAGONAL JUNCTION BOXES PRIOR TO CEILING INSTALL. CONDUIT MOUNT (J-BOX) PENDANT MOUNT (CANOPY)
2p - PENDANT MOUNT FOR USE WITH CPS CYLINDERS PENDANT STEMS.
3C - CONDUIT MOUNT INCLUDES CUSTOM JUNCTION BOX ASSEMBLED AT/BELOW THE CEILING. Il v 5"
4119/L.27 - L19 AND L27 OUTPUT WITH UNV DRIVER DIMS DOWN TO 5% MIN ONLY. ~+ Stmm 127 mm
SREMOTE DRIVERS SHIP IN 4" X 8" X 1.8" BLACK ENCLOSURE FOR REMOTE LOCATION MOUNTING. o ' e
6HL2W - LUTRON HI-LUME 2-WIRE DRIVER STANDARD PHASE DIMMING, 120V ONLY. NOT AVAILABLE WITH L19 OUTPUT. 83" T ~i0mm
7STANDARD CYLINDER REFLECTORS DO NOT ACCOMMODATE ANY LENS ACCESSORIES. TO USE WITH LENS ACCESSORIES (MAX. 2), ORDER THE ENCY3LK LENS / LOUVER KIT. 21T mm %
SIZE :_ltAMpt”\LGLED : 3"4 83"
Flush Mount: H: 8.3" | W: 3" ntegrate 76 mm M mm

Voltage: 120V/277V

Total Watts: 12W, 15W, 19W, 27W
Delivered Lumens: 1000-2900

CCT: 2700K, 3000K, 3500K, Warm Dim
CRI: 80, 90

Dimmable with ELV, MLV, Triac and 0-10V

Surface Mount: H: 8.7" | W: 3" | Canopy: 5" round
Conduit Mount: H: 10.3" | W: 3"
Pendant Mount: H: 20.7" | W: 3" | Canopy: 5" round

~ 2
~ 5lmm

7



PRODUCT SPECIFICATIONS

CYLINDERS

3" CYLINDERS WALL WASH

P 356
ITEM NUMBER FLUSH MOUNT SURFACE MOUNT (CANOPY)
PRODUCT MOUNTING OUTPUT CRI/CCT FUNCTION DRIVERS REFLECTOR FINISH  CYLINDER FINISH T m‘r‘m
ENCY3R ENTRA F FLUSH MOUNT!? -L12 12W (1400 LMS) 835 80 CRI, 3500, 1-STEP  WW WALL WASH INTEGRATED DRIVERS 120V/277V -B BLACK B BLACK 83" s 1 p
CYLINDERS s SURFACE MOUNT  -L15 15W (1800 LMS) ~ 927 90 CRI, 2700K, -UNV  UNIVERSAL PHASE/O-10V 1%4 -W WHITE W WHITE 21imm I omm
3" ROUND (CANOPY) -L19 19W (2250 LMS)4 1-STEP -A BRUSHED A BRUSHED
P PENDANT MOUNT 930 90 CRI, 3000K, REMOTE DRIVERS 120V/277V5 ALUMINUM ALUMINUM — 83"
(CANOPY)2 1-STEP -ELDO ELDOLED 0.1% 0-10V LINEAR g - 4 21 mm
C CONDUIT MOUNT 9WD 90 CRI, WARM DIM, -ELDOA ELDOLED 0.1% 0-10V Temm
(J-BOX)3 3000-1800K, LOGARITHMIC ) B
3-STEP -ELDD ELDOLED 0.1% DALI @ -2
-HLECO LUTRON HI-LUME 0.1% — Simm
ECOSYSTEM
REMOTE DRIVERS 120V5 ~ 2
-HL2W LUTRON HI-LUME 1% 2-WIRES - 51mm

FOR DIMMING DETAILS, REFER TO DIMMER COMPATIBILITY CHART.

1F - FLUSH MOUNT INCLUDES ADAPTER PLATE TO ASSEMBLE TO STANDARD 4" SQUARE OR OCTAGONAL JUNCTION BOXES PRIOR TO CEILING INSTALL.

2p - PENDANT MOUNT FOR USE WITH CPS CYLINDERS PENDANT STEMS.

3C - CONDUIT MOUNT INCLUDES CUSTOM JUNCTION BOX ASSEMBLED AT/BELOW THE CEILING.

4L119/L27 - L19 AND L27 OUTPUT WITH UNV DRIVER DIMS DOWN TO 5% MIN ONLY.

SREMOTE DRIVERS SHIP IN 4" X 8" X 1.8" BLACK ENCLOSURE FOR REMOTE LOCATION MOUNTING.

6HL2W - LUTRON HI-LUME 2-WIRE DRIVER STANDARD PHASE DIMMING, 120V ONLY. NOT AVAILABLE WITH L19 OUTPUT.

SIZE

Flush Mount: H: 8.3" | W: 3"

Conduit Mount: H:10.3" | W: 3"

Surface Mount: H: 8.7" | W: 3" | Canopy: 5" round
Pendant Mount: H: 20.7" | W: 3" | Canopy: 5" round

EBELL SMALL FLUSH MOUNT

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 12W, 15W, 19W

Delivered Lumens: 526-1275

CCT: 2700K, 3000K, 3500K, Warm Dim
CRI: 90

Dimmable with ELV, MLV, Triac and 0-10V

EBELL MEDIUM FLUSH MOUNT

EXO SMALL PENDANT

CONDUIT MOUNT (J-BOX)

~
L simm

PENDANT MOUNT (CANOPY)

5

127 mm
t 1
Lo
83" 10mm
2limm 12"-72"
305-1829 mm
" . _

[
. 83"
76 mm 2mm

~ 2
~ 5lmm

P 350 P 351 P376

ITEM NUMBER ITEM NUMBER ITEM NUMBER

Antique Nickel Antique Nickel PRODUCT STEMLENGTH BEAM SPREAD HARDWAREFINISH TRIMFINISH  LAMP

700FMEBL6N-LED927 700FMEBLION-LED927 . R

Dark Bronge Dark Bronge 700TDEXOP6 EXO 12 12 20 20 B MATTEBLACK B BLACK -LED927  LED, 90 CRI, 2700K,
arl 24 24 30 30° W MATTEWHITE G GOLD HAZE 120V-277V UNV

700FMEBL6Z-LED927 700FMEBL10Z-LED927 36 36 40 40° W WHITE -LED930  LED, 90 CRI, 3000K,

Natural Brass Natural Brass 48 48 60 60° 120V-277V UNV

700FMEBL6NB-LED927 700FMEBL1ONB-LED927 -LED935  LED, 90 CRI, 3500K,

120V-277V UNV

SIZE SIZE MUST SPECIFY LENGTH AT TIME OF ORDERING.

H: 5.7 | W: 4.5" H: 9.7 | W: 4.5

Integrated LED SIZE s

Voltage: 120V-277V LAMPING H: 61" | W: 5.2" | Canopy: 5.4" round 7 mm

Total Watts: 10.5W

Delivered Lumens: 620

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

45"
14 mm
r 1., 2
57" 6mm
145 mm
i
b
25"
65mm

Integrated LED

Voltage: 120V-277V

Total Watts: 10.5W

Delivered Lumens: 930

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

45"
N4 mm
o .
25
6mm
9.7"
145mm
bd
25
65mm

Additional products and options are available at techlighting.com

Stem: 12", 24", 36" or 48"
Field changeable optics

Must specify stem length at the time of ordering

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 14W

Delivered Lumens: 1120
CCT: 2700K, 3000K, 3500K
CRI: 90

Dimmable with most LED compatible

ELV, Triac and 0-10V dimmers

277V compatible with 0-10V dimmers

LENGTH (L) 193553
490-1405 mm
— —
6.1"
155mm
.
b 4
52
132mm

(L) STEM LENGTH:
12"

24"
36"
48"



EXO LARGE PENDANT

EXO SMALL FLUSH MOUNT

CYLINDERS

P 377 P 368
ITEM NUMBER ITEM NUMBER
PRODUCT STEMLENGTH BEAMSPREAD HARDWARE FINISH TRIMFINISH LAMP PRODUCT BEAM SPREAD HARDWARE FINISH TRIM FINISH LAMP
700TDEXOP18 EXO 12 12" 20 20° B MATTE BLACK B BLACK -LED927 LED, 90 CRI, 2700K, 700FMEX0O6 EXO 20 20° B MATTE BLACK B BLACK -LED927 LED, 90 CRI, 2700K,
24 24" 30 30° W MATTE WHITE G GOLDHAZE 120V-277V UNV 30 30° W MATTE WHITE G GOLDHAZE 120V-277V UNV
36 36" 40 40° W WHITE -LED930 LED, 90 CRI, 3000K, 40 40° W WHITE -LED930 LED, 90 CRI, 3000K,
48 48 60 60° 120V-277V UNV 60 60° 120V-277V UNV
-LED935 LED, 90 CRI, 3500K, -LED935  LED, 90 CRI, 3500K,
120V-277V UNV 120V-277V UNV
MUST SPECIFY LENGTH AT TIME OF ORDERING.
SIZE -~
SIZE 54" H: 61" | W:5.2"| L: 5.2 |:| %1
H: 18" | W: 5.2" | Canopy: 5.4" round r137"‘"‘1 Field changeable optics N
W oo ZEn " " s 1
Stem: 12", 24", 36" or 48 12"« — . "
: " Somm —  e— | (L) STEM LENGTH LAMPING 52
Field changeable optics -— N | d LED 132mm
Must specify stem length at the time of ordering 24,, ntegrate
ig" Voltage: 120V-277V
LAMPING LENGTH (L) Total Watts: 14W
Integrated LED Delivered Lumens: 2240
Voltage: 120V-277V R - CCT: 2700K, 3000K or 3500K
Total Watts: 14W 7921707 mm CRI: 90
Delivered Lumens: 1120 Dimmable with most LED compatible
CCT: 2700K, 3000K, 3500K 18" ELV, Triac and 0-10V dimmers
CRI: 90 457 mm 277V compatible with 0-10V dimmers
Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers
277V compatible with 0-10V dimmers N . -
5.2"
132mm
EXO SMALL DUAL FLUSH MOUNT EXO LARGE FLUSH MOUNT
P 370 P 372
ITEM NUMBER ITEM NUMBER
PRODUCT BEAM SPREAD HARDWARE FINISH TRIM FINISH LAMP PRODUCT BEAM SPREAD COLOR FINISH LAMP
700FMEXOD6 EXO 20 20° B MATTE BLACK B BLACK -LED927 LED, 90 CRI, 2700K, 700FMEXOP18 EXO 20 20° B MATTE BLACK B BLACK -LED927 LED, 90 CRI, 2700K,
30 30° W MATTE WHITE G GOLDHAZE 120V-277V UNV 30 30° W MATTE WHITE G GOLDHAZE 120V-277V UNV
40 40° W WHITE -LED930 LED, 90 CRI, 3000K, 40 40° W WHITE -LED930 LED, 90 CRI, 3000K,
60 60° 120V-277V UNV 60 60° 120V-277V UNV
-LED935 LED, 90 CRI, 3500K, -LED935 LED, 90 CRI, 3500K,
120V-277V UNV 120V-277V UNV
SIZE 61" SIZE -
H: 61" | W:10.4" | L: 5.2" 155 mm H:18" | W: 5.2" | L: 5.2"
Choice of 20°, 30°, 40° or 60° field changeable optics | & | | Field changeable optics
- 18"
264mm 52" —
LAMPING e LAMPING 4s7mm
Integrated LED Integrated LED
Voltage: 120V-277V Voltage: 120V-277V
Total Watts: 28W Total Watts: 14W V 1 -
Delivered Lumens: 1635 Delivered Lumens: 1120 5.2"
CCT: 2700K, 3000K or 3500K 132mm

CCT: 2700K, 3000K or 3500K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

277V compatible with 0-10V dimmers

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

277V compatible with 0-10V dimmers

719



PRODUCT SPECIFICATIONS

CYLINDERS
EXO CEILING JUNCTION BOX PIPER PENDANT
P 368 P 362
ITEM NUMBER ITEM NUMBER
Matte Black TYPE SYSTEM MODEL FINISH LAMP
700EXOJBB
M hi 700 FJ FREEJACK PPR PIPER RR AGED BRASS/AGED BRASS -LEDS930 LED, 12V, 90 CRI, 3000K,
atte White MP MONOPOINT ZZ ANTIQUE BRONZE/ANTIQUE BRONZE NO LAMP (LEAVE BLANK)
700EXOJBW MO MONORAIL BS BLACK/SATIN NICKEL -24 HALOGEN, 24V
SS  SATIN NICKEL/SATIN NICKEL
SIZE WS WHITE/SATIN NICKEL

H:1.5" | L:5.2" | W:5.2"

- 5] 7 _15"
5.2" ° 20 l,_,l ~“38mm

22| Lo

132mm 00

"

b |
54"
137 mm

PIPER GRANDE PENDANT
P 364

SIZE

H:10" | W: 2.5" | Canopy: 4" round
Includes 6 feet of field-cuttable cable
to match finish selection

LAMPING
No Lamp Option
Rated for (1) 50 watt max. bi-pin lamp

LED GY6.35 Bi-Pin Base Lamp
Voltage: 12V

Total Watts: 6.5W

Delivered Lumens: 485

CCT: 3000K

CRI: 90

Dimmable with ELV or MLV dimmers
(based on transformer)

e
102mm
Pt

-2
13mm
—

10"
254 mm

25"
64mm

ITEM NUMBER

Gloss Black

700TDPPRGPBB (No Lamp)
700TDPPRGPBB-LED930 (PAR20 Lamp)
Plated Brass

700TDPPRGPSS (No Lamp)
700TDPPRGPSS-LED930 (PAR20 Lamp)
Satin Nickel

700TDPPRGPBS (No Lamp)
700TDPPRGPBS-LED930 (PAR20 Lamp)

SIZE
H: 20" | W: 5" | Canopy: 4.5" round
Includes 6 feet of field-cuttable cable

LAMPING
No Lamp Option
Rated for (1) 60W max E26 med base lamp

LED E26 Med Base PAR20 Lamp
Voltage: 120V

Total Watts: TW

Delivered Lumens: 566

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

45"
102 mm

o
13mm

20"
508 mm

Additional products and options are available at techlighting.com



AKOVA FLUSH MOUNT

BELTERRA FLUSH MOUNT

BOXIE SMALL FLUSH MOUNT

FLUSH MOUNT

P 413 P 408 P 394
ITEM NUMBER ITEM NUMBER ITEM NUMBER LAMPING
Aged Brass/Bright Brass Matte Black Antique Bronze Integrated LED

700FMAKVRR-LED927
Matte Black/Aged Brass
700FMAKVBR-LED927

SIZE
H:7.8" | W: 7"
Mounts on wall or ceiling

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 14W

Delivered Lumens: 641

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

5

700BLT30B-LED930
Natural Brass
700BLT30NB-LED930
Polished Nickel
700BLT30N-LED930

SIZE
H: 10" (13.5" min.-73.5" max.) | W: 34.2"
Includes (3) 6" and (4) 12" rigid stems in coordinating finish

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 32W

Delivered Lumens: 2399

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers.

700BXSZ-LED (2700K, 120V)
700BXSZ-LED3 (3000K, 120V)
700BXSZ-LED277 (3000K, 277V)
700BXSZ-LED3-277 (3000K, 277V)
Chrome

700BXSC-LED (2700K, 120V)
700BXSC-LED3 (3000K, 120V)
700BXSC-LED3-277 (3000K, 277V)
Satin Nickel

700BXSS-LED (2700K, 120V)
700BXSS-LED3 (3000K, 120V)
700BXSS-LED277 (3000K, 277V)
700BXSS-LED3 (3000K, 277V)
Natural Brass

700BXSNB-LED (2700K, 120V)
700BXSNB-LED3 (3000K, 120V)
700BXSNB-LED277 (3000K, 277V)
700BXSNB-LED3 (3000K, 277V)

Voltage: 120V or 277V

Total Watts: 12W

Delivered Lumens: 435

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V not dimmable

ADA compliant
Suitable for wet locations

127 mm
5 1 . - SIZE
178 mm H:2"|L:5.3"| W:5.3"
78" 1 "
198 mm s _ Mounts on wall or ceiling
— -+ 38mm
b7l .
178 mm 135"-735"
10° 343-1867mm
254 mm
- | 342 | -
869 mm
BOXIE LARGE FLUSH MOUNT CASEN DRUM FLUSH MOUNT CASTOR FLUSH MOUNT
P 394 P 424 P 388
ITEM NUMBER LAMPING ITEM NUMBER ITEM NUMBER

Antique Bronze

700BXLZ-LED (2700K, 120V)
700BXLZ-LED3 (3000K, 120V)
700BXLZ-LED277 (3000K, 277V)
700BXLZ-LED3-277 (3000K, 277V)
Chrome

700BXLC-LED (2700K, 120V)
700BXLC-LED3 (3000K, 120V)
700BXLC-LED277 (3000K, 277V)
700BXLC-LED3-277 (3000K, 277V)
Satin Nickel

700BXLS-LED (2700K, 120V)
700BXLS-LED3 (3000K, 120V)
700BXLZ-LED277 (3000K, 277V)
700BXLS-LED3 (3000K, 277V)
Natural Brass

700BXLNB-LED (2700K, 120V)
700BXLNB-LED3 (3000K, 120V)
700BXLNB-LED277 (3000K, 277V)
700BXLNB-LED3-277 (3000K, 277V)

SIZE
H: 27" L 9" [ W: 9"
Mounts on wall or ceiling

Integrated LED

Voltage: 120V or 277V

Total Watts: 25W

Delivered Lumens: 905

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

ADA compliant
Suitable for wet locations

—
L .

9"
229 mm

Clear/Satin Nickel
700FMCASDCS-LED830 (120V)
700FMCASDCS-LED830-277 (277V)

SIZE
H:7.4" | W: 7.3"
Ceiling mount only

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 15W

Delivered Lumens: 1256

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

5

127 mm
y
':' v
—
5 74"
27 mm 188 mm
Ju— —
73
185 mm

Natural Brass
700FMCST17NB-LED927
Nightshade Black
700FMCST17B-LED927

SIZE
H:2.2" | W:17.1

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 20W

Delivered Lumens: 566

CCT: 2700

CRI: 90

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

171

! 434mm 1
16" - —~ 22"
Bomme ——— 5mm
b 4
6.8"
171mm

721



PRODUCT SPECIFICATIONS

FLUSH MOUNT

CIRQUE SMALL FLUSH MOUNT

P 392

CIRQUE LARGE FLUSH MOUNT

P 392

ITEM NUMBER

Antique Bronze

700CQSZ-LED (2700K, 120V)
700CQSZ-LED3 (3000K, 120V)
700CQSZ-LED-277 (2700K, 277V)
700CQSZ-LED3-277 (3000K, 277V)
Chrome

700CQSC-LED (2700K, 120V)
700CQSC-LED3 (3000K, 120V)
700CQSC-LED-277 (2700K, 277V)
700CQSC-LED3-277 (3000K, 277V)
Satin Nickel

700CQSS-LED (2700K, 120V)
700CQSS-LED3 (3000K, 120V)
700CQSS-LED-277 (2700K, 277V)
700CQSS-LED3-277 (3000K, 277V)
Natural Brass

700CQSNB-LED (2700K, 120V)
700CQSNB-LED3 (3000K, 120V)
700CQSNB-LED-277 (2700K, 277V)

700CQSNB-LED3-277 (3000K, 277V)

SIZE
H:2.2"| W: 6"
Mounts on wall or ceiling

EBELL MINI FLUSH MOUNT
P 382

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 12W

Delivered Lumens: 472

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V not dimmable

ADA compliant

—
gy

152mm

FINCH FLOAT FLUSH MOUNT
P 418

ITEM NUMBER

Antique Bronze

700CQLZ-LED (2700K, 120V)
700CQLZ-LED3 (3000K, 120V)
700CQLZ-LED-277 (2700K, 277V)
700CQLZ-LED3-277 (3000K, 277V)
Chrome

700CQLC-LED (2700K, 120V)
700CQLC-LED3 (3000K, 120V)
700CQLC-LED-277 (2700K, 277V)
700CQLC-LED3-277 (3000K, 277V)
Satin Nickel

700CQLS-LED (2700K, 120V)
700CQLS-LED3 (3000K, 120V)
700CQLS-LED-277 (2700K, 277V)
700CQLS-LED3-277 (3000K, 277V)
Natural Brass

700CQLNB-LED (2700K, 120V)
700CQLNB-LED3 (3000K, 120V)
700CQLNB-LED-277 (2700K, 277V)

700CQLNB-LED3-277 (3000K, 277V)

SIZE
H:2.75" | w: 11"
Mounts on wall or ceiling

FINCH FLUSH MOUNT
P 419

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 23W

Delivered Lumens: 1033

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V not dimmable

ADA compliant
Suitable for wet locations

T 275"
. 69mm
| v ]

279 mm

FOUNDRY FLUSH MOUNT
P 396

ITEM NUMBER
Antique Nickel
700FMEBL2N-LED927
Dark Bronze
700FMEBL2Z-LED927
Natural Brass
700FMEBL2NB-LED927

SIZE
H:1.7" [ W: 4.5"

LAMPING

Integrated LED
Voltage: 120V-277V
Total Watts: 10.5W
Delivered Lumens: 930

ITEM NUMBER

Antique Bronze
700FMFINFRZ-LED830 (120V)
700FMFINFRZ-LED830-277 (277V)
Satin Nickel
700FMFINFRS-LED830 (120V)
700FMFINFRS-LED830-277 (277V)

SIZE
H:3.6" | W:12"
Ceiling mount only

LAMPING
Integrated LED
Voltage: 120V or 277V
Total Watts: 28.9W

CCT: 2700K Delivered Lumens: 1152
CRI: 90 CCT: 3000K
Dimmable with most LED compatible CRI: 80

ITEM NUMBER

Antique Bronze
700FMFINRZ-LED830 (120V)
700FMFINRZ-LED830-277 (277V)
Satin Nickel
700FMFINRS-LED830 (120V)
700FMFINRS-LED830-277 (277V)

SIZE
Round: H: 21" | W: 12"
Mounts on wall or ceiling

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: Round: 28.3W
Delivered Lumens: Round: 721
CCT: 3000K

CRI: 80

ITEM NUMBER

Nightshade Black
700FMFND15B-LED930 (120V)
700FMFND15B-LED930-277 (277V)
Matte White
700FMFND15W-LED930 (120V)
700FMFND15W-LED930-277 (277V)

SIZE
H: 7" | W:14.4"
Ceiling mount only

LAMPING

Integrated LED
Voltage: 120V or 277V
Total Watts: 13W
Delivered Lumens: 600
CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers. 277V dimmable with 0-10V dimmers

ELV, Triac and O-10V dimmers Dimmable with most LED compatible Dimmable with most LED compatible

25 ELV and Triac dimmers ELV and Triac dimmers

T4 mm 277V compatible with 0-10V dimmers 277V compatible with 0-10V dimmers —
o = i 7
44lmmi = = Erm ADA compliant 178 mm
bd .
57mm i > f - 53mm g 365 mm
305mm

Additional products and options are available at techlighting.com



HILO FLUSH MOUNT

JONI FLUSH MOUNT

KAl FLUSH MOUNT

FLUSH MOUNT

KIRA FLUSH MOUNT

P 390 P 400 P 406 P 420

ITEM NUMBER ITEM NUMBER ITEM NUMBER ITEM NUMBER
Natural Brass Aged Brass Matte White Chrome
700FMHLO16NB-LED927 700FMJNIR-LED930 (120V) 700FMKAI15W-LED930 700FMSPRFCC-LED930
Nightshade Black 700FMJNIR-LED930-277 (277V) Nightshade Black Satin Nickel

700FMHLO16B-LED927

Matte Black
700FMJNIB-LED930 (120V)

700FMKAI15B-LED930
Plated Brass

700FMSPRFCS-LED930

SIZE 700FMJNIB-LED930-277 (277V 700FMKAI15BR-LED930 SIZE
H:2.2" | W:16.6" Polished Nickel H: 6.4" | W: 4.8"
Ceiling or wall mount 700FMJNIN-LED930-277 (277V) SIZE
700FMJNIN-LED930 (120V) H: 91" | W: 15" LAMPING
LAMPING Integrated LED
Integrated LED SIZE LAMPING Voltage: 120V
Voltage: 120V-277V H:6.2" | W: 17" Integrated LED Total Watts: 14.5W
Total Watts: 15W Voltage: 120V Delivered Lumens: 172
Delivered Lumens: 975 LAMPING Total Watts: 14.5W CCT: 3000K
CCT: 2700K Integrated LED Delivered Lumens: 172 CRI: 90
CRI: 90 Voltage: 120V or 277V CCT: 3000K Dimmable with most LED compatible
Dimmable with most LED compatible Total Watts: 12.5W CRI: 90 ELV and Triac dimmers
ELV and Triac dimmers Delivered Lumens: 939 Dimmable with most LED compatible 5
. CCT: 3000K ELV and Triac dimmers I 27mm 1
16.6'
r Z22mm 1 CRI: 90 75" -
~ 22" Dimmable with most LED compatible ELV and Triac I 9mm 1 6.4"
- 56mm dimmers; 277 dimmable with 0-10V dimmers 6" — - 164 mm
I 5mm 4+ S 5
281mm 136" F N
I 325mm | 8.2" _or 8 Pl
~ 62 208 mm 231mm 48"
[ | L 15 ]
432mm 38 mm
KOLA SMALL FLUSH MOUNT KOLA LARGE FLUSH MOUNT
P 398 P 380
ITEM NUMBER 13" ITEM NUMBER 22
Natural Brass i[f 330mm Wﬁ Natural Brass 14" r 559 mm ! .,
700FMKLAT3NB-LED927 (120V) 20mm a1 700FMKLA22NB-LED927 (120V) 37mm - ag"
700FMKLA13NB-LED927-277 (277V) 205mm 700FMKLA22NB-LED927-277 (277V) m
Nightshade Black _a Nightshade Black R
700FMKLA13B-LED927 (120V) u" 700FMKLA22B-LED927 (120V) bl
700FMKLA13B-LED927-277 (277V) % 700FMKLA22B-LED927-277 (277V) ﬁ
SIZE SIZE
H: 81" | W:13" 00 H: 8.8" | W: 22" o o
Ceiling mount only 0o O Ceiling mount only O
O O
LAMPING LAMPING o
Integrated LED Integrated LED o o
Voltage: 120V or 277V Voltage: 120V or 277V @) O

Total Watts: 25.3W

Delivered Lumens: 1292

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers. 277V dimmable with 0-10V dimmers

Total Watts: 38.3W
Delivered Lumens: 2275
CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with 0-10V dimmers

723



PRODUCT SPECIFICATIONS

FLUSH MOUNT

KOSA SMALL FLUSH MOUNT

KOSA LARGE FLUSH MOUNT

P 398 P399
ITEM NUMBER 7 ITEM NUMBER
Aged Brass I 78mm 1 . Matte White NPT
700FMKOSAT3R-LED930 (120V) Q L 700FMKOSAI8W-LED930  Temm
700FMKOSA13R-LED930-277 (277V) - - Nightshade Black L 18" |
Matte White o 700FMKOSA18B-LED930 458mm
700FMKOSA13W-LED930 (120V)
700FMKOSA13W-LED930-277 (277V) SIZE
Nightshade Black H: 4.5" [ wW:18"
700FMKOSA13B-LED930 (120V) Ceiling mount only
700FMKOSAI13B-LED930-277 (277V)
Polished Nickel LAMPING
700FMKOSA13N-LED930 (120V) Integrated LED
700FMKOSA13N-LED930-277 (277V) Voltage: 120V-277V

Total Watts: 21.1W
SIZE Delivered Lumens: 899
H:3.9" | W:13" CCT: 3000K
Ceiling mount only CRI: 90

Dimmable with most LED compatible
LAMPING ELV and Triac dimmers
Integrated LED
Voltage: 120V or 277V
Total Watts: 25.6W
Delivered Lumens: 1396
CCT: 3000K
CRI: 90
Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0O-10V dimmers
LANCE SMALL FLUSH MOUNT LANCE MEDIUM FLUSH MOUNT
P 416 P 416
ITEM NUMBER @*A ITEM NUMBER @* o
Aged Brass — 84mm Aged Brass _, 102mm
700FMLNCI3A-LED927 (2700K, 120V) ¢ # { 700FMLNCI8A-LED927 (2700K, 120V) | 172 1

mm 437mm

700FMLNC13A-LED927-277 (2700K, 277V)
700FMLNC13A-LED930 (3000K, 120V)
700FMLNC13A-LED930-277 (3000K, 277V)
Chrome

700FMLNC13C-LED927 (2700K, 120V)
700FMLNC13C-LED927-277 (2700K, 277V)
700FMLNC13C-LED930 (3000K, 120V)
700FMLNC13C-LED930-277 (3000K, 277V)
Satin Nickel

700FMLNC13S-LED927 (2700K, 120V)
700FMLNC13S-LED927-277 (2700K, 277V)
700FMLNC13S-LED930 (3000K, 120V)
700FMLNC13S-LED930-277 (3000K, 277V)

SIZE
H:3.3"| W:13.4"
Mounts on wall or ceiling

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 23W

Delivered Lumens: 1113

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

ADA compliant

Additional products and options are available at techlighting.com

700FMLNCI18A-LED927-277 (2700K, 277V)
700FMLNC18A-LED930 (3000K, 120V)
700FMLNC18A-LED930-277 (3000K, 277V)
Chrome

700FMLNC18C-LED927 (2700K, 120V)
700FMLNC18C-LED927-277 (2700K, 277V)
700FMLNC18C-LED930 (3000K, 120V)
700FMLNC18C-LED930-277 (3000K, 277V)
Satin Nickel

700FMLNC18S-LED927 (2700K, 120V)
700FMLNC18S-LED927-277 (2700K, 277V)
700FMLNC18S-LED930 (3000K, 120V)
700FMLNC18S-LED930-277 (3000K, 277V)

SIZE
18: H: 4" | W:17.2"
Mounts on wall or ceiling

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 34W

Delivered Lumens: 1707

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

ADA compliant



LANCE LARGE FLUSH MOUNT

LOOM FLUSH MOUNT

FLUSH MOUNT

MANETTE SMALL FLUSH MOUNT

P 416 P 426 P 424
ITEM NUMBER o ITEM NUMBER ITEM NUMBER
Aged Brass ~, 127mm Black/Gold Transparent Smoke/Satin Nickel

700FMLNC24A-LED927 (2700K, 120V)
700FMLNC24A-LED927-277 (2700K, 277V)
700FMLNC24A-LED930 (3000K, 120V)
700FMLNC24A-LED930-277 (3000K, 277V)
Chrome

700FMLNC24C-LED927 (2700K, 120V)
700FMLNC24C-LED927-277 (2700K, 277V)
700FMLNC24C-LED930 (3000K, 120V)
700FMLNC24C-LED930-277 (3000K, 277V)
Satin Nickel

700FMLNC25S-LED927 (2700K, 120V)
700FMLNC24S-LED927-277 (2700K, 277V)
700FMLNC24S-LED930 (3000K, 120V)
700FMLNC24S-LED930-277 (3000K, 277V)

SIZE
H: 5" | W: 23.3"
Mounts on wall or ceiling

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 46W

Delivered Lumens: 2137

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

ADA compliant

MANETTE LARGE FLUSH MOUNT

592mm

MARA FLUSH MOUNT

700FMLMOBG-LED930 (120V)
700FMLMOBG-LED930-277 (277V)

SIZE

H:3.5" | L:14" | W: 14"
Mounts on wall or ceiling

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 20W

Delivered Lumens: 783

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

- o35
. 89mm
(G S

356 mm

MEGAN FLUSH MOUNT

700FMMANSTKS-LED (120V)
700FMMANSTKS-LED277 (277V)

SIZE
H:6.3" | W: 5"
Ceiling mount only

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 17W

Delivered Lumens: 808

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

—

6.3"

160 mi

127 mm

MINA FLUSH MOUNT

P 425 P 410 P 414 P 421
ITEM NUMBER ITEM NUMBER ITEM NUMBER ITEM NUMBER
Transparent Smoke/Satin Nickel Aged Brass Plated Brass Chrome
700FMMANLTKS-LED (120V) 700FMMRAR-LED927 700FMMGN13BR-LED930 (120V) 700FMSPRMCC-LED930
700FMMANLTKS-LED277 (277V) Matte Black 700FMMGN13BR-LED930-277 (277V) Satin Nickel

Transparent Smoke/Natural Brass 700FMMRAB-LED927 Satin Nickel 700FMSPRMCS-LED930
700FMMANLTKNB-LED (120V) Satin Nickel 700FMMGN13S-LED927 (120V, 2700K)

700FMMANLTKNB-LED277 (277V)

SIZE
H:7.9" | w: 11"
Ceiling mount only

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 177W

Delivered Lumens: 808

CCT: 3000K

CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers

277V compatible with 0-10V dimmers
5

127 mm
r 1

P

201Tmm 55"
160 mm

L w 1

279 mm

700FMMRAS-LED927

SIZE
H:16" | wW: 27"
Ceiling mount only

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 42.7W

Delivered Lumens: 3001

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

85"
I 2i6mm 1
-
[ * 1

700FMMGN13S-LED927-277 (277V, 2700K)
700FMMGN13S-LED930 (120V, 3000K)
700FMMGN13S-LED930-277 (277V, 3000K)

SIZE
H:2.7" | W:13"
Mounts on wall or ceiling

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 42.5W

Delivered Lumens: 2455

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with ELV dimmers

ADA compliant
N—
. 69mm

1

| 13"
330mm

SIZE
H:7.3" | W: 5"
LAMPING

Integrated LED

Voltage: 120V

Total Watts: 14.5W

Delivered Lumens: 172

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

5
I 27mm 1

73"
185 mm

—a

127 mm

725



PRODUCT SPECIFICATIONS

FLUSH MOUNT

ORBEL FLUSH MOUNT

PHOBOS SHORT FLUSH MOUNT

PHOBOS WIDE FLUSH MOUNT

P 404 P 385 P 384

ITEM NUMBER ITEM NUMBER ITEM NUMBER 45"

Aged Brass Natural Brass Natural Brass 'r”"“;‘

700FMOBLR (No Lamp) 700FMPHB6NB-LED927 (120V) 700FMPHB28NB-LED927 (120V) 1 ~ 26"

700FMOBLR-LED930 (G9 Bi-Pin Lamp) 700FMPHB6NB-LED927-277 (277V) 700FMPHB28NB-LED927-277 (277V) O . '_' . 0+ 65mm

Matte Black | 7ggﬁ1m l

700FMOBLB (No Lamp) SIZE SIZE -

700FMOBLB-LED930 (G9 Bi-Pin Lamp) H:13.5" | L: 5.6" | W: 5.6" H:2.6" | L:27.5" | W: 27.5"

SIZE LAMPING LAMPING

H: 6.3" | W: 15" Integrated LED Integrated LED H

Ceiling mount only Voltage: 120V or 277V Voltage: 120V or 277V o L4 o SR
Total Watts: 23.5W Total Watts: 23.5W L 28mm

LAMPING
No Lamp Option
Rated for (4) 5W max G9 bi-pin lamps

LED G9 Bi-Pin Lamps

Voltage: 120V

Total Watts: 4 x 5W

Delivered Lumens: 1023

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

5
! 38Tmm 1
12"

— —~ 12"
6.3" — 30mm
160 mm

PONTE FLUSH MOUNT
P 381

Delivered Lumens: 1000
CCT: 2700K
CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers

45"
14 mm
P
—
135"
343mm
—
M
AN
28 mm
b 4
56"
142mm

PULLMAN LARGE FLUSH MOUNT

P 427

Delivered Lumens: 1000
CCT: 2700K
CRI: 90

Dimmable with most LED compatible ELV and Triac

dimmers; 277V dimmable with O-10V dimmers

RHONAN FLUSH MOUNT
P 402

SEN FLUSH MOUNT
P 386

ITEM NUMBER

Natural Brass
700FMPNT16NB-LED930 (120V)
700FMPNT16NB-LED930-277 (277V)
Nightshade Black
700FMPNT16B-LED930 (120V)
700FMPNT16B-LED930-277 (277V)

SIZE
H:2.9" | w: 16"
Ceiling mount only

LAMPING

Integrated LED
Voltage: 120V or 277V
Total Watts: 11.3W
Delivered Lumens: 590
CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with O-10V dimmers

16"
o I 2o6mm 1

= _T_ ~ 29"
22mm . 74mm

ITEM NUMBER

White/Matte White
700FMPUL20WW-LED930 (120V)
700FMPUL20WW-LED930-277 (277V)

SIZE
H: 7" | W: 20"

LAMPING

Integrated LED
Voltage: 120V or 277V
Total Watts: 36W
Delivered Lumens: 729
CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers

o

I 229mm 1

— —

P 7
B2mm 178 mm
[ ia N
20" 1
508 mm

Additional products and options are available at techlighting.com

ITEM NUMBER

Matte White/White
700FMRHNSWW-LED930
Nightshade Black
700FMRHNSB-LED930
Plated Brass
700FMRHNSBR-LED930

SIZE
H: 3" | W:14" | L:13.3"
Mounts on wall or ceiling

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 34W

Delivered Lumens: 1139

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV dimmers

ADA compliant

[\ %
_a 76mm
[ U

356 mm

338 mm

ITEM NUMBER

Natural Brass
700FMSEN17NB-LED927
Nightshade Black
700FMSEN17B-LED927

SIZE
H:2.6" | W:17"
Ceiling or wall mount

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 15W

Delivered Lumens: 975

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

7"

. 232mm 1
3
gmm* 26"
[ —
| on2
B4amm



SILO FLUSH MOUNT

SOPRA FLUSH MOUNT

FLUSH MOUNT

SPHERE FLUSH MOUNT

P 422 P 423 P 422
ITEM NUMBER ITEM NUMBER 5" ITEM NUMBER
Chrome Chrome 27w | . Satin Nickel
700FMSPRTRC-LED930 700FMSPRCCC-LED930 700FMSPHCS-LEDWD
Satin Nickel Satin Nickel ng
700FMSPRTRS-LED930 700FMSPRCCS-LED930 mm SIZE
— H:3"|L: 47" | W:4.7"

SIZE SIZE L“,,J Mounts on wall or ceiling
H:2.8"| W: 2.4" H:6.9" | W:2.4" m

LAMPING
LAMPING LAMPING Integrated LED

Integrated LED

Voltage: 120V

Total Watts: 14.5W

Delivered Lumens: 172

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

5
I 27mm 1

SPUR FLUSH MOUNT

Integrated LED

Voltage: 120V

Total Watts: 14.5W

Delivered Lumens: 172

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

VANCE SMALL FLUSH MOUNT

Voltage: 120V

Total Watts: 14.4W

Delivered Lumens: 579

CCT: 3000K-2200K warm color dimming LED
CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers

ADA compliant

a7
I omm 1

3
76 mm
N

P an P 416

ITEM NUMBER 85" ITEM NUMBER @* 33"
Aged Brass rm mm 1 Aged Brass s ~ 84mm
700FMSPRR-LED927 . 700FMVNCI3A-LED927 (2700K, 120V) LB

Matte Black 700FMVNCI13A-LED927-277 (2700K, 277V)

700FMSPRB-LED927 700FMVNCI13A-LED930 (3000K, 120V)

Satin Nickel 700FMVNC13A-LED930-277 (3000K, 277V)

700FMSPRS-LED927

SIZE
H:18.9" | W: 29.2"
Ceiling mount only

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 42.7W

Delivered Lumens: 3001

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

Chrome

700FMVNC13C-LED927 (2700K, 120V)
700FMVNC13C-LED927-277 (2700K, 277V)
700FMVNC13C-LED930 (3000K, 120V)
700FMVNC13C-LED930-277 (3000K, 277V)
Satin Nickel

700FMVNC13S-LED927 (2700K, 120V)
700FMVNC13S-LED927-277 (2700K, 277V)
700FMVNC13S-LED930 (3000K, 120V)
700FMVNC13S-LED930-277 (3000K, 277V)

SIZE
H:3.3"| W:13.4"
Mounts on wall or ceiling

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 23W

Delivered Lumens: 1113

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

ADA compliant

727



PRODUCT SPECIFICATIONS

FLUSH MOUNT

VANCE MEDIUM FLUSH MOUNT
P 416

VANCE LARGE FLUSH MOUNT
P 416

ITEM NUMBER

Aged Brass

700FMVNCI18A-LED927 (2700K, 120V)
700FMVNCI18A-LED927-277 (2700K, 277V)
700FMVNCI18A-LED930 (3000K, 120V)
700FMVNCI18A-LED930-277 (3000K, 277V)
Chrome

700FMVNC18C-LED927 (2700K, 120V)
700FMVNCI18C-LED927-277 (2700K, 277V)
700FMVNCI18C-LED930 (3000K, 120V)
700FMVNC18C-LED930-277 (3000K, 277V)
Satin Nickel

700FMVNC18S-LED927 (2700K, 120V)
700FMVNC18S-LED927-277 (2700K, 277V)
700FMVNCI18S-LED930 (3000K, 120V)
700FMVNC18S-LED930-277 (3000K, 277V)

SIZE
H: 4" | W:17.2"
Mounts on wall or ceiling

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 34W

Delivered Lumens: 1707

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

ADA compliant

VIAGGIO FLUSH MOUNT

e
102mm
.
| 17.2" 1
437 mm

ITEM NUMBER

Aged Brass

700FMVNC24A-LED927 (2700K, 120V)
700FMVNC24A-LED927-277 (2700K, 277V)
700FMVNC24A-LED930 (3000K, 120V)
700FMVNC24A-LED930-277 (3000K, 277V)
Chrome

700FMVNC24C-LED927 (2700K, 120V)
700FMVNC24C-LED927-277 (2700K, 277V)
700FMVNC24C-LED930 (3000K, 120V)
700FMVNC4C-LED930-277 (3000K, 277V)
Satin Nickel

700FMVNC24S-LED927 (2700K, 120V)
700FMVNC24S-LED927-277 (2700K, 277V)
700FMVNC24S-LED930 (3000K, 120V)
700FMVNC24S-LED930-277 (3000K, 277V)

SIZE
H: 5" | W: 23.3"
Mounts on wall or ceiling

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 46W

Delivered Lumens: 2137

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

WYATT LARGE FLUSH MOUNT

.
5
127 mm
N

| 233" ]
592mm

P 412 P 389
ITEM NUMBER LED E12 Base T6 Lamps (Smoke/Polished Nickel) ITEM NUMBER @ ~ 3
Opal/Brass Voltage: 120V Natural Brass _.80mm

700FMVGOOR (No Lamp)
700FMVGOOR-LED930 (G9 Lamp)
Smoke/Polished Nickel
700FMVGOSN (No Lamp)
700FMVGOSN-LED927 (T6 Lamp)

SIZE
H:10.2" | W: 22.3" | L: 18"
Ceiling mount only

LAMPING
No Lamp Option
Opal rated for (5) 5W max G9 bi-pin lamps

Smoke rated for (5) 5W max candelabra base LED

E12 lamps

LED G9 Bi-Pin Lamps (Opal/Brass)
Voltage: 120V

Total Watts: 5 x 5SW

Delivered Lumens: 1962

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

Total Watts: 5 x 2W

Delivered Lumens: 750

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

7

178 mm
r 1
—
10.2"
259 mm
—a
| 23 J
566 mm
—
18"
457 mm

—a

Additional products and options are available at techlighting.com

700FMWYT16NB-LED930
Nightshade Black
700FMWYT16B-LED930

SIZE
H:3.2" | w:e"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 20W

Delivered Lumens: 960

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

L 16" ]

406 mm



HEADS

ACE HEAD BRIM HEAD

P 430 P 438

ITEM NUMBER ITEM NUMBER

TYPE SYSTEM MODEL CRI COLORTEMP BEAMSPREAD LENGTH FINISH TYPE SYSTEM MODEL COLORTEMP BEAMSPREAD LENGTH COLOR FINISH

700 FJ FREEJACK ACE ACE 9 90 27 2700K 40 40° 5 5" R AGED BRASS 700 FJ FREEJACK BRM BRIM 927 2700K 20 20° 05 5" C CLEAR B MATTE BLACK
MP  MONOPOINT 30 3000K Z ANTIQUE BRONZE MP  MONOPOINT 930 3000K 30 30° 08 g" K TRANSPARENT S SATIN NICKEL
MO MONORAIL S SATIN NICKEL MO MONORAIL 40 40° 14 14" SMOKE

MP INCLUDES 4" ROUND FLUSH CANOPY.
FOR CUSTOM STEM LENGTH, PLEASE CONTACT THE QUOTES DEPARTMENT.

MP INCLUDES 4" ROUND FLUSH CANOPY.

FOR CUSTOM STEM LENGTH, PLEASE CONTACT THE QUOTES DEPARTMENT.

SIZE ~ (H) STEM LENGTH: SIZE - (H) STEM HEIGHT:
" 5
H:1.9"| W: 3.6" | Stem: 5" H:1.3"| W: 3" | Stem: 5", 8" or 14" (H) 8
(H) ’ 4"
- ~ 13
LAMPING . LAMPING XS
Integrated LED - 4;.9 Integrated LED L .
. . 48mm Voltage: 12V _3
Voltage: 12V 36 . 76 mm
Total Watts: 9.4W | S : Total Watts: 9'2WA
Delivered Lumens: 518.5 De||\'/ered Lumens: 648
CCT: 2700K, 3000K CCT: 2700K, 3000K
CRI: 90 CRIA 90 . . .
Dimmable with most LED compatible Dimmable with most LED compatible ELV dimmers
ELV and Triac dimmers
BURK HEAD ISO HEAD
P 434 P 436
ITEM NUMBER ITEM NUMBER
TYPE SYSTEM MODEL CRI COLORTEMP BEAMSPREAD LENGTH FINISH TYPE SYSTEM MODEL CRI COLORTEMP BEAM SPREAD LENGTH FINISH LAMP
700 FJ FREEJACK BRK BURK 8 80 27 2700K 20 18° 03 3" R AGED BRASS 700 FJ FREEJACK ISO ISO 8 80 2700K 20 20° 03 3" R AGED BRASS LED LED
MP MONOPOINT 9 90 30 3000K 35 40° 06 6" Z ANTIQUE BRONZE MP MONOPOINT 9 90 30 3000K 30 30° o8 8" S SATIN NICKEL
MO MONORAIL 35 3500K B BLACK MO MONORAIL 50 50° 14 14" W WHITE
S SATIN NICKEL 18 18"
W WHITE
MP INCLUDES 4" ROUND FLUSH CANOPY.
MP INCLUDES 4" ROUND FLUSH CANOPY. 2700K NOT AVAILABLE WITH 90 CRI.
FOR CUSTOM STEM LENGTH, PLEASE CONTACT THE QUOTES DEPARTMENT. DUE TO WEIGHT CAPACITY ISSUES, DO NOT EXCEED A 45° ANGLE.
FOR CUSTOM STEM LENGTH, PLEASE CONTACT THE QUOTES DEPARTMENT.
SIZE A (H) STEM LENGTH:
H:3"| W: 3.6" | Stem: 3", 6" ) :',: SIZE '7 (H) STEM HEIGHT:
H: 3.6" | W: 2.8" | Stem: 3", 6", 12" or 18" Z
LAMPING — -~ 3 2
Integrated LED  76mm LAMPING * w
Voltage: 12V b Integrated LED
Total Watts: 14.2W gfﬁ Voltage: 12V - .,
Delivered Lumens: 634 Total Watts: 16 W 36"
CCT: 2700K, 3000K, 3500K Delivered Lumens: 704 m
CRI: 80 or 90 CCT: 2700K, 3000K .
Dimmable with most LED compatible ELV, MLV CRI: 80 or 90 L J
and Triac dimmers (based on transformer) Dimmable with 28"
7Tmm

729



PRODUCT SPECIFICATIONS

HEADS

TELLIUM LED HEAD

P 432

ITEM NUMBER

TYPE SYSTEM MODEL FINISH LAMP

700 FJ FREEJACK TLML TELLIUM R AGED BRASS -LED930 INTEGRATED LED, 90
MP MONOPOINT Z ANTIQUE BRONZE CRI, 3000K, 120V

MO MONORAIL

MP INCLUDES 4" ROUND FLUSH CANOPY.

S SATIN NICKEL
W WHITE

FOR CUSTOM STEM LENGTH, PLEASE CONTACT THE QUOTES DEPARTMENT.

SIZE

H:2.3"| W: 3.8" | Stem: 3", 6" or 12"
Due to low in-rush current, only requires
transformer to be de-rated by 30%

LAMPING

Integrated LED

Voltage: 12V

Total Watts: 13W

Delivered Lumens: 750

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

SCONCE

AKOVA SCONCE

(H) STEM LENGTH:
3"

6"

) 12"

23"
_, 58mm

38"
96 mm

ASPEN SMALL OUTDOOR WALL

ASPEN MEDIUM OUTDOOR WALL

P 475 P 460 P 460
ITEM NUMBER ITEM NUMBER ITEM NUMBER -
Aged Brass/Bright Brass Bronze Bronze
700WSAKVRR-LED927 7000WASP9308DZUNVSLF (No Option) 7000WASP93015DZUNVSLF (No Option) _—
Matte Black/Aged Brass Charcoal Charcoal
700WSAKVBR-LED927 7000WASP9308DHUNVSLF (No Option) 7000WASP93015DHUNVSLF (No Option)
SIZE Natural Brass Natural Brass Lo L4

: : 5" 2.8"
H 133 | W 7" | D &' 7000WASP9308DNBUNVSLF (No Option) 7000WASP93015DNBUNVSLF (No Option) o 28

Mounts up or down

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 14W

Delivered Lumens: 556

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

5

127 mm

r 1
—

133"
338mm
—a
b 8 |
7 203 mm
178 mm

SIZE
H:8"| W:5"| D:2.8"

LAMPING
Integrated LED
Voltage: 120V-277V
Total Watts: 15.1W
Delivered Lumens: 391
CCT: 3000K
CRI: 90
Dimmable with most LED compatible
ELV and O-10V dimmers
&

203mm
bod bd
5 28"
127 mm 7imm

Additional products and options are available at techlighting.com

SIZE
H:15"| W: 5" | D: 2.8"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 22.2W

Delivered Lumens: 648

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and O-10V dimmers



ASPEN LARGE OUTDOOR WALL
P 460

ASPEN X-LARGE OUTDOOR WALL
P 460

SCONCE

ITEM NUMBER

Bronze

7000WASP93026DZUNVSLF (No Option)
Charcoal

7000WASP93026DHUNVSLF (No Option)
Natural Brass
7000WASP93026DNBUNVSLF (No Option)

SIZE
H:26" | W: 5" | D: 2.8"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 37.9W

Delivered Lumens: 1060

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and O-10V dimmers

BANDA 13 SCONCE/BATH

—

26"

660 mm
bod bd
5 28"
127 mm 71mm

ITEM NUMBER

Bronze

7000WASP93036DZUNVSLF (No Option)
Charcoal

7000WASP93036DHUNVSLF (No Option)
Natural Brass
7000WASP93036DNBUNVSLF (No Option)

SIZE
H: 36" | W: 5" | D: 2.8"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 481W

Delivered Lumens: 1508

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and O-10V dimmers

CAFE SCONCE

36"

914 mm
= . U
bod bd
5" 2.8"
127 mm 71mm

COSMO SCONCE

P 466 P 492 P 482
ITEM NUMBER Note: Mounts to switch box type j-box. Ships with additional ITEM NUMBER ITEM NUMBER
Chrome cover plate for use with standard j-box. Walnut/Satin Nickel Chrome

700BCBND13C-LED930 (120V)
700BCBND13C-LED930-277 (277V)
Dark Bronze
700BCBND13Z-LED930 (120V)
700BCBND13Z-LED930-277 (277V)
Matte Black

700BCBND13B-LED930 (120V)
700BCBND13B-LED930-277 (277V)
Matte White
700BCBND13W-LED930 (120V)
700BCBND13W-LED930-277 (277V)
Natural Brass
700BCBND13NB-LED930 (120V)
700BCBND13NB-LED930-277 (277V)

SIZE
H:13" | W: 3" | D: 31"
Mounts up or down

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 11.7W

Delivered Lumens: 348

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

ADA Compliant

75"
19mm

_ —~ 35"
127 mm . 89mm
bd bd
£ 27
76 mm 79 mm

700WSCAFEWS-LED930A (120V)
700WSCAFEWS-LED930A-277 (277V)

SIZE
H: 5" | W: 4.2"| D: 3.6"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 12W

Delivered Lumens: 255

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with O-10V dimmers

ADA compliant

—

5
127 mm

42" | b 4
107 mm 36"
91mm

700WSCOSFC-LED (120V)
700WSCOSFC-LED277 (277V)
Satin Nickel
700WSCOSFS-LED (120V)
700WSCOSFS-LED277 (277V)

SIZE
H:1.9" | W: 4.7" | D: 3.9"
Mounts up only

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 10.4W

Delivered Lumens: 274

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0O-10V dimmers

ADA compliant

~ 32
Ju— —a 81mm
3 4k d
47 39"
T9mm 99 mm

731



PRODUCT SPECIFICATIONS

SCONCE

CROSBY SCONCE DOBSON Il SCONCE DUELLE SMALL SCONCE

P 445 P 488 P 446

ITEM NUMBER ITEM NUMBER T ITEM NUMBER

Glossy Black/Natural Brass Chrome Nightshade Black

700WSCRBY18BNB-LED927 (120V) 700BCDBSIC-LED930 (120V) - 700WSDUE5B-LED927 (120V)

700WSCRBY18BNB-LED927-277 (277V) 700BCDBS1C-LED930-277 (277V) 700WSDUE5B-LED927-277 (277V)
Matte Black Natural Brass

SIZE 700BCDBS1B-LED930 (120V) b4 L 700WSDUES5NB-LED927 (120V)

H:18"| W:6.5" | D: 131" 700BCDBS1B-LED930-277 (277V) 5 29" 700WSDUESNB-LED927-277 (277V)
Natural Brass 127m; 74mm Polished Nickel

LAMPING
Integrated LED
Voltage: 120V or 277V
Total Watts: 7.7W
Delivered Lumens: 537
CCT: 2700K
CRI: 90
Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers
4.2"

107 mm
[N

. 8"
18 &
256 mm 203mm

b4 B
65" 333mm
165mm

DUELLE MEDIUM SCONCE

700BCDBSINB-LED930 (120V)
700BCDBSINB-LED930-277 (277V)

SIZE
H:12.8" | W: 5" | D: 2.9"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 13W

Delivered Lumens: 719

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0O-10V dimmers

ADA compliant

700WSDUESN-LED927 (120V)
700WSDUESN-LED927-277 (277V)

SIZE
H:5" | W:4.9"| D: 3.6"

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 14.8W

Delivered Lumens: 856

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

4.9" 36"
124mm 92mm

[
5
127mm

DUELLE LARGE SCONCE

P 446 P 447

ITEM NUMBER ITEM NUMBER 4 36"

Nightshade Black Natural Brass 1?2’“;" ngmT

700WSDUE18B-LED927 (120V) 700WSDUE28NB-LED927 (120V) — =

700WSDUE18B-LED927-277 (277V) 700WSDUE28NB-LED927-277 (277V) D

Plated Brass Nightshade Black T

700WSDUE18NB-LED927-277 (277V) 700WSDUE28B-LED927 (120V) 14"

700WSDUE18NB-LED927 (120V) 700WSDUE28B-LED927-277 (277V) - 290 mm o

Polished Nickel Polished Nickel FiTmm

700WSDUE18N-LED927 (120V) 700WSDUE28N-LED927 (120V) B — 18"

700WSDUE18N-LED927-277 (277V) 700WSDUE28N-LED927-277 (277V) 457 mm

SIZE SIZE

H:18" | W: 4.9"| D: 3.6" H: 28" | W: 4" | D: 3.6" — L=J -
28"

LAMPING LAMPING 70 mm

Integrated LED

Voltage: 120V or 277V

Total Watts: 14.8W

Delivered Lumens: 856

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

Additional products and options are available at techlighting.com

Integrated LED

Voltage: 120V or 277V

Total Watts: 14.8W

Delivered Lumens: 856

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers



EBELL MEDIUM SCONCE

GAMBIT SINGLE SCONCE

GAMBIT TRIPLE SCONCE

SCONCE

P 449 P 478 P 469

ITEM NUMBER ITEM NUMBER ITEM NUMBER 5.5"
Antique Nickel, Aged Brass Aged Brass 1r4° ’“’2
700WSEBL16N-LED927 700WSGMBSCR (No Lamp) 700WSGMBTCR (No Lamp) —
Dark Bronze, 700WSGMBSCR-LED927 (T6 Lamp) 700WSGMBTCR-LED927 (T6 Lamp)
700WSEBL16Z-LED927 Satin Nickel Satin Nickel 175
Natural Brass 700WSGMBSCS (No Lamp) 700WSGMBTCS (No Lamp) 445mm
700WSEBL16NB-LED927 700WSGMBSCS-LED927 (T6 Lamp) 700WSGMBTCS-LED927 (T6 Lamp)
SIZE SIZE SIZE — - .
H: 171" | W: 4.5" | D: 2.8" H:9"| W:55"|D:5.8" H:17.5" | W:10.7" | D: 8.3" | o ! L%
LAMPING LAMPING LAMPING
Integrated LED No Lamp Option No Lamp Option
Voltage: 120V-277V Rated for (1) 5W max E12 candelabra base lamps Rated for (3) 5W max E12 candelabra base lamps
Total Watts: 13W LED E12 Base T6 Lamps LED E12 Base T6 Lamps
Delivered Lumens: 713
CCT: 2700K Voltage: 120V Voltage: 12OV.
CRI: 90 Totgl Watts: 2W Totgl Watts: Single: 3 x 2W
Dimmable with Delivered Lumens: 152 Delivered Lumens: 497

CCT: 2700K CCT: 2700K

s 5 CRI: 90 CRI: 90

38mm  13mm Dimmable with most LED compatible Dimmable with most LED compatible

A " — ELV and Triac dimmers ELV and Triac dimmers

7
435mm
b 4
5.8"
— 140mm 147 mm

b4 b

45" 28"
M4mm 70mm
JONI SMALL SCONCE JONI LARGE SCONCE KAL SMALL SCONCE
P 470 P 470 P 465

ITEM NUMBER ITEM NUMBER ITEM NUMBER T
Aged Brass Aged Brass Natural Brass
700WSJNI13R-LED930 700WSJNI16R-LED930 700BCKAL13NB-LED930 (120V)
Matte Black/Matte Black Matte Black/Matte Black 700BCKAL13NB-LED930-277 (277V) _—
700WSJNI13BB-LED930 700WSJNI16BB-LED930 Nightshade Black 339mm
Matte Black/Matte White Matte Black/Matte White 700BCKAL13B-LED930 (120V) -
700WSJNIN3BW-LED930 700WSJNI16BW-LED930 700BCKALI13B-LED930-277 (277V) 5"

Polished Nickel 127 mm

SIZE SIZE 700BCKAL13N-LED930 (120V) —0 . Lo
H:13" | W: 7" | D: 4.5" H:16" | W:8.6"| D: 5.6" 700BCKAL13N-LED930-277 (277V) 3 3
Mounts horizontal or vertical Mounts horizontal or vertical 76mm 76 mm

LAMPING
Integrated LED
Voltage: 120V-277V
Total Watts: 12.2W
Delivered Lumens: 737
CCT: 3000K

CRI: 90

Dimmable with most LED compatible

ELV, Triac and 0-10V dimmers

~

13" 45"
330 mm _ 4mm

Ja—

178 mm N4 mm

LAMPING
Integrated LED
Voltage: 120V-277V
Total Watts: 12.2W
Delivered Lumens: 737
CCT: 3000K

CRI: 90

Dimmable with most LED compatible

ELV, Triac and 0-10V dimmers

16" _45"
206 mm _N4mm

3 b 4
8.6" 5.6"
218mm 142mm

SIZE
H:13.3"|W:3"| D: 3"

LAMPING

Integrated LED
Voltage: 120V or 277V
Total Watts: 9OW
Delivered Lumens: 450
CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with 00-10V dimmers

733



PRODUCT SPECIFICATIONS

SCONCE
KAMDEN SCONCE KENWAY SCONCE
P 490 P 464
ITEM NUMBER = g:ﬂ T oar ITEM NUMBER T
Chrome — ~.109mm Chrome
S d

700BCKMD1C-LED930 (120V)
700BCKMD1C-LED930-277 (277V)

127mm 119 mm

700WSKNWC-LED930 (120V)
700WSKNWC-LED930-277 (277V)

S 432mm
Satin Nickel Matte Black .
700BCKMD1S-LED930 (120V) 700WSKNWB-LED930 (120V) 5"
700BCKMDI1S-LED930-277 (277V) 700WSKNWB-LED930-277 (277V) . _127mm

4 b d
SIZE SIZE 43 21
H:4.7"| W: 5" | D: 4.7" H:17" | W: 4.3" | D: 21" 109mm 53 mm
Mounts horizontal or vertical Mounts up or down
LAMPING LAMPING
Integrated LED Integrated LED
Voltage: 120V or 277V Voltage: 120V or 277V
Total Watts: 13W Total Watts: 13W
Delivered Lumens: 608 Delivered Lumens: 701
CCT: 3000K CCT: 3000K
CRI: 90 CRI: 90
Dimmable with most LED compatible Dimmable with most LED compatible
ELV and Triac dimmers ELV and Triac dimmers
277V compatible with 0-10V dimmers 277V compatible with 0-10V dimmers
ADA compliant
KISDON LARGE SCONCE KLEE SMALL SCONCE
P 483 P 462
ITEM NUMBER 48" ITEM NUMBER T
White Glass/Natural Brass ;21 "‘"; Natural Brass/White Marble
700WSKISWWNB-LED930 (120V) - — 700WSKLE20NB-LED930 (120V) 195" &
700WSKISWWNB-LED930-277 (277V) 700WSKLE20NB-LED930-277 (277V) 495 mm 20mm
White Glass/Polished Nickel 6 29‘2}-‘:’:m Nightshade Black gl .
700WSKISWWN-LED930 (120V, ) 206 mm 700WSKLE20B-LED930 (120V) 5"
700WSKISWWN-LED930-277 (277V) — . 700WSKLE20B-LED930-277 (277V) pa— _, 127mm
135“:""‘ Polished Nickel/White Marble ‘4_3“‘ ‘3.4f
SIZE — — 700WSKLE20N-LED930 (120V) oSmm  86mm
H:16"| W: 5" | D: 3.1" b 5 4 :._4 700WSKLE20N-LED930-277 (277V)
Mounts up or down e Bmm
127mm o SIZE
LAMPING A H:19.5" | W: 4.3" | D: 3.4"
80 mm

Integrated LED
Voltage: 120V or 277V
Total Watts: 12W
Delivered Lumens: 780
CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with O-10V dimmers

ADA compliant

Additional products and options are available at techlighting.com

Mounts up or down

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 11.7W

Delivered Lumens: 939

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

ADA Compliant



KLEE LARGE SCONCE

KULMA SMALL SCONCE

SCONCE

P 462 P 442
ITEM NUMBER T ITEM NUMBER 3
Natural Brass/White Marble Natural Brass 7? s
700WSKLE3ONB-LED930 (120V) 7000WKLM92710NBUNV i —
700WSKLE30ONB-LED930-277 (277V) Qutdoor Black m
Nightshade Black 6§§;m 7000WKLM92710BUNV — 105"
700WSKLE30B-LED930 (120V) 8 Natural Copper 267 mm
700WSKLE30B-LED930-277 (277V) ;Omm 7000WKLM92710PUNV
Polished Nickel/White Marble - s —
700WSKLE30N-LED930 (120V) B SIZE *45,,4 g
700WSKLE3ON-LED930-277 (277V) — I H:10.5" | W: 45" | D: 3" 14 mm Emm
43" 34"
SIZE 109mm  86mm LAMPING
H:26.5" | W: 4.3" | D: 3.4" Integrated LED
Voltage: 120V-277V
LAMPING Total Watts: 8.3W
Integrated LED Delivered Lumens: 119
Voltage: 120V or 277V CCT: 2700K
Total Watts: 18.7W CRI: 90
Delivered Lumens: 1410 Dimmable with most LED compatible
CCT: 3000K ELV, Triac and 0-10V dimmers.
CRI: 90
Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers
KULMA LARGE SCONCE LANGSTON LARGE SCONCE
P 442 P 444
ITEM NUMBER 3 ITEM NUMBER 45" 39"
Natural Brass 7f il Plated Brass 1;4"";‘ grng
7000WKLM92720NBUNV — — 700WSLGSN18BR-LED927 (120V) —
QOutdoor Black 6.9" 700WSLGSN18BR-LED927-277V (277V) —
7000WKLM92720BUNV 174 mm o
Natural Copper — 204 SIZE 229 mm 18" -
7000WKLM92720PUNV o H:18" | W: 4.5" | D: 3.9" 458mm 105"
267 mm
SIZE LAMPING
H:20.4" | W:4.5" | D: 3" Integrated LED - —*
- Voltage: 120V or 277V
LAMPING bt K Total Watts: 10.8W
Integrated LED T4mm 15mm Delivered Lumens: 967

Voltage: 120V-277V

Total Watts: 8.3W

Delivered Lumens: 119

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers.

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers
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PRODUCT SPECIFICATIONS

SCONCE

LINGER SINGLE SCONCE
P 454

LINGER DOUBLE SCONCE
P 456

ITEM NUMBER 1 ITEM NUMBER T
Natural Brass 18;‘"‘ Natural Brass — —
700WSLNGINB-LED930 (120V) — 700BCLNG2NB-LED930 (120V) 8.9"
700WSLNGINB-LED930-277 (277V) 700BCLNG2NB-LED930-277 (277V) 227 mm
Nightshade Black 15.3" Nightshade Black 323 . -
389mm 820 mm 26.4 —
700WSLNG1B-LED930 (120V) 700BCLNG2B-LED930 (120V) 671Tmm
700WSLNG1B-LED930-277 (277V) R 700BCLNG2B-LED930-277 (277V) 14.9"
Polished Nickel o4k Polished Nickel 338 mm
700WSLNGIN-LED930 (120V) o a2 700BCLNG2N-LED930 (120V) . L .
700WSLNGIN-LED930-277 (277V) 700BCLNG2N-LED930-277 (277V) L4 Lo
_45 33 _45 33"

SIZE SIZE M4 mm 84mm T4mm 84mm
H:15.3" | W: 5" | D: 3.5" H:26.4" or 32.3" | W: 4.5" | D: 3.3"
Mounts up or down Includes (1) 7.5" and (2) 13.5" pieces of glass

for customization
LAMPING Mounts horizontal or vertical
Integrated LED
Voltage: 120V or 277V LAMPING
Total Watts: 8.3W Integrated LED
Delivered Lumens: 553 Voltage: 120V or 277V
CCT: 3000K Total Watts: 17.4W
CRI: 90 Delivered Lumens: 1145
Dimmable with most LED compatible CCT: 3000K
ELV and Triac dimmers CRI: 90
277V compatible with 0-10V dimmers Dimmable with most LED compatible

ELV and Triac dimmers
ADA compliant 277V compatible with O-10V dimmers

ADA compliant
MARA SCONCE MILAN SCONCE
P 459 P 484
ITEM NUMBER - - ITEM NUMBER T
Aged Brass _86" White Glass/Chrome
700WSMRAR-LED927 (120V) e T 218mm 700BCMLN13WC-LED930 (120V) 22"
700WSMRAR-LED927-277 (277V) 27 mm 202" — 700BCMLN13WC-LED930-277 (277V) 30mm T or
Matte Black 514 mm 202" White Glass/Natural Brass B30mm »
700WSMRAB-LED927 (120V) 514 mm 700BCMLN13WNB-LED930 (120V) Ju— - X Emm
700WSMRAB-LED927-277 (277V) 700BCMLN13WNB-LED930-277 (277V) L43-- 4 31“4
Satin Nickel — — White Glass/Nightshade Black 109 mm 79mm
700WSMRAS-LED927 (120V) b b 700BCMLN13WB-LED930 (120V)
700WSMRAS-LED927-277 (277V) 109 mm 94mm 700BCMLN13WB-LED930-277 (277V)

SIZE
H:20.2" | W: 4.3" | D: 3.7"
Mounts up or down

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 16.8W

Delivered Lumens: 937

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

ADA compliant

Additional products and options are available at techlighting.com

White Glass/Satin Nickel
700BCMLN13WS-LED930 (120V)
700BCMLN13WS-LED930-277 (277V)

SIZE
H:12.2" | W: 4.3"| D: 3.1
Mounts horizontal or vertical

LAMPING

Integrated LED
Voltage: 120V or 277V
Total Watts: 13W
Delivered Lumens: 906
CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with O-10V dimmers

ADA compliant



MILLEY 7 SCONCE

MINA SCONCE

SCONCE

P 486 P 474

ITEM NUMBER T ITEM NUMBER i
Chrome - Natural Brass

700WSMLY7C-LED930 T8mm 700WSMINANB-LED930 (120V) B

Aged Brass 700WSMINANB-LED930-277 (277V) 352 mm
700WSMLY7R-LED930 — N L Nightshade Black ‘
Satin Nickel 4 25" 700WSMINAB-LED930 (120V) L N

700WSMLY7S-LED930

102 mm 64 mm

700WSMINAB-LED930-277 (277V)

P 2l
5

Polished Nickel _5 6.2"
SIZE 700WSMINAN-LED930 (120V) 127mm 157 mm
H: 7" | W: 4" | D: 2.5" 700WSMINAN-LED930-277 (277V)
Mounts vertical or horizontal

SIZE
LAMPING H:13.9"| W: 5" | D: 6.2
Integrated LED Mounts up or down
Voltage: 120V
Total Watts: 9W LAMPING
Delivered Lumens: 537 Integrated LED
CCT: 3000K Voltage: 120V or 277V
CRI: 90 Total Watts: 14.8W
Dimmable with most LED compatible Delivered Lumens: 753
ELV and Triac dimmers CCT: 3000K

CRI: 90
ADA Compliant Dimmable with most LED compatible ELV and Triac

dimmers; 277V compatible with 0O-10V dimmers
MODERNRAIL GLASS SCONCE MORTAR SCONCE
P 480 P 487
ITEM NUMBER REMOTE CANOPY SURFACE CANOPY ITEM NUMBER T
Aged Brass 49" Aged Brass 5"
700MDWS3CRR (Glass Cylinders, Remote Canopy) 124mm 700WSMTRR-LED930 (120V) 127m
700MDWS3CRS (Glass Cylinders, Surface Canopy) P 700WSMTRR-LED930-277 (277V) P
700MDWS3GRR (Glass Orbs, Remote Canopy) f=|] T_5 H:l] Tosr GD Satin Nickel - N S

— 27mm 130 mm 27mm 25"
700MDWS3GRS (Glass Orbs, Surface Canopy) J —- u —- 700WSMTRS-LED930 (120V) 84mm
6" 6" 700WSMTRS-LED930-277 (277V)
SIZE 5mm 15mm
Cylinder: H: 36" | W: 8.9" | D: 8.8" | Canopy: 5" or 5.1" round SIZE
Orb: H: 36" | W:12.8" | D: 8.8" | Canopy: 5" or 5.1" round H:5"| W:5"| D: 2.5"
_36" _36" Mounts horizontal or vertically and up or down
LAMPING 914 mm 914 mm
Integrated LED LAMPING
Voltage: 120V Integrated LED
Total Watts: 44.6W Voltage: 120V or 277V
Delivered Lumens: Cylinders: 1405 | Orbs: 1264 L o Total Watts: 9W
CCT: 3000K =0 3;-:““ == 4% Delivered Lumens: 455
CRI: 90 N J N : N CCT: 3000K
Dimmable with most LED compatible 8.8" 88" _r CRI: 90
224mm 224mm 25mm

ELV and Triac dimmers

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with O-10V dimmers

ADA compliant
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PRODUCT SPECIFICATIONS

SCONCE

MURA SCONCE OKO SCONCE

P 494 P 479

ITEM NUMBER T ITEM NUMBER 45 7 [i] ©:[I
Frosted Glass/Antique Bronze Aged Brass mamm |\

700WSMURGFZ-LED (120V)

700BCOKO1R-LED930 (120V)

o b 4 b {
700WSMURGFZ-LED277 (277V) Tomm 700BCOKO1R-LED930-277 (277V) e S
Smoke Glass/Antique Bronze T a4 Satin Nickel
700WSMURGKZ-LED (120V) . _ 2mm 700BCOKO1S-LED930 (120V)
700WSMURGKZ-LED277 (277V) b 4 bood 700BCOKO1S-LED930-277 (277V)
Frosted Glass/Satin Nickel 45 33
T4 mm 84 mm

700WSMURGFS-LED (120V) SIZE
700WSMURGFS-LED277 (277V) H:4.5"|L: 45" | D: 5"
Smoke Glass/Satin Nickel Mounts horizontal or vertical
700WSMURGKS-LED (120V)
700WSMURGKS-LED277 (277V) LAMPING

Integrated LED
SIZE Voltage: 120V or 277V
H:13" | W: 4.5" | D: 3.3" Total Watts: 12.4W
Mounts up or down Delivered Lumens: 951

CCT: 3000K
LAMPING CRI: 90
Integrated LED Dimmable with most LED compatible ELV and Triac
Voltage: 120V or 277V dimmers; 277V compatible with 0O-10V dimmers
Total Watts: 9W
Delivered Lumens: 386
CCT: 3000K
CRI: 90
Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0O-10V dimmers
ADA compliant
ORBEL SCONCE PHOBOS SINGLE SCONCE PHOBOS DOUBLE SCONCE
P 472 P 448 P 448
ITEM NUMBER 43" ITEM NUMBER ITEM NUMBER
Matte Black ;70"";‘ Natural Brass Natural Brass
700WSOBLB (No Lamp) — 700WSPHB2INB-LED927 (120V) 700WSPHB33NB-LED927
700WSOBLB-LED930 (G9 Bi-Pin Lamp) 700WSPHB2INB-LED927-277V (277V)
Polished Nickel " SIZE
700WSOBLN (No Lamp) D8mm SIZE H: 315" | W: 25" | D: 2.6"
700WSOBLN-LED930 (G9 Bi-Pin Lamp) H:20.2" | W: 2.5" | D: 2.6"

\r/ LAMPING

SIZE — LAMPING Integrated LED
H:12.9' | W: 5" | D: 6.7" bt Integrated LED Voltage: 120V-277V
Mounts up or down 127mm 70 mm Voltage: 120V or 277V Total Watts: 15W

LAMPING
No Lamp Option

Rated for (1) 5W max G9 bi-pin lamp

LED G9 Bi-Pin Lamp
Voltage: 120V

Total Watts: 3.8W
Delivered Lumens: 319
CCT: 3000K

CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers

Additional products and options are available at techlighting.com

Total Watts: 7.8W

Delivered Lumens: 366

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers

1

28mm
|
20.2"
514 mm
45 7
Tiamm
—a
b4 b
25" 26"
64 mm 65mm

Delivered Lumens: 691
CCT: 2700K
CRI: 90

Dimmable with most LED compatible

ELV, Triac and O-10V dimmers

25
64mm
P
_ 8
- ~20mm
315
800 mm
W g
A8 26"
28mm &5mm



PONTE SCONCE

SEDONA SCONCE

P 489 P 476
ITEM NUMBER 3y 24 ITEM NUMBER T
Natural Brass :em": GromT Clear/Aged Brass o (Q\
700WSPNT5NB-LED930 700WSSDNCR (No Lamp) 229 mm
Nightshade Black T 700WSSDNCR-LED927 (T6 Lamp) \g
700WSPNT5B-LED930 — Clear/Satin Nickel .
. 700WSSDNCS (No Lamp) 6 72" |
SIZE Lo 700WSSDNCS-LED927 (T6 Lamp) 152mm 183mm
H: 5" | W:3"| D: 2.4" 15" Transparent Smoke/Aged Brass
38mm 700WSSDNKR (No Lamp)

LAMPING 700WSSDNKR-LED927 (T6 Lamp)
Integrated LED Transparent Smoke/Satin Nickel
Voltage: 120V-277V 700WSSDNKS (No Lamp)
Total Watts: 8W 700WSSDNKS-LED927 (T6 Lamp)
Delivered Lumens: 594
CCT: 3000K SIZE
CRI: 90 H:9"|W:6"|D: 72"
Integrated 3-step touch dimmer No Lamp: Mounts up only

LED: Mounts up or down

LAMPING

No Lamp Option

Rated for (1) 5W max E12 candelabra base lamp

LED E12 Base T6 Lamp

Voltage: 120V

Total Watts: 3.5W

Delivered Lumens: 140

CCT: 2700K

CRI: 90

Dimmable with most LED compatible

ELV and Triac dimmers
SPECTICA SCONCE SPUR SCONCE
P 491 P 458
ITEM NUMBER 5 ITEM NUMBER — 0 i
Matte Black R 127 mm ] Aged Brass :
700WSSPCTB-LED930 (120V) — 700WSSPRR-LED927 (120V) %
700WSSPCTB-LED930-277 (277V) 5 700WSSPRR-LED927-277 (277V) —
Satin Gold 127 mm Matte Black I::I T =|]
700WSSPCTG-LED930 (120V) — — 700WSSPRB-LED927 (120V) 7;;’-8" ~, 127mm 33133r1n — -
700WSSPCTG-LED930-277 (277V) | _— 1 700WSSPRB-LED927-277 (277V) mm

Satin Nickel L 162"
SIZE — 700WSSPRS-LED927 (120V) 412mm
H:5"|W:57"|D: 7" » 700WSSPRS-LED927-277 (277V)
Mounts vertical only Tamm - U N
Head rotates to adjust light direction SIZE (S b4

— H:29.8" | W:4.3"| D: 2.7" _45 27
109 mm 69 mm

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 9OW

Delivered Lumens: 606

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

Mounts up or down

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 16.8W

Delivered Lumens: 937

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

ADA compliant

739



PRODUCT SPECIFICATIONS

SCONCE

STAGGER SMALL SCONCE
P 450

STAGGER MEDIUM SCONCE
P 450

ITEM NUMBER

Natural Brass
700WSSTG24NB-LED927 (120V)
700WSSTG24NB-LED927-277 (277V)
Nightshade Black
700WSSTG24B-LED927 (120V)
700WSSTG24B-LED927-277 (277V)
Polished Nickel

ITEM NUMBER

Natural Brass
700WSSTG36NB-LED927 (120V)
700WSSTG36NB-LED927-277 (277V)
Nightshade Black
700WSSTG36B-LED927 (120V)
700WSSTG36B-LED927-277 (277V)
Polished Nickel

.76"
19 mm

371"

106 mm

36"

943mm 914mm
700WSSTG24N-LED927 (120C) 700WSSTG36N-LED927 (120V)
700WSSTG24N-LED927-277 (277V) pu— 700WSSTG36N-LED927-277 (277V)
SIZE Tamm SIZE ™
H: 251" | W: 4.5" | D: 4.2" H: 371" | W: 45" | D: 4.2" [] 165mm
LAMPING LAMPING L4.5"J
Integrated LED Integrated LED Ti4mm
Voltage: 120V or 277V Voltage: 120V or 277V
Total Watts: 6.6W Total Watts: 9.9W
Delivered Lumens: 350 Delivered Lumens: 500
CCT: 2700K CCT: 2700K
CRI: 90 CRI: 90
Dimmable with most LED compatible ELV and Triac Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with 0-10V dimmers dimmers; 277V dimmable with 0-10V dimmers
STAGGER LARGE SCONCE STAGGER X-LARGE SCONCE
P 452 P 452
ITEM NUMBER ITEM NUMBER 76" "
Natural Brass Natural Brass 19:‘"‘ 106 mm
700WSSTG48NB-LED927 (120V) — 700WSSTG63NB-LED927 (120V) — —
700WSSTG48NB-LED927-277 (277V) 700WSSTG63NB-LED927-277 (277V)
Nightshade Black Nightshade Black
700WSSTG48B-LED927 (120V) 700WSSTG63B-LED927 (120V)
700WSSTG48B-LED927-277 (277V) 700WSSTG63B-LED927-277 (277V)
Polished Nickel Polished Nickel
700WSSTG48N-LED927 (120V) _491 700WSSTG63N-LED927 (120V)
700WSSTG48N-LED927-277 (277V) 1248mm 700WSSTG63N-LED927-277 (277V)

64.1" 63"

SIZE SIZE 1629 mm 1600 mm

H: 491" | W: 4.5" | D: 4.2"

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 13.2W

Delivered Lumens: 700

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers

Additional products and options are available at techlighting.com

H: 641" | W: 45" | D: 4.2"

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 19.8W

Delivered Lumens: 1000

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers

4
45"
14 mm

e
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VETRA SCONCE
P 482

VIAGGIO SCONCE
P 468

SCONCE

ITEM NUMBER

Linen/Satin Nickel

700WSVTRLNS (No Lamp)
700WSVTRLNS-LED927 (T6 Lamp)

SIZE
H:13.2" | W: 4.9" | D: 3.9"

13.2"
336 mm

Ja—

b 14

bood

ITEM NUMBER

Opal/Brass

700WSVGOOR (No Lamp)
700WSVGOOR-LED930 (G9 Lamp)
Smoke/Polished Nickel
700WSVGOSN (No Lamp)
700WSVGOSN-LED927 (T6 Lamp)

LED E12 Base T6 Lamps (Smoke/Polished Nickel)
Voltage: 120V

Total Watts: 6 x 2W

Delivered Lumens: 900

CCT: 2700K

CRI: 90

Dimmable with most LED compatible

Mounts vertical only _49" 3.9" ELV and Triac dimmers
125 mm 100 mm SIZE
LAMPING H:26.5" | W: 19" | D: 9.1" -
No Lamp Option Mounts up only
Rated for (1) 25W max E12 candelabra base lamp
LED E12 Base T6 Lamp LAMPING . 26.5"
No Lamp Option -
Voltage: 120V Lo 673 mm
Opal rated for (6) 5W max G9 bi-pin lamps
Total Watts: 2W f
X Mirrored Smoke rated for (6) 5W max
Delivered Lumens: 160 candelabra base LED E12 lamps
CCT: 2700K P o
CRI: 90 LED G9 Bi-Pin Lamps (Opal/Brass) 19 or_,
Dimmable with most LED compatible Voltage: 120V 483 mm 231mm
ELV and Triac dimmers Total Watts: 6 x 5W
Delivered Lumens: 2021
ADA compliant CCT: 3000K
CRI: 90
Dimmable with most LED compatible
ELV and Triac dimmers
VOTO ROUND SCONCE VOTO SQUARE SCONCE
P 493 P 492
ITEM NUMBER T ITEM NUMBER T
Antique Bronze 1275W Antique Bronze 1275W
700WSVOTRCZ-LED930 (120V) . 700WSVOTSCZ-LED930 (120V) .
700WSVOTRCZ-LED930-277 (277V) b 41 4 700WSVOTSCZ-LED930-277 (277V) L 411 |
Black 43 39" Black 43 39"
109 mm 99 mm 109 mm 99 mm

700WSVOTRCB-LED930 (120V)
700WSVOTRCB-LED930-277 (277V)
Satin Nickel

700WSVOTRCS-LED930 (120V)
700WSVOTRCS-LED930-277 (277V)
White

700WSVOTRCW-LED930 (120V)
700WSVOTRCW-LED930-277 (277V)

SIZE
H: 5" | W: 4.3"| D: 3.9"
May be mounted horizontally or vertically

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 9W

Delivered Lumens: 424

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with O-10V dimmers

ADA compliant

700WSVOTSCB-LED930 (120V)
700WSVOTSCB-LED930-277 (277V)
Satin Nickel

700WSVOTSCS-LED930 (120V)
700WSVOTSCS-LED930-277 (277V)
White

700WSVOTSCW-LED930 (120V)
700WSVOTSCW-LED930-277 (277V)

ITEM NUMBER

SIZE
H:5" | W:4.3"| D: 3.9"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 12.4W

Delivered Lumens: 424

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

ADA compliant



PRODUCT SPECIFICATIONS

SCONCE

WYTHE MEDIUM SCONCE
P 444

ITEM NUMBER

Plated Brass
700WSWYTI15BR-LED927 (120V)
700WSWYTI15BR-LED927-277 (277V)

SIZE
H:14.8"| W: 4.9"| D: 5.3"

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 8W

Delivered Lumens: 200

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

5
13mm

—
‘ M
14.8" 7
376 mm i.l 178 mm
\
3 4 b 1
49" 5.3
124mm 134mm

PICTURE LIGHTS

DESSAU 8" PICTURE LIGHT

DESSAU 12" PICTURE LIGHT

DESSAU 18" PICTURE LIGHT

P 498 P 499 P 500
ITEM NUMBER ITEM NUMBER ITEM NUMBER 65" _6
Natural Brass Natural Brass Natural Brass ;65'""; ]5:""
700DES8NB-LED930 (120V) 700DES12NB-LED930 (120V) 700DES18NB-LED930 (120V) — n~_3
700DES8NB-LED930-277 (277V) 700DES12NB-LED930-277 (277V) 700DES18NB-LED930-277 (277V) — = U476 mm
Nightshade Black | 1822 iy

Nightshade Black
700DES8B-LED930 (120V)
700DES8B-LED930-277 (277V)
Polished Nickel
700DES8N-LED930 (120V)
700DES8N-LED930-277 (277V)

SIZE
H:3" | L:81"| D: 8.6"

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 9OW

Delivered Lumens: 347

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

Note: Mounts to switch box type j-box. Ships with additional
cover plate for use with standard j-box.

5 6
27 mm Bmm
o "

~ 3
= = l%m
[ 8r | | 86 |
206mm’  ZBmm

Nightshade Black
700DES12B-LED930 (120V)
700DES12B-LED930-277 (277V)
Polished Nickel
700DES12N-LED930 (120V)
700DES12N-LED930-277 (277V)

SIZE
H:3"|L:12.8" | D: 8.6"

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 12.6W

Delivered Lumens: 257

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

Note: Mounts to switch box type j-box. Ships with additional
cover plate for use with standard j-box.

65" &
165 mm 16 mm
P n
— n—~_3
Y = U _.76mm
28| | 86
325mm 218 mm

Additional products and options are available at techlighting.com

700DES18B-LED930 (120V)
700DES18B-LED930-277 (277V)
Polished Nickel
700DES18N-LED930 (120V)
700DES18N-LED930-277 (277V)

SIZE
H:3"|L:18.2" | D: 8.6"

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 18W

Delivered Lumens: 498

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

Note: Mounts to switch box type j-box. Ships with additional
cover plate for use with standard j-box.



DESSAU 24" PICTURE LIGHT
P 501

DESSAU 36" PICTURE LIGHT
P 502

PLURAL DOME 8" PICTURE LIGHT
P 506

PICTURE LIGHTS

PLURAL DOME 12" PICTURE LIGHT
P 506

ITEM NUMBER

Natural Brass
700DES24NB-LED930 (120V)
700DES24NB-LED930-277 (277V)
Nightshade Black
700DES24B-LED930 (120V)
700DES24B-LED930-277 (277V)
Polished Nickel
700DES24N-LED930 (120V)
700DES24N-LED930-277 (277V)

SIZE
H:3"| L:241"| D: 8.6"

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 24.5W

Delivered Lumens: 894

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

Note: Mounts to switch box type j-box. Ships with additional
cover plate for use with standard j-box.

5" _6
127 mm 15mm
P "
— nv_3
I e & U .76 mm
241" J L 8.6"
613mm 218 mm

PLURAL DOME 18" PICTURE LIGHT
P 508

ITEM NUMBER

Natural Brass
700DES36NB-LED930 (120V)
700DES36NB-LED930-277 (277V)
Nightshade Black
700DES36B-LED930 (120V)
700DES36B-LED930-277 (277V)
Polished Nickel
700DES36N-LED930 (120V)
700DES36N-LED930-277 (277V)

SIZE
H:3"|L: 361" | D: 8.6"

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 23.9W

Delivered Lumens: 1007

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

Note: Mounts to switch box type j-box. Ships with additional
cover plate for use with standard j-box.

5 6"
127 mm 15 mm
P o]
L — 1 s n—~_3
— U .76 mm
| 361 | | 86 |
918 mm 218 mm

PLURAL DOME 24" PICTURE LIGHT
P 508

ITEM NUMBER

Dark Bronze
700PLUD8Z-LED927 (2700K)
700PLUD8Z-LED930 (3000K)
Natural Brass
700PLUD8NB-LED927 (2700K)
700PLUD8NB-LED930 (3000K)
Nightshade Black
700PLUD8B-LED927 (2700K)
700PLUD8B-LED930 (3000K)
Polished Nickel
700PLUD8N-LED927 (2700K)
700PLUD8N-LED930 (3000K)

SIZE
H:2"| W:8"| D: 8.9"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 5.9W

Delivered Lumens: 230

CCT: 2700K or 3000K

CRI: 95

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers
9

22mm

f205mm1 M 5
S T Bmm —+51mm
|_89" |
227 mm

PLURAL DOME 30" PICTURE LIGHT
P 509

ITEM NUMBER

Dark Bronze
700PLUD12Z-LED927 (2700K)
700PLUD12Z-LED930 (3000K)
Natural Brass
700PLUD12NB-LED927 (2700K)
700PLUD12NB-LED930 (3000K)
Nightshade Black
700PLUD12B-LED927 (2700K)
700PLUD12B-LED930 (3000K)
Polished Nickel
700PLUD12N-LED927 (2700K)
700PLUD12N-LED930 (3000K)

SIZE
H:2"|W:12" | D: 8.9"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 9.4W

Delivered Lumens: 425

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

.9

12 22mm
M3osmm 1 o Tn -
S T Bmm —+51mm
| 89" |
227 mm

PLURAL FACETED 8" PICTURE LIGHT
P 510

ITEM NUMBER

Dark Bronze
700PLUD18Z-LED927 (2700K)
700PLUD18Z-LED930 (3000K)
Natural Brass
700PLUD18NB-LED927 (2700K)
700PLUD18NB-LED930 (3000K)
Nightshade Black
700PLUD18B-LED927 (2700K)
700PLUD18B-LED930 (3000K)
Polished Nickel
700PLUD18N-LED927 (2700K)
700PLUD18N-LED930 (3000K)

SIZE
H: 2" | W:18" | D: 8.9"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 14.3W

Delivered Lumens: 717

CCT: 2700K or 3000K

CRI: 95

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

9"

18" Zmm
r 457 mm 1 5 al I
S T Bmm —+51mm
| _89" |
227 mm

ITEM NUMBER

Dark Bronze
700PLUD24Z-LED927 (2700K)
700PLUD24Z-LED930 (3000K)
Natural Brass
700PLUD24NB-LED927 (2700K)
700PLUD24NB-LED930 (3000K)
Nightshade Black
700PLUD24B-LED927 (2700K)
700PLUD24B-LED930 (3000K)
Polished Nickel
700PLUD24N-LED927 (2700K)
700PLUD24N-LED930 (3000K)

SIZE
H:2"| W:24" | D: 8.9"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 19.2W

Delivered Lumens: 1009

CCT: 2700K or 3000K

CRI: 95

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

9"
24 22mm
r 610 mm 15 M 5
g = 13mm —+51mm
| 89" |
227 mm

ITEM NUMBER

Dark Bronze
700PLUD30Z-LED927 (2700K)
700PLUD30Z-LED930 (3000K)
Natural Brass
700PLUD30ONB-LED927 (2700K)
700PLUD30NB-LED930 (3000K)
Nightshade Black
700PLUD30B-LED927 (2700K)
700PLUD30B-LED930 (3000K)
Polished Nickel
700PLUD30ON-LED927 (2700K)
700PLUD30ON-LED930 (3000K)

SIZE
H:2"| W: 30" | D: 8.9"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 24.1W

Delivered Lumens: 1302

CCT: 2700K or 3000K

CRI: 95

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

30" Z2mm
r 762 mm 1 5 M 2
= 13mm —+51mm
|_89" |
227 mm

ITEM NUMBER

Dark Bronze
700PLUF8Z-LED927 (2700K)
700PLUF8Z-LED930 (3000K)
Natural Brass
700PLUF8NB-LED927 (2700K)
700PLUF8NB-LED930 (3000K)
Nightshade Black
700PLUF8B-LED927 (2700K)
700PLUF8B-LED930 (3000K)
Polished Nickel
700PLUF8N-LED927 (2700K)
700PLUF8N-LED930 (3000K)

SIZE
H:2"| W:8"| D: 8.9"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 5.9W

Delivered Lumens: 230

CCT: 2700K or 3000K

CRI: 95

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers
9

22mm
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743



PRODUCT SPECIFICATIONS

PICTURE LIGHTS

PLURAL FACETED 12" PICTURE LIGHT
P 510

PLURAL FACETED 18" PICTURE LIGHT

P51

PLURAL FACETED 24" PICTURE LIGHT
P51

PLURAL FACETED 30" PICTURE LIGHT

P 512

ITEM NUMBER

Dark Bronze
700PLUF12Z-LED927 (2700K)
700PLUF12Z-LED930 (3000K)
Natural Brass
700PLUF12NB-LED927 (2700K)
700PLUF12NB-LED930 (3000K)
Nightshade Black
700PLUF12B-LED927 (2700K)
700PLUF12B-LED930 (3000K)
Polished Nickel
700PLUF12N-LED927 (2700K)
700PLUF12N-LED930 (3000K)

SIZE
H:2" | W:12" | D: 8.9"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 9.4W

Delivered Lumens: 425

CCT: 2700K or 3000K

CRI: 95

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

ITEM NUMBER

Dark Bronze
700PLUF18Z-LED927 (2700K)
700PLUF18Z-LED930 (3000K)
Natural Brass
700PLUF18NB-LED927 (2700K)
700PLUF18NB-LED930 (3000K)
Nightshade Black
700PLUF18B-LED927 (2700K)
700PLUF18B-LED930 (3000K)
Polished Nickel
700PLUF18N-LED927 (2700K
700PLUF18N-LED930 (3000K)

SIZE
H:2"| W:18" | D: 8.9"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 14.3W

Delivered Lumens: 717

CCT: 2700K or 3000K

CRI: 95

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

ITEM NUMBER

Dark Bronze
700PLUF24Z-LED927 (2700K)
700PLUF24Z-LED930 (3000K)
Natural Brass
700PLUF24NB-LED927 (2700K)
700PLUF24NB-LED930 (3000K)
Nightshade Black
700PLUF24B-LED927 (2700K)
700PLUF24B-LED930 (3000K)
Polished Nickel
700PLUF24N-LED927 (2700K)
700PLUF24N-LED930 (3000K)

SIZE
H:2" | W:24"| D:8.9"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 19.2W

Delivered Lumens: 1009

CCT: 2700K or 3000K

CRI: 95

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

ITEM NUMBER

Dark Bronze
700PLUF30Z-LED927 (2700K)
700PLUF30Z-LED930 (3000K)
Natural Brass
700PLUF30NB-LED927 (2700K)
700PLUF30NB-LED930 (3000K)
Nightshade Black
700PLUF30B-LED927 (2700K)
700PLUF30B-LED930 (3000K)
Polished Nickel
700PLUF30N-LED927 (2700K)
700PLUF30N-LED930 (3000K)

SIZE
H:2"| W: 30" | D: 8.9"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 241W

Delivered Lumens: 1302

CCT: 2700K or 3000K

CRI: 95

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

9 9 9 9
12" 22mm 18" 22mm 24" 22mm 30" 22mm
Fsosmm 1 0 Tp - r 457 mm Ty M L2 ' 610 mm T, N - ! 762 mm 1 . Ty -
=% " isimm Figmm 1 <5imm TBmm 1 <5imm ! 'TBom 1 +5imm
| | | 89" | | 89" | | 89" | |_89
227mm 227mm 227mm 227mm
BATH
BANDA 24 BATH BANDA 36 BATH
P 522 P 524
ITEM NUMBER 43" ITEM NUMBER 55"
Bronze ‘Org mn Bronze 1r4o mm
700BCBND24Z-LED930 —~ 700BCBND36Z-LED930 —
E 5 .
Chrome ':H L 127mm Chrome L I:{I %
700BCBND24C-LED930 L 24" S { 700BCBND36C-LED930 I—, —
Matte Black 610 mm 3 Matte Black | _36" 1 ',J
79mm 914 mm 30
700BCBND24B-LED930 700BCBND36B-LED930 79mm
Matte White Matte White

700BCBND24W-LED930
Natural Brass
700BCBND24NB-LED930

SIZE
H:5"|L:24" | D: 30"
Mounts horizontal and vertical

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 21W

Delivered Lumens: 791

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

ADA compliant

Additional products and options are available at techlighting.com

700BCBND36W-LED930
Natural Brass
700BCBND36NB-LED930

SIZE
H:4.8"| L:36" | D: 31"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 34.8W

Delivered Lumens: 2187

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

ADA Compliant



BAU 24 BATH

DOBSON Il 3-LIGHT BATH SHALLOW

BATH

P 518 P 540
ITEM NUMBER 43" ITEM NUMBER 425"

Natural Brass ;09'"’: Chrome IrOSm:n

700BCBAU24NB-LED930 (120V) — 700BCDBS3HC-LED930 (120V) — ~ .
700BCBAU24NB-LED930-277 (277V) :§:| [ﬂ —_— 700BCDBS3HC-LED930-277 (277V) O 60 27
Nightshade Black iy Matte Black 0p . L, erm
700BCBAU24B-LED930 (120V) L 24 I 700BCDBS3HB-LED930 (120V) | 195" J Lo
700BCBAU24B-LED930-277 (277V) 610 mm - 700BCDBS3HB-LED930-277 (277V) 2% mm a5

Polished Nickel
700BCBAU24N-LED930 (120V)
700BCBAU24N-LED930-277 (277V)

SIZE
H:5"|L:24"| D:1.8"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 12.2W

Delivered Lumens: 295

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
Triac and 0-10V dimmers

ADA Compliant

ELLIS 24 BATH

ELLIS 36 BATH

SIZE
H:6.3" | L:19.5" | D: 3.3"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 35W

Delivered Lumens: 2135

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with O-10V dimmers

ADA compliant

FINN 24 BATH

FINN 36 BATH

P 546 P 546 P 544 P 524
ITEM NUMBER ITEM NUMBER ITEM NUMBER ITEM NUMBER
Chrome Chrome Antique Bronze Satin Nickel

700BCELI24C-LED930 (120V)
700BCELI24C-LED930-277 (277V)
Satin Nickel
700BCELI24S-LED930 (120V)
700BCELI24S-LED930-277 (277V)

SIZE
H:4.3"| L: 24" | D: 4.2"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 23.7W

Delivered Lumens: 1909

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with O-10V dimmers

65"
165 mm
r 1
o4z
e ] e
L 24" b4
610 mm 4.2"

107 mm

700BCELI36C-LED930 (120V)
700BCELI36C-LED930-277 (277V)
Satin Nickel
700BCELI36S-LED930 (120V)
700BCELI36S-LED930-277 (277V)

SIZE
H:4.3"|L: 36" | D: 4.2"

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 36W

Delivered Lumens: 1995

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

6.5"

165 mm

s 1

1 43
L 1 0| vosmm
L 36" b4

914 mm 4.2"

107 mm

700BCFINN24Z-LED930 (Antique Bronze)
Satin Nickel
700BCFINN24S-LED930 (Satin Nickel)

SIZE
H:4.3"| L: 25" | D: 2.3"
Mounts horizontal or vertical

LAMPING

Integrated LED
Voltage: 120V-277V
Total Watts: 24W
Delivered Lumens: 1252
CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV, Triac and O-10V

dimmers; 277V compatible with 0-10V dimmers

ADA compliant

5

127 mm
r Bl
[ ——— - =2
. Tlomm
| 25* I
635mm 2.3

58 mm

700BCFINN36S-LED930

SIZE
H:4.3"| L: 36.3" | D: 2.3"
Mounts horizontal or vertical

LAMPING

Integrated LED
Voltage: 120V-277V
Total Watts: 33W
Delivered Lumens: 1724
CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV, Triac and 0-10V
dimmers; 277V compatible with 0-10V dimmers

ADA compliant

5

127 mm
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745



PRODUCT SPECIFICATIONS

BATH
KAL BATH KAMDEN 3-LIGHT BATH KAMDEN 4-LIGHT BATH
P 536 P 542 P 543
ITEM NUMBER ITEM NUMBER SHALLOW ITEM NUMBER
Natural Brass Chrome 5 Chrome
700BCKAL24NB-LED930 700BCKMD3HC-LED930 (Shallow, 120V) }27 ’“'2 700BCKMD4C-LED930 (120V)
Nightshade Black 700BCKMD3HC-LED930-277 (Shallow, 277V) ~ 43 700BCKMD4C-LED930-277 (277V)
700BCKAL24B-LED930 700BCKMD3SC-LED930 (Standard, 120V) %@:@ g-ﬂ 105 mm Satin Nickel
Polished Nickel 700BCKMD3SC-LED930-277 (Standard, 277V) L 225" IR - 700BCKMD4S-LED930 (120V)
700BCKAL24N-LED930 Satin Nickel 572mm _A7 700BCKMD4S-LED930-277 (277V)
700BCKMD3HS-LED930 (Shallow, 120V) igmm
SIZE 700BCKMD3HS-LED930-277 (Shallow, 277V) STANDARD SIZE
H:4.5" | L: 24" | D: 4.5 700BCKMD3SS-LED930 (Standard, 120V) 5 H:5"| L:31.4"| D: 5.6
700BCKMD3SS-LED930-277 (Standard, 277V) 127 mm Mounts horizontal or vertical
LAMPING r Lo
Integrated LED SIZE %E% gﬂ s LAMPING
Voltage: 120V-277V Shallow: H: 4.3" | L: 22.5" | D: 4.7" | 225" I 1 Integrated LED
Total Watts: 18W Standard: H: 4.3" | L: 22.5" | D: 5.6" 572mm 56" Voltage: 120V or 277V
Delivered Lumens: 900 Mounts horizontal or vertical 153 mm Total Watts: 43W
CCT: 3000K Delivered Lumens: 2620
CRI: 90 LAMPING CCT: 3000K
Dimmable with most LED compatible Integrated LED CRI: 90
ELV, Tric and 0-10V dimmers Voltage: 120V or 277V Dimmable with most LED compatible ELV and Triac
.5 Total Watts: Shallow: 26W | Standard: 25W dimmers; 277V compatible with O-10V dimmers
Tidmm Delivered Lumens: Shallow: 1696 | Standard: 1280 -
S CCT: 3000K 178 mm
@ ‘I] T a5 CRI: 90 r
s T4 mm Dimmable with most LED compatible ELV and Triac —_ L 1 — g:[l T s
| 615‘::‘"‘ J L45"J dimmers; 277V compatible with 0-10V dimmers = T = _127mm
Ti4mm | EVS I
798 mm _56"
53 mm
LANGSTON MEDIUM BATH SCONCE LINGER WALL/BATH LUFE SQUARE 24 BATH
P 516 P 534 P 548
ITEM NUMBER ITEM NUMBER T ITEM NUMBER
Plated Brass Nightshade Black — — Chrome
700BCLGSN23BR-LED927 (120V) 700BCLNG2B-LED930 (120V) 8.9" 700BCLUFS24C-LED930 (120V)
700BCLGSN23BR-LED92-2777 (277V) 700BCLNG2B-LED930-277 (277V) 227 mm 700BCLUFS24C-LED930-277 (277V)
Natural Brass 323 . - Satin Nickel
820 mm 26.4 —
SIZE 700BCLNG2NB-LED930 (120V) &7mm 700BCLUFS24S-LED930 (120V)
H:7.4" | W: 22.7" | D: 6.5" 700BCLNG2NB-LED930-277 (277V) 149" 700BCLUFS24S-LED930-277 (277V)
Polished Nickel 338 mm
LAMPING 700BCLNG2N-LED930 (120V) . L . SIZE
Integrated LED 700BCLNG2N-LED930-277 (277V) L4 R H:5"|L:24" | D: 3.2"
Voltage: 120V or 277V _45" 33" _45" 33"
T4mm 84mm T4mm 84mm LAMPING

Total Watts: 7.2W

Delivered Lumens: 645

CCT: 2700K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

/\ -
19 mm
lal
r _‘ 27" 75
' 578mm J27m
A\ .
b 4 b 4
74" 6.5"
188 mm 165 mm

SIZE

H:26.4" or 32.3" | W: 4.5" | D: 3.3"

Includes (1) 7.5" and (2) 13.5" pieces of glass
for customization

Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 17.4W

Delivered Lumens: 1145

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

ADA compliant

Additional products and options are available at techlighting.com

Integrated LED

Voltage: 120V or 277V

Total Watts: 23.3W

Delivered Lumens: 1676

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

7

178 mm
r 1
-
127 mm
L 24" 1A
610 mm 32"



LUFE SQUARE 36 BATH

LUFE SQUARE 48 BATH

LYNK 24 BATH

BATH

LYNN 25 BATH

P 548 P 548 P 554 P 555
ITEM NUMBER ITEM NUMBER ITEM NUMBER ITEM NUMBER
Chrome Chrome Bronze Antique Bronze

700BCLUFS36C-LED930 (120V)
700BCLUFS236C-LED930-277 (277V)
Satin Nickel

700BCLUFS36S-LED930 (120V)
700BCLUFS36S-LED930-277 (277V)

SIZE
H:5"|L: 36" | D: 3.2"

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 34.5W

Delivered Lumens: 2458

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

700BCLUFS48C-LED930 (120V)
700BCLUFS48C-LED930-277 (277V)
Satin Nickel
700BCLUFS48S-LED930 (120V)
700BCLUFS48S-LED930-277 (277V)

SIZE
H:5"|L: 48" | D: 3.2"

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 46.9W

Delivered Lumens: 3444

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V compatible with 0-10V dimmers

700BCLYK24Z-LED930 (120V)
700BCLYK24Z-LED930-277 (277V)
Chrome

700BCLYK24C-LED930 (120V)
700BCLYK24C-LED930-277 (277V)
Satin Nickel
700BCLYK24S-LED930 (120V)
700BCLYK24S-LED930-277 (277V)

SIZE
H:4.6"|L:24"| D: 3"
Mounts horizontal or vertical

LAMPING

Integrated LED
Voltage: 120V or 277V
Total Watts: 24W
Delivered Lumens: 1300

700BCLYNN25WZ-LED930 (120V)
700BCLYNN25WZ-LED930-277 (277V)
Chrome

700BCLYNN25WC-LED930 (120V)
700BCLYNN25WC-LED930-277 (277V)
Satin Nickel
700BCLYNN25WS-LED930 (120V)
700BCLYNN25WS-LED930-277 (277V)

SIZE
H: 4.8"|L: 251" | D: 4.3"
Mounts horizontal or vertical

LAMPING

Integrated LED
Voltage: 120V or 277V
Total Watts: 25W
Delivered Lumens: 1092

) CCT: 3000K CCT: 3000K
- T CRI: 90 CRI: 90
178 mm r 1 Dimmable with most LED compatible Dimmable with most LED compatible ELV and Triac
' 1 L 1 T o5 ELV and Triac dimmers dimmers; 277V compatible with O-10V dimmers
[ 1 % | I . 127mm 277V compatible with 0-10V dimmers 65"
mm 48" bod .
| 36" v b 219 mm ! 32 ADA compliant ,638 e,
914 mm 32" 8Tmm plian .
8lmm —~ 4.8"
II:E: d] 46" :Z:l 22mm
17 mm -
- | 65" v
L 24" J b d 638 mm 43"
610 mm _3 109 mm
76 mm
METRO BATH MILAN 24 BATH
P 550 P 552
ITEM NUMBER SIZE ITEM NUMBER 43"
Antique Bronze, White Acrylic H:4.8"|L:25.8" | D: 3.9" Nightshade Black 109 mm
700BCMETYZ-LED927 (120V, 2700K) Mounts horizontal or vertical 700BCMLN24WB-LED930 (120V) s
700BCMETYZ-LED927-277 (277V, 2700K) 700BCMLN24WB-LED930-277 (277V) 2 mm
700BCMETYZ-LED930 (120V, 3000K) LAMPING Chrome 1 s I >
700BCMETYZ-LED930-277 (277V, 3000K) Integrated LED 700BCMLN24WC-LED930 (120V) 22mm 31
Antique Bronze, White Glass Voltage: 120V or 277V 700BCMLN24WC-LED930-277 (277V) 79 mm
700BCMETZ-LED927 (120V, 2700K) Total Watts: 25W Natural Brass
700BCMETZ-LED927-277 (277V, 2700K) Delivered Lumens: 1149 700BCMLN24WNB-LED930 (120V)
700BCMETZ-LED930 (120V, 3000K) CCT: 2700K or 3000K 700BCMLN24WNB-LED930-277 (277V)
700BCMETZ-LED930-277 (277V, 3000K) CRI: 90 Satin Nickel
Chrome, White Acrylic Dimmable with most LED compatible 700BCMLN24WS-LED930 (120V)
700BCMETYC-LED927 (120V, 2700K) ELV and Triac dimmers 700BCMLN24WS-LED930-277 (277V)
700BCMETYC-LED927-277 (277V, 2700K) 277V compatible with 0-10V dimmers
700BCMETYC-LED930 (120V, 3000K) ADA compliant SIZE
700BCMETYC-LED930-277 (277V, 3000K) 65" H: 5" | L: 24.5" | D: 31"
Chrome, White Glass 765 mm Mounts horizontal or vertical
700BCMETC-LED927 (120V, 2700K) ' 1
700BCMETC-LED927-277 (277V, 2700K) _:E:_ E[l ]2;-8“ LAMPING
700BCMETC-LED930 (120V, 3000K) _, 1semm Integrated LED
700BCMETC-LED930-277 (277V, 3000K) | 258" I Voltage: 120V or 277V
655mm 39 Total Watts: 20W

Satin Nickel, White Acrylic
700BCMETYS-LED927 (120V, 2700K)
700BCMETYS-LED927-277 (277V, 2700K)
700BCMETYS-LED930 (120V, 3000K)
700BCMETYS-LED930-277 (277V, 3000K)
Satin Nickel, White Glass
700BCMETS-LED927 (120V, 2700K)
700BCMETS-LED927-277 (277V, 2700K)
700BCMETS-LED930 (120V, 3000K)
700BCMETS-LED930-277 (277V, 3000K)

999 mm

Delivered Lumens: 1629

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

ADA compliant

747



PRODUCT SPECIFICATIONS

BATH

NYRA BATH OKO 3-LIGHT BATH ORBEL 3-LIGHT BATH
P 520 P 538 P 539

ITEM NUMBER 5" ITEM NUMBER ITEM NUMBER
Nightshade Black 127 mm Aged Brass Matte Black

700BCNYR25B-LED930 (120V) ] L -
700BCNYR25B-LED930-277 (277V) @ 10‘;-;{\1 ﬁ:ﬂ 27 mm
Plated Brass o = Vo -
700BCNYR25BR-LED930 (120V) | 58 mm J 46"
700BCNYR25BR-LED930-277 (277V) 18 mm
Polished Nickel

700BCNYR25N-LED930 (120V)

700BCNYR25N-LED930-277 (277V)

SIZE
H: 4.2" | W:24.7" | D: 4.6"
Mounts horizontally or vertically; uplight or downlight

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 24.2W

Delivered Lumens: 1587

CCT: 3000K

CRI: 90

Dimmable with most LED compatilbe ELV and Triac
dimmers. 277V dimmable with 0-10V dimmers

REFLECTION MIRROR

700BCOKO3R-LED930 (120V)
700BCOKO3R-LED930-277 (277V)
Satin Nickel
700BCOKO3S-LED930 (120V)
700BCOKO3S-LED930-277 (277V)

SIZE
H:4.6"|L:18"| D: 5.9"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 31W

Delivered Lumens: 857

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

., (O O O] O
| 18 Iov

457 mm

150 mm

SAGE 25 WALL/BATH

700BCOBL3B (No Lamp)
700BCOBL3B-LED930 (G9 Bi-Pin Lamp)
Polished Nickel

700BCOBL3N (No Lamp)
700BCOBL3N-LED930 (G9 Bi-Pin Lamp)
Aged Brass

700BCOBL3R (No Lamp)
700BCOBL3R-LED930 (G9 Bi-Pin Lamp)

SIZE
H:5"|L: 24" | D: 6.8"
Mounts horizontal or vertical

LAMPING
No Lamp Option
Rated for (3) 5W max G9 bi-pin lamps

LED G9 Bi-Pin Lamps

Voltage: 120V

Total Watts: 3 x 5SW

Delivered Lumens: 1113

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

e 7
127 mm N
b 4
6.8"

b 24" 1

610 mm

173mm

SAGE 37 WALL/BATH

P 558 P 556 P 556
ITEM NUMBER T M ITEM NUMBER ITEM NUMBER
700VNRFL-LED930 (120V) Chrome Chrome

700VNRFL-LED930-277 (277V)

SIZE

H: 31.5" | W: 23.8" | D: 2" 315"
Mounts vertical only 800 mm
LAMPING

Integrated LED
Voltage: 120V or 277V

Total Watts: 17.6 W L 238" ] L
Delivered Lumens: 615 603 mm 2
CCT: 3000K Simm
CRI: 90

Dimmable with most LED compatible ELV dimmers
277V compatible with Triac and 0-10V dimmers

ADA compliant

Additional products and options are available at techlighting.com

700BCSAGW25C-LED927 (2700K, 120V)
700BCSAGW25C-LED927-277 (2700K, 277V)
700BCSAGW25C-LED930 (3000K, 120V)
700BCSAGW25C-LED930-277 (3000K, 277V)
Satin Nickel

700BCSAGW25S-LED927 (2700K, 120V)
700BCSAGW25S-LED927-277 (2700K, 277V)
700BCSAGW25S-LED930 (3000K, 120V)
700BCSAGW25S-LED930-277 (3000K, 277V)

SIZE
H: 4.3"| L: 25" | D: 3"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 35W

Delivered Lumens: 2210

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

ADA compliant
43 7
109mm ,
R 25" IR

635mm

76 mm

700BCSAGW37C-LED930 (3000K, 120V)
700BCSAGW37C-LED930-277 (3000K, 277V)
Satin Nickel

700BCSAGW37S-LED930 (3000K, 120V)
700BCSAGW37S-LED930-277 (3000K, 277V)

SIZE
H:4.3"|L:37"| D: 3"
Mounts horizontal or vertical

LAMPING

Integrated LED
Voltage: 120V or 277V
Total Watts: 46W
Delivered Lumens: 3427
CCT: 2700K or 3000K
CRI: 90

Dimmable with most LED compatible ELV dimmers

277V compatible with O-10V dimmers

ADA compliant

43 7

109mm ,_ I I
| 37" IR

940 mm 3

76 mm




SPAN 24 BATH

SPAN 36 BATH

BATH

P 526 P 528

ITEM NUMBER - 6 ITEM NUMBER 6"

Chrome 27 mm - 15:’"‘ Chrome ;52"‘"‘1

700BCSPANB2C-LED930 (120V, Direct/Indirect) P 28mm N 700BCSPANB3C-LED930 (120V, Direct/Indirect) 1 ~ .
700BCSPANB2C-LED930-277 (277V, Direct/Indirect) & _E_ T 42 700BCSPANB3C-LED930-277 (277V, Direct/Indirect) —-:[I ——
Satin Nickel 15mm - ~4107mm Satin Nickel I—, -
700BCSPANB2S-LED930 (120V, Direct/Indirect) L 28 Dt 700BCSPANB3S-LED930 (120V, Direct/Indirect) o b
700BCSPANB2S-LED930-277 (277V, Direct/Indirect) 127mm 700BCSPANB3S-LED930-277 (277V, Direct/Indirect) 140mm

Nightshade Black

700BCSPANB2B-LED930 (120V, Direct/Indirect)
700BCSPANB2B-LED930-277 (277V, Direct/Indirect)
Plated Brass

700BCSPANB2BR-LED930 (120V, Direct/Indirect)
700BCSPANB2BR-LED930-277 (277V, Direct/Indirect)

SIZE
H: 4.2" | L: 24.6" | D: 5.5"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 25.5W

Delivered Lumens: 1214

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV dimmers
277V compatible with O-10V dimmers

SPAN 48 BATH TRIS 3-LIGHT BATH
P 530 P 532

Nightshade Black

700BCSPANB3B-LED930 (120V, Direct/Indirect)
700BCSPANB3B-LED930-277 (277V, Direct/Indirect)
Plated Brass

700BCSPANB3BR-LED930 (120V, Direct/Indirect)
700BCSPANB3BR-LED930-277 (277V, Direct/Indirect)

SIZE
H:5.5"|L:35.3"| D: 5.5"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 34.3W

Delivered Lumens: 1275

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

277V compatible with 0-10V dimmers

ITEM NUMBER ITEM NUMBER

Chrome Chrome

700BCSPANB4C-LED930 (Direct/Indirect) 700BCTRS3C-LED930 (120V)
Nightshade Black 700BCTRS3C-LED930-277 (277V)
700BCSPANB4B-LED930 (Indirect) Aged Brass

Plated Brass 700BCTRS3R-LED930 (120V)
700BCSPANB4BR-LED930 (Indirect) 700BCTRS3R-LED930-277 (277V)
Satin Nickel Satin Nickel
700BCSPANB4S-LED930 (Direct/Indirect) 700BCTRS3S-LED930 (120V)

700BCTRS3S-LED930-277 (277V)
SIZE

H:5.5"| L: 46.8"| D: 5.5" SIZE
Mounts horizontal or vertical H: 4.3"| L: 25.6" | D: 3.4"

Mounts horizontal and vertical
LAMPING

Integrated LED
Voltage: 120V or 277V
Total Watts: 45.2W
Delivered Lumens: 1581

LAMPING
Integrated LED
Voltage: 120V or 277V
Total Watts: 18W

CCT: 3000K Delivered Lumens: 671
CRI: 90 CCT: 3000K
Dimmable with most LED compatible CRI: 90

ELV and Triac dimmers
277V compatible with O-10V dimmers

Dimmable with most LED compatible
ELV and Triac dimmers
277V compatible with 0-10V dimmers

152mm
r 1 ADA compliant
7 5
140 mm
| 46.8" 1 4
1189 mm 5.5"

140 mm

127 mm
ro1
T4z
109 mm
[ 7 T 34"
LT LT T—T .8mm
| 256" |
650 mm

749



PRODUCT SPECIFICATIONS

INDOOR/OUTDOOR STEP LIGHTS

IKON SCONCE/STEP LIGHT

KRYSEN SCONCE/STEP LIGHT

P 566 P 564
ITEM NUMBER ) _67" ITEM NUMBER 1T
Black P o 1 17mm Black 25mm
7000SIKN92730B12 (12V) — 7000SKYSN92730B12 (12V) — LT
7000SIKN92730B120 (120V) 4 e ﬂ] o1 7000SKYSN92730B120 (120V) 4 25
Bronze 102mm -+ 48mm 48 mm Bronze 102mm “
7000SIKN92730212 (12V) — Lo u 7000SKYSN92730Z12 (12V) - & Ll
7000SIKN92730Z120 (120V) 27 3 7000SKYSN92730Z120 (120V) 152mm 4
67mm 7mm Natural Brass 1omm
SIZE 7000SKYSN92730NB12 (12V)
H: 4" | W:6"|D:.3"
Mounts down only SIZE
Mount to a 2x4 j-box H:4"|W:6"|D: 1"
Mounts down only
LAMPING Can mount to either a 2x4 or standard
Integrated LED 4" j-box with plaster plate
Voltage: 12V or 120V
Total Watts: 12.2W LAMPING
Delivered Lumens: 202 Integrated LED
CCT: 2700K/3000K selectable Voltage: 12V or 120V
CRI: 90 Total Watts: 12.7W
12V dimmable with most LED compatible Delivered Lumens: 200
ELV, Triac and MLV dimmers CCT: 2700K/3000K Selectable
120V not dimmable CRI: 90
12V dimmable with most LED compatible
ADA compliant ELV, MLV and Triac dimmers
120V not dimmable
ADA compliant
WEND SCONCE/STEP LIGHT
P 562
ITEM NUMBER —
Black — L—l|
7000SWEND92730B12 (12V) —
7000SWEND92730B120 (120V) | 6 | L1"4
Bronze Bamm

7000SWEND92730Z12 (12V)
7000SWEND92730Z120 (120V)
Natural Brass
7000SWEND92730NB12 (12V)

SIZE

H:4"|W:6"| D: 1"

Mounts down only

Can mount to either a 2x4 or standard
4" j-box with plaster plate

LAMPING

Integrated LED

Voltage: 12V or 120V

Total Watts: 12.1W

Delivered Lumens: 344

CCT: 2700K/3000K selectable

CRI: 90

12V dimmable with most LED compatible MLV dimmers
120V not dimmable

ADA compliant

Additional products and options are available at techlighting.com



ANTON SMALL OUTDOOR WALL
P 601

ANTON LARGE OUTDOOR WALL
P 601

ARKAY ONE OUTDOOR BOLLARD
P 629

OUTDOOR

ITEM NUMBER
Black
7000WANTN9279BUNV

SIZE
H:7.6" | W:4"| D: 4.2"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 10W

Delivered Lumens: 200

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

ITEM NUMBER
Black
7000WANTN92724BUNV

SIZE
H:23.9" [ W: 4.1"| D: 4.2

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 20W

Delivered Lumens: 400

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

ITEM NUMBER

Black

7000BARK183036BUNV (3000K, No Option
7000BARK184036BUNV (4000K, No Option)
Bronze

7000BARK183036ZUNYV (3000K, No Option)
7000BARK184036ZUNV (4000K, No Option)

SIZE
H: 36.8" | W: 6"

LAMPING

Integrated LED
Voltage: 120V-277V
Total Watts: 16.1W
Delivered Lumens: 901
CCT: 3000K or 4000K

H

36.8"
934 mm

4" 42" 41 42"

02mm 07mm 103mm 07mm CRI: 80

rot ro ros [ Dimmable with most LED compatible

T . T — ELV, Triac and O-10V dimmers
7.6" 6.5"
194 mm 164 mm
%J 2 23.9" 228"
25mm Bmm 608 mm 579 mm
N
5
12mm

ARKAY TWO OUTDOOR BOLLARD ARKAY THREE OUTDOOR BOLLARD
P 628 P 628
ITEM NUMBER - ITEM NUMBER -
Black ,Ij_D, Black g
7000BARK283036BUNV (3000K, No Option) 7000BARK383036BUNV (3000K, No Option)
7000BARK284036BUNV (4000K, No Option) 7000BARK384036BUNV (4000K, No Option)
Bronze Bronze
7000BARK283036ZUNYV (3000K, No Option) 268" 7000BARK383036ZUNYV (3000K, No Option) 368"
7000BARK284036ZUNV (4000K, No Option) 934mm 7000BARK384036ZUNV (4000K, No Option) 934mm

SIZE
H: 36.8" | W: 6"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 24.2W

Delivered Lumens: 1232

CCT: 3000K or 4000K

CRI: 80

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

SIZE
H: 36.8" | W: 6"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 15.3W

Delivered Lumens: 1360

CCT: 3000K or 4000K

CRI: 80

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers
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PRODUCT SPECIFICATIONS

OUTDOOR

ASH SMALL OUTDOOR WALL

ASH MEDIUM OUTDOOR WALL

P 590 P 590
ITEM NUMBER ITEM NUMBER
PRODUCT CRI/CCT LENGTH LENS FINISH VOLTAGE OPTIONS PRODUCT CRI/CCT LENGTH LENS FINISH VOLTAGE OPTIONS
7000WASH L927 LEDLO-OUTPUT 8 8 C CLEAR Z BRONZE UNV 120V-277V NONE (LEAVE BLANK) 7000WASH L927 LEDLO-OUTPUT 10 10" C CLEAR Z BRONZE UNV 120V-277V NONE (LEAVE BLANK)
90 CRI, 2700K CYLINDER H CHARCOAL UNIVERSAL pc BUTTON 90 CRI, 2700K CYLINDER H CHARCOAL UNIVERSAL pc BUTTON
H927 LED HI-OUTPUT D CLEAR PHOTOCONTROL H927 LED HI-OUTPUT D CLEAR PHOTOCONTROL
90 CRI, 2700K LENS SP  SURGE PROTECTION 90 CRI, 2700K LENS SP  SURGE PROTECTION
L930 LED LO-OUTPUT PCSP BUTTON L930 LED LO-OUTPUT PCSP BUTTON
90 CRI, 3000K PHOTOCONTROL & 90 CRI, 3000K PHOTOCONTROL &
H930 LED HI-OUTPUT SURGE PROTECTION H930 LED HI-OUTPUT SURGE PROTECTION
90 CRI, 3000K 90 CRI, 3000K
SIZE High Output Integrated LED SIZE High Output Integrated LED
Cylinder: H: 75" | W: 8" | D: 9.9" Voltage: 120V-277V Cylinder: H: 9.6" | W:10.5" | D: 12.5" Voltage: 120V-277V
Lens: H:6.5" | W: 8" | D: 9.9 Total Watts: 181W Lens: H: 6.5" | W:10.5" | D: 12.5" Total Watts: 18W
Mounts down only Delivered Lumens: Cylinder: 1189 | Lens: 613 Mounts down only Delivered Lumens Cylinder: 1172 | Lens: 733
CCT: 2700K or 3000K CCT: 2700K or 3000K
LAMPING CRI: 90 LAMPING CRI: 90
Low Output Integrated LED Dimmable with most LED compatible Low Output Integrated LED Dimmable with most LED compatible
Voltage: 120V-277V ELV and 0-10V Dimmers Voltage: 120V-277V ELV and 0-10V Dimmers
Total Watts: 8W a Total Watts: 81W ar
Delivered Lumens Cylinder: 515 | Lens: 298 119'mm Delivered Lumens: Cylinder: 587 | Lens: 381 "9'mm
CCT: 2700K or 3000K r 1 CCT: 2700K or 3000K r 1
CRI: 90 ar 7 T CRI: 90 T T T
Dimmable with most LED compatible 104 mm 75 65 Dimmable with most LED compatible _55" 96 85
) i 19Tmm 165mm ) 140m : 165 mm
ELV and 0-10V Dimmers T - ELV and 0-10V Dimmers 244mm
L ] L 1 [ s
| 10.5" | 1
267mm
ASH LARGE OUTDOOR WALL
P 591
ITEM NUMBER
PRODUCT CRI/CCT LENGTH LENS FINISH VOLTAGE OPTIONS 4.7"
7000WASH L927 LEDLO-OUTPUT 12 12" C CLEAR Z BRONZE UNV 120V-277V NONE (LEAVE BLANK) gemm,
90 CRI, 2700K CYLINDER H CHARCOAL UNIVERSAL pc BUTTON — —
H927 LED HI-OUTPUT D CLEAR PHOTOCONTROL 6.6"
90 CRI, 2700K LENS SP  SURGE PROTECTION 166 mm 21
L930 LED LO-OUTPUT PCSP BUTTON — 307 mm
90 CRI, 3000K PHOTOCONTROL &
H930 LED HI-OUTPUT SURGE PROTECTION N
90 CRI, 3000K J
SIZE High Output Integrated LED —
Cylinder: H: 121" | W: 12.5" | D: 14.6" Voltage: 120V-277V g
Lens: H: 8" | W:12.5" | D: 14.6" Total Watts: 18W 203mm
Mounts down only Delivered Lumens Cylinder: 1215 | Lens: 963 e

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV and O-10V Dimmers

LAMPING

Low Output Integrated LED

Voltage: 120V-277V

Total Watts: 8.2W

Delivered Lumens: Cylinder: 618 | Lens: 500
CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible

ELV and 0-10V Dimmers

Additional products and options are available at techlighting.com




ASH X-LARGE OUTDOOR WALL

P 590
ITEM NUMBER
PRODUCT  CRI/CCT LENGTH LENS FINISH VOLTAGE OPTIONS
7000WASH L927 LEDLO-OUTPUT 16 16" C CLEAR Z BRONZE UNV 120V-277V NONE (LEAVE BLANK) 47"
90 CRI, 2700K CYLINDER H CHARCOAL UNIVERSAL pc  BUTTON jromm,
H927 LED HI-OUTPUT D CLEAR PHOTOCONTROL — —
90 CRI, 2700K LENS SP SURGE PROTECTION 7.7
L930 LED LO-OUTPUT PCSP BUTTON 796 mm )
90 CRI, 3000K PHOTOCONTROL & P 3;‘3":“"
H930 LED HI-OUTPUT SURGE PROTECTION b
90 CRI, 3000K I
SIZE High Output Integrated LED L 16" 1
Cylinder: H: 14.3" | W: 16" | D: 18.2" Voltage: 120V-277V 406 mm
Lens: H: 8" | W: 16" | D: 18.2" Total Watts: 18W —
Mounts down only Delivered Lumens Cylinder: 1406 | Lens: 1255 .
CCT: 2700K or 3000K 203 mm
LAMPING CRI: 90

Low Output Integrated LED

Voltage: 120V-277V

Total Watts: 8W

Delivered Lumens: Cylinder: 591 | Lens: 567
CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible

ELV and 0-10V Dimmers

ASH SMALL OUTDOOR PENDANT

Dimmable with most LED compatible
ELV and O-10V Dimmers

ASPEN SMALL OUTDOOR WALL

OUTDOOR

P 612 P 596
ITEM NUMBER LAMPING ITEM NUMBER —
&

Bronze ) ) Low Output Integrated LED Bronze ) 203mm
7000PASHH927CZUNYV (Cylinder, 2700K, High Output) Voltage: 120V-277V 7000WASP9278DZUNVSLF (2700K, No Option)
7000PASHL927CZUNV (Cylinder, 2700K, Low Output) Total Watts: 8W 7000WASP9308DZUNVSLF (3000K, No Option) bod bd

. ) : 5 28"
7000PASHH930CZUNYV (Cylinder, 3000K, High Output) Delivered Lumens: Cylinder: 619 | Lens: 400 Charcoal T Trom

7000PASHH930CZUNYV (Cylinder, 3000K, Low Output)
7000PASHH927DZUNYV (Lens, 2700K, High Output)
7000PASHL927DZUNYV (Lens, 2700K, Low Output)
7000PASHH930DZUNY Lens, (3000K, High Output)
7000PASHL930DZUNYV (Lens, 3000K, Low Output)
Charcoal

7000PASHH927CHUNYV (Cylinder, 2700K, High Output)
7000PASHL927CHUNYV (Cylinder, 2700K, Low Output)
7000PASHH930CHUNYV (Cylinder, 3000K, High Output)
7000PASHL930CZHNV (Cylinder, 3000K, Low Output)
7000PASHH927DHUNYV (Lens, 2700K, High Output)
7000PASHL927DHUNYV (Lens, 2700K, Low Output)
7000PASHH930DHUNY (Lens, 3000K, High Output)
7000PASHL930DHUNYV (Lens, 3000K, Low Output)

SIZE

Cylinder: H: 121" | W: 12.5" | Canopy: 6" round
Lens: H: 6.6" | W:12.5" | Canopy: 6" round
Includes (1) 3", (1) 6" and (1) 12" rigid stems in
coordinating finish

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV and 0-10V dimmers

High Output Integrated LED

Voltage: 120V-277V

Total Watts: 18W

Delivered Lumens: Cylinder: 1115 | Lens: 863
CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible

ELV and 0-10V dimmers

6

152mm
P e
152mm
— _, 2
. 533 mm
6.6
adjustable
166 mm 121

— r— 307 mm

7000WASP9278DHUNVSLF (2700K, No Option)
7000WASP9308DHUNVSLF (3000K, No Option)
Natural Brass

7000WASP9278DNBUNVS (2700K, No Option)
7000WASP9308DNBUNVS (3000K, No Option)

SIZE
H:8"| W:5"| D:2.8"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 151W

Delivered Lumens: 391

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV and O-10V dimmers

753



PRODUCT SPECIFICATIONS

OUTDOOR

ASPEN MEDIUM OUTDOOR WALL
P 596

ASPEN LARGE OUTDOOR WALL
P 597

ITEM NUMBER
Bronze
7000WASP92715DZUNVSLF (2700K, No Option)

—

ITEM NUMBER
Bronze
7000WASP92726DZUNVSLF (2700K, No Option)

7000WASP93015DZUNVSLF (3000K, No Option) 81mm 7000WASP93026DZUNVSLF (3000K, No Option)
Charcoal Charcoal Gsf)%
7000WASP92715DHUNVSLF (2700K, No Option) ! — v 7000WASP92726DHUNVSLF (2700K, No Option)
7000WASP93015DHUNVSLF (3000K, No Option) I 28" 7000WASP93026DHUNVSLF (3000K, No Option)
Natural Brass 127mm 71mm Natural Brass
7000WASP92715DNBUNVS (2700K, No Option) 7000WASP92726DNBUNVS (2700K, No Option) N
7000WASP93015DNBUNVS (3000K, No Option) 7000WASP93026DNBUNVS (3000K, No Option) Lo L d
5" 28"
SIZE SIZE 127mm 7imm
H:15" | W: 5" | D: 2.8" H: 26" | W:5"| D:2.8"
LAMPING LAMPING
Integrated LED Integrated LED
Voltage: 120V-277V Voltage: 120V-277V
Total Watts: 22.2W Total Watts: 37.9W
Delivered Lumens: 648 Delivered Lumens: 1060
CCT: 2700K or 3000K CCT: 2700K or 3000K
CRI: 90 CRI: 90
Dimmable with most LED compatible Dimmable with most LED compatible
ELV and 0-10V dimmers ELV and 0-10V dimmers
ASPEN X-LARGE OUTDOOR WALL ASPENTI MEDIUM OUTDOOR WALL
P 596 P 608
ITEM NUMBER M~ 1 ITEM NUMBER 5
Bronze Bronze :27"":‘
7000WASP92736DZUNVSLF (2700K, No Option) 7000WAST14Z-LED930 (120V) —
7000WASP93036DZUNVSLF (3000K, No Option) 7000WAST14Z-LED930-277 (277V) o
Charcoal Charcoal 1 5"
7000WASP92736DHUNVSLF (2700K, No Option) 36" 7000WAST14H-LED930 (120V) 356 mm 292mm
7000WASP93036DHUNVSLF (3000K, No Option) 914mm 7000WAST14H-LED930-277 (277V)
Natural Brass N —
7000WASP93736DNBUNVS (2700K, No Option) SIZE b i b 1
7000WASP93036DNBUNVS (3000K, No Option) H:14" | W:6.5"| D: 7" 6.5 I
Mounts horizontal or vertical 165 mm 178mm
SIZE L
H:36" | W: 5" | D: 2.8" L LAMPING
5 28" Integrated LED
LAMPING 27mm 7Tmm

Integrated LED

Voltage: 120V-277V

Total Watts: 481W

Delivered Lumens: 1508

CCT: 2700K or 3000K

CRI: 90

Dimmable with most LED compatible
ELV and O-10V dimmers

Additional products and options are available at techlighting.com

Voltage: 120V or 277V

Total Watts: 13.7W

Delivered Lumens: 1028

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers



ASPENTI LARGE OUTDOOR WALL
P 608

BLADE MEDIUM OUTDOOR WALL
P 578

OUTDOOR

ITEM NUMBER _5 ITEM NUMBER T
Bronze ,127'“"11 Black
7000WAST20Z-LED930 (120V) — ., 7000WBLD9273018BUNV
7000WAST20Z-LED930-277 (277V) Bronze 18" .
Charcoal 7000WBLD9273018ZUNV 457mm ., 53"
7000WAST20H-LED930 (120V) 20" 75 6.25" 4135 mm
7000WAST20H-LED930-277 (277V) 508 mm 508 mm SIZE 59 mm
H:18" | W: 4.2" | D: 1.6" — vy - g
SIZE Mounts vertical only 42" 16"
H: 20" | W:6.5" | D: 7" . 107 mm 40mm
Mounts horizontal or vertical R . - i LAMPING
65" 7" Integrated LED

LAMPING 165 mm 178 mm Voltage: 120V-277V
Integrated LED Total Watts: 19.9W
Voltage: 120V or 277V Delivered Lumens: 1398
Total Watts: 13.7W CCT: 2700K/3000K Selectable
Delivered Lumens: 1028 CRI: 90
CCT: 3000K Dimmable with most LED compatible
CRI: 90 ELV, Triac and O-10V dimmer.
Dimmable with most LED compatible
ELV and Triac dimmers ADA compliant
BLADE LARGE OUTDOOR WALL BOWMAN SMALL OUTDOOR WALL
P 578 P 588
ITEM NUMBER T ITEM NUMBER -
Black Black L 1 / \ %
7000WBLD9273024BUNV 700WSBOW4B-LED827 (2700K, 120V) .
Bronze N 700WSBOW4B-LED827-277 (2700K, 277V) | 45 6.7
7000WBLD9273024ZUNV Géﬁ - 700WSBOW4B-LED830 (3000K, 120V) N5 mm 170 mm

— BEmm 700WSBOW4B-LED830-277 (3000K, 277V)
SIZE - - Bronze
H:24.2" | W: 4.2" | D:1.6" 236 mm 700WSBOW42Z-LED827 (2700K, 120V)
Mounts vertical only . N 700WSBOW4Z-LED827-277 (2700K, 277V)

oA b 700WSBOW4Z-LED830 (3000K, 120V)

LAMPING =z o= 700WSBOW4Z-LED830-277 (3000K, 277V)

Integrated LED

Voltage: 120V-277V

Total Watts: 27.7W

Delivered Lumens: 1951

CCT: 2700K/3000K Selectable

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmer

ADA compliant

Charcoal

700WSBOW4H-LED830 (3000K, 120V)
700WSBOW4H-LED830-277 (3000K, 277V)
Silver

700WSBOW4I-LED830 (3000K, 120V)
700WSBOW4I-LED830-277 (3000K, 277V)
White

700WSBOW4W-LED830 (3000K, 120V)
700WSBOW4W-LED830-277 (3000K, 277V)

SIZE
H:4.5" | W: 45" | D:6.7"

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 17.8W

Delivered Lumens: 697

CCT: 2700K or 3000K

CRI: 80

Dimmable with most LED compatible ELV dimmers



PRODUCT SPECIFICATIONS

OUTDOOR

BOWMAN MEDIUM OUTDOOR WALL
P 589

BOWMAN SMALL OUTDOOR PENDANT
P 614

ITEM NUMBER LAMPING ITEM NUMBER 47"
Black Integrated LED Black ;‘9'"";
700WSBOWG6B-LED827 (2700K, 120V) Voltage: 120V or 277V 7000PBOW92712BUNV (2700K) R R —
700WSBOWG6B-LED827-277 (2700K, 277V) Total Watts: 47.2W 7000PBOW93012BUNV (3000K) 25mm
700WSBOWG6B-LED830 (3000K, 120V) Delivered Lumens: 1163 7000PBOW94012BUNV (4000K)
700WSBOWG6B-LED830-277 (3000K, 277V) CCT: 2700K or 3000K Bronze
Bronze CRI: 90 7000PBOW92712ZUNV (2700K) N
700WSBOW6Z-LED827 (2700K, 120V) Dimmable with most LED compatible 7000PBOW93012ZUNV (3000K) 330-864mm
700WSBOWG6Z-LED827-277 (2700K, 277V) ELV, Triac and 0-10V dimmers 7000PBOW94012ZUNV (4000K) ﬁ — adjustable
700WSBOW6Z-LED830 (3000K, 120V) . Charcoal
700WSBOW6Z-LED830-277 (3000K, 277V) - J-Box 7000PBOW92712HUNV (2700K) 106" ns"
Charcoal Eamm " Centerline 7000PBOW93012HUNV (3000K) 269mm 292mm
700WSBOWG6H-LED830 (3000K, 120V) U 6:::"“ 7000PBOW94012HUNV (4000K) p— .
700WSBOWG6H-LED830-277 (3000K, 277V) | 75 || 9| L o
Silver 19Tmm 229 mm SIZE 254mm
700WSBOWGI-LED830 (3000K, 120V) H: 11.5" (13" min.-34" max.) | W:12.6" X
700WSBOWG6I-LED830-277 (3000K, 277V) Canopy: 4.7" round 520mm
White
700WSBOW6W-LED830 (3000K, 120V) LAMPING
700WSBOW6W-LED830-277 (3000K, 277V) Integrated LED

Voltage: 120V-277V
SIZE Total Watts: 21W
H: 6" | W: 75" | D: 9" Delivered Lumens: 1320

CCT: 2700K, 3000K or 4000K

CRI: 90

Dimmable with most LED compatible

ELV, Triac and O-10V dimmers
BOWMAN MEDIUM OUTDOOR PENDANT BOXIE SMALL OUTDOOR WALL/FLUSH MOUNT BOXIE LARGE OUTDOOR WALL/FLUSH MOUNT
P614 P618 P618
ITEM NUMBER 47" ITEM NUMBER ITEM NUMBER
Black ;‘9"‘"’1 Bronze Bronze
7000PBOW92718BUNV (2700K) — z;m — 7000WBXS930Z120 (120V) 7000WBXL930Z120 (120V)
7000PBOW93018BUNV (3000K) 7000WBXS930Z277 (277V) 7000WBXL930Z277 (277V)
7000PBOW94018BUNV (4000K) Charcoal Charcoal
Bronze 7000WBXS930H120 (120V) 7000WBXL930H120 (120V)
7000PBOW92718ZUNV (2700K) 7000WBXS930H277 (277V) 7000WBXL930H277 (277V)
7000PBOW93018ZUNV (3000K) 17'-39"
7000PBOW94018ZUNV (4000K) — L . o7 e SIZE SIZE
Charcoal ! H:2"| W:5.3" H:2.7" | W: 9"
7000PBOW92718HUNYV (2700K) 154 - Mounts on wall or ceiling Mounts on wall or ceiling
7000PBOW93018HUNV (3000K) 391mm 79 mm
7000PBOW94018HUNV (4000K) LAMPING LAMPING

Integrated LED Integrated LED
SIZE — A Voltage: 120V or 277V Voltage: 120V or 277V
H:16.5" (17" min.-39" max.) | W: 18.7" | Canopy: 4.7" round L 16" 1 Total Watts: 12W Total Watts: 25W

406":"‘ Delivered Lumens: 435 Delivered Lumens: 905

LAMPING b a7 d CCT: 3000K CCT: 3000K
Integrated LED CRI: 90 CRI: 90

Voltage: 120V-277V

Total Watts: 36W

Delivered Lumens: 2556

CCT: 2700K, 3000K or 4000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

Additional products and options are available at techlighting.com

Dimmable with most LED compatible ELV dimmers

Dimmable with most LED compatible ELV dimmers

_,69mm
QU S

229 mi



CHARA ROUND SMALL OUTDOOR WALL
P 573

CHARA ROUND MEDIUM OUTDOOR WALL
P 573

CHARA ROUND LARGE OUTDOOR WALL
P 573

OUTDOOR

CHARA SQUARE SMALL OUTDOOR WALL
P 572

ITEM NUMBER
Black
7000WCHA93012BUDUNVS

SIZE
H:12.3" | W: 4.5" | D: 2.7"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 11.9W

Delivered Lumens: 1286

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, 0-10V and Triac dimmers

277V compatible with O-10V dimmers

1

ITEM NUMBER
Black
7000WCHA93017BUDUNVS

SIZE
H:17.2" | W: 4.5" | D: 2.7"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 11.9W

Delivered Lumens: 1286

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, 0-10V and Triac dimmers

277V compatible with O-10V dimmers

—

ITEM NUMBER
Black
7000WCHA93026BUDUNVS

SIZE
H:26"| W:4.5"| D: 2.7"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 11.9W

Delivered Lumens: 1286

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, 0-10V and Triac dimmers

277V compatible with O-10V dimmers

ITEM NUMBER
Black
7000WCHAS93012BUDUNV

SIZE
H:12.3" | W: 4.5"| D: 2.6"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 11.9W

Delivered Lumens: 1286

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, 0-10V and Triac dimmers

277V compatible with 0O-10V dimmers

ADA compliant

123" 75" -~ .
32mm 9Tmm 7.2 75" -
a 437mm 19Tmm - 15?"‘
“ N 26" 75" —
bood bod 660 mm 191mm .
45" 2.7 - - 123 75
14 mm 69 mm L ] ] 2 mm T mm
45" 2.7 R
4mm 69 mm .
oA b L4.5"J L2.7'4'
45" 2.7 M4mm  69mm
N4 mm 69 mm
CHARA SQUARE MEDIUM OUTDOOR WALL CHARA SQUARE LARGE OUTDOOR WALL CIRQUE SMALL OUTDOOR WALL/FLUSH MOUNT
P 572 P 572 P 619
ITEM NUMBER ITEM NUMBER 6" ITEM NUMBER
Black Black 15';"‘ Bronze
7000WCHAS93017BUDUNV 7000WCHAS93026BUDUNV Y M 7000WCQS930Z120 (120V)
7000WCQS9302277 (277V)
SIZE SIZE Charcoal
H:17" | W: 4.5" | D: 2.6" H:26"| W: 4.5"| D: 2.6" ~ 7000WCQS930H120 (120V)
Mounts horizontal or vertical Mounts horizontal or vertical 26" 75" 7000WCQS930H277 (277V)
660 mm 191mm
LAMPING LAMPING - SIZE
Integrated LED Integrated LED H:2.2" | W: 6"
Voltage: 120V-277V Voltage: 120V-277V Mounts on wall or ceiling
Total Watts: 11.9W Total Watts: 11.9W P L
Delivered Lumens: 1286 Delivered Lumens: 1286 L45“4 ¥274 LAMPING
CCT: 3000K CCT: 3000K famm  6omm Integrated LED
CRI: 90 CRI: 90 Voltage: 120V or 277V

Dimmable with most LED compatible
ELV, 0-10V and Triac dimmers
277V compatible with O-10V dimmers

ADA compliant

—

432 mm 191mm

u—

b4
4.5" 27"
N4mm 69mm

Dimmable with most LED compatible
ELV, 0-10V and Triac dimmers
277V compatible with O-10V dimmers

ADA compliant

Total Watts: 12W

Delivered Lumens: 472

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

_s 56 mm
6"
152mm

757



PRODUCT SPECIFICATIONS

OUTDOOR

CIRQUE LARGE OUTDOOR WALL/FLUSH MOUNT COSMO SMALL OUTDOOR WALL COSMO MEDIUM OUTDOOR WALL EBB OUTDOOR WALL
P 619 P 610 P 610 P 582

ITEM NUMBER ITEM NUMBER ITEM NUMBER ITEM NUMBER

Bronze Bronze Bronze Antique Bronze

7000WCQL930Z120 (120V) 7000WCOS83012YZUNVS (3000K, No Option) 7000WCOS83018YZUNVS (3000K, No Option) 700WSEBBZ-LED930 (120V)
7000WCQL930Z277 (277V) 7000WCOS84012YZUNVS (4000K, No Option) 7000WCOS84018YZUNVS (4000K, No Option) 700WSEBBZ-LED930-277 (277V)
Charcoal Charcoal Charcoal Black

7000WCQL930H120 (120V) 7000WCOS83012YHUNVS (3000K, No Option) 7000WCOS83018YHUNVS (3000K, No Option) 700WSEBBB-LED930 (120V)
7000WCQL930H277 (277V) 7000WCOS84012YHUNVS (4000K, (No Option) 7000WCOS84018YHUNVS (4000K, (No Option) 700WSEBBB-LED930-277 (277V)

SIZE
H:2.75" | w: 11"
Mounts on wall or ceiling

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 23W

Delivered Lumens: 1033

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV and Triac dimmers

7 275"
_. 69mm
(S|

279 mm

FILO OUTDOOR WALL

SIZE
H:12.3" | W: 5" | D: 4.2"
Mounts up only

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 171W

Delivered Lumens: 1047

CCT: 3000K or 4000K

CRI: 80

Dimmable with most LED compatible
ELV and 0-10V dimmers

—

123"
312mm

35"
J— _489mm
3 bl
5" 42"
127mm 107 mm

INGA SMALL OUTDOOR WALL

SIZE
H:19.2" | W: 8.5" | D: 5.7"
Mounts up only

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 29.2W

Delivered Lumens: 1994

CCT: 3000K or 4000K

CRI: 80

Dimmable with most LED compatible
ELV and 0-10V dimmers

19.2"
488 mm
T35
J— .89mm
85" | b 4
216 mm 5.7"

145mm

INGA LARGE OUTDOOR WALL

SIZE
H:5"| W:5.1"| D: 4"
Mounts horizontal or vertical

LAMPING

Integrated LED
Voltage: 120V or 277V
Total Watts: 30W
Delivered Lumens: 542
CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV dimmers

—

5
127 mm

KULMA SMALL OUTDOOR WALL

P 574 P 595 P 595 P 570

ITEM NUMBER ITEM NUMBER ITEM NUMBER ITEM NUMBER

Black Black Black Black

7000WFLO93023BUNV 7000WINGA9308B120 (120V) 7000WINGA93015B120 (120V) 7000WKLM92710BUNV

Bronze 7000WINGA9308B120-277 (277V) 7000WINGA93015B120-277 (277V) Copper

7000WFLO93023ZUNV 7000WKLM92710PUNV
SIZE SIZE Natural Brass

SIZE H:8"| W:5"|D:2.3" H: 15" | W: 5" | D: 2.3" 7000WKLM92710NBUNV

H:23"| W: 55" | D: 4.7"

Mounts vertical only LAMPING LAMPING SIZE

Downlight and wall-facing indirect light

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 23.9W

Delivered Lumens: 1188

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

277V compatible with O-10V dimmers

140 mm 19 mm

Integrated LED
Voltage: 120V or 277V
Total Watts: 10W
Delivered Lumens: 77
CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers

28" —
7imm . 8"
. 3 mm
—a
3 4 bod
5 23
127 m 57mm

Additional products and options are available at techlighting.com

Integrated LED
Voltage: 120V or 277V
Total Watts: 10W
Delivered Lumens: 77
CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV and Triac
dimmers; 277V dimmable with O-10V dimmers

28"« —

7imm .

H:10.5" | W: 4.5" | D: 3"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 8.3W

Delivered Lumens: 119

CCT: 2700K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers

3

76 mm
r1
35
89 mm
105"
267 mm
—a
bl N
45" 6"
114 mm 15 mm



KULMA LARGE OUTDOOR WALL
P 570

KULMA SMALL OUTDOOR PENDANT
P 613

OUTDOOR

Dimmable with most LED compatible

ITEM NUMBER 3 ITEM NUMBER _45"
Black 7emm Black mn
7000WKLM92720PUNV — — 7000PKLM92715BUNV — oI5 ]
" 19 mm
Copper 6.9 Copper
7000WKLM92720NBUNV 174 mm 7000PKLM92715PUNV
Natural Brass — 204" Natural Brass
7000WKLM92720BUNV 5o mm 7000PKLM92715NBUNV
SIZE SIZE _223"-812"
H:20.4" | W:4.5" | D: 3" H: 15" (22.3" min - 81.2" max.) | L: 5" | W: 6" | 366-2062mm -
v " - Canopy: 4.5" round
LAMPING 45 6 15
Integrated LED Tamm Bmm LAMPING 38Tmm
Voltage: 120V-277V Integrated LED
Total Watts: 8.3W Voltage: 120V-277V - N
Delivered Lumens: 119 Total Watts: 8.3W L 1 W
CCT: 2700K Delivered Lumens: 119 1275W ﬁ‘
CRI: 90 CCT: 2700K
Dimmable with most LED compatible CRI: 90
ELV, Triac and O-10V dimmers Dimmable with most LED compatible
ELV, Triac and 0-10V dimmers
KULMA MEDIUM OUTDOOR PENDANT LLOYDS SMALL OUTDOOR WALL LLOYDS MEDIUM OUTDOOR WALL
P 613 P 576 P 576
ITEM NUMBER 45" ITEM NUMBER ITEM NUMBER
Black Jmm Black Black
7000PKLM92720BUNV — x ﬁ (] 7000WLYD9305BUNV 7000WLYD9307BUNV
Copper
7000PKLM92720PUNV SIZE SIZE
Natural Brass H: 45" | W: 45" | D: 2.6" H:7"| W: 4.8"| D: 2.5"
7000PKLM92720NBUNV
LAMPING LAMPING
SIZE Integrated LED Integrated LED
H: 20.4" (27.7" min - 86.6" max.) | L: 5" | W: .6" | % - Voltage: 120V-120V Voltage: 120V-120V
Canopy: 4.5" round Total Watts: 10W Total Watts: 10W
Delivered Lumens: 1090 Delivered Lumens: 1090
LAMPING 20.4" CCT: 3000K CCT: 3000K
Integrated LED 519 mm CRI: 90 CRI: 90
Voltage: 120V-277V Dimmable with most LED compatible Dimmable with most LED compatible
Total Watts: 8.3W ELV, Triac and O-10V dimmers ELV, Triac and O-10V dimmers
Delivered Lumens: 119 P SN - ~ — ﬁ
CCT: 2700K b ) s L u] 7 56"
CRI: 90 T o mm mm,_ 78 mm 1423
b 4 bod —
45" 26"

ELV, Triac and 0-10V dimmers

14 mm 66 mm

3 4 Lo
48" 25
121mm 63mm

759



PRODUCT SPECIFICATIONS

OUTDOOR

LLOYDS LARGE OUTDOOR WALL LLOYDS X-LARGE OUTDOOR WALL LYFT SMALL OUTDOOR WALL

P 576 P 576 P 611

ITEM NUMBER ITEM NUMBER ITEM NUMBER T

Black Black Black

7000WLYD93013BUNV 7000WLYD93020BUNV 7000WLYT82712CBUNVS (Clear Lens) 125"
7000WLYT82712DBUNVS (Diffuser Lens) Si5mm

SIZE SIZE Bronze

H:13"| W: 4.8"| D: 2.5"

LAMPING

Integrated LED

Voltage: 120V-120V

Total Watts: 10W

Delivered Lumens: 1090

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

— —

H: 20" | W: 4.8" | D: 2.5"

LAMPING

Integrated LED

Voltage: 120V-120V

Total Watts: 10W

Delivered Lumens: 1090

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

—
—

7000WLYT82712CZUNVS (Clear Lens)
7000WLYT82712DZUNVS (Diffuser Lens)
Charcoal

7000WLYT82712CHUNVS (Clear Lens)
7000WLYT82712DHUNVS (Diffuser Lens)

SIZE
H:12.5" | W: 5" | D: 4.7"
Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: Clear: 10W | Diffuser: 10W

[

127mm 127 mm

33:)3" 116" Delivered Lumens: Clear: 215 | Diffuser: 286
mm 294 mm 20" 18.6" .
508 mm T2mm CCT: 2700K, 3000K or 4000K
CRI: 80
— — gL y Dimmable with most LED compatible
48" 25" - ELV, Triac and 0-10V dimmers
121mm 63mm b by
48" 25
121mm 63mm
LYFT MEDIUM OUTDOOR WALL NATE SMALL OUTDOOR WALL NATE LARGE OUTDOOR WALL
P6n P 600 P 600
ITEM NUMBER T ITEM NUMBER ITEM NUMBER
Black Bronze Bronze
7000WLYT82718CBUNVS (Clear Lens) 7000WNTE9Z-LED930 7000WNTE17Z-LED930
7000WLYT82718DBUNVS (Diffuser Lens) 185" Silver Silver
Bronze 470 mm 7000WNTE9I-LED930 7000WNTE17I-LED930
7000WLYT82718CZUNVS (Clear Lens)
7000WLYT82718DZUNVS (Diffuser Lens) SIZE SIZE
Charcoal — N T | H: 91" | W: 55" | D: 4" H:17"| W: 5.5" | D: 4.5"
7000WLYT82718CHUNVS (Clear Lens) 5 5 Mounts up or down Mounts up or down

7000WLYT82718DHUNVS (Diffuser Lens)

SIZE
H:18.5" | W: 5" | D: 5"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: Clear: 10W | Diffuser: 10W
Delivered Lumens: Clear: 221 | Diffuser: 282
CCT: 2700K, 3000K or 4000K

CRI: 80

Dimmable with most LED compatible

ELV, Triac and 0-10V dimmers

127 mm 127 mm

Additional products and options are available at techlighting.com

LAMPING
Integrated LED
Voltage: 120V

Total Watts: 6W
Delivered Lumens: 30
CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV dimmers

— -~

4.6"
91" N N7 mm
231mm

5.5" 4"
140mm  102mm

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 12W

Delivered Lumens: 62

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV dimmers

17

216 mm

55" 4.5"
140 mm N4 mm




PEAK OUTDOOR WALL

PITCH SMALL OUTDOOR WALL

OUTDOOR

PITCH MEDIUM OUTDOOR WALL

P 592 P 583 P 584

ITEM NUMBER ITEM NUMBER LAMPING ITEM NUMBER

Bronze Black Integrated LED Black

700WSPEAKZ-LEDWD 700WSPITSB-LED830 (3000K, 120V) Voltage: 120V or 277V 7000WPIT12B-LED930 (120V)
Silver 700WSPITSB-LED830-277 (3000K, 277V) Total Watts: 26.2W 7000WPIT12B-LED930-277 (277V)

700WSPEAKI-LEDWD

SIZE
H:13"| W: 5" | D: 4.3"
Mounts down only

LAMPING

Integrated LED

Voltage: 120V

Total Watts: 12W

Delivered Lumens: 391

CCT: 3000K-2200K Warm Color Dimming

CRI: 90

Dimmable with most LED compatible ELV dimmers

b 44 |
5" 43"
127mm 109 mm

PITCH LARGE OUTDOOR WALL

Charcoal

700WSPITSH-LED827 (2700K, 120V)
700WSPITSH-LED827-277 (2700K, 277V)
700WSPITSH-LED830 (3000K, 120V)
700WSPITSH-LED830-277 (3000K, 277V)
Silver

700WSPITSI-LED827 (2700K, 120V)
700WSPITSI-LED827-277 (2700K, 277V)
700WSPITSI-LED830 (3000K, 120V)
700WSPITSI-LED830-277 (3000K, 277V)
Bronze

700WSPITSZ-LED827 (2700K, 120V)
700WSPITSZ-LED827-277 (2700K, 277V)
700WSPITSZ-LED830 (3000K, 120V)
700WSPITSZ-LED830-277 (3000K, 277V)

SIZE

H: 5" | W: 5" | D: 3.9"

Indoor: Mounts up or down
Outdoor: Mounts down only

Delivered Lumens: 823
CCT: 3000K

CRI: 90

Dimmable with ELV dimmer

PONTE OUTDOOR WALL

Bronze

7000WPIT12Z-LED930 (120V)
7000WPIT12Z-LED930-277 (277V)
Silver

7000WPIT12I-LED930 (120V)
7000WPIT12I-LED930-277 (277V)

SIZE

H:12" | W: 5" | D: 3.9"
Indoor: Mounts up or down
Outdoor: Mounts down only

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 17.4W

Delivered Lumens: 611

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV dimmer

f
-
“

127 mm 100 mm

REVEL OUTDOOR PATH

P 584 P 580 P 626
ITEM NUMBER T ITEM NUMBER ITEM NUMBER
Black Black Charcoal

7000WPIT19B-LED930 (120V)
7000WPIT19B-LED930-277 (277V)
Bronze

7000WPIT19Z-LED930 (120V)
7000WPIT19Z-LED930-277 (277V)
Silver

7000WPIT19I-LED930 (120V)
7000WPIT191-LED930-277 (277V)

SIZE

H:19" | W: 5" | D: 3.9"
Indoor: Mounts up or down
Outdoor: Mounts down only

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 20.3W

Delivered Lumens: 702

CCT: 3000K

CRI: 90

Dimmable with most LED compatible ELV dimmer

b

4
5" 39"
127 mm 100 mm

7000WPNT5B-LED930

SIZE
H:5"| W:5" | D: 2.3"

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 8W

Delivered Lumens: 594

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmer

5
" 27mm !
—
5
127 mm
bod bood
15" 23"
38mm 59 mm

7000ARVL8308DH12S (No Option)
7000ARVL8308DH12SST (Stake)
Bronze

7000ARVL8308DZ12S (No Option)
7000ARVL8308DZ12SST (Stake)

SIZE
H:8"| W:6"| D: 4"
Bolt or stake mounting

LAMPING

Integrated LED

Voltage: 12V

Total Watts: 17.6 W

Delivered Lumens: 122

CCT: 3000K

CRI: 80

Dimmable with most LED compatible
ELV or MLV dimmers

g —
203 mm
U B
b 40
6 4

152mm 102mm

761



PRODUCT SPECIFICATIONS

OUTDOOR

REVEL OUTDOOR BOLLARD

ROTON SMALL OUTDOOR PENDANT

P 626 P 616
ITEM NUMBER I 4dE] ITEM NUMBER 47"
Bronze = = Black 1r19 ’“”‘1
7000BRVL83042DZUNVS (3000K) =l L 7000PROT92712BUNV (2700K) —
Charcoal — | [ 7000PROT93012BUNV (3000K)
7000BRVL83042DHUNVS (3000K) 7000PROT94012BUNV (4000K)

Bronze . )
SIZE a2 7000PROT92712ZUNV (2700K) 304
H: 42" |L:6" | D: 4" 1067 mm 7000PROT93012ZUNV (3000K)

7000PROT94012ZUNV (4000K) — -
LAMPING Charcoal _69" ﬁ
Integrated LED 7000PROT92712HUNV (2700K) 7 mm —
Voltage: 120V-277V 7000PROT93012HUNV (3000K) | o
Total Watts: 18.9W 7000PROT94012HUNV (4000K) 254mm
Delivered Lumens: 125 R S B NN | 12" ]
CCT: 3000K or 4000K boodh SIZE 305mm
CRI: 80 ﬁ ﬁ H: 6.9" (9.4" min. - 30.4" max.) | W: 12" | Canopy: 4.7" wide
Dimmable with most LED compatible Includes (1) 3", (1) 6" and (1) 12" rigid stems
ELV and 0-10V dimmers in coordinating finish

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 21.4W

Delivered Lumens: 1320

CCT: 2700K, 3000K or 4000K

CRI: 90

Dimmable with most LED compatible

ELV, O-10V and Triac dimmers
ROTON MEDIUM OUTDOOR PENDANT QUADRATE OUTDOOR WALL
P 616 P 592
ITEM NUMBER _ar ITEM NUMBER T
Black ;'9"‘"; Bronze |_|
7000PROT92718BUNV (2700K) — 700WSQDRZ-LEDWD 13
7000PROT93018BUNV (3000K) Silver 330mm
7000PROT94018BUNV (4000K) 700WSQDRI-LEDWD
Bronze ;
7000PROT92718ZUNV (2700K) S SIZE O R S
7000PROT93018ZUNV (3000K) 320-853mm H:13" | W: 5" | D: 4.8 5 48

127 mm 122mm
7000PROT94018ZUNV (4000K) T - Mounts down only
Charcoal 10" 9"
7000PROT92718HUNV (2700K) 257 mm 229mm LAMPING
7000PROT93018HUNV (3000K) L —a Integrated LED
7000PROT94018HUNV (4000K) L e f - Voltage: 120V
406 mm Total Watts: 26.2W

SIZE L 18" j Delivered Lumens: 991
H:10.1" (12.6" min. - 33.6" max.) | W: 18" | Canopy: 4.7" wide 457 mm CCT: 3000K-2200K Warm Color Dimming

Includes (1) 3", (1) 6" and (1) 12" rigid stems
in coordinating finish

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 36.2W

Delivered Lumens: 2556

CCT: 2700K, 3000K or 4000K

CRI: 90

Dimmable with most LED compatible
ELV, O-10V and Triac dimmers

Additional products and options are available at techlighting.com

CRI: 90
Dimmable with most LED compatible ELV dimmers



STRUT OUTDOOR PATH

STRUT OUTDOOR BOLLARD

OUTDOOR

P 620 P 620
ITEM NUMBER ITEM NUMBER 85"
Black % % Black , Zemm
7000ASTR92718DB12S (2700K, Concrete Mount) yoy N 7000BSTR82742CBUNV2 (2700K) ——
7000ASTR92718DBI12SST (2700K, Stake Mount) — b % Bronze
7000ASTR93018DBI2S (3000K, Concrete Mount) 7000BSTR82742CZUNV2 (2700K)
7000ASTR93018DBI2SST (3000K, Stake Mount) 18 Charcoal
Charcoal 457mm 7000BSTR82742CHUNV2 (2700K)
7000ASTR92718DH12S (2700K, Concrete Mount) -
7000ASTR92718DH12SST (2700K, Stake Mount) B X e SIZE a2
7000ASTR93018DH12S (3000K, Concrete Mount) g -~ - 4,,4 H: 42" | L: 85" | W: 51" 1067 mm
7000ASTR93018DH12SST (3000K, Stake Mount) 02mm 102mm
Bronze LAMPING
7000ASTR92718DZ12S (2700K, Concrete Mount) Integrated LED
7000ASTR92718DZ12SST (2700K, Stake Mount) Voltage: 120V-277V
7000ASTR93018DZ12S (3000K, Concrete Mount) Total Watts: 19.4W
7000ASTR93018DZ12SST (3000K, Stake Mount) Delivered Lumens: 1312 CE= S
CCT: 2700K, 3000K or 4000K b 4
SIZE CRI: 80 85" 51
H:18" | L: 6.5" | W: 4" Dimmable with most LED compatible 26mm 130 mm
Bolt or stake mounting ELV and 0-10V dimmers
LAMPING
Integrated LED
Voltage: 12V
Total Watts: 14.6W
Delivered Lumens: 693
CCT: 2700K or 3000K
CRI: 90
Dimmable with most LED compatible MLV dimmers
SYNTRA OUTDOOR PATH SYNTRA OUTDOOR BOLLARD
P 620 P 624
ITEM NUMBER M ITEM NUMBER = ]
Charcoal Bronze
7000ASYN83018DH12S (No Option) 18 7000BSYN83042CZUNVS (3000K)
7000ASYN83018DHI12SST (Stake) 457 mm 7000BSYN84042CZUNVS (4000K)
Bronze Charcoal
7000ASYN83018DZ12S (No Option) 7000BSYN83042CHUNVS (3000K)
7000ASYN83018DZ12SST (Stake) — 7000BSYN84042CHUNVS (4000K) 42
- g b 72" { 1067 mm
SIZE 203mm 183 mm SIZE
H:18" | L: 8" | w:7.2" H:42'|L:8" | W:7.2"
Bolt or stake mounting
LAMPING 7 .
LAMPING Integrated LED
Integrated LED Voltage: 120V-277V . =
Voltage: 12V Total Watts: 28.9W L i ]
Total Watts: 12.9W Delivered Lumens: 578 8" 7.2"
203mm 183 mm

Delivered Lumens: 256

CCT: 3000K

CRI: 80

Dimmable with most LED compatible MLV dimmers

CCT: 3000K or 4000K

CRI: 80

Dimmable with most LED compatible
ELV and O-10V dimmers
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PRODUCT SPECIFICATIONS

OUTDOOR

TEGEL SMALL OUTDOOR WALL

TEGEL MEDIUM OUTDOOR WALL

P 606 P 607
ITEM NUMBER ITEM NUMBER
PRODUCT COLORTEMP LENGTH BEAM SPREAD* FINISH FUNCTION OPTIONS PRODUCT COLORTEMP LENGTH BEAM SPREAD* FINISH FUNCTION OPTIONS
7000WTEG 827 2700K  1212" NW 10° & 36° CB BLACK DOUNV 120V-277V NONE (LEAVE BLANK) 7000WTEG 827 2700K 18 18" NW 10° & 36° CB BLACK DOUNV 120V-277V NONE (LEAVE BLANK)
830 3000K N  10°NARROW  CZ BRONZE UNIVERSAL pc  BUTTON 830 3000K N  10°NARROW  CZ BRONZE UNIVERSAL pc  BUTTON
840 4000K NN 10°UP&DOWN CH CHARCOAL UDUNV 120V-277V PHOTOCONTROL 840 4000K NN 10°UP&DOWN CH CHARCOAL UDUNV 120V-277V PHOTOCONTROL
WW 36° UP & DOWN UNIVERSAL sp  SURGE PROTECTION WW 36° UP & DOWN UNIVERSAL gp  SURGE PROTECTION
W 36° WIDE PCSP BUTTON W 36° WIDE BUTTON
PHOTOCONTROL & PHOTOCONTROL &

*N, W =DOWNLIGHT ONLY (DO); NN, WW, NW = UP AND DOWNLIGHT ONLY (UD)

SURGE PROTECTION

*N, W =DOWNLIGHT ONLY (DO); NN, WW, NW = UP AND DOWNLIGHT ONLY (UD)

SURGE PROTECTION

SIZE — SIZE T
H:12" | W: 5" | D: 5.6" H:18"| W: 5" | D: 5.6"
Choose 10° or 36° optics 12 Choose 10° or 36° optics
Mounts up or down 305 mm Mounts up or down 18"

457 mm
LAMPING g; JE 1 LAMPING
Up and Down Integrated LED Light _5 56" Up and Down Integrated LED Light
Voltage: 120V - 277V 127mm - 142mm Voltage: 120V-277V et
Total Watts: 29.2W Total Watts: 30W _5 56
Delivered Lumens: 2294 Delivered Lumens: 2369 127mm  142mm
CRI: 80 CRI: 80
CCT: 2700K, 3000K or 4000K CCT: 2700K, 3000K or 4000K
Dimmable with ELV or 0-10V dimmer Dimmable with ELV or 0-10V dimmers
Down Light Only Integrated LED Down Light Only Integrated LED
Voltage: 120V-277V Voltage: 120V-277V
Total Watts: 15.6W Total Watts: 15.6W
Delivered Lumens: 1212 Delivered Lumens: 1212
CRI: 80 CRI: 80
CCT: 2700K, 3000K or 4000K CCT: 2700K, 3000K or 4000K
Dimmable with ELV or 0-10V dimmers Dimmable with ELV or 0-10V dimmers
TURBO 18 OUTDOOR WALL TURBO OUTDOOR PATH
P 602 P 622
ITEM NUMBER ITEM NUMBER 39" 7 -
Black — Black 99mm . 109"
7000WTUR83018CBUNVS (3000K, No Option) 7000ATUR82712DB12S (2700K, Concrete Mount) . 277 mm
7000WTUR83018CBUNVSSP (3000K, Surge Protection) 7000ATUR82712DB12SST (2700K, Stake Mount) ﬁ : .
7000WTUR84018CBUNVS (4000K, No Option) 18" 7000ATUR83012DB12S (3000K, Concrete Mount) s |
7000WTUR84018CBUNVSSP (4000K, Surge Protection) 457mm 7000ATUR83012DB12SST (3000K, Stake Mount) ISZGW
Bronze Bronze

7000WTUR83018CZUNVS (3000K, No Option)
7000WTUR83018CZUNVSSP (3000K, Surge Protection)

.

b 4

7000WTUR84018CZUNVS (4000K, No Option) 56" 65"
7000WTUR84018CZUNVSSP (4000K, Surge Protection) 142mm  165mm
Charcoal

7000WTUR83018CHUNVS (3000K, No Option)
7000WTURB83018CHUNVSSP (3000K, Surge Protection)
7000WTUR84018CHUNVS (4000K, No Option)
7000WTUR84018CHUNVSSP (4000K, Surge Protection)

SIZE

H:18"| W: 5.6" | D: 6.5"

Mounts down only

3-position variable height mounting

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts: 15.8W

Delivered Lumens: 598

CCT: 3000K or 4000K

CRI: 80

Dimmable with most LED compatible
ELV and O-10V dimmers

Additional products and options are available at techlighting.com

7000ATURS82712DZ12S (2700K, Concrete Mount)
7000ATURS82712DZ12SST (2700K, Stake Mount)
7000ATUR83012DZ12S (3000K, Concrete Mount)
7000ATUR83012DZ12SST (3000K, Stake Mount)
Charcoal

7000ATUR82712DH12S (2700K, Concrete Mount)
7000ATURS82712DH12SST (2700K, Stake Mount)
7000ATUR83012DH12S (3000K, Concrete Mount)
7000ATUR83012DH12SST (3000K, Stake Mount)

SIZE
H:10.9" | W: 6"
Bolt or stake mounting

LAMPING

Integrated LED

Voltage: 12V

Total Watts: 15.6W

Delivered Lumens: 1009

CCT: 2700K or 3000K

CRI: 80

Dimmable with most LED compatible MLV dimmers



TURBO OUTDOOR BOLLARD

VEX SMALL OUTDOOR WALL

OUTDOOR

P 622 P 604

ITEM NUMBER LAMPING

PRODUCT COLORTEMP BEAMSPREAD  FINISH VOLTAGE OPTIONS ITEM NUMBER Integrated LED
Black Voltage: 120V-277V

7000BTUR 83042 80 CRI, 20C 20° B BLACK UNVS 120V-277V NONE (LEAVE BLANK) 7000WVEX9274BDOUNV (2700K, Downlight only) Total Watts Up and Down: 18.7

3000K  40c 40° Z BRONZE 125 12V PC  BUTTON PHOTOCONTROL* ' ' Y P
84042 80 CRI N CHARCOAL LF IN-LINE FUSE* 7000WVEX9274BUNV (2700K, Uplight & Downlight) Total Watts Down Only: 9.2
4000K 7000WVEX9304BDOUNYV (3000K, Downlight only) Delivered Lumens Up and Down: 554
PCLF BUTTON PHOTOCONTROL 7000WVEX9304BUNV (3000K, Uplight & Downlight) Delivered Lumens Down Only: 291
&IN-LINE FUSE Bronze CCT: 2700K, 3000K or 4000K

"FORUSE ONLY IN 120V-277V VERSION. 7000WVEX9274ZDOUNV (2700K, Downlight only) CRI: 90

**12V TRANSFORMER ORDERED SEPARATELY. 7000WVEX9274ZUNV (2700K, Uplight & Downlight) Dimmable with most LED compatible
7000WVEX9304ZDOUNYV (3000K, Downlight only) ELV, Triac and 0-10V dimmers

SIZE 39" 7 T 7000WVEX9304ZUNV (3000K, Uplight & Downlight)

H: 40.9" | W: 6" 99mm . Charcoal ADA compliant
7000WVEX9274HDOUNYV (2700K, Downlight only) -~

LAMPING 7000WVEX9274HUNV (2700K, Uplight & Downlight) I:I |:| e

Integrated LED 7000WVEX9304HDOUNYV (3000K, Downlight only) -

Voltage: 12V or 120V-277V 7000WVEX9304HUNV (3000K, Uplight & Downlight) bt Tt

Total Watts: 15W (12V) | 26.3W (120V-277V) 40.9" White M7mm  100mm

Delivered Lumens: 957 (12V) | 2045 (120V-277V) 1053 mm 7000WVEX9274WDOUNYV (2700K, Downlight only)

CCT: 3000K or 4000K 7000WVEX9274WUNV (2700K, Uplight & Downlight)

CRI: 80 — 7000WVEX9304WDOUNYV (3000K, Downlight only)

12V dimmable with MLV dimmers 135" 7000WVEX9304WUNYV (3000K, Uplight & Downlight)

120V dimmable with 0-10V dimmers 343 mm

VEX MEDIUM OUTDOOR WALL

6"
152mi

VEX LARGE OUTDOOR WALL

SIZE
H:4.6"| W: 4.6" | D: 4"
Mounts vertical only

P 605 P 605
ITEM NUMBER ITEM NUMBER -
Black Black

7000WVEX93012BDOUNYV (Downlight Only)
7000WVEX93012BUDUNYV (Uplight & Downlight)
Bronze

7000WVEX93012ZDOUNYV (Downlight Only)
7000WVEX93012ZUDUNYV (Uplight & Downlight)

SIZE
H:12" | W: 4.6" | D: 4"
Mounts vertical only

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts Up and Down: 15.1

Total Watts Down Only: 7.2

Delivered Lumens Up and Down: 498
Delivered Lumens Down Only: 132
CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

ADA compliant

—

120
305mm

—a
b 4 bood

4.6" 4"
N7mm  100m

7000WVEX93020BDOUNYV (Downlight Only)
7000WVEX93020BUDUNYV (Uplight & Downlight)
Bronze

7000WVEX93020ZDOUNYV (Downlight Only)
7000WVEX93020ZUDUNYV (Uplight & Downlight)

SIZE
H: 20" | W: 4.6" | D: 4"
Mounts vertical only

LAMPING

Integrated LED

Voltage: 120V-277V

Total Watts Up and Down: 15.1

Total Watts Down Only: 7.2

Delivered Lumens Up and Down: 498
Delivered Lumens Down Only: 132
CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

ADA compliant

20"
508 mm

—a
b Lo d

4.6" 4"
N7mm 100 mm
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PRODUCT SPECIFICATIONS

OUTDOOR

VOTO SMALL OUTDOOR WALL VOTO MEDIUM OUTDOOR WALL

P 586 P 587

ITEM NUMBER ITEM NUMBER

PRODUCT COLORTEMP  LENGTH  FINISH VOLTAGE OPTIONS PRODUCT  COLORTEMP  LENGTH  FINISH VOLTAGE OPTIONS

7000WVOT 827 2700K 6 6" Z BRONZE DOUNVS DOWNLIGHT ONLY NONE (LEAVE BLANK) 7000WVOT 827 2700K 8 8 Z BRONZE DOUNVS DOWNLIGHT ONLY NONE (LEAVE BLANK)
830 3000K H CHARCOAL 120V-277V UNIVERSAL  sp  SURGE PROTECTION 830 3000K H CHARCOAL 120V-277V UNIVERSAL  sp  SURGE PROTECTION
840 4000K UDUNVS UPLIGHT & DOWNLIGHT 840 4000K UDUNVS UPLIGHT & DOWNLIGHT

120V-277V UNIVERSAL

DOWNLIGHT - 9W/850 LUMENS; UP & DOWNLIGHT - 18W/1500 LUMENS

SIZE
H:6.4"| W: 55" | D: 5.9"
Mounts up or down

LAMPING
Up and Down Integrated LED Light

UP AND DOWN

— —

6.4"
163 mm

55 | | 59" |

140 mm 150 mm

120V-277V UNIVERSAL

DOWNLIGHT - 9W/850 LUMENS; UP & DOWNLIGHT - 18W/1500 LUMENS

SIZE
H:8.3"|W:6.7" | D: 7.5"
Mounts up or down

LAMPING
Up and Down Integrated LED Light

UP AND DOWN

—

8.3"
21T mm

Voltage: 120V-277V Voltage: 120V-277V | &7 | | 75 J
Total Watts: 19.9W DOWN Total Watts: 27.9W 70 mm 19T mm
Delivered Lumens: 909 — - Delivered Lumens: 1394 DOWN
CCT: 2700K, 3000K or 4000K CCT: 2700K, 3000K or 4000K
CRI: 80 % CRI: 80 -
Dimmable with ELV or 0-10V dimmer Dimmable with ELV or 0-10V dimmer
— — 83"

Down Light Only Integrated LED 55 | | 59 Down Light Only Integrated LED 21Tmm
Voltage: 120V-277V 140 mm 150m Voltage: 120V-277V
Total Watts: 11.6W Total Watts: 14.3W = | &r | | 15 |
Delivered Lumens: 538 Delivered Lumens: 673 170 mm 191mm
CCT: 2700K, 3000K or 4000K CCT: 2700K, 3000K or 4000K
CRI: 80 CRI: 80
Dimmable with ELV or O-10V dimmer Dimmable with ELV or O-10V dimmer
WINDFALL SMALL OUTDOOR WALL WINDFALL MEDIUM OUTDOOR WALL WINDFALL LARGE OUTDOOR WALL
P 598 P 598 P 598
ITEM NUMBER ITEM NUMBER ITEM NUMBER . 7
Black Black Black 301;r1nm
7000WWND8B-LED930 7000WWND16B-LED930 7000WWNDB-LED (120V) toj-box

7000WWNDB-LED277 (277V) . centerline
SIZE SIZE Silver Gozgﬁ .
H:8.2"| W:5"| D: 3.9" H:16.2" | W: 6" | D: 3.9" 7000WWNDI-LED (120V)
Mounts horizontal or vertical Mounts horizontal or vertical 7000WWNDI-LED277 (277V)
LAMPING LAMPING SIZE N
Integrated LED Integrated LED H: 24" | W: 6" | D: 3.9 L b

6" 39"

Voltage: 120V-277V

Total Watts: 14.7W

Delivered Lumens: 205

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

82"
207 mm

.

127mm 98 mm

Voltage: 120V-277V

Total Watts: 18.5W

Delivered Lumens: 250

CCT: 3000K

CRI: 90

Dimmable with most LED compatible
ELV, Triac and O-10V dimmers

16.2"
410 mm

“

3 40
6" 39"
152mm 98 mm

Additional products and options are available at techlighting.com

Mounts horizontal or vertical

LAMPING

Integrated LED

Voltage: 120V or 277V

Total Watts: 20W

Delivered Lumens: 184

CCT: 3000K

CRI: 80

Dimmable with most LED compatible ELV dimmers

152mm 99 mm



ZUR SMALL OUTDOOR WALL

ZUR LARGE OUTDOOR WALL

OUTDOOR

P 594 P 594
ITEM NUMBER LAMPING ITEM NUMBER LAMPING
Black, 2700K Integrated LED Black, 2700K Integrated LED

7000WZUR92718BUNVAPC (Button Photocontrol)
7000WZUR92718BUNVALF (In-Line Fuse)
7000WZUR92718BUNVA (No Option)

Black, 3000K

7000WZUR93018BUNVAPC (Button Photocontrol)
7000WZUR93018BUNVALF (In-Line Fuse)
7000WZUR93018BUNVA (No Option)

Black, 4000K

Voltage: 120V-277V

Total Watts: 20.5W

Delivered Lumens: 0°: 910 | 45°: 1613
CCT: 2700K, 3000K or 4000K

CRI: 90

Dimmable with most LED compatible
ELV and 0-10V dimmers

7000WZUR92724BUNVAPC (Button Photocontrol)
7000WZUR92724BUNVALF (In-Line Fuse)
7000WZUR92724BUNVA (No Option)

Black, 3000K

7000WZUR93024BUNVAPC (Button Photocontrol)
7000WZUR93024BUNVALF (In-Line Fuse)
7000WZUR93024BUNVA (No Option)

Black, 4000K

Voltage: 120V-277V

Total Watts: 20.5W

Delivered Lumens: 0°: 910 | 45°: 1613
CCT: 2700K, 3000K or 4000K

CRI: 90

Dimmable with most LED compatible
ELV and 0-10V dimmers

7000WZUR94018BUNVAPC (Button Photocontrol) % 7000WZUR94024BUNVAPC (Button Photocontrol) ]2‘;%‘
7000WZUR94018BUNVALF (In-Line Fuse) . - 7000WZUR94024BUNVALF (In-Line Fuse) -
7000WZUR94018BUNVA (No Option) 257 mm 7000WZUR94024BUNVA (No Option)
Bronze, 2700K Bronze, 2700K 24"
7000WZUR92718ZUNVAPC (Button Photocontrol) L 7000WZUR92724ZUNVAPC (Button Photocontrol) 610 mm
7000WZUR92718ZUNVALF (In-Line Fuse) L J L ] 7000WZUR92724ZUNVALF (In-Line Fuse)
7000WZUR92718ZUNVA (No Option) 7.7 5.5" 7000WZUR92724ZUNVA (No Option)
Bronze, 3000K 196 mm 140mm Bronze, 3000K
7000WZUR93018ZUNVAPC (Button Photocontrol) 7000WZUR93024ZUNVAPC (Button Photocontrol) —
7000WZUR93018ZUNVALF (In-Line Fuse) 7000WZUR93024ZUNVALF (In-Line Fuse) g 77" i g 55" !
7000WZUR93018ZUNVA (No Option) 7000WZUR93024ZUNVA (No Option) 196 mm 140 mm
Bronze, 4000K Bronze, 4000K
7000WZUR94018ZUNVAPC (Button Photocontrol) 7000WZUR94024ZUNVAPC (Button Photocontrol)
7000WZUR94018ZUNVALF (In-Line Fuse) 7000WZUR94024ZUNVALF (In-Line Fuse)
7000WZUR94018ZUNVA (No Option) 7000WZUR94024ZUNVA (No Option)
SIZE SIZE
H:18" | W: 7.7" | D: 5.5" H: 24" | W: 7.7"| D: 5.5"
Mounts down only Mounts down only
Head pivots 240° Head Pivots 240°
OUTDOOR LIVING
LUCIA FLOOR LAMP NEVIS FLOOR LAMP
P 632 P 634
ITEM NUMBER 18" ITEM NUMBER 183"
Black L I 457mm Tﬁ Black L I 266mm Tﬁ
7000PRTLUC92762B 7000PRTNEV92762B
Bronze 165" White |
7000PRTLUC92762BZ 419 mm 7000PRTNEV92762W 48139mm
SIZE “ SIZE
H: 61.6" | W: 18" | Base: 13" round H: 61.6" | W:18.3" | Base: 13" round —
Includes 8' black cloth cord Black includes 8' black cloth cord
White includes 8' white cloth cord

LAMPING 616" 616"
Integrated LED 1564 mm LAMPING 1564 mm
Voltage: 120V-240V Integrated LED
Total Watts: 30W Voltage: 120V-240V
Delivered Lumens: 750 Total Watts: 20W
CCT: 2700K Delivered Lumens: 750
CRI: 90 CCT: 2700K
Dimmable with 3-step touch dimmer CRI: 90

96" Dimmable with 3-step touch dimmer 96"

2438mm 2438 mm
Lo S— —a Log [ N— —a
QL S| [ - S
330 mm 330 mm
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